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i.  Executive  Summary 


Introduction 

In  March  1995,  Affiliated  Engineers  SE,  Inc.  (AESE)  was  retained  by  the  Mobiie  District  U.S. 
Army  Corps  of  Engineers  to  perform  a  Limited  Energy  Study  for  Holston  Army  Ammunition 
Plant,  Kingsport,  Tennessee. 

The  field  survey  of  existing  conditions  was  completed  in  May  1995.  The  results  of  this  field 
survey  were  subsequently  tabulated  and  used  to  generate  single  line  building  drawings  on 
Autocad. 

This  report  summarizes  the  results  obtained  from  this  field  investigation  and  the  anaiysis  of 
various  alternative  Energy  Conservation  Opportunities  (ECO's).  To  develop  the  field  data  into 
various  alternative  ECO  concepts  or  models,  we  utilized  an  "Excel"  spreadsheet  to  tabulate 
and  compare  energy  consumption,  instailation  and  operating  costs  for  various  ECO's. 

These  ECO's  were  then  analyzed  for  suitability  for  the  Energy  Conservation  Investment 
Program  (EClP)  using  the  government's  software  package  called  Life  Cycle  Cost  in  Design 
(LCCiD). 

Scope  of  Work 

The  Scope  of  Work  developed  by  the  U.S.  Army  Corps  of  Engineers  gave  the  following  tasks: 

1 .  Perform  a  field  survey  to  gather  information  on  existing  operating  conditions  and 
equipment  at  Holston  Army  Ammunition  Plant,  Area  "A". 

2.  Perform  a  field  survey  to  gather  information  on  existing  boilers  laid  away  at  Volunteer 
Army  Ammunition  Plant  in  Chattanooga,  Tennessee. 

3.  Provide  a  list  of  suggested  ECO's. 

4.  Analyze  ECO's  using  the  LCCID  program. 

5.  Perform  savings  to  investment  ratio  (SIR)  calculation. 

6.  Rank  ECO's  per  SIR'S. 
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7.  Provide  information  on  study  assumptions  and  document  equations  used  in 
calculations. 

8.  Perform  Life  Cycle  Cost  Analysis. 

9.  Perform  Synergism  Analysis. 

10.  Calculate  Energy/Cost  Ratios. 

1 1 .  Calculate  Benefit/Cost  Ratios. 

12.  Provide  documentation  in  the  form  of  Project  Development  Brochures  (PDB's)  and  DD 
Form  1391. 

13.  Provide  recommendations  for  implementation  of  ECO's  into  projects  by  EClP  priority. 

14.  Prepare  a  report  to  document  the  work  performed,  results,  and  recommendations. 

Buildings  examined  for  Energy  Conservation  Opportunities  were  as  follows: 

Area  "A"  Building  8-A  Steam  Plant 

Area  "A"  Building  7-A  Acetic  Anhydride  Manufacture 

Description  of  ECO's 

Six  alternate  methods  (ECO’s)  of  providing  and/or  utilizing  thermal  energy,  in  the  form  of 
steam,  in  the  acetic  anhydride  production  processes  at  Area  “A"  were  studied.  One  ECO 
addressed  operating  procedure  change  only,  with  no  associated  first  cost.  Two  ECO's 
addressed  operation  using  boilers  relocated  from  Volunteer  Army  Ammunition  Plant  (VAAP), 
Chattanooga,  Tennessee;  these  ECO's  differed  in  system  operating  procedures,  but  had 
identical  estimated  first  cost.  A  final  ECO  addressed  the  provision  of  a  new  100  psig,  natural 
gas  fired,  30,000  Ib/hr  capacity  boiler  and  the  layup  of  the  existing  400  psig  boiler  system. 

The  six  ECO's  were  each  compared  to  baseline  conditions  which  were  developed  from 
historical  data,  with  data  extrapolated  to  represent  the  anticipated  1 996  production  of  2  million 
lbs  equivalent  RDX  explosive. 

The  following  description  for  Case  1  represents  baseline  system  configuration. 
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Case  1 

Existing  stoker  operated,  coal  fired  boilers  producing  400  psig,  575°  F  steam  utilized  at  non¬ 
condensing  turbines  driving  boiler  feedwater  pumps,  boiler  ID/FD  fans,  and  1,000  hp  river 
water  pumps.  The  river  water  pump  backpressure  turbine  exhaust  steam  at  100  psig, 
augmented  by  steam  from  a  pressure  reducing  station,  is  utilized  for  thermal  requirements  of 
the  acetic  anhydride  chemical  processes,  as  well  as  building  and  storage  tank  heating  and 
pipeline  steam  tracing.  Other  turbine  exhaust  at  5  psig  is  used  within  the  boiler  room, 
primarily  for  feedwater  heating  in  the  deaerator.  In  addition,  the  case  simulation  includes 
manual  discharge  of  steam  so  as  to  preclude  boiler  operation  below  40,000  Ibs/hr  output, 
below  which  it  has  been  found  to  be  impossible  to  avoid  boiler  stack  emissions  limit  violations. 

Energy  conservation  opportunities  studied  in  depth  are  further  defined  in  Case  2  through  Case 
7  hereinafter. 

Case  2 

The  system  configuration  is  identical  to  the  baseline,  but  existing  electric  driven  feedwater  and 
river  water  pumps  are  utilized  in  lieu  of  the  turbine  driven  units. 

Case  3 

The  Case  2  scenario  is  modified  by  retrofit  of  one  of  the  six  stoker  operated,  coal  fired  boilers 
with  a  natural  gas  burner  installed  in  place  of  an  existing  (abandoned)  producer-gas-tar  burner 
on  the  furnace  wall  opposite  the  stoker  drives.  A  nominal  50,000  mbh  burner  is  considered, 
giving  output  modulation  capability  down  to  20,000  #/hr  steam  output  or  below. 

Case  4 

Dual  fuel  boilers  relocated  from  VAAP,  producing  350  psig  saturated  steam,  serve  the  pumps 
and  thermal  processes  of  the  baseline  (Case  I)  system  configuration.  Turbine  driven  ID/FD 
fans  of  the  baseline  system  are  not  utilized,  and  electric  driven  forced  draft  fans  relocated 
from  VAAP  are  included.  Existing  deaerating  heater  systems  and  other  water  treatment 
equipment  are  retained. 
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Case  5 

The  system  configuration  is  identical  to  Case  4  (with  relocated  VAXP  boilers),  but  existing 
electric  driven  feedwater  pumps  and  riverwater  pumps  are  utilized  in  lieu  of  the  turbine  driven 
units. 

Case  6 

Building  8A  is  "Layed  Away"  for  future  reactivation  when  required,  and  100  psig  steam 
demands  are  accommodated  by  a  new  packaged  850  bhp  water  tube  boiler,  natural  gas  fired, 
with  light  oil  burning  capability  for  standby  purposes.  The  new  boiler  and 
feedwater/condensate  conditioning  and  pumping  equipment  are  proposed  to  be  installed  at  the 
ground  floor  of  Building  7  to  the  east  of  the  existing  heat  recovery  boiler.  Natural  gas  is 
delivered  to  Building  7  at  the  northeast  corner  through  an  existing  6  inch  supply  pipe.  Building 
7  contains  32  cracking  furnaces  fired  by  natural  gas  from  the  6  inch  supply  pipe,  but  at 
anticipated  near  future  production  levels,  a  limited  number  of  furnaces  will  be  active,  leaving 
ample  gasline  capacity  for  boiler  fuel. 

Case  7 

All  conditions  of  the  steam  system  of  Case  6  are  identical  in  Case  7.  Because  there  is 
considerable  uncertainty  in  estimating  reduced  fixed  maintenance  and  overhead  costs  realized 
by  deactivating  boiler  plant  Building  8,  the  assumed  Case  6  fixed  maintenance  cost  of  $3,750 
per  month  is  increase  to  $6,250  and  the  Case  6  fixed  overhead  cost  of  $35,000  per  month  is 
increased  to  $50,000.  In  effect.  Case  7  provides  a  sensitivity  indicator  for  evaluation  of 
assumptions. 

Case  8 

All  conditions  of  the  steam  system  of  Cases  6  and  7  are  identical,  but  non-recurring  savings 
(maintenance  and  overhead)  was  adjusted  interactively  within  the  LCCID  program  until  the 
resultant  SIR  value  was  below  the  EClP  limiting  criteria  of  1.25.  This  minimum  non-recurring 
savings  amount  was  $665,000. 

It  represents  variable  maintenance  and  overhead  costs  identical  to  Cases  6  and  Case  7 
($326,105);  derived  as  follows: 
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Case  7 


Case  8 


Total  Non-Recur.  Savings: 

Less  Fixed  Savings: 

$ 

1,001,105 

$  791,106 

Case  6-12  ($6,250  +  $50,000) 

Case  7-12  ($3,750  +  $35,000) 

Variable  Non-Recurring 

675,000 

465.000 

$ 

326,105 

$  326,106 

The  Case  8  calculated  fixed  monthly  maintenance  and  overhead  savings  is 

as  follows: 

Savings  =  $665.000  -  $326.105  =  $28,250  per  month 
12 

This  value  compares  to  the  baseline  case  assumption  of  $56,250  per  month  ($37,500  fixed 
maintenance  +  $18,750  fixed  overhead). 

Other  Alternatives 

An  additional  ECO  was  considered  to  retrofit  existing  100  psig  firetube  heat  recovery  boilers  at 
the  Acetic  Anhydride  Manufacturing  Facilities  in  Building  7-A  with  supplemental  natural  gas 
burners.  It  was  abandoned  after  partial  analysis  indicated  its  system  control  complexity 
required  to  accommodate  variations  in  the  sequencing  and  operation  of  the  32  cracking 
furnaces,  representing  the  waste  heat  source,  rendered  this  ECO  infeasible. 

As  an  alternative  to  purchasing  a  new  100  psig  boiler,  AESE  was  requested  to  provide  a 
cursory  evaluation  of  costs  and  conditions  for  rental  or  lease  of  a  new  boiler  system 
equivalent  to  the  case  6,  7  and  8  proposed  boiler  three  firms  advertising  in  trade  magazines 
as  having  boilers  for  rent/lease  were  contacted.  Indeck  Power  Equipment  Co.  provide  a 
proposal  for  an  800  hp  boiler  and  deaerator  at  $3,800  per  month,  minimum  3  year  term.  Their 
written  proposal  is  presented  in  Appendix  9.  An  LCCID  analysis  was  performed  for  reference, 
identified  as  Case  9,  described  as  follows: 

Case  9 

The  energy  related  data  of  Case  8  are  duplicated  for  leased  equipment  on  a  3  year  lease. 
Because  a  3  year  life  is  used,  this  data  is  for  information  only  and  cannot  be  directly 
compared  to  other  cases. 
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FINDINGS.  ANALYSIS  AND  RESULTS 


It  was  determined  that  significant  fossil  fuel  energy  savings  could  be  realized  by  utilizing 
natural  gas  fuel  in  lieu  of  coal  at  the  extremely  low  explosives  production  rate  projected  for 
1996,  with  moderate  increase  in  electrical  energy  consumption.  Quantified  values  are  as 
follows: 


CASE  NO. 


FOSSIL  FUEL  ENERGY  REDUCTION 


BASELINE 


(46338  -  46338)  (12)  =  0  MMBtu/yr 


(46338  -  25504)  (12)  =  250,008  MMBtu/yr 


(46338  -  25173)  (12)  =  255,180  MMBtu/yr 


(46338  -  25173)  (12)  =  255,180  MMBtu/yr 


(46338  -  23238)  (12)  =  277,200  MMBtu/yr 


(46338  -  23238)  (12)  =  277,200  MMBtu/yr 


(46338  -  23238)  (12)  =  277,200  MMBtu/yr 


(46338  -  23238)  (12)  =  277,200  MMBtu/yr 


CASE  NO. 


ELECTRICAL  INCREASE 


BASELINE  COMPARISON 


3350  -  28857  =  -25507  MMBtu/yr 


3350  -  26037  =  -22687  MMBtu/yr 


3350  -  5534  =  -2184  MMBtu/yr 


3350  -  35372  =  -32022  MMBtu/yr 


3350  -  32587  =  -29237  MMBtu/yr 


3350  -  32587  =  -29237  MMBtu/yr 


3350  -  32587  =  -29237  MMBtu/yr 


3350  -  32587  =  -29237  MMBtu/yr 
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Results  of  the  LCCID  analysis,  prioritized  by  descending  SIR,  are  as  follows: 


Priority  No. 

1 

2 

3 

4 

5 

6 
7 


Case  No. 


SIR 


Totai  Investment 


Simple  Payback 


6 

7 

8 

4 

5 
3 
2 


10.70 

4.78 

1.22 

-2.74 

-10.75 


-87.22 


$ 

$ 

$ 

$ 

$ 

$ 

$ 


420,000 

420,000 

420,000 

350,000 

350,000 

65,000 

0.00 


0.68 

1.03 

1.49 

2.53 

-4.09 

-0.27 


The  two  analysis  runs  producing  EClP  qualifying  results  (Construction  Cost  >$300,000, 

SIR>1 .25  and  simple  payback  <10  years)  are  both  for  a  new  100  psig  firetube  boiler  proposed 
for  installation  in  Building  7-A,  and  represent  “sensitivity  analyses"  of  assumed  savings. 
Operation  with  the  new  boiler  saves  fossil  fuel  energy  at  the  expense  of  increased  electrical 
consumption.  The  net  result  is  reduced  total  energy  consumption  of  247,963  million  Btu/yr. 


Results  of  cursory  analysis  of  a  3  year  lease  of  the  proposed  new  boiler  (Case  9),  compared 
to  Case  8  purchased  boiler  at  15  year  life  cycle  are  as  follows: 


Case  No. 

SIR 

Construction  Cost 

Simple  Payback 

8 

1.22 

$  595,000 

1.40 

9 

1.26 

$  375,00 

1.26 
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iL  Detailed  Narrative 


History 

Holston  Army  Ammunition  Plant  (HSAAP)  in  Holston,  Tennessee,  manufactures  explosives 
from  raw  materials.  The  facility  comprises  two  separate  areas  designated  Area  "A*  and  Area 
"B".  Each  area  is  served  by  a  steam  plant  which  produces  steam  for  production  processes, 
equipment  operation,  space  heating,  domestic  water  heating,  steam  tracing,  and  product 
storage  heating  requirements. 

Construction  of  the  steam  plant  serving  Area  "A“  (Building  8-A)  was  completed  In  1943.  The 
majority  of  the  equipment  in  the  plant  is  the  original  design  with  relatively  minor  changes  since 
the  original  installation.  Seven  boilers,  each  having  a  full-load  capacity  of  at  least  100,000 
pounds  per  hour  (Ib/hr),  are  located  in  the  building.  Six  of  the  boilers  are  coal-fired  spreader 
stoker  dump  grate  type.  The  seventh  boiler  is  a  pulverized  coal-fired  type.  The  pulverized 
coal  fired  boiler  and  one  of  the  stoker  type  boilers  are  currently  layed  away  (not  operational). 
Only  two  of  the  five  remaining  stoker  type  boilers  are  currently  operated,  with  one  active  and 
the  other  on  stand-by.  Operation  is  rotated  on  a  weekly  schedule. 

Problem  Statement 

Demand  for  explosives  has  declined  in  the  last  few  years  and  is  expected  to  continue  to 
decline  in  the  near  future.  As  production  levels  drop  and  production  lines  are  taken  out  of 
service,  the  demand  for  steam  in  Area  "A"  has  fallen. 

Present  steam  demand  averages  35  to  40,000  Ib/hr.  The  one  active  boiler  cannot  be  reduced 
in  capacity  below  35  to  40,000  Ib/hr  without  experiencing  problems  with  excessive  smoke 
production.  Electrostatic  precipitators  installed  to  meet  federal  emission  standards  operate 
effectively  when  the  boilers  are  operating  at  more  than  40,000  Ib/hr,  but  are  unable  to  handle 
the  excessive  smoke  generated  when  operating  below  40,000  Ib/hr.  The  resultant  smoke 
stack  discharges  exceed  levels  allowed  by  the  present  air  pollution  operating  permit.  When 
steam  demand  falls  below  the  minimum  operating  point  of  one  boiler,  excess  steam  is  vented 
to  the  atmosphere.  This  practice  results  in  increased  operating  and  maintenance  costs  to 
replace  the  mass  of  water  (steam)  lost  from  the  system. 
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Purpose  of  the  Study 

The  purpose  of  this  study  is  to  identify  and  evaluate  the  technical  and  economic  feasibility  of 

alternative  methods  of  meeting  the  steam  requirements  of  the  Area  "A"  industrial  complex. 

The  following  items  were  specifically  requested  to  be  evaluated. 

•  Evaluate  the  use  of  two  new  gas-fired  packaged  boilers  sized  to  meet  the  requirements 
of  the  industrial  complex.  The  new  boilers  would  be  installed  adjacent  to  the  existing 
steam  plant  and  would  utilize  the  existing  smokestacks  and  steam  distribution  system. 

•  Evaluate  using  the  existing  steam  distribution  system  rather  than  locating  multiple  boilers 
at  various  sites. 

•  Existing  steam  driven  chillers  will  be  replaced  with  electric  driven  equipment.  Evaluate 
this  impact  on  the  steam  system  requirements. 

•  Reid  survey  and  test  two  existing  gas-fired  packaged  boilers  located  at  the  Volunteer 
Army  Ammunition  Plant  in  Chattanooga,  Tennessee.  The  two  boilers  were  last  used 
about  1 980  and  are  presently  laid  away.  The  boilers  are  approximately  the  same 
capacity  and  operating  characteristics  as  the  ones  at  HSAAP.  Reiocation  of  the  existing 
boiiers  and  ancillary  equipment  (feedwater  pumps,  deaerators,  fans,  etc.)  would  be 
required  as  well  as  repairs  or  modifications  necessary  to  meet  current  operating 
conditions  and  standards.  The  packaged  boilers  would  be  installed  adjacent  to  the 
existing  steam  plant  and  would  utilize  the  existing  smokestacks  and  steam  distribution 
system. 

•  include  maintenance  and  operating  costs  as  well  as  savings  in  evaluations.  This  should 
include  lay  away  costs  of  existing  equipment. 

•  Present  natural  gas  service  to  Area  "A"  is  billed  at  an  uninterruptible  rate  and  is  not  likely 
to  change.  Evaluate  dual  fuel  (No.  2  fuel  oil)  capability  of  packaged  boiler  installations 
inciuding  present  storage  and  costs  of  additional  storage. 
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•  Evaluate  impact  of  any  proposed  installations  or 
permit. 

•  Evaluate  turbine  drives  on  equipment  such  as  ri 
electric  drives.  (It  was  noted  during  investigatioi 
used  in  an  attempt  to  maintain  boiler  demand  above  4,000  Ibs/hr). 

Alternate  methods  of  meeting  Area  "A"  steam  requirements  which  were  identified  and  which 
were  not  evaluated  as  part  of  this  study  are  as  follows: 

•  Replace  the  existing  spreader  stoker  dump  grate  equipment  on  one  or  more  boilers  to  a 
more  efficient  continuous  ash  discharge  stoker.  This  would  retain  the  capability  of 
burning  coal  but  utilize  a  more  efficient  stoker.  Operating  and  maintenance  costs  should 
be  reduced. 

•  Replace  the  existing  spreader  stoker  dump  grate  equipment  on  one  or  more  boilers  with 
gas  fired  burners.  This  should  reduce  operating  and  maintenance  costs  at  the  expense 
of  losing  the  capability  of  burning  coal. 

The  two  alternatives  identified  above  are  presented  as  possible  future  studies.  Retrofiting 
boilers  of  this  vintage  requires  a  detailed  study  of  the  boilers  which  is  beyond  the  scope  of  the 
present  study. 

Study  Approach 

Technical  and  economic  evaluation  of  alternative  methods  for  efficiently  providing  steam  to  the 
anhydride  production  processes  at  Area  A  are  based  on  comparisons  to  baseline  information 
developed  from  documents  representing  various  historical  production  and  consumption  data. 
Data  to  represent  uniform  annual  production  rates  down  to  the  projected  2  million  lbs  of 
explosive  in  1996  (0.167  million  lbs  per  month)  and  for  the  mobilization  rate  of  27  million  lbs 
per  month  are  extrapolated  from  the  historical  data. 
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The  following  assumptions  have  been  made: 


1)  System  piping  losses  (heat  loss  and  steam  leakage)  are  constant. 

2)  Oxygen  content  of  coal  fired  boiler  flue  gas  varies  uniformiy  from  6  percent  by  weight  at 
100,000  Ibs/hr  steam  output  to  12  percent  by  weight  at  40,000  Ibs/hr  steam  output. 

3)  Natural  gas  burners  operate  at  7.5  percent  excess  air  throughout  a  turndown  ratio  of  4:1 ; 
burners  cycle  off/on  at  boiler  output  below  25  percent  of  full  load. 

4)  Electrical  consumption  of  steam  plant  equipment  for  baseline  conditions  is  2.8  kWh/K# 
steam. 

5)  Fixed  maintenance  cost  is  $37,500  per  month  for  coal  fired  operation  and  $1 8,750  per 
month  for  relocated  natural  gas  fired  boiler  operation;  variable  maintenance  cost  for  coal 
fired  operation  (including  coal  handling,  ash  disposal  and  miscellaneous  consumables)  is 
$.50  per  thousand  pounds  steam  and  $.15  per  thousand  pounds  of  steam  for  natural  gas 
fired  boilers.  Fixed  maintenance  cost  for  system  operation  with  the  new  30,000  #/hr 
boiler  will  be  significantly  reduced  and  is  assumed  to  be  between  one  third  and  one  fifth 
of  costs  used  for  relocated  boilers. 

6)  Fixed  plant  overhead  cost  is  $70,000  per  month;  with  Building  8A  functionally  viable; 
variable  overhead  cost  is  $0.25  per  thousand  pounds  of  steam.  With  Building  8A  "layed 
away"  and  steam  supplied  by  the  new  30,000  #/hr  boiler,  fixed  plant  overhead  is 
assumed  to  be  between  $35,000  and  $50,000  per  year. 

7)  Unburned  fuel  losses  are  zero  under  all  operating  conditions. 

8)  Coal  fired  boiler  minimum  load  of  40000  #/hr  is  maintained  artificially  by  venting  steam 
from  the  1 00  psig  steam  header. 

9)  Mollier  diagram  back  pressure  turbine  steam  state  lines  with  saturated  throttle  steam  are 
parallel  to  design  process  lines  in  the  superheat  region  as  indicated  in  Figure  1  and 
Figure  2  on  the  following  pages. 
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Figure  1  -  Boiler  Feed  Pumps 
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Figure  2  -  River  Water  Pumps 
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10)  Reduced  production  rates  of  equivalent  RDX  explosives  will  be  accommodated  by 
continuous  process  operation,  rather  than  limited  duration  batch  operations  at  a  higher 
rate  and  with  systems  idle  for  appropriate  durations. 

Energy  Consumption  Calculations 

Historical  data  provided  by  Holston  Defense  Corporation  (HDC),  including  Area  A  Monthly 
Report  Steam  Production  Data  for  calendar  years  1989  through  1994  and  partial  1995 
information,  and  reports  for  fiscal  years  1991,  1992,  partial  1993,  1994  and  partial  1995  for 
equivalent  RDX  explosives  production,  were  used  as  input  for  computerized  spreadsheet 
preparation.  The  data  was  then  reduced  to  unit  rating  parameters  pursuant  to  development  of 
production  curves  of  steam  rate  (lbs  stm  per  lb  equivalent  RDX)  versus  uniform  monthly 
production  rate  of  explosives. 

Curves  for  boiler  efficiency  versus  boiler  steam  output  were  developed  from  abbreviated 
ASME  combustion  and  boiler  heat  balance  calculations,  utilizing  representative  parameters 
from  coal  analysis  reports  for  fuel  delivered  in  February,  March,  May  and  October  1994,  and 
January  1995,  and  for  natural  gas  having  heating  value  of  1,000  Btu/cf  as  indicated  on  United 
Cities  Gas  Company  utility  bill. 

Conversion  value  used  for  all  electrical  energy  calculations  was  3,413  Btu/kWh. 

Process  steam  flow  rates  at  400  psig,  575°  F  conditions  were  converted  to  equivalent  flow 
rates  for  350  psig  saturated  steam  using  steam  enthalpy  ratio  as  the  conversion  factor. 

Completed  calculation  sheets  and  data  provided  by  HDC  are  presented  in  Appendix  1 . 

Graphical  representation  of  historical  data  and  results  of  calculations  are  presented  in  Figure  3 
through  Figure  7  on  the  following  pages. 

Production  rates  below  1 67  thousand  pounds  per  month  have  not  been  evaluated.  This  rate 
represents  the  projected  production  level  of  2  million  pounds  in  1 996,  which  is  the  production 
level  included  in  meeting  notes  of  the  entry  interview  of  June  2, 1 995. 
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110,000.000 


Figure  3  -  Facility  Production  Rates  Historical  Data 
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Month/Year 


4,000,000 


Figure  4  -  Equivalent  RDX  Production  Historical  Data 
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Figure  6  -  Steam  versus  Eq.  RDX  Production 
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Figure  7  -  Steam  versus  Eq.  RDX  Production  with  MOB  Production  Projection 


95048/REPORT 


Alternative  Energy  and  Cost  Savings 

Baseline  system  energy  and  operating  cost  results  (Case  1)  were  compared  to  seven 
alternative  operating  scenarios  (Case  2  through  Case  8).  Delineated  system  operating  mode 
for  each  case,  and  results  of  each  analysis,  are  as  follows; 

Case  1  baseline  scenario  represents  operation  using  coal  fired,  stoker  operated  steam  boilers 
with  boiler  feedwater  pumps,  river  water  pumps  and  ID/FD  fans  driven  by  the  existing  non¬ 
condensing  back  pressure  steam  turbines. 

For  eight  discrete  equivalent  RDX  production  rates  between  0.15  million  pounds  per  month, 
steam  requirements  and  associated  costs  were  calculated  using  the  Microsoft  Excel 
spreadsheet  program.  Keyboard  input  included  unit  cost  of  fuel,  steam  enthalpy,  steam  rate 
per  unit  of  production  (from  Figures  6  and  7),  and  boiler  efficiency  (from  modified  ASME 
combustion  and  heat  balance  calculations).  Formulae  for  calculated  values  in  other 
spreadsheet  columns  are  presented  in  Appendix  1 . 

Table  1  and  Figure  8  on  the  following  pages  show  baseline  conditions  of  Case  1 . 
Corresponding  tabular  and  graphical  representation  for  comparative  cases  (ECO's),  as  well  as 
applicable  Life  Cycle  Cost  Analysis  Summary  sheets,  are  presented  following  each  case 
description. 

Case  2  scenario  represents  operation  of  baseline  coal  fired  steam  production,  with  boiler 
feedwater  pumps  and  river  water  pumps  electric  driven,  and  ID/FD  fans  turbine  driven. 

Appropriate  input  parameters  were  changed  in  the  Excel  spreadsheet,  resulting  in  new  annual 
cost  values.  These  results  are  shown  in  Table  2  and  Figure  9  herein.  LCCID  analysis 
summary  for  Case  2  follows  on  page  23. 

Case  3  is  similar  to  Case  2,  with  one  of  the  existing  boilers  retrofitted  with  a  natural  gas 
burner  installed  in  the  existing  abandoned  tar  burner  opening  to  enable  steam  production 
rates  below  40,000  #/hr  without  exceeding  regulated  emission  rates.  Results  of  changing  the 
appropriate  input  parameters  are  shown  in  Table  3  and  Figure  10  herein.  LCCID  analysis 
summary  for  Case  3  follows  on  page  28. 
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Table  1 
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Life  Cycle  Analysis  Summary 


LIFE  CYCLE  COST  ANALYSIS  SUMMARY  STUDY: 

ENERGY  CONSERVATION  INVESTMENT  PROGRAM  (ECIP)  LCCID 

INSTALLATION  &  LOCATION:  HOLSTON  AAP  REGION  NOS.  4  CENSUS: 
PROJECT  NO.  &  TITLE:  95046-00  LIMITED  ENERGY  STUDY 
FISCAL  YEAR  1996  DISCRETE  PORTION  NAME:  CASE  2:  ELECT.  VS. 
ANALYSIS  DATE:  10-26-95  ECONOMIC  LIFE  15  YEARS  PREPARED  BY: 


95046 

1.080 

3 

TURB.  PMPS. 
P.  D.  LITTLE 


1.  INVESTMENT 

A.  CONSTRUCTION  COST 

$ 

0. 

B.  SIOH 

$ 

0. 

C.  DESIGN  COST 

$ 

0. 

D.  TOTAL  COST  (lA+lB+lC) 

$ 

0. 

E.  SALVAGE  VALUE  OF  EXISTING  EQUIPMENT  $ 

0. 

F.  PUBLIC  UTILITY  COMPANY 

REBATE 

$ 

0. 

G.  TOTAL  INVESTMENT  (ID  - 

IE  -  IF) 

$  0 

'k-k-kic'k'k  No  investment  costs;  Other  items  should  be 

checked.  ****** 

2.  ENERGY  SAVINGS  (+)  /  COST  (-) 

DATE  OF  NISTIR  85-3273-X  USED  FOR  DISCOUNT  FACTORS  OCT  1993 


UNIT  COST 

SAVINGS 

ANNUAL  $ 

DISCOUNT 

DISCOUNTED 

FUEL  $/MBTU(l) 

MBTU/YR(2) 

SAVINGS (3) 

FACTOR (4) 

SAVINGS (5) 

A.  ELECT  $  10.25 

-25495. 

$ 

-261324. 

12.43 

$ 

-3248254 

B.  DIST  $  .00 

0. 

$ 

0. 

13.56 

$ 

0 

C.  RESID  $  .00 

0. 

$ 

0. 

15.09 

$ 

0 

D.  NAT  G  $  3.95 

0. 

$ 

0. 

15.86 

$ 

0 

E.  COAL  $  1.86 

0. 

$ 

0. 

13.61 

$ 

0 

F.  LPG  $  .00 

0. 

$ 

0. 

12.64 

$ 

0 

M.  DEMAND  SAVINGS 

$ 

0. 

11.85 

$ 

0 

N.  TOTAL 

-25495. 

$ 

-261324. 

$ 

-3248254 

NON  ENERGY  SAVINGS (+)  /  COST(-) 

A.  ANNUAL  RECURRING 

(+/-) 

$ 

0 

(1)  DISCOUNT  FACTOR  (TABLE  A) 

11.85 

(2)  DISCOUNTED  SAVING/COST  (3A 

X  3A1) 

$ 

0 

B.  NON  RECURRING  SAVINGS (+)  /  COSTS(-) 


SAVINGS (+) 

YR 

DISCNT 

DISCOUNTED 

ITEM 

COST(-) 

OC 

FACTR 

SAVINGS  (-1-)/ 

(1) 

(2) 

(3) 

C0ST(-)(4) 

d.  TOTAL 


0. 


0. 


C.  TOTAL  NON  ENERGY  DISCOUNTED  SAVINGS (+)/COST( -) (3A2+3Bd4)$  0. 


4.  FIRST  YEAR  DOLLAR  SAVINGS  2N3+3A+(3Bdl/(YRS  ECONOMIC  LIFE))$  -261324. 


5.  SIMPLE  PAYBACK  PERIOD  (lG/4)  .00  YEARS 

6.  TOTAL  NET  DISCOUNTED  SAVINGS  (2N5+3C)  $  -3248254. 


7. 


SAVINGS  TO  INVESTMENT  RATIO  (SIR)=(6  /  1G)= 

(IF  <  1  PROJECT  DOES  NOT  QUALIFY) 

ADJUSTED  INTERNAL  RATE  OF  RETURN  (AIRR) : 


931.00  % 
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Table  2 
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Table  3 


FY95  LIMITED  ENERGY  STUDY 


HOLSTON  ARMY  AMMUNITION  PLANT 


95046/REPORT 


$18 


Figure  10 


95046/REPORT 


Life  Cycle  Analysis  Summary 

LIFE  CYCLE  COST  ANALYSIS  SUMMARY 
ENERGY  CONSERVATION  INVESTMENT  PROGRAM  (ECIP) 

INSTALLATION  &  LOCATION:  HOLSTON  AAP  REGION  NOS.  4 
.PROJECT  NO.  &  TITLE:  95046-00  LIMITED  ENERGY  STUDY 

IfISCAL  year  1996  DISCRETE  PORTION  NAME:  CASE  3:N.G.  BRNR.  IN  COAL  BLR. 
ANALYSIS  DATE:  10-26-95  ECONOMIC  LIFE  15  YEARS  PREPARED  BY:  P.  D.  LITTLE 


STUDY:  95046 
LCCID  1.080 
CENSUS;  3 


1.  INVESTMENT 

A.  CONSTRUCTION  COST  $  65000. 

B.  SIOH  $  3575. 

C.  DESIGN  COST  $  3900. 

D.  TOTAL  COST  (lA+lB+lC)  $  72475. 

E.  SALVAGE  VALUE  OF  EXISTING  EQUIPMENT 

F.  PUBLIC  UTILITY  COMPANY  REBATE 

G.  TOTAL  INVESTMENT  (ID  -  IE  -  IF) 


0. 

0. 


72475. 


2.  ENERGY  SAVINGS  (+)  /  COST  (-) 

DATE  OF  NISTIR  85-3273-X  USED  FOR  DISCOUNT  FACTORS  OCT  1993 


FUEL 


UNIT  COST 
$/MBTU(l) 


SAVINGS 

MBTU/YR(2) 


ANNUAL  $ 
SAVINGS (3) 


DISCOUNT 

FACTOR(4) 


DISCOUNTED 
SAVINGS (5) 


A.  ELECT  $  10.25 

-22676. 

$ 

-232429. 

12.43 

$ 

-2889093 

B.  DIST  $  .00 

0. 

$ 

0. 

13.56 

$ 

0 

C.  RESID  $  .00 

0. 

$ 

0. 

15.09 

$ 

0 

D.  NAT  G  $  3.95 

$- 

1189345. 

15.86 

$ 

-18863010 

E.  COAL  $  1.86 

556056. 

$ 

1034264. 

13.61 

$ 

14076340 

F.  LPG  $  .00 

0. 

$ 

0. 

12.64 

$ 

0 

M.  DEMAND  SAVINGS 

$ 

0. 

11.85 

$ 

0 

N.  TOTAL 

232280. 

$ 

-387510. 

$ 

-7675769 

SfON  ENERGY  SAVINGS (-I-)  /  COST(-) 

!L.  ANNUAL  RECURRING 

(+/-) 

$ 

114300 

(1)  DISCOUNT  FACTOR  (TABLE  A) 

11.85 

(2)  DISCOUNTED  SAVING/COST  (3A  X 

3A1) 

$ 

1354455 

B.  NON  RECURRING  SAVINGS (+)  /  COSTS (- 

•) 

SAVINGS (+) 

YR 

DISCNT 

DISCOUNTED 

ITEM 

COST(-) 

OC 

FACTR 

SAVINGS (+)/ 

(1) 

(2) 

(3) 

COST(- 

)(4) 

d.  TOTAL 

$  0. 

0. 

C.  TOTAL  NON  ENERGY  DISCOUNTED  SAVINGS (+)/COST( -) (3A2+3Bd4)$  1354455. 

4.  FIRST  YEAR  DOLLAR  SAVINGS  2N3+3A+(3Bdl/(YRS  ECONOMIC  LIFE))$  -273210. 


5.  SIMPLE  PAYBACK  PERIOD  (lG/4) 

6.  TOTAL  NET  DISCOUNTED  SAVINGS  (2N5+3C) 


.27  YEARS 


$  -6321314. 


-87.22 


7.  SAVINGS  TO  INVESTMENT  RATIO  (SIR)=(6  /  1G)= 

(IF  <  1  PROJECT  DOES  NOT  QUALIFY) 

Project  does  not  qualify  for  ECIP  funding;  4,5,6  for  information  only. 


8 .  ADJUSTED  INTERNAL  RATE  OF  RETURN  (AIRR) : 


N/A 
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Case  4  scenario  represents  operation  with  natural  gas  fired  steam  boilers,  relocated  from  the 
Volunteer  Army  Ammunition  Plant  (VAAP),  and  with  feedwater  pumps  and  river  water  pumps 
turbine  driven.  VAAP  boiler  FD  fans  are  electric  driven.  Results  of  changing  the  appropriate 
input  parameters  are  shown  in  Table  4  and  Figure  1 1  herein.  LCCID  Analysis  Summary  for 
Case  4  follows  on  page  32. 

Case  5  scenario  is  similar  to  Case  4,  with  all  pumps  electric  driven  rather  than  turbine  driven. 
Results  of  changing  the  appropriate  input  parameters  are  shown  in  Table  5  and  Figure  12 
herein.  LCCID  analysis  summary  for  Case  5  follows  on  page  35. 

Case  6  scenario  represents  system  operation  utilizing  a  new  boiler  producing  100  psig 
saturated  steam,  with  the  existing  400  psig  steam  production  and  distribution  system  “layed 
away"  for  future  return  to  service  as  required.  The  new  system  includes  new  deaerating 
heater-feed  pump  set  and  packaged  firetube  850  bhp  boiler  with  dual  fuel  (natural  gas  and 
No.  2  oil)  capability.  An  above  ground  200,000  gallon  oil  storage  tank  is  also  included. 

Case  7  represents  systems  identical  to  Case  6,  but  with  fixed  maintenance  at  the  upper  limit 
of  assumed  value  (one  third  of  costs  for  relocated  VAAP  units)  and  with  fixed  overhead  at  the 
upper  limit  of  assumed  value  ($50,000). 

Case  8  is  a  further  extension  of  the  above,  with  fixed  costs  incrementally  increased  until  the 
resultant  SIR  was  below  the  EClP  qualifying  value  of  1 .25. 

Table  6  shows  results  of  Both  Case  6  and  Case  7. 

LCCID  analysis  summaries  for  Cases  6,  7  and  8  follow  on  pages  37,  38,  and  39. 

Total  annual  operating  cost  data  shows  that  Case  No.  4:  VAAP  natural  gas  boilers,  with  river 
water  and  boiler  feedwater  pumps  turbine  driven,  and  Case  Nos  6  and  7:  New  100  psig  boiler 
offer  annual  cost  savings  over  the  baseline,  and  only  then  at  explosive  production  rates  below 
approximately  2.4  million  pounds  per  year  (+200,000  Ibs/mo  equivalent  RDX). 
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Table  4 
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LCCID  Analysis  Summary 

LIFE  CYCLE  COST  ANALYSIS  SUMMARY 
ENERGY  CONSERVATION  INVESTMENT  PROGRAM  (ECIP) 

INSTALLATION  &  LOCATION;  HOLSTON  AAP  REGION  NOS.  4 
PROJECT  NO.  &  TITLE:  95046-00  LIMITED  ENERGY  STUDY 

FISCAL  YEAR  1996  DISCRETE  PORTION  NAME;  CASE  4;VAAP  N.G.BLRS./  TURB.  PMPS 
ANALYSIS  DATE;  10-27-95  ECONOMIC  LIFE  15  YEARS  PREPARED  BY:  P.  D.  LITTLE 


STUDY:  95046 
LCCID  1.080 
CENSUS:  3 


1.  INVESTMENT 

A.  CONSTRUCTION  COST 

$ 

350000. 

B.  SIOH 

$ 

27500. 

C.  DESIGN  COST 

$ 

30000. 

D.  TOTAL  COST  (lA+lB+lC) 

$ 

407500. 

E.  SALVAGE  VALUE  OF  EXISTING 

EQUIPMENT 

F.  PUBLIC  UTILITY  COMPANY 

REBATE 

G.  TOTAL  INVESTMENT  (ID  - 

IE 

-  IF) 

2.  ENERGY  SAVINGS  (+)  /  COST 

(-) 

0. 

0. 


407500. 


DATE  OF  NISTIR  85-3273-X  USED  FOR  DISCOUNT  FACTORS  OCT  1993 


UNIT  COST 

SAVINGS 

ANNUAL  $ 

DISCOUNT 

DISCOUNTED 

FUEL  $/MBTU(l) 

MBTU/YR(2) 

SAVINGS (3) 

FACTOR (4) 

SAVINGS (5) 

A.  ELECT  $ 

10.25 

-2182. 

$  -22366. 

12.43 

$ 

-278003 

B.  DIST  $ 

.00 

0. 

$  0. 

13.56 

$ 

0 

C.  RESID  $ 

.00 

0. 

$  0. 

15.09 

$ 

0 

D.  NAT  G  $ 

3.95 

'k'k'k'k'k'kic 

$-1193200. 

15.86 

$- 

■18924160 

E.  COAL  $ 

1,86 

556056. 

$  1034264. 

13.61 

$ 

14076340 

F.  LPG  $ 

.00 

0. 

$  0. 

12.64 

$ 

0 

M.  DEMAND  SAVINGS 

$  0. 

11.85 

$ 

0 

N.  TOTAL 

251798. 

$  -181302. 

$ 

-5125825 

3.  NON  ENERGY  SAVINGS (+)  /  COST(-) 

A.  ANNUAL  RECURRING  (+/-) 

(1)  DISCOUNT  FACTOR  (TABLE  A) 


357255. 


11.85 


(2)  DISCOUNTED  SAVING/COST  (3A  X  3A1) 

$  423; 

B.  NON  RECURRING 

SAVINGS (+)  /  COSTS(-) 

SAVINGS (+)  YR 

DISCNT 

DISCOUNTED 

ITEM 

COST(-)  OC 

FACTR 

SAVINGS (+)/ 

(1)  (2) 

(3) 

COST(-)(4) 

1,  BLR.  LAYUP 

$-225000.  0 

1.00 

-225000. 

d.  TOTAL 

$-225000. 

-225000. 

C.  TOTAL  NON  ENERGY  DISCOUNTED  SAVINGS (+)/COST( -) (3A2+3Bd4)$  4008472. 

4.  FIRST  YEAR  DOLLAR  SAVINGS  2N3+3A+( 3Bdl/(YRS  ECONOMIC  LIFE))$  160953. 


5.  SIMPLE  PAYBACK  PERIOD  (lG/4) 

6.  TOTAL  NET  DISCOUNTED  SAVINGS  (2N5+3C) 


2.53  YEARS 


$  -1117353. 


■2.74 


7.  SAVINGS  TO  INVESTMENT  RATIO  (SIR)-(6  /  1G)= 

(IF  <  1  PROJECT  DOES  NOT  QUALIFY) 

Project  does  not  qualify  for  ECIP  funding;  4,5,6  for  information  only. 


8.  ADJUSTED  INTERNAL  RATE  OF  RETURN  (AIRR) : 
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STUDY:  95046 
1.080 


LCCID  Analysis  Summary 

LIFE  CYCLE  COST  ANALYSIS  SUMMARY 
ENERGY  CONSERVATION  INVESTMENT  PROGRAM  (ECIP)  LCCID 

INSTALLATION  &  LOCATION:  HOLSTON  AAP  REGION  NOS.  4  CENSUS:  3 
PROJECT  NO.  &  TITLE:  95046-00  LIMITED  ENERGY  STUDY 

ISCAL  YEAR  1996  DISCRETE  PORTION  NAME:  CASE  5:  VAAP  N.  G.  BLRS/  ELECT  PMPS , 
^ALYSIS  DATE:  10-27-95  ECONOMIC  LIFE  15  YEARS  PREPARED  BY: 


P.  D.  LITTLE 


1.  INVESTMENT 

A.  CONSTRUCTION  COST  $  350000. 

B.  SIOH  $  27500. 

C.  DESIGN  COST  $  30000. 

D.  TOTAL  COST  (lA+lB+lC)  $  407500. 

E.  SALVAGE  VALUE  OF  EXISTING  EQUIPMENT  $ 

F.  PUBLIC  UTILITY  COMPANY  REBATE  $ 

G.  TOTAL  INVESTMENT  (ID  -  IE  -  IF) 


0. 

0. 


407500. 


2.  ENERGY  SAVINGS  (+)  /  COST  (-) 

DATE  OF  NISTIR  85 -327 3 -X  USED  FOR  DISCOUNT  FACTORS  OCT  1993 


UNIT  COST 

SAVINGS 

ANNUAL  $ 

DISCOUNT 

DISCOUNTED 

FUEL  $/MBTU(l) 

MBTU/YR(2) 

SAVINGS (3) 

FACTOR (4) 

SAVINGS (5) 

A.  ELECT  $  10.25 

-32007. 

$  -328072. 

12.43 

$  -4077932. 

B.  DIST  $  .00 

0. 

$  0. 

13.56 

$  0. 

C.  RESID  $  .00 

0. 

$  0. 

15.09 

$  0. 

D.  NAT  G  $  3.95 

it'k'k'k'k'k'k 

$-1193200. 

15.86 

$-18924160. 

E.  COAL  $  1.86 

556056. 

$  1034264. 

13.61 

$  14076340. 

F.  LPG  $  .00 

0. 

$  0. 

12.64 

$  0. 

M.  DEMAND  SAVINGS 

$  0. 

11.85 

$  0. 

N.  TOTAL 

221973. 

$  -487008. 

$  -8925753. 

NON  ENERGY  SAVINGS (+)  /  COST(-) 

A.  ANNUAL  RECURRING 

(+/-) 

$  402431. 

(1)  DISCOUNT  FACTOR  (TABLE  A) 

11.85 

(2)  DISCOUNTED  SAVING/COST  (3A 

X  3A1) 

$  4768808. 

.  NON  RECURRING 

SAVINGS (+)  /  COSTS ( 

-) 

SAVINGS (+) 

YR 

DISCNT 

DISCOUNTED 

ITEM 

COST(-) 

OC 

FACTR 

SAVINGS (+)/ 

(1) 

(2) 

(3) 

C0ST(-)(4) 

1.  BLR.  LAYUP 

$-225000. 

0 

1.00 

-225000. 

d.  TOTAL 

$-225000. 

-225000. 

C.  TOTAL  NON  ENERGY  DISCOUNTED  SAVINGS (+)/COST( -) (3A2+3Bd4) $  4543808. 

4.  FIRST  YEAR  DOLLAR  SAVINGS  2N3+3A+(3Bdl/(YRS  ECONOMIC  LIFE))$  -99577. 


5.  SIMPLE  PAYBACK  PERIOD  (lG/4) 

6.  TOTAL  NET  DISCOUNTED  SAVINGS  (2N5+3C) 


-4.09  YEARS 


$  -4381946. 


-10.75 


7.  SAVINGS  TO  INVESTMENT  RATIO  (SIR)=(6  /  IG)- 

(IF  <  1  PROJECT  DOES  NOT  QUALIFY) 

****  Project  does  not  qualify  for  ECIP  funding;  4,5,6  for  information  only. 


.  ADJUSTED  INTERNAL  RATE  OF  RETURN  (AIRR) 


N/A 
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LCCID  Analysis  Summary 

LIFE  CYCLE  COST  ANALYSIS  SUMMARY  STUDY:  95046 

ENERGY  CONSERVATION  INVESTMENT  PROGRAM  (ECIP)  LCCID  1.080 

INSTALLATION  &  LOCATION:  HOLSTON  AAP  REGION  NOS.  4  CENSUS:  3 
PROJECT  NO.  &  TITLE:  95046-00  LIMITED  ENERGY  STUDY 

FISCAL  YEAR  1996  DISCRETE  PORTION  NAME:  CASE  6:  NEW  30K  #/HR  lOOPSI  BLR 
ANALYSIS  DATE:  10-27-95  ECONOMIC  LIFE  15  YEARS  PREPARED  BY:  P.  D.  LITTLE 


1. 

A. 

B. 


C. 

D. 


E. 

F. 

G. 


INVESTMENT 

CONSTRUCTION  COST  $  362500. 

SIOH  $  27500. 

DESIGN  COST  $  30000. 

TOTAL  COST  (lA+lB+lC)  $  420000. 

SALVAGE  VALUE  OF  EXISTING  EQUIPMENT  $ 
PUBLIC  UTILITY  COMPANY  REBATE  $ 

TOTAL  INVESTMENT  (ID  -  IE  -  IF) 


0. 

0. 

$  420000. 


2.  ENERGY  SAVINGS  (+)  /  COST  (-) 

DATE  OF  NISTIR  85-3273-X  USED  FOR  DISCOUNT  FACTORS  OCT  1993 


UNIT  COST 

SAVINGS 

ANNUAL  $  DISCOUNT 

DISCOUNTED 

FUEL  $/MBTU(l) 

MBTU/YR(2) 

SAVINGS (3)  FACT0R(4) 

SAVINGS (5) 

A.  ELECT  $  10.25 

-29236. 

$  -299669. 

12.43 

$ 

-3724886 

B.  DIST  $  .00 

0. 

$ 

0. 

13.56 

$ 

0 

C.  RESID  $  .00 

0. 

$ 

0. 

15.09 

$ 

0 

D.  NAT  G  $  3.95 

$-1101481. 

15.86 

$ 

-17469490 

E.  COAL  $  1.86 

556056. 

$  1034264. 

13.61 

$ 

14076340 

F.  LPG  $  .00 

0. 

$ 

0. 

12.64 

$ 

0 

M.  DEMAND  SAVINGS 

$ 

0. 

11.85 

$ 

0 

N.  TOTAL 

247964. 

$  -366886. 

$ 

-7118043 

NON  ENERGY  SAVINGS (+)  /  COST(-) 

A.  ANNUAL  RECURRING 

(+/-) 

$ 

1001105 

(1)  DISCOUNT  FACTOR  (TABLE  A) 

11.85 

(2)  DISCOUNTED  ! 

SAVING/COST  (3A  X  3A1) 

$ 

11863100 

B.  NON  RECURRING  SAVINGS (+)  /  COSTS(-) 

SAVINGS (+) 

YR 

DISCNT 

DISCOUNTED 

ITEM 

COST(-) 

OC 

FACTR 

SAVINGS (+)/ 

(1) 

(2) 

(3) 

COST( 

)(4) 

1.  PLNT  LAYUP 

$-250000. 

0 

1.00 

-250000. 

d.  TOTAL 

$-250000. 

-250000. 

4. 

5. 

6. 

7. 


C.  TOTAL  NON  ENERGY  DISCOUNTED  SAVINGS (+)/COST( -) (3A2+3Bd4)$ 
FIRST  YEAR  DOLLAR  SAVINGS  2N3+3A+(3Bdl/(YRS  ECONOMIC  LIFE))$ 
SIMPLE  PAYBACK  PERIOD  (lG/4) 

TOTAL  NET  DISCOUNTED  SAVINGS  (2N5+3C)  $ 

SAVINGS  TO  INVESTMENT  RATIO  (SIR)=(6  /  1G)= 

(IF  <  1  PROJECT  DOES  NOT  QUALIFY) 


11613100. 
617552. 
.68  YEARS 
4495052. 
10.70 


Project  does  not  qualify  for  ECIP  funding;  4,5,6  for  information  only. 

8.  ADJUSTED  INTERNAL  RATE  OF  RETURN  (AIRR) : _ N/A _ 
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LCCID  Analysis  Summary 

LIFE  CYCLE  COST  ANALYSIS  SUMMARY  STUDY;  95046 

ENERGY  CONSERVATION  INVESTMENT  PROGRAM  (ECIP)  LCCID  1.080 

INSTALLATION  &  LOCATION:  HOLSTON  AAP  REGION  NOS,  4  CENSUS:  3 
PROJECT  NO.  &  TITLE:  95046-00  LIMITED  ENERGY  STUDY 

FISCAL  YEAR  1996  DISCRETE  PORTION  NAME:  CASE  NO,  7:  NEW  30K  #/HR  lOOPSI  BLR 
ANALYSIS  DATE;  10-27-95  ECONOMIC  LIFE  15  YEARS  PREPARED  BY:  P.  D.  LITTLE 


1. 

A. 

B. 

C. 

D. 

E. 

F. 

G . 


INVESTMENT 

CONSTRUCTION  COST  $  362500. 

SIOH  $  27500. 

DESIGN  COST  $  30000. 

TOTAL  COST  (lA+lB+lC)  $  420000. 

SALVAGE  VALUE  OF  EXISTING  EQUIPMENT  $ 
PUBLIC  UTILITY  COMPANY  REBATE  $ 

TOTAL  INVESTMENT  (ID  -  IE  -  IF) 


0. 

0. 

$  420000. 


2.  ENERGY  SAVINGS  (+)  /  COST  (-) 

DATE  OF  NISTIR  85-3273-X  USED  FOR  DISCOUNT  FACTORS  OCT  1993 


UNIT  COST 

SAVINGS 

ANNUAL  $  DISCOUNT 

DISCOUNTED 

FUEL  $/MBTU(l) 

MBTU/YR(2) 

SAVINGS (3)  FACT0R(4) 

SAVINGS (5) 

A.  ELECT  $  10.25 

-29236. 

$  -299669. 

12.43 

$ 

-3724886 

B.  DIST  $  .00 

0. 

$ 

0. 

13.56 

$ 

0 

C.  RESID  $  .00 

0. 

$ 

0. 

15.09 

$ 

0 

D.  NAT  G  $  3.95 

'k'Jc'k'k'k'k'k 

$-1101481. 

15.86 

$■ 

-17469490 

E.  COAL  $  1.86 

556056. 

$  1034264. 

13.61 

$ 

14076340 

F.  LPG  $  .00 

0. 

$ 

0. 

12.64 

$ 

0 

M,  DEMAND  SAVINGS 

$ 

0. 

11.85 

$ 

0 

N.  TOTAL 

247964. 

$  -366886. 

$ 

-7118043 

NON  ENERGY  SAVINGS (+)  /  COST(-) 

A.  ANNUAL  RECURRING 

(+/-) 

$ 

791106 

(1)  DISCOUNT  FACTOR  (TABLE  A) 

11.85 

(2)  DISCOUNTED  SAVING/COST  (3A  X  3A1) 

$ 

9374606 

B.  NON  RECURRING  SAVINGS (+)  /  COSTS(-) 

SAVINGS (+) 

i  YR 

DISCNT 

DISCOUNTED 

ITEM 

COST(-) 

OC 

FAGTR 

SAVINGS (+)/ 

(1) 

(2) 

(3) 

COST( 

-)(4) 

1.  PLNT.  LAYUP 

$-250000. 

0 

1.00 

-250000. 

d.  TOTAL 

$-250000. 

-250000. 

C.  TOTAL  NON  ENERGY  DISCOUNTED  SAVINGS (+)/COST( -) (3A2+3Bd4)$ 

4.  FIRST  YEAR  DOLLAR  SAVINGS  2N3+3A+(3Bdl/(YRS  ECONOMIC  LIFE))$ 

5.  SIMPLE  PAYBACK  PERIOD  (lG/4) 

6.  TOTAL  NET  DISCOUNTED  SAVINGS  (2N5+3C)  $ 

7.  SAVINGS  TO  INVESTMENT  RATIO  (SIR)=(6  /  1G)= 

(IF  <  1  PROJECT  DOES  NOT  QUALIFY) 


9124606. 

407553. 
1.03  YEARS 
2006563. 
4.78 


Project  does  not  qualify  for  ECIP  funding;  4,5,6  for  information  only. 


8.  ADJUSTED  INTERNAL  RATE  OF  RETURN  (AIRR’) : 
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LCCID  Analysis  Summary 

LIFE  CYCLE  COST  ANALYSIS  SUMMARY 

ENERGY  CONSERVATION  INVESTMENT  PROGRAM  (ECIP) 

INSTALLATION  &  LOCATION:  HOLSTON  AAP  REGION  NOS.  4 
PROJECT  NO.  &  TITLE:  95046-00  LIMITED  ENERGY  STUDY 

, FISCAL  YEAR  1996  DISCRETE  PORTION  NAME:  CASE  8: NEW  30K  #/HR  lOOPSI  BLR 
ANALYSIS  DATE:  10-27-95  ECONOMIC  LIFE  15  YEARS  PREPARED  BY:  P.  D.  LITTLE 


STUDY:  95046 
LCCID  1.080 
CENSUS:  3 


1.  INVESTMENT 

A.  CONSTRUCTION  COST  $  362500. 

B.  SIOH  $  27500. 

C.  DESIGN  COST  $  30000. 

D.  TOTAL  COST  (lA+lB+lC)  $  420000. 

E.  SALVAGE  VALUE  OF  EXISTING  EQUIPMENT 

F.  PUBLIC  UTILITY  COMPANY  REBATE 

G.  TOTAL  INVESTMENT  (ID  -  IE  -  IF) 


0. 

0. 


420000. 


2.  ENERGY  SAVINGS  (+)  /  COST  (-) 

DATE  OF  NISTIR  85-3273-X  USED  FOR  DISCOUNT  FACTORS  OCT  1993 


UNIT  COST 

SAVINGS 

ANNUAL  $ 

DISCOUNT 

DISCOUNTED 

FUEL  $/MBTU(l) 

MBTU/YR(2) 

SAVINGS (3) 

FACTOR (4) 

SAVINGS (5) 

A.  ELECT  $  10.25 

-29236. 

$  -299669. 

12.43 

$  -3724886. 

B.  DIST  $  .00 

0. 

$  0. 

13.56 

$  0. 

C.  RESID  $  .00 

0. 

$  0. 

15.09 

$  0. 

D.  NAT  G  $  3.95 

•k'k'kicic'k'k 

$-1101481. 

15.86 

$-17469490. 

E.  COAL  $  1.86 

556056. 

$  1034264. 

13.61 

$  14076340. 

F.  LPG  $  .00 

0. 

$  0. 

12.64 

$  0. 

M.  DEMAND  SAVINGS 

$  0. 

11.85 

$  0. 

N.  TOTAL 

247964. 

$  -366886. 

$  -7118043. 

NON  ENERGY  SAVINGS (+)  /  COST(-) 

A.  ANNUAL  RECURRING 

(+/-) 

$  665000. 

(1)  DISCOUNT 

FACTOR  (TABLE  A) 

11.85 

(2)  DISCOUNTED  SAVING/COST  (3A  X  3Al) 

00 

00 

</> 

B.  NON  RECURRING 

SAVINGS (+)  /  COSTS(-) 

SAVINGS (+)  YR 

DISCNT 

DISCOUNTED 

ITEM 

COST(-)  OC 

FACTR 

SAVINGS (+)/ 

(1)  (2) 

(3) 

C0ST(-)(4) 

1.  PLNT.  LAYUP 

$-250000.  0 

1.00 

-250000. 

d.  TOTAL 

$-250000. 

-250000. 

C.  TOTAL  NON  ENERGY  DISCOUNTED  SAVINGS (+)/COST( -) (3A2+3Bd4) $  7630251. 

4.  FIRST  YEAR  DOLLAR  SAVINGS  2N3+3A+(3Bdl/(YRS  ECONOMIC  LIFE))$  281447. 


5.  SIMPLE  PAYBACK  PERIOD  (lG/4) 

6.  TOTAL  NET  DISCOUNTED  SAVINGS  (2N5+3C) 


$ 


7.  SAVINGS  TO  INVESTMENT  RATIO  (SIR)=(6  /  1G)= 

(IF  <  1  PROJECT  DOES  NOT  QUALIFY) 

Project  does  not  qualify  for  ECIP  funding;  4,5,6  for  information  only 


1.49  YEARS 
512208. 
1.22 


^8 .  ADJUSTED  INTERNAL  RATE  OF  RETURN  CAIRR) 


N/A 
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At  equivalent  RDX  production  of  1 .8  million  pounds  per  year,  total  annual  cost  savings  are  as 
follows: 

Case  4  -  $176,000 
Case  6  •  $634,200 
Case  7  -  $424,200 

Corresponding  energy  savings  are: 

Case  4  -  254  x  10®  Btu/yr 
Case  6  -  277  x  10®  Btu/yr 
Case  7  -  277  X  10®  Btu/yr 

In  each  of  these  cases,  cost  of  natural  gas  burned  is  greater  than  the  corresponding  coal 
costs,  but  these  increased  costs  are  offset  by  reduced  maintenance  and  overhead,  producing 
the  positive  total  cost  savings. 

For  the  new  30,000  Ibs/hr  steam  boiler,  submittal  of  an  Operating  Permit  Application  to  the 
Tennessee  Division  of  Air  Pollution  Control  will  be  required.  In  addition,  initial  compliance 
tests  for  particulate  emissions  and  nitrogen  oxide  emissions  will  be  required.  The  nitrogen 
oxide  initial  compliance  test  requires  monitoring  stack  gases  for  30  successive  steam 
generating  unit  operating  days. 

Energy  Rate  Data 

Coal  costs  were  developed  from  HDC  cost  center  2230  breakdown  dated  11  May  1995 
representing  April  1995  data,  and  from  steam  unit  cost  calculations  for  1994  out-of-pocket 
expenses  prepared  by  J.  Bouchillon  and  dated  03/29/95.  Value  used  in  the  LCCID  program  is 
$1.86  per  million  Btu. 

Electrical  unit  costs  were  calculated  from  Kingsport  Power  Company  bill  for  March  1995.  No 
attempt  was  made  to  differentiate  between  energy  cost  and  demand  cost  for  the  scenario 
analyses.  Value  used  in  the  LCCID  program  is  $10.25  per  million  Btu  (electrical). 

Natural  gas  unit  costs  were  calculated  in  a  similar  manner  to  electrical  costs  from  United 
Cities  Gas  Company  bill  for  April  1995.  Value  used  in  the  LCCID  program  is  $3.95  per  million 
Btu. 
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Copies  of  the  cost  breakdowns,  utility  biils,  and  J.  Bouchillon  calculations  are  included  in 
Appendix  1 . 

Conclusion 

Energy  (Btu)  savings  and  maintenance  cost  savings  resulting  from  using  naturai  gas  to 
replace  coal  in  Building  8-A  at  Holston  Army  Ammunition  Plant  are  not  great  enough  to  offset 
increased  energy  costs  and  justify  construction  costs.  Instailation  of  a  new  100  psig  firetube 
boiler  at  a  location  closer  to  the  major  process  steam  usage  point,  permitting  complete 
shutdown  of  Building  8A,  is  recommended. 

Conversion  of  existing  refrigeration  equipment  from  steam  driven  to  electric  driven  will  have  no 
impact  on  steam  system  operation.  The  turbines  being  removed  function  as  "pressure 
reducers",  each  of  which  are  in  parallel  with  river  water  pump  turbines  and  with  a  PRV  station 
and  desuper-heating  station.  The  parallel  equipment  to  remain  has  the  capability  to  meet  all 
expected  future  conditions. 

Existing  boiler  feedwater/condensate  return  systems  at  Holston  are  suitable  for  operation  in 
conjunction  with  reiocated  boiiers  from  VAAP.  In  reality,  there  will  be  insignificant  variations 
from  pressures  and  flows  experienced  at  present  when  system  ioad  is  roughly  40,000  #/hr 
steam  demand.  Therefore,  transporting  the  anciiiary  equipment  from  VAAP  and  refurbishing 
that  equipment  is  not  justified. 

To  carry  this  theme  one  more  step,  the  cost  of  adding  fuel  oil  storage  as  standby  for  relocated 
VAAP  boilers  has  not  been  included  since  case  studies  indicate  no  economical  advantage  can 
be  realized  even  without  added  storage  costs.  Aiso,  the  coal  storage  at  Area  "B"  can  be 
considered  a  standby  fuel,  although  its  use  in  "layed  away"  boiiers  would  dictate  an  extended 
time  period  for  transfer  to  that  fuel. 

Definitions/Abbreviations 

AESE:  Affiliated  Engineers  SE,  Inc. 

ASME:  American  Society  of  Mechanical  Engineers 
bho:  Boiier  Horsepower 
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ECO:  Energy  Conservation  Opportunity 


Energy  Consenration  Investment  Program  (EClP):  This  is  a  federal  government  program 
which  aliocates  funds  for  projects  which  increase  energy  efficiency. 

HOC:  Holston  Defense  Corporation 

HSAAP:  Holston  Army  Ammunition  Plant 

ID/FD  Fan:  Induced  Draft  and/or  Forced  Draft  fans  used  for  steam  boilers. 

Excess  Air:  A  term  used  to  describe  the  amount  of  air  that  is  supplied  to  fossii  fired  boilers 
over  and  above  the  amount  theoretically  required  for  complete  combustion. 

Ib/hr:  pounds  per  hour 

Ib/mo:  pounds  per  month 

Life  Cycle  Cost  in  Design  fLCCID):  Government  software  package  used  to  evaluate  projects 
for  EClP  funding. 

MMBtu:  million  British  thermal  units 
psio:  pounds  per  square  inch  gauge 
RDX:  Research  Development  Explosive 
SIR:  Savings  to  Investment  Ratio 

VAAP:  Volunteer  Army  Ammunition  Plant,  Chattanooga,  Tennessee 
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A  BOILER  CONDITION 
AND  USEFUL  LIFE  STUDY 
FOR 

AFFILIATED  ENGINEERS  SE,  INC 


AT 

VOLUNTEER  ARMY  AMMUNITION  PLANT 
CHATTANOOGA,  TENNESSEE 


Submitted  By; 
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INTRODUCTION 


During  the  time  period  of  July  24  through  28,  1994,  The  Hartford 
Steam  Boiler  Inspection  and  Insurance  Company  (HSB)  performed  a 
Boiler  Condition  Study  on  two  Babcock  &  Wilcox  water  tube  boilers 
located  in  building  451  at  the  facilities  of  the  Volunteer  Army 
Ammunition  Plant,  Chattanooga  Tennessee.  The  objective  of  this  study 
was  to  determine  the  current  condition  of  the  two  boilers  for 
possible  relocation. 

The  physical  condition,  description  and  evaluation  is  based  upon 
information  obtained  through  visual  inspection,  nondestructive 
examination  and  hydrostatic  testing.  Subsequent  portions  of  this 
report  contain  a  description  of  the  boilers,  an  evaluation  of  their 
existing  condition,  and  the  inspection  techniques  utilized. 

Also  included  is  a  description  of  the  two  deaerating  tanks  and  the 
current  condition  of  the  vessels. 

Preceding  the  survey  text  is  a  summary  of  our  inspection  findings 
and  corresponding  suggestions  for  correction  of  observed 
discrepancies . 

This  study  was  directed  by  J.A.  Dognazzi,  Regional  Supervisor 
Engineering  Services  assigned  to  the  Atlanta  Regional  Office  of  HSB. 
Should  any  portion  of  this  report  require  clarification  or 
elaboration,  please  feel  free  to  contact  Mr.  Dognazzi  at  404  928 
0788. 
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SUMMARY 


As  the  following  text  elaborates,  the  overall  physical  integrity  of 
these  Babcock  &  Wilcox  boilers  appears  satisfactory  (with  the 
exception  of  several  generating  tubes)  for  continued  service  at  a 
pressure  not  to  exceed  the  maximum  allowable  working  pressure  as 
stamped  on  the  Manufacturer's  Name  Plate.  A  boiler's  physical 
integrity  is  for  the  most  part  dependent  on  the  material's  strength 
and/or  remaining  material  thickness  of  the  drums  and  tubes.  This 
detailed  physical  condition  evaluation  failed  to  disclose  any 
significant  abnormalities  in  the  strength  of  material,  depletion  of 
material  thicknesses,  or  discontinuities  in  major  weldments  that 
could  significantly  have  an  adverse  effect  on  the  pressure 
containing  properties  of  any  of  the  boiler's  pressure  containing 
components . 

Although  the  integrity  of  the  pressure  containing  components  is 
acceptable  at  this  time,  several  observations  were  made  that  should 
receive  corrective  action  or  modification  prior  to  putting  these 
boilers  into  service.  Those  observations  pertain  to  the  boilers 
pressure  containing  components.  Summary  comments  pertaining  to 
those  observations  are  contained  in  the  section  immediately 
following,  titled  Conclusions/Recommendations,  with  detailed 
explanations  contained  throughout  remaining  portions  of  this  report. 
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CONCLUSIONS /RECOMMENDATIONS 


Those  conditions  observed  requiring  attention  prior  to  placing  these 
boilers  in  service  are  as  follows; 

1.  The  condition  of  the  four  safety  valves  (2  from  each  boiler) 
is  questionable  due  to  external  condition,  broken  locking 
seals,  leakage  through  the  seat  and  disk  during  hydrostatic 
test,  unable  to  lift  valve  seat  with  lifting  lever. 

Recommendation ;  The  valves  should  be  sent  to  a  reliable 

safety  valve  repair  facility  in  possession  of 
a  valid  VR  Certificate  of  Authorization  for 
repair,  adjustment  and  sealing. 

2.  The  tubes  in  the  L  &  M  rows  of  the  west  boiler,  at  the  rear  of 
the  furnace  (approximately  the  last  18  tubes  in  each  row  - 
total  36)  have  small  blisters.  The  blisters  are  very  small  and 
almost  discernable.  The  exact  cause  of  the  blistering  is  not 
known  at  this  time. 

Recommendation ;  Prior  to  putting  the  west  boiler  into 

operation,  these  tubes  should  be  replaced. 

Additionally,  the  remaining  tubes  in  these  rows  are  behind  the 
waterwall  tubes,  it  is  virtually  impossible  to  determine  if 
any  of  these  tube  are  also  blistered. 

Recommendation;  Perform  a  metallurgical  analysis  on  a 

blistered  tube  to  identify  the  cause  of  the 
blistering.  Procedures  can  be  provided  for 
the  removal  of  the  tube,  shipping  and 
laboratory  services  upon  request. 

3.  The  casing  should  be  removed  from  both  boilers  and  both 
economizers  to  ensure  no  corrosion  has  effected  the  inner 
components  and  to  properly  inspect  the  insulation. 

Recommendation ;  The  casing  on  both  boilers  and  economizers 

should  be  cleaned  of  all  corrosion/rust  and 
preserved  V7ith  an  approved  weather  resistant 
paint  designed  for  high  temperature  surfaces. 


4.  The  east  boiler's  economizer  has  indications  of  previous 
leakage  as  noted  in  the  base  of  the  chimney. 

Recommendation ;  The  economizer  should  be  hydrostatically 

tested  to  a  pressure  not  to  exceed  the 
maximum  allowable  working  pressure  as  stamped 
on  the  vessel. 

5.  Waterwall  tubes  of  the  west  boiler  -  Flame  impingement  of  both 
walls  in  the  furnace. 

Recommendation:  The  burner  flame  pattern  should  be 

investigated  to  determine  the  cause  of  the 
impingement.  Consideration  should  be  given  to 
performing  a  burner  alignment  and  a  flame 
pattern  analysis  to  determine  cause. 

Failure  to  correct  this  problem  could  cause  tube  failure  due  to 
mild  prolonged  overheating. 

6.  Scale  deposits  within  the  tubes  and  drums. 

Recommendation ;  The  boilers  should  be  cleaned  of  the  scale 

deposits  using  any  method  that  v/ill  not  remove 
any  thickness  from  the  tubes  or  drums.  A 
recommended  method  v/ould  be  high  pressure 
water  washing  of  the  tubes  and  drums. 
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BOILER  DESCRIPTION 


These  Babcock  and  Wilcox  boilers  (2)  are  bent  tube,  watertube 
boilers,  manufactured  originally  for  Atlas  Chemical  Industries,  Inc 
at  the  Volunteer  Army  Ammunition  Plant  (VAAP),  Chattanooga, 
Tennessee.  Construction  was  in  accordance  with  the  ASME  Code, 
Section  1,  Power  Boilers,  1968  Edition  with  addenda  to  12/70.  This 
fact  is  documented  on  the  Manufacturer's  Data  Report,  a  copy  of 
which  is  contained  in  Appendix  B. 

These  boilers  consist  of  one  steam  drum,  one  mud  drum  and  one  bank 
of  generating  tubes.  Appendix  D  contains  a  representative  layout  of 
all  the  tubes  in  the  boilers  from  the  steam  drum. 

The  west  boiler  is  considered  a  left  hand  boiler  (as  the  furnace  is 
on  the  left)  and  the  east  boiler  is  a  right  hand. 

The  ASME  Code  stamping  is  located  on  the  steam  drum's  head  and 
normally  would  be  included  in  this  report,  as  the  possibility  that 
asbestos  insulation  may  be  installed,  the  insulation  was  not 
disturbed  to  view  the  stamping  on  the  drums,  therefore,  the 
Manufacturer's  Name  Plate  data  is  presented  as  being  representative 
of  the  ASME  construction  of  the  boilers: 


West  Boiler 


Manf:  Babcock  &  Wilcox  Co. 
Contract  No;  FM-2126 
Capacity , Ib/hr;  150,000 
Design  Pressure:  375  psi 
Steam  Temp,  F:  442  F 
Blr  H.S.  Sq.Ft:  8167  Sq.Ft. 
Year  Built;  1972 
Nat'l  Bd:  23635 


East  Boiler 


Manf:  Babcock  &  Wilcox  Co. 
Contract  No:  FM-2126 
Capacity , Ib/hr :  150,000 

Design  Pressure:  375  psi 
Steam  Temp,  F:  442  F 
Blr  H.S.  Sq.Ft.:  8167  Sq.Ft. 
Year  Built;  1972 
Nat'l  Bd:  23636 


The  ASME  "S"  stamp  is  also  indicated  on  both  name  plate. 


The  follov/ing  pertinent  information  reflects  the  construction 
details,  documented  on  the  Manufacturer's  Data  Report,  for  the  major 
components  of  these  boilers  upon  v/hich  their  overall  physical 
integrity  is  predominately  dependent;  namely  the  steam  drum,  mud 
drum  and  tubes. 
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steam  Drum 


Nominal  diameter: 
Overall  length: 

Design  thickness: 

tubesheet ; 
shell  plate: 
Material : 

Longitudinal  joint: 
Circumferential  Joints: 
Tube  hole  efficiencies: 

Longitudinal : 
Circumferential : 
Diagonal : 

Heads : 


48" 

32'  1.5625" 

1.53125"  (1  17/32") 

.90625"  (29/32") 

SA-515-70 

2-fusion  welded/90%  efficiency 
2-fusion  welded/90%  efficiency 

35.68% 

31.63% 

39.24% 

Dished,  1.1875"  (1  3/16").  SA-515-70 


Mud  Drum 

Nominal  Diameter: 
Overall  Length: 

Design  thickness: 
Material : 

Longitudinal  Joint: 
Circumferential  Joint: 
Tube  hole  efficiencies: 

Longitudinal : 
Circumferential : 

Heads : 


24" 

30'  6.1250" 

.8750"  (29/32") 

SA-515-70 

90% 

4-fusion  welded/90%  efficiency 

42.73% 

19  9  8  % 

Dished,  .75"  (.750"),  SA-515-70 


Tubes 


Generating : 
Waterv/all : 


2"  X  .095",  SA-178-A 

2"  X  .134",  SA-178-A 

2"  X  .095",  SA-178-A 

2.75"  X  .165"  SA-178-A 

2"  X  .165",  SA-178-A 


Vie  understand  all  pressure  containing  components  are  original  and 
that  no  v;eld  repairs  have  been  made  to  any  pressure  retaining 
component  in  either  boiler,  or  any  tube/s  had  been  replaced  or 
plugged.  As  reported,  operating  pressures  and  temperatures  were 
limited  to  a  operation  of  290  psi  with  no  high  pressure  or  high 
temperature;  excessive  high  water  or  lov;  water  excursions  being 
reported.  Additionally,  as  reported,  there  had  not  been  any  periods 
of  over  firing  of  the  boilers. 

We  further  understand  these  boilers  V7ere  operated  primarily  on 
natural  gas  constituting  90  %  usage  v/ith  an  occasional  period  on  #2 
oil . 
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INSPECTION  DETAILS 


The  inspection  of  these  B  &  W  boilers  consisted  of  a  thorough 
internal  and  external  visual  inspection  supplemented  by  ultrasonic 
thickness  measurements  of  various  waterwall  tubes.  Additional 
inspection  techniques  included  dry  powder  magnetic  particle 
examination  of  the  weld  joints  in  all  drums  and  Remote  Field  Eddy 
Current  (RFEC)  examination  of  twenty  five  percent  of  the  generating 
tubes  of  each  boiler. 

All  the  tubes  examined  are  identified  within  the  boxes  on  the  Boiler 
Tube  Layout  sheets.  These  areas  were  selected  due  to  being  the  most 
likely  for  tube  problems  to  develop  either  from  over  heating  or 
external  general  corrosion  from  low  temperatures.  The  center  section 
was  examined  to  get  a  general  indication  of  the  tubes.  There  were  no 
tube  thickness  loss  which  would  be  cause  for  concern  at  this  time. 

While  basic  comments  relative  to  all  inspection  techniques  will  be 
contained  within  this  section  of  the  report,  specific  details 
pertaining  to  the  ultrasonic  thickness  testing  and  the  RFEC 
examination  of  the  generating  tubes  are  presented  in  Appendix  C. 

During  the  process  of  conducting  our  survey,  the  follov/ing 
observations  were  noted  reflecting  the  existing  condition  of  these 
boilers.  Each  boilers  components  will  be  addressed  separately. 

The  installed  internals  for  both  steam  drums  consist  of  a  row  of 
baffle  plates  which  extend  the  full  length  of  the  drum  and  cover  the 
last  couple  of  row  of  tubes.  The  baffles  plates  are  properly 
installed,  not  bowed  or  otherv/ise  damaged.  The  piping  v/ithin  the 
drum  consists  of  a  surface  blow  line,  feed  line  and  dry  pipe.  The 
piping  is  properly  installed.  There  is  no  separators  installed  in 
these  steam  drums.  Additionally,  there  are  no  internal  components 
installed  in  the  mud  drums. 

Numerous  ultrasonic  thickness  measurements  were  taken  on  the  shell, 
tubesheet  and  heads  of  the  steam  and  mud  drums  from  each  boiler  to 
identify  any  possibility  of  thinning  due  to  corrosion.  All  the 
thickness  measurements  taken  v/ere  above  the  nominal  thicknesses 
indicated  on  the  Manufacturer's  Data  Report. 

There  were  three  containers  of  a  desiccant  material  located  on  each 
end  of  all  4  drums.  The  containers  were  removed  and  were  noted  to 
have  been  last  changed  anywhere  from  1987  to  1990.  The  desiccant 
material  appeared  to  be  slightly  saturated  v/ith  moisture  in  that  the 
pellets  v;ere  a  pink  to  white  color  as  opposed  to  being  blue. 
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The  safety  valves  on  both  boilers  were  painted,  including  the 
spring.  The  safety  valves  v/ere  very  difficult  to  open  v/ith  the 
lifting  levers.  Rust  buildup  was  noted  on  the  spindle  where  it 
passes  through  the  tension  adjusting  nut. 

The  safety  valve  name  plates  revealed  the  following: 


North  valve  -  Manufactured  by-. 

Type : 
Size ; 


Set  pressure: 
Capacity: 


Consolidated 
1811  NA-20 
4"  X  4" 

355  psi 
74,525  Ibs/hr 


South  valve  -  Manufactured  By: 

Type : 


Size : 
Set  pressure: 
Capacity: 


Consolidated 
1811  PA-20 
4"  X  4" 

360  psi 

111,039  Ibs/hr 


All  4  safety  valves  have  broken  locking  seals,  this  condition 
renders  the  safety  valves  unreliable  for  future  operation. 


West  Boiler  Steam  Drum 


The  visual  inspection  of  the  internal  components  of  the  steam  drum 
failed  to  identify  any  conditions  that  would  be  considered  serious. 
Some  small  scale  deposits  were  noted  throughout  the  top  portion  of 
the  tubes  and  around  the  tube  ends.  The  deposits  v/ere  flaking  off 
the  tube  metal  and  accumulating  in  the  mud  drum.  As  the  RFEC  probe 
was  inserted  into  the  tubes,  additional  deposits  were  scrapped  of 
and  settling  in  the  steam  drum.  The  amount  of  deposits  indicate  the 
tubes  are  in  need  of  a  good  cleaning,  most  preferable  is  the  high 
pressure  v/ater  jet  method. 

The  surface  of  the  shell  and  all  components  v/ithin  the  drum  v/as 
noted  to  have  a  light  coating  of  surface  rust.  There  v/as  no 
significant  corrosion  noted  any  v/here  v/ithin  the  drum. 

The  tube  ends  were  not  eroded  or  corroded  nor  V7ere  any  split  tube 
ends  noted.  Minor  pitting  was  noted  through  out  the  drum  and  on  some 
of  the  tube  ends.  The  pitting  is  not  considered  serious. 

To  perform  the  RFEC  examination  of  the  tubes,  they  were  identified 
from  the  front  of  the  boiler  (burner  end)  by  numbering  from  1 
through  97  and  lettered  circumferentially  from  top  to  bottom,  A  to 
M.  Therefore,  the  A-1  tube  is  located  in  the  top  right  corner  of  the 
steam  drum  when  facing  the  flue  gas  outlet  of  the  boiler  with  the 
burner  on  the  right. 
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The  tubes  within  the  dotted  lines  on  the  Boiler  Tube  Layout  sheets 
V7ere  noted  to  have  small  blisters  on  many  of  the  tubes.  The  blisters 
were  first  noted  during  the  RFEC  examination  of  those  tubes  with  an 
indication  of  a  change  in  permeability  of  the  tube  metal.  Further 
investigation  within  the  furnace  revealed  the  blistering. 


West  Boiler  Mud  Drum 


The  internal  visual  inspection  noted  a  significant  quantity  of  loose 
deposits  laying  in  the  drum.  The  deposits  appear  to  be  from  the 
tubes  which  has  flaked  off  over  the  years.  The  quantity  of  deposits 
also  appear  to  contain  a  sand  like  material,  there  was  no  indication 
how  the  sand  like  material  got  into  the  boiler. 

The  waterside  surfaces  have  a  slight  scale  like  deposit  adhered  to 
the  shell  and  heads,  this  is  not  considered  significant  and  a  water 
blast  cleaning  would  most  likely  remove  the  deposits.  Where  the 
deposits  had  flaked  off,  a  slight  amount  of  surface  corrosion  was 
noted.  This  is  not  considered  serious. 


West  Boiler  Fireside 


The  inspection  of  the  firesides  v;as  limited  to  the  furnace  area.  The 
refractory  within  the  furnace  appears  to  be  in  satisfactory 
condition.  There  were  no  "soft  spots",  loose  walls,  severely  broken 
brick,  extremely  spalled  castable,  or  significant  holes  in  the 
refractory  noted. 

The  waterwall  and  generating  tubes  were  noted  to  have  a  coating  of 
fireside  deposits  v/hich  could  be  removed  by  brushing.  The  tube 
surfaces  have  a  limited  amount  of  general  surface  corrosion.  The 
waterv/all  tubes  on  both  sides  v/ere  noted  to  have  a  "carbon  pattern" 
impingement  from  the  burner  flame.  The  pattern  was  more  predominate 
on  the  left  wall.  See  photograph  next  page. 
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The  tubes  appeared  to  be  straight  with  no  sagging,  warping  or  other 
physical  distortions  noted  except  the  tubes  in  the  beginning  of  the 
second  pass  (as  indicated  in  the  dotted  red  border  on  the  Boiler 
Tube  Layout  sheet  -  identified  as  L  &  M  rows) .  Many  of  these  tubes 
have  small  blisters  v/hich  are  almost  invisible  to  the  naked  eye.  The 
cause  of  the  blisters  could  not  readily  be  determined  but  a  primary 
source  of  this  type  of  condition  is  related  to  overheating,  either 
mild  prolonged  overheating  or,  the  boiler  experienced  a  momentary 
water  circulation  problem  during  high  firing  conditions. 


See  photograph  next  page. 
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The  tubes  in  the  L  &  M  row,  and  possibly  other  rows,  located  behind 
the  water  wall  tubes  could  also  have  been  effected  by  the  same 
cause.  As  these  tubes  can  not  be  closely  examined,  it  is  not  know  if 
these  tubes  have  been  effected. 

Ultrasonic  thickness  measurements  were  taken  on  the  waterwall  tubes 
within  the  furnace  area.  The  measurements  taken  were  at  or  above  the 
thicknesses  identified  on  the  Manufacturer's  Data  Report.  The  actual 
thickness  measurements  are  illustrated  in  Appendix  E. 

Additional  pictures  are  located  in  Appendix  F. 


West  Boiler  External  Surface 

The  external  condition  of  the  v/est  boiler  is  satisfacto ry  with  some 
general  corrosion  noted  on  the  casing,  primarily  on  the  top  but  also 
on  the  sides  at  the  top  and  bottom  of  both  sides.  The  one  concern  is 
that  moisture  has  gotten  under  the  casing  and  some  corrosion  may 
have  developed  on  the  inner  surfaces. 

See  photograph  next  page. 


The  casing  of  the  economizer  of  this  boiler  has  several  areas  where 

•corrosion  has  come  through  the  metal.  The  corrosion  may  have  been 
the  result  of  moisture  getting  behind  the  casing.  There  was  no 
inspection  activity  of  the  economizer's  pressure  retaining 
components . 

The  base  of  the  chimney,  beneath  the  economizer  tubes  was  entered 
with  no  indication  of  any  leakage  being  noted. 


West  Boiler  General  Notes 

1.  The  surface  corrosion  within  the  steam  and  mud  drums  is  believed 
to  be  the  result  of  the  desiccant  material  not  being  rejuvenated 
periodically. 

West  Boiler  Hydrostatic  Test 

The  boiler  was  hydrostatically  tested  in  accordance  with  the 
requirements  of  the  National  Board  Inspection  Code  (NBIC)  and  ASME 
Code,  Section  1,  Power  Boilers,  applicable  paragraphs.  The  purpose 
of  the  hydrostatic  test  was  to  determine  the  tightness  of  the  rolled 
and  welded  joints.  The  test  pressure  of  480  psi  was  attained  with  no 
leakage  of  any  tube  or  welded  joint. 

During  the  hydrostatic  test,  there  were  numerous  valves  and  one 
t  safety  valve  leaking  through  that  could  not  be  isolated.  The  leaking 
safety  valve  was  gagged  to  prevent  the  valve  from  lifting  under 
pressure . 
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East  Boiler  Steam  Drum 


The  visual  inspection  of  the  internal  components  of  the  steam  drum 
failed  to  identify  any  conditions  that  v7ould  be  considered  serious. 
The  conditions  noted  are  basically  the  same  as  the  v/est  drum  in  that 
some  minor  scale  deposits  were  noted  throughout  the  top  portion  of 
the  tubes  and  around  the  tube  ends.  The  deposits  are  flaking  off  the 
tube  metal  and  accumulating  in  the  mud  drum.  During  the  RFEC 
examination,  additional  deposits  was  scrapped  off  and  settled  in  the 
mud  drum.  The  amount  of  deposits  indicate  the  tubes  are  in  need  of 
a  good  cleaning,  most  preferable  is  the  high  pressure  v/ater  jet 
method . 

The  surface  of  the  shell  and  all  components  displayed  a  light 
coating  of  surface  rust.  There  was  no  significant  corrosion  noted 
within  the  drum. 

The  condition  of  the  tube  ends  are  essentially  the  same  as  the  tubes 
in  the  v/est  boiler. 

The  tubes  were  numbered  and  lettered  in  the  same  manner  as  the  west 
boiler  with  the  exception  the  A-1  tube  is  in  the  upper  left  corner 
when  facing  the  flue  gas  outlet  and  the  burner  is  on  the  left. 


East  Boiler  Mud  Drum 


The  internal  visual  inspection  noted  a  significant  quantity  of  loose 
deposits  laying  in  the  drum.  The  deposits  appear  to  be  from  the 
tubes  V7hich  has  flaked  off  over  the  years.  The  quantity  of  deposits 
also  appear  to  contain  a  sand  like  material,  there  V7as  no  indication 
hov7  the  sand  like  material  got  into  the  boiler. 

The  V7aterside  surfaces  have  a  slight  scale  like  deposit  adhered  to 
the  shell  and  heads,  this  is  not  considered  serious  and  most  likely 
could  be  removed  V7ith  high  pressure  water  cleaning. 


East  Boiler  Firesides 


The  inspection  of  the  firesides  V7as  limited  to  the  furnace  area.  The 
refractory  within  the  furnace  appears  to  be  in  satisfactory 
condition.  There  '.vere  no  "soft  spots",  loose  walls,  severely  broken 
fire  brick,  extremly  spalled  castable,  or  holes  in  the  refractory. 
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The  waterwall  and  generating  tubes  were  noted  to  have  a  coating  of 
fireside  deposits  which  could  be  removed  by  wiping.  The  tube 
surfaces  have  a  slight  amount  of  surface  rust  which  is  not  a  concern 
at  this  time.  There  were  no  warping,  sagging  or  other  physical 
distortions  of  the  tubes. 


East  Boiler  External  Surfaces 

The  external  condition  of  the  east  boiler  is  satisfactory  with  some 
general  corrosion  noted  on  the  sides  and  top  of  the  boiler.  The 
concern  is  moisture  may  have  gotten  under  the  casing  and  corrosion 
may  have  developed  on  the  inner  surfaces. 


The  casing  of  the  economizer 
has  several  areas  where 
corrosion  has  come  through 
the  metal.  The  corrosion  may 
most  likely  is  moisture 
getting  under  the  casing. 
There  was  no  inspection 
activity  of  the  economizer 
pressure  retaining 
components . 


L 
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The  base  of  the  chimney  was  entered  to  investigate  the  cause  of  the 
water  stains  noted  on  the  rear  wall.  There  was  no  noted  failed  tube 
or  welded  joint.  The  possibility  of  a  leaking  tube  in  the  tube  bank 
should  be  considered  and  corrective  action  taken. 

Photograph  view  of  the  lower  row  of  economizer  tubes  and  inner 
casing.  Note  white  water  mark  and  pattern  of  corrosion  (heavy  on  the 
rear  wall,  light  on  the  side  walls).  Possibly  these  indications  are 
the  result  of  leakage  within  the  economizer  tube  bank. 
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East  Boiler  Hydrostatic  Test 


A  hydrostatic  test  was  applied  to  this  boiler  in  accordance  with  the 
requirements  of  the  National  Board  Inspection  Code  and  ASHE  Code, 
Section  1,  Power  Boilers,  applicable  paragraphs.  The  test  pressure 
could  only  be  raised  to  280  psi  due  to  numerous  valves  leaking 
through  that  could  not  be  blanked  off.  Under  this  pressure,  there 
were  no  tubes  or  welded  joints  leaking. 
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APPENDIX  A 


The  tubes  in  the  boilers  examined  with  RFEC  were  2”  x  .095"  wall 
thickness,  SA-178-A  material  with  a  tensile  value  of  11,500  psi  at 
700  degree  F.  The  original  MAWP  of  the  tubes  was  530  psi. 

The  following  indicates  the  actual  wall  thickness  for  each  10  %  of 
wall  loss. 


Percent  -  10  %  20  %  30  %  40  %  50  % 


.095"  -  .0855  .076  .0665  .057  .0475 

The  following  equation  is  given  in  paragraph  P-22  (a)  and  is  used  to 
determine  the  maximum  allowable  working  pressure  (MAWP)  of  tubes. 

2t  -  .010  -  2e 

P  =  S  X  - 

D  -  (t  -  .0050  -  e) 


Where : 


P  =  Maximum  Allowable  Working  Pressure,  psi 
0  =  Outside  diameter,  inches 
S  =  Stress  value,  psi 

t  =  Minimum  required  thickness,  inches 

e  =  Thickness  factor  for  expanded  tubes 

For  the  2"  x  .095  tubes,  a  10  %  wall  loss  equates  to  a  calculated 
thickness  of  .0855".  To  determine  the  MAWP  of  a  tube  with  a  10  % 
wall  loss,  the  follov/ing  calculation  is  performed: 

2  X  .0855  -  .01  X  2  -  2  X  0.4 

P  =  11500  X  -  =  415  psi 

2  -  ( .0855  -  .005  X  2  -  0.4) 

Tubes  V7ith  a  20  %  wall  loss  =  302  psi 

The  calculated  MAWP  of  tubes  with  a  maximum  of  10  %  wall  loss  does 
not  take  into  consideration  any  pitting,  overheating  or  other 
physical  conditions  which  could  further  reduce  the  MAWP. 

The  tubes  from  10  to  20  %  v/all  loss  are  indicated  in  RED  on  the 
Boiler  Tube  Layout  sheets.  The  tubes  v/ith  a  10  %  or  less  V7all  loss 
are  indicated  in  V7hite. 
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APPENDIX  B 

MANUFACTURER'S  DATA  REPORTS 
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FORM  P-3  MANUFACTURERS*  DATA  REPORT  FOR  WATER-TUBE  BOILERS.  SUPERHEATERS. 

WATERWALLS.  AND  ECONOMIZERS 

01-2126 


As  Required  by  the  Provisions  of  the  ASME  Code  Rules 


factured  by 


The  Babcock  &  Wilcox  Ccanpany 


Barberton,  Ohio 


(Name  and  addrcti  of  manufacturer)  ChattanOOga,  TenHeSSOe 

^  u.nn'f.7tn,aH  fnr  Atlas  CheMcal  Industrie s ,  The Volunteer  Army ~Amm6~  Plant, 

Integral  Furnace 

Bent  Tube  Boiler 


3.  Mentincatioo. 


.  (Typa  of  boiler,  euperheeter, 
weterwail,  economizer) 


(NiLme  end  addreie  of  purchaser) 

■  Boiler  NO.  BW-23631 


23635 


(llfra.  Serial  No.)  (State  and  Stela  No.)  (Natl.  Board  No.) 


.Year  Built. 


1972 


4.  The  chemical  and  physical  properties  of  all  parts  meet  the  requirements  of  material  specifications  of  the  ASHE  BO^ER  PRESSURE J^SSEL 

Adaenoa 


T 


...Dated. 


1968 


CODE.  The  design,  construction,  and  workmanship  conform  to  ASME  Rales,  Section _ _ _ 

(I  or  IV) 

Remarks:  Manufacturers'  Psrtiai  Dais  Reports  properly  idenUfied  and  signed  by  Commissioned  Inspectors  have  been  furnished  for  the  foUowing 

items  of  this  report: _ ^ ^ — - - - ; - — : - - ; - 

(Name  of  P.art— Item  number,  manufacturer'a  name,  and  Identifying  atamp) 

Boiler  Assembled  &  Tested  In  Shop  . . . 


We  certify  the  statement  in  this  data  report  to  be  correct  The 


Date. 


January  28, 


,  19. 


72 


Signed 


Babcock  &  Wilcox  Co. 


By. 


(Uanufacturar)  DeC^' 

Certificate  of  Authorization  Ezpiraa - 


^^ae^^tive) 


19. 
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CERTIFICATE  OF  SHOP  IN.SPECTION 

boiler  madebv  The  Babcock  &  Wilcox  Company  Wilmington,  Worth  Carolina - 

I,  the  underiigned,  holding  a  valid  commission  issued  by  the  National  Board  of  Boiler  and  Pressure  Vessel  Inspectors 


.of. 


ijaruford,  Connecticut 


and -r.-,......  The  Hartford  B.  B.  1.  &  1.  0^ 

..  ..  .  5a,  5b,  6b,  9a,  10  and  11 

inspected  parta  of  this  boiler  referred  to  at  data  items  .  - - ?  ■  ■  ■ 


.  and  have  examined  manufacturer's 


^rtial  data  reports  for  Items - - - ^ - - - — - - — ;  “ 

and  mute  that,  to  the  beat  of  my  knowledge  and  belief,  the  manufacturer  has  constructed  thit  boiler  in  accordance  with  the  applicable  aectlona  of 

the  ASME  boiler  AND  PRESSURE  VESSEL  CODE. 

By  slgAtarthia  certificate  neither  the  Inapector  nor  hla  employer  makes  any  warranty,  expressed  or  implied,  concerning  the  boiler  described  in  this 
maniifacturer'a  data  report.Furthermore,  neither  the  Inspector  nor  hi.  employer  shall  be  liable  in  an,  manner  for  any  per. onal  Injur,  or  property  dam- 
age  or  a  loss  of  any  kind  arising  from  or  connected  with  this  Inapectica- 

M&Y  4 1972 _ i9_ - 


Date^ 


Commlsaions 


We  certify  that  the  field  assembly  of  all  parts  of  this  boiler  conforms  widt  the  requirements  of  SECTION  I  or  T/ of  the  ASME 
BOILER  AND  PRESSURE  VESSEL  CODE. 


Date. 


.19. 


Signed 


Our  Certificate  of  Authorization  to  use  the  - (a.)  or  (sV 


(As  seamier) 

_  Symbol  expires , 


-By. 


(Representative) 

19 _ 


I,  the  undersigned,  holding  a  valid  commission  issued  by  the  N.ticnai  Board  of  Boiler  «,d  Pressure  Veea.l  In.pector.  end/or  the  State  or 

Province  _  _ , 

etatement.  in  thl.  n.nuf.Curer'e  date  r.p«  1th  the  described  boiler  and  aUt.  that  the  p«t.  ref^rad  to  a.  dal. 
_ _ _ — .  tiot  included  in  the  certificate  of  shop  inspection  have  been  Inspect^  by  me  and  that 

to  the  beat  of  my  kndwiedg.  and  belief  the  menufacturer  end/or  the  ...embler  he.  eon.troct.d  end  ...embled  thl.  boiler  la  .ceordenc.  with  the 

applicable  .ectlon.  of  the  ASME  BOILER  AND  PRESSURE  VESSEL  CODE.  The  described  boUerwe.  laepected  .objected  to  .  hjrdro.t.tic  te.t 


-psi. 


■r  signing  thia  certificate  neither  the  Inspector  nor  hi.  employe,  meke.  any  warranty,  expree.ad  er  implied,  concerning  «>a  boiler  de.crlb«rf>  tl^ 
!!!nuf«t  Jer*.  d.t.  report.  Fmthermore.  neither  the  Inspector  nor  hi.  employer  .hell  be  lUbl.  In  an,  -.nnar  foe  «„  peraonal  tajury  or  property  dam- 
age  or  a  lots  of  any  kind  arising  from  or  connected  with  this  intpeclioo. 


Date 


19. 


Inapector 


Commissions- 

”“64" 


Nat'l  Board  or  Suta  and  No. 


5(a)  Drums  201-2126 

n — — n 

al  t  . 


Length 

Ft  In. 


30- 


.32—1 


Shell  plates 


Tube  sheets 


Tube  hole  ligament 
efficiency 


Brand 

Material  spec.  no. 

PVQ 

sA-515-70 

Material  spec.  no.  Thickness  Inside  radius  Thickness  Inside  radius  fcrentUI 


12 


1  17/32  123  11 


Dia 


.3568 


Longitudinal  joints  1 

Clrcum.  joints 

1  Heads 

No.  & 
type* 

jjOm 

No.  & 
type 

Brand 

1  ...  - 

Material  spec.  no. 

Thickness 

Type** 

Manholes 
No.  Size 


2—12x16 


2—12x16 


•Indicate  if  (I)Seamles.:  (2)Fuiion  weided;  (3)  F9rBe  welded:  (4)Riveted.  ••Indicate  if  (l)FIat:  (J)DUhed:  (3)EUipaoidal:  (4)Hemi.phericaI. 

5(b)  Boiler  Tubes  ;  _ ^ - 

Diameter[lhickness|  Material  specification  no.  .  .  .  . .  ®o*  or  ainuou.:  Mat.  apec.  no.^hlcknea.) 

2  .13^  SA.-I78  A  Heads  or  Ends - - - Hydro.  Tfst,  Lb - 

- 2 - 095  SA-I78  A  (Shape;  Mat.  »pec.  no.;  Thicknet*) 

_ _  5(d)  Staybolts - : - — - — - - - - - 

(Mat.  spec:  no.;  Diameter;  sue  telUale;  Net  area) 


.  Net  Area - ——  Max.  AeW.P. 

(Supported  by  one  bolt) 


Mud  Drum _  '  _  Heads  or  Ends - -  '  i  - - - 

(For  sect,  header  boilers.  State  Size;  Shape;  Mat.  spec.no.;  Thickness)  (Shape;  Mat.  spec.no.;  Thickness) 


^^^jyaterwall  Headers _ 

I^^^SiM  and  shape  Thicknt 

\  1  spec.  no. 


Heads  or  Ends 


Hydro.  Test,  Lb. - 

6(b)  Waterwall  Tubes 


7(a)  Economizer  Headers 


Diameter 

Thickness 

2 

Hcjan 

2 

.095 

2.75 

■  ■  2  . 

lb)  Econo 

Material 
spec. no. 

SA-178  a 


SA-I78  A 


SA-178  A 


9(a)  Other  Parts  (1) 


F.W.  Cont. 


Feed  Pipe 


I 


2  I  a. 5"  O.D. 


3  _ _ _ 

TTTT'  ^  nT7  '  1 — 12"  ilanse  Pad 

10  Openings  (1)  Steam - ,yp.  of  nozzle,  or  outlet.) 

(3)  Blowoff  Connectj^n 

(No.,  size,  and  type  of  nozzles  or  outlets) 


a  Boiler ' 
b  Waterwall 
c  Economizer 
d  Superheater 
i  e  Other  parts 


Maximum  Allow¬ 
able  Working 
Pressure 

Code  Par,  and/or 
Formula  on  which 
AWP  is  Based 

Shop  hydro,  test 

375 

PG27.2.2 

5^3 

(Assembled 

Boiler ) 

9(b)  Tubes  for  Other  Parts 


Wo  Connections  To  Item  10  Except  As  Listed 


_  (2)  Safety  Valve  — Pads - - ^ - 

No,,  size,  and  type  of  nozzles  or  outlets) 

(4)  Prrrl  1—^"  Flange  Connection  Steam 

(No.,  size,  type,  and  location  of  connections) 

-  fl2 

hydro,  test 


Heating 

Surface 

7095 

1072 

7083 


\  Heating  surface 
y  to  be  stamped  c 

j  drum  heads. 


This  heating  surface 
not  to  be  used  for 
determining  minimum 
safety  valve  capacity. 


5(a)  Drums  201  -"2126 


Length 

Ft  In. 


Shell  plates 


Tube  sheets 


Tube  hole  ligament 
efficiency 


Brand 

Material  spec,  no. 

FVQ 

SA-515-70 

,  f  ‘j  j*  Lohgitu-  Circum* 

Material  spec,  no.  Thickness  Insideradius  Thickness  Insideradius  fejential 


•indicate  if  (1) Seamlese;  (2)Fu.ion  welded;  (3)  F^rge  welded;  (4) Riveted.  -Indicate  if  (1)  Flat;  (2)DUhed;  (3) Elllp.oidal;  (4) HemUpherlcal. 

5(b)  Boiler  Tubes  ,  k,. 

j _ _ _ _  5(c)  Headers  No - - — — - - - 

. _ U::. _ I  „„  (Box  or  .inuoo«:  Mat.  .pec.  no.;  TWckn..,) 


Diameter  Ihickness  Material  specification  no. 

2  .134  SA-178  a _ 

2  .095  SA-llH  A 


Heads  or  Ends - - - Hydro.  Test,  Lb 

(Shape;  Mat.  spec.no.;  Thickness) 


5(d)  Staybolts 
Pitch _ 


(Mat.  spec,  no.;  Diameter;  Size  telltale;  Net  area) 

_ Net  Area. - - Max.  A.W.P.- 

(Supported  by  one  bolt) 


5(e)  X!ud  Drum _ - _  Heads  or  Ends - - -  »  — -  Hydro.  Test,  Lb 

5(e)  Atad  boilers.  State  Size;  Shape;  Mat.  spec,  no.;  Thickness)  (Shape;  Mat.  spec,  no.;  Thicknesa) 


^Taterwall  Headers 


Heads  or  Ends 


Size  and  shape 

Material 
spec,  no. 

Thickness 

Shape 

7(a)  Economizer  Headers 


6(b)  Waterwail  Tubes _ 

.  t  Material 

ickness 

spec. no. 


2  .134  SA-178  a 


2  1.095  I  SA^178  a 


2.75  1.163  Isa-178  A 


2  1.165  I  SA~178  a 


.  7(b)  Economizer  Tubes 


I 


8(a)  Superheater  Headers 


nr  .rti  IT  F.W.  Cout .  pA  Feed  Pipe 

9(a)  Other  Parts  (1) - -  ^ — 


1.050”  OD  1  SA-106  B 


9(b)  Tubes  for  Ocher  Parts 


10  Openings  (1)  Steam 

(3)  Blowoff. 


a  Boiler 
b  Waterwail 
c  Economizer 
d  Superheater 
e  (Other  parts 


I- -12^^  Flange  Pad  _ 

(No., size, and  type  of  nozzles  or  outlets) 

I — 1  l/2**  Flange  Connection 

(No.,  size, and  type  of  nozzles  or  outlets) 


onnections  To  Item  10  Except  As  Listed 


"  Flange  Pads _ 


(2)  Safety  Valve  ,  .i  *  ^ 

No.,  size,  and  type  of  nozzles  or  outlets) 

...  .  1 _ U"  T^la.ngf;  Connection  Steam 


(4)  Feed. 


Maximum  Allow¬ 
able  Working 
pressure 

Code  Par.  and/or 
Formula  on  which 
AWP  is  Based 

Shop  hydro,  test 

375 

PG27.2.2 

5^3 

(Assembled 

Boiler; 

Heating 

Surface 


(No.,  size,  type,  and  location  of  connections)  Head 

12 

Field  hydro,  test 

Heating  surface 

to  be  stamped  on  " 

drum  heads.  _ _ 

This  heatina  surface  _ 

not  to  be  used  for 

determining  minimum  ” 

safety  valve  capacity. 


APPEMDIX  C 
REMOTE  FIELD  EDDY 
CURRENT  FIELD  DATA 
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THE  HARTFORD 
STEAM  BOILER  INSPECTION 
AND  INSURANCE  CO. 

Engineering  Services 


200  Ashford  Center  North 
Suite  300 

Atlanta,  Georgia  30338 
(404)  396-4820 


FIELD  DATA  REPORT 

VAAP, 

rnstnmpr  Affiliated  Engineers,  S.E. _  Plant  Chattanooga,  TN  patp  7/25/95 

Frpqcipnoy  MHz  Current  Nn.  of  Channels  ^  Sens.  _  Ref.  Std.  Ser.  # 

IlnitlMn  West  Boiler  TuhP.RbP  2*' _  Gauge  »095 _  Material  SA-178-A _ 


TOTALS 


Probe  S/N_0015 


Technician  Brian  Galvan 
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THE  HARTFORD 
STEAM  BOILER  INSPECTION 
AND  INSURANCE  CO. 

Engineering  Services 


WEST 


200  Ashford  Center  North 
Suite  300 

Atlanta,  Georgia  30338 
(404)  396-4820 


FIELD  DATA  REPORT 

VAAP, 

r.iifitnmftr  Affiliated  Engineers,  S.E. _  piant  Chattanooga,  TN  patft  7/25/95 

Frequency  105  MHz  Current  300  ma  No.  of  Channels  3  Sens.  ^-8 -  Ref.  Std.  Ser.  # 

Unit  No  West  Boiler  Tube  Size  ^ _  Gauge  -095 _  Material — SA-178-A - 


TOTALS 


Probe  S/N  0015 


Technician  Brian  Galvan 
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THE  HARTFORD 
STEAM  BOILER  INSPECTION 
AND  INSURANCE  CO. 

Engineering  Services 


WEST 


200  Ashford  Center  North 
Suite  300 

Atlanta,  Georgia  30338 

(404)  396-4820 


FIELD  DATA  REPORT 

VAAP, 

r.iifitnmpr  Affiliated  Engineers,  S.E. _  piant  Chattanooga,  TN  nate  7/25/95 

Praqiianry  105  MHz  riiirrant  300  ma  Nn.  nf  Channels  3  Rans  4.8 _  Ref.  Std.  Ser.  # 

ilnitNn  West  Boiler  Tube  Size  __2!! _  Gauge  .095 _  Material  SA-178-A _ 


TOTALS 


Probe  S/N  0015 


Technician  Brian  Galvan 
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WEST 


200  Ashford  Center  North 
Suite  300 

Atlanta,  Georgia  30338 
(404)  396-4820 


THE  HARTFORD 
STEAM  BOILER  INSPECTION 
AND  INSURANCE  CO. 

Enginemng  Services 


FIELD  DATA  REPORT 

VAAP, 

Cnstrimpr  Affiliated  Engineers,  S.E. _  Plant  Chattanooga.  TN  Data  11251^5 

Frequency  105  MHz  Current  300  ma  nq.  of  Channels  3  Sens.  4.8 _  Ref.  Std.  Ser.  # 

llnitNn  West  Boiler  Tube  Size  _2!! _  fiauga  .095 _  Material  SA-178-A _ 


TOTALS 


Probe  S/N  0015 


Technician  Brian  Galvan 
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WEST 


200  Ashford  Center  North 
Suite  300 

Atlanta,  Georgia  303 38 
(404)  396-4820 


THE  HARTTORD 
'STEAM  BOILER  INSPECTION 
AND  INSURANCE  CO. 

Engineering  Services 


FIELD  DATA  REPORT 

VAAP, 

niigtcfTiftr  Affiliated  Engineers,  S.E. _  Plant  Chattanooga,  TN  Patft  7/25/95 

Frequency  105  MHz  Current  300  ma  No.  of  Channels  3  Sens.  ^ ^ _  Ref.  Std.  Ser.  # 

Unit  No  West  Boiler  Tube  Size  __2^! _  Gauga  .095 _  Material  SA-178-A _ 


TOTALS 


Probe  S/N  0015 


Technician  Brian  Galvan 
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I  THE  HARTFORD 
^STEAM  BOILER  INSPECTION 
AND  INSURANCE  CO. 

Engineering  Services 


WEST 


200  Ashford  Center  North 
Suite  300 

Atlanta,  Georgia  30338 
(404)  396-4820 


FIELD  DATA  REPORT 

VAAP, 

Oistomftr  Affiliated  Engineers,  S.E. _  Plant  Chattanooga,  TN  Date  7/25/95 

Frequency  105  MHz  Current  300  ma  No.  of  Cliannels  3  Sens.  4.8 _  Ref.  Std.  Ser.  # 

Unit  No  West  Boiler  Tube  Size  _  Gauge  __i095 _  Material  SA-178-A _ 


TOTALS 


Probe  S/N  0Q15 


Technician  Brian  Galvan 
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THE  HARTFORD 
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Material  SA-178-A 
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Right  (long)  Water  Wall 


Tube 

# 

Log  .  1 

Log  .  2 

Log  .  3 

Log  . 

4 

1 

.  172 

.  176 

.  177 

.  176 

6 

.  174 

.  171 

.  170 

.  170 

11 

.  171 

.  170 

.  171 

.  172 

16 

.  170 

.  169 

.  170 

.  171 

21 

.  168 

.  167 

.  167 

.  167 

26 

.  169 

.  170 

.  170 

.  170 

31 

.  169 

.  168 

.  170 

.  169 

36 

,  171 

.  172 

.  171 

.  173 

41 

.  170 

.  168 

.  169 

.  166 

Original 

46 

.  171 

.  171 

.  168 

.  172 

thiGkness 

51 

.  172 

.  173 

.  168 

.  171 

.165"  these 

56 

.  173 

.  174 

.  174 

.  172 

tubes . 

61 

.  172 

.  172 

.  170 

.  170 

66 

.  168 

.  170 

.  168 

.  169 

71 

.  169 

.  168 

,  168 

.  170 

76 

.  167 

.  169 

.  168 

.  168 

81 

.  169 

.  171 

.  172 

.  171 

86 

.  170 

.  171 

.  172 

.  173 

91 

.  171 

.  172 

.  171 

.  171 

Rear 

Water 

Wall 

Tube  # 

Log  .  1 

Log  .  2 

Log  .  3 

Log  .  4 

2 

.  143 

.  139* 

.  142 

.  142 

4 

.  136 

.  137 

.  135 

.  135 

6 

.  136 

.136 

.  137 

.  138 

8 

.  140 

.  140 

.  141 

.  141  Original 

10 

.  135 

.  136 

.  135 

. 136  thickness 

12 

.  138 

.  141 

.  141 

.140  .134"  these 

14 

.  141 

.  142 

.  142 

.142  tubes 

16 

.  143 

.  145 

.  144 

.  145 

18 

.  144 

.  142 

.  140 

.  142 

20 

.  137 

.  138 

.  138 

.  137 
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Left  (long)  Water  Wall 


ibe  # 

Log  .  1 

Log  .  2 

Log  .  3 

Log  . 

4 

5 

.  172 

.  174 

.  173 

.  174 

10 

.  170 

.  171 

.  171 

.  171 

15 

.  172 

.  173 

.  170 

.  172 

20 

.  168 

.  169 

.  169 

.  169 

25 

.  169 

.  170 

.  172 

.  172 

Original 

30 

.  169 

.  171 

.  171 

.  172 

thickness 

35 

.  170 

.  171 

.  172 

.  172 

.165"  these 

40 

.  172 

.  170 

.  171 

.  173 

tubes . 

45 

.  168 

.  168 

.  169 
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50 

.  170 

.  170 

.  172 

.  171 

55 

.  168 

.  169 

.  168 

.  170 

60 

.  169 

.  170 

.  171 

.  170 

65 

.  168 

.  169 

.  170 

.  170 

70 

.  169 

.  171 

.  172 

.  170 

75 

.  169 

.  170 

.  171 

.  171 

80 

.  169 

.  171 

.  171 

.  170 

85 

.  170 

.  172 

.  172 

.  171 

90 

.  169 

.  169 

.  170 

.  170 

Her  Tube 

Thickness 

5ft  (short 

.)  Water  Wall 

ibe  # 

Log  .  1 

Log  .  2 

Log  .  3 

Log  . 

4 

1 

.  136 

.  134 

.  139 

.  135 

6 

.  139 

.  140 

.  139 

.  140 

11 

.  135 

.  136 

.  133 

.  134 

16 

.  138 

.  137 

.  139 

.  140 

21 

.  136 

.  134 

.  137 

.  137 

Original 

26 

.  134 

.  134 

.  137 

.  134 

thickness 

31 

.  141 

.  141 

.  140 

.  141 

. 134  these 

36 

.  138 

.  140 

.  141 

.  142 

tubes . 

41 

,  139 

.  140 

.  141 

.  141 

46 

.  138 

.  138 

.  141 

.  141 

51 

.  140 

.  139 

.  139 

.  139 

56 

.  139 

.  139 

.  140 

.  141 

61 

.  142 

.  143 

.  142 

.  142 

66 

.  137 

.  140 

.138 

.  139 

71 

.  137 

.  137 

.  136 

.  136 

76 

.  105 

.  103 

.  104 

.  103 

Original 

81 

.  100 

.  102 

.  101 

.  101 

thickness 

86 

.  105 

.  106 

.  106 

.  107 

.095”  these 

91 

.  107 

.  106 

.  107 

.  107 

tubes . 
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APPENDIX  F 
BOILER  PICTURES 
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Boiler  Photograph  Log 


Photograph  #  Description 


1  Casing  of  east  economizer.  Notice  corrosion  is 

in  a  straight  line  pattern  at  2  levels. 

2  West  boiler  burner.  Staining  appears  to  be  from 

water.  Condition  of  refractory  is  good. 

3  Blister  on  west  boiler  tube.  Notice  length  of 

blister. 

4  Another  tube  in  west  boiler,  this  tube  is  in  the 

2nd  row  in. 


5 


Another  tube  blister,  same  boiler. 


6 


7 


8 


West  boiler  water  wall  (left  side).  Notice 
degree  of  carbon  buildup.  Most  likely  from 
improper  burner  alignment. 

West  boiler  water  wall  (right  side).  Notice 
fireside  deposits  and  minimum  amount  of  carbon 
buildup . 

West  boiler  economizer.  Notice  straight  line 
corrosion  at  2  levels. 
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APPENDIX  G 
DEAERATING  TANK 
INSPECTION 


28- 

03 


Deaerating  Feed  Tanks 


The  two  deaerating  feed  tanks  were  visually  inspected  both 
internally  and  externally.  The  name  plate  data  is  as  follows: 


East  DA  Tank 

West  DA  Tank 

Mfg  by 

Dun-Rite  Tank 

Corp. 

Dun-Rite  Tank  Corp 

MAWP 

30  psi  @  500F 

30  psi  @  500F 

Mfg  Ser  # 

5560-2 

S 

5560-1 

Nat'l  Bd  # 

1721 

Div  1 

1720 

Year  built 

1972 

W 

1972 

Shell  t 

1/4"  (.250" 

) 

1/4"  (.250") 

Head  t 

1/4"  (.250" 

) 

1/4"  (.250") 

lead  Radius 

66" 

66" 

Safety  valves  (both  deaerators) 

a.  Name  plate  data: 

Manufacturer  -  Lonergan 
Size  -  3”  X  3” 

Capacity  -  3,785  Ibs/hr 

b.  Condition  -  Top  seal  broken 

-  Valve  stuck  closed 

East  Deaerating  Feed  Tank 
Storage  Section,  internal: 

1)  Internal  pitting,  most  predominately  adjacent  to  weld  seams  but 
scattered  throughout  vessel. 

2)  Significant  coating  of  deposits  at  water  line,  lower  portion  of 
vessel  the  deposits  are  moderate. 

3)  Gasket  surface  of  manway  ring  slightly  corroded,  most  notable 
at  inner  edge. 

4)  One  desiccant  container  installed. 

5)  Moderate  surface  corrosion  from  v/ater  line  down 

Deaerating  Section,  internal: 

1)  Spray  valves  (5),  appear  satisfactory,  loose  rust  flakes  noted 
inside  spray  valves  when  opened. 

2)  No  corrosion  of  tray  storage  area  or  trays 

External . 

1)  The  following  components  v/ere  noted  to  be  cracked,  most  likely 
from  freezing  conditions: 

a.  Lov/er  float  chamber  of  water  level  control 

b.  Lower  piping  of  level  control 

c.  Secondary  lov;er  pipe  level  control 

d.  Sight  glass  lower  pipe  connection 
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West  Deaerating  Feed  Tank 


Storage  Section,  internal: 

1)  Internal  pitting,  most  predominantly  adjacent  to  weld  seams  but 
scattered  throughout  vessel. 

2)  Gasket  surface  of  manway  ring  -  inner  edge  corroded. 

3)  Thick  coating  of  deposits  adhered  to  shell  from  water  line 
down . 

4)  Large  amount  of  loose  sediment  and  rust  flakes  laying  in  vessel. 

5)  1  desiccant  container  in  vessel. 

6)  Moderate  to  heavy  amount  of  surface  rust,  mostly  from  water  line 
down . 

Deaerating  Section,  internal: 

1)  1  of  5  spray  valve  is  stuck  closed. 

2)  Rust  flakes  inside  other  4  spray  valves  when  opened. 

3)  no  corrosion  of  tray  storage  area  or  trays. 

External : 

1)  The  following  components  were  noted  to  be  cracked,  most  likely 
from  freezing  conditions: 
a.  Overflow  float  chamber 


Recommendations  for  East  and  West  Deaerators: 

1)  Remove  all  internal  deposits,  recommended  method  -  high  pressure 
water, 

2)  Perform  wet  fluorescent  magnetic  particle  examination  of  all 
internal  weld  joints  to  identify  any  cracking  that  may  have 
developed  during  the  years  of  operation. 

3)  The  depth  of  pitting  in  the  storage  section  is  a  concern  -  the 
pitting  should  be  measure  and  compared  to  the  original  thickness 
to  identify  the  current  HAVJP. 

4)  The  storage  section  shell  and  heads  should  be  measured  for 
thickness  to  determine  the  extent  of  thinning  from  corrosion  to 
determine  the  current  MAWP . 

5)  Repair  of  replace  both  safety  valves 

NOTE:  These  vessels  should  not  be  placed  into  operation  until  the 

current  conditions  as  indicated  in  the  Recommendations  Section 
are  performed. 
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APPENDIX  H 
DEAERATING  TANK 
PICTURES 


-Sl¬ 

ice 


Deaerating  Feed  Tank  Photograph  Log 


Photograph  #  Description 

1  West  DA  tank.  Crack  in  overflow  float  chamber 

2  East  DA  tank.  Crack  in  float  chamber  of  liquid 

level  control. 

3  East  DA  tank.  Crack  and  rust  on  piping 

4  Typical  of  both  DA  tanks.  Notice  the  pitting 

adjacent  to  the  weld  joint.  The  depth  of  the 
pitting  is  of  concern  due  to  the  thickness  of 
the  shell  ( 1/4"  )  . 

5  Typical  of  both  DA  tanks.  Notice  the  extent  of 

corrosion  on  the  bottom  half  of  the  vessel. 
Additionally,  notice  the  heavier  concentration 
of  corrosion  and  sediment  at  the  water  line. 
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A.  SPECIAL  CONSIDERATIONS 


Cost  estimates  for  each  primary  and  supporting  facility  _ _ 

Teiecommunications  system  coordination  with  USACC  and  authorization  for  exceptions 
Coordination  with  state  and  local  governmental  requirements  (blind  vendors,  medical  facili 
construction  and  operating  permits,  clearinghouse  ccoordination,  etc.) 

Assignment  of  airspace _ _ 

Economic  analysis  of  alternatives  _ 


Approval  for  new  starts  _ _ _ 

International  balance  of  payments  (IBOP)  coordination  with  U.S.  European  command 
NATO -overseas  cost  estimates  and  comparables  (include  rate  of  exchange  used  in  estimates) 


Impact  on  historic  places-on  site  survey  by  authorized  archeologist  and  coordination  with  s 
historic  preservation  officer  and  advisory  council  on  historic  preservation 


Exceptions  to  established  criteria 


Coordination  with  various  staff  agencies  (Provost  Marshall-physical  security,  etc.) _ 

Identification  of  related  or  support  projects  (so  projects  can  be  coordinated)  _ 


Required  completion  date  _ _ _ 


Other  Special  Considerations  (List  and  number  items) 


TJ 

o±  *  -S 


A 


REQUIRED  OR  NOT  REQUIRED  -  Not  relevant  or  no  information  to  com* 
municate.  Enter  "R”  if  item  is  relevant  and  is  required  for  this  project. 
Enter  "NR"  if  item  is  irrelevant  and  is  not  required  for  this  project, 

TO  BE  DETERMINED  -  Information  needed  but  not  currently  available. 
Enter  code  for  information  source. 

COMMENT  ATTACHED  -  Significant  information  summarized  or  explained 
and  attached. 

DOCUMENT  ATTACHED  -  Significant  information  is  in  an  existing  docu¬ 
ment  which  is  attached.  


♦BY  WHOM  (Check  and  insert  appropriate  letter) 

A  -  OFAE 
B  —  Using  Service 
C  —  Construction  Service 
D  —  Designer 

E  —  Other  (Check  Comments  Attached  and 
explain) 


documentation  checklist 
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TM  5-800-3  C-5 


Comment 

Attached 


B.  SITE  DEVELOPMENT 


B-1  Consultation  with  the  District  Office  to  determine  and  evaluate  flood  plain  hazards 


Preparation,  submission,  and/or  approval  of  new 

General  Site  Plan  _  _  _ 

Annotated  General  Site  Plan 
Sketch  Site  Plan 


Facilities  Requirements  Sketch 


Preparation  of 


Site  Survey 

Subsoil  information 


Approval  by  Department  of  Defense  Explosive  Safety  Board  (DDESB)  for  Safety  Site  Plan 


Other  Site  Development  Considerations  (List  and  number  items) 


REQUIRED  OR  NOT  REQUIRED  —  Not  relevant  or  no  information  to  com¬ 
municate.  Enter  "R"  if  item  is  relevant  and  is  required  for  this  project. 
Enter  "NR"  if  item  is  irrelevant  and  is  not  required  for  this  project. 

TO  BE  determined  —  Information  needed  but  not  currently  available. 
Enter  code  for  information  source. 

COMMENT  ATTACHED  —  Significant  information  summarized  or  explained 
and  attached. 

DOCUMENT  ATTACHED  —  Significant  information  is  in  an  existing  docu¬ 
ment  which  is  attached. 


*BY  WHOM  (Check  and  insert  appropriate  letter) 


A  -  DFAE 
B  —  Using  Service 
C  —  Construction  Service 
D  —  Designer 

E  --  Other  (Check  Comments  Attached  and 


documentation  checklist 


DA  FORM  5023-B-R,  Feb  82 
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Document 

Attached 


C.  ARCHITECTURAL  &  STRUCTURAL 


Reconciliation  with  troop  housing  programs  and  requirements 


Evaluation  of  existing  facilities  (including  degree  of  utilization)  _ 


Approval  for  removal  and  relocation  of  existing  useable  facilities _ 


Evaluation  of  off-post  community  facilities  _ 


Storage  and  maintenance  facilities  (including  nuclear  weapons)  _ 


Coordination  hospitals,  medical  and  dental  facilities  with  Surgeon  General 


Coordination  of  aviation  facilities  with  FAA  _ 


Coordination  air  traffic  control  and  navigational  aids  with  USACC _ 


Tabulation  of  types  and  numbers  of  aircraft  _ 


Evaluation  of  laboratory,  research  and  development,  and  technical  maintenance  facilities 


Coordination  chapels  with  Chief  of  Chaplains  _ 


Review  food  service  facilities  by  USATSA  _ 

Automated  data  processing  system  or  equipment  approvals—cost  analysis  when  ADP  and/or 
communication  centers  not  co-located  with  related  facilities 


Coordination  postal  facilities  with  U.S.  Postal  Service  Regional  Director 


Laundry  and  dry  cleaning  facilities  coordination  with  ASD(I&L) 


Tenant  facilities  coordination  with  installation  where  sited 

Facilities  for  or  exposed  to  explosions,  toxic  chemicals,  or  ammunition-review  by  ODESB  (See 
also  Item  B-4) 


Analysis  of  deficiencies  _ 

Consideration  of  alternatives  _ 

Determination  whether  occupants  will  Include  physically  handicapped  or  disabled  persons 


As-build  drawings  for  alterations  or  additions _ _ _ 

Availability  of  Standard  Design  or  site  adaptable  designs _ _ _ 

Other  Architectural  &  Structural  (List  and  number  items) 


REQUIRED  OR  NOT  REQUIRED  —  Not  relevant  or  no  information  to  com¬ 
municate.  Enter  “R"  if  item  is  relevant  and  is  required  for  this  project. 
Enter  "NR"  if  item  is  irrelevant  and  is  not  required  for  this  project. 

TO  BE  DETERMINED  -  Information  needed  but  not  currently  available. 
Enter  code  for  information  source. 

COMMENT  ATTACHED  -  Significant  information  summarized  or  explained 
and  attached. 

DOCUMENT  ATTACHED  —  Significant  information  is  in  an  existing  docu¬ 
ment  which  is  attached.  _ 


documentation  checklist 
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D.  MECHANICAL,  ELECTRICAL,  &  UTILITY  SYSTEMS 


Fuel  considerations  and  cost  comparison  analysis 


Energy  requirements  appraisal  (ERA) 


Conformance  with  DOD  Energy  Reduction  requirements 


Evaluation  of  existing  and/or  proposed  utility  systems 
Other  Mechanical  and  Utility  Systems  (List  and  number  items) 


JL. 


REQUIRED  OR  NOT  REQUIRED  —  Not  relevant  or  no  Information  to  com¬ 
municate.  Enter  "R"  if  item  is  relevant  and  is  required  for  this  project. 
Enter  "NR"  if  item  is  irrelevant  and  is  not  required  for  this  project. 

TO  BE  DETERMINED  —  Information  needed  but  not  currently  available. 
Enter  code  for  information  source. 

COMMENT  ATTACHED  —  Significant  information  summarized  or  explained 
and  attached. 

DOCUMENT  ATTACHED  —  Significant  information  is  in  an  existing  docu¬ 
ment  which  is  attached. 


‘’BY  WHOM  (Check  and  insert  appropriate  letter) 


A  -  DFAE 
B  —  Using  Service 
C  —  Construction  Service 
D  —  Designer 

E  —  Other  (Check  Comments  Attached  and 


documentation  checklist 
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E.  ENVIRONMENTAL  CONSIDERATIONS 


Envlronmentai  impact  assessment  _ 

Ei  A  conclusions  require  Environmental  Impact  Statement 


Determination  of  health,  environmental  or  related  hazards.  Assistance  to  determine  existence  of  any 
health,  environmental  or  related  hazard  may  be  requested  from  Aberdeen  Proving  Ground,  MD  21010, 
the  Office  of  the  Surgeon  General,  Attn:  DASG-HCH  (Army  Environmental  Hygiene  Agency) 


Air/water  pollution  permit,  coordination  with  agencies  and  compliance  with  standards  at  Federal, 
state  and  local  level 


Corrective  measures  associated  with  Environmental  Impact  Statements  or 
assessment — list  separately  and  evaluate. 


Other  environmental  considerations  (list  and  number  items) 


TTR 


REQUIRED  OR  NOT  REQUIRED  -  Not  relevant  or  no  information  to  com¬ 
municate.  Enter  "R"  if  item  is  relevant  and  is  required  for  this  project. 
Enter  “NR"  if  item  is  irrelevant  and  is  not  required  for  this  project. 

TO  BE  DETERMINED  -  Information  needed  but  not  currently  available. 
Enter  coda  for  information  source. 

COMMENT  ATTACHED  —  Significant  information  summarized  or  explained 
and  attached. 

DOCUMENT  ATTACHED  —  Significant  information  is  in  an  existing  docu¬ 
ment  which  is  attached. 


BY  WHOM  (Check  and  insert  appropriate  letter) 

A  -  OFAE 
B  —  Using  Service 
C  —  Construction  Service 
D  —  Designer 

E  —  Other  (Check  Comments  A ttached  and 
explain) 


documentation  checklist 
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A.  SPECIAL  CONSIDERATIONS 


Factors  of  risk,  restriction  or  unusual  circumstance  expected  to  increase  costs  beyond  applicable 
area  averages 

Construction  phasing  requirements _ _ _ 

Functional  support  equipment  (mechanical,  electrical,  structural,  and  security)  to  be  built  in 


Equipment  in  place  and  justification  _ _ _ 

Other  equipment  and  furniture  (O&MA,  OPA)  and  costs  _ 

Special  studies  and  tests  (hazards  analyses,  compatibility  testing,  new  technology  testing,  etc.) 


Type  of  construction  (permanent,  temporary,  semi-permanent) _ 

Government  furnished  equipment  (quantities,  procurement  time,  availability 
and  special  handling  and  storage  requirements).  Funds  used  for  procurement. 


Other  special  considerations  (list  and  number  Items) 


REQUIRED  OR  NOT  REQUIRED  —  Not  relevant  or  no  information  to  com¬ 
municate.  Enter  "R"  if  item  is  relevant  and  is  required  for  this  project. 
Enter  "NR"  if  item  is  irrelevant  and  is  not  required  for  this  project. 

TO  BE  DETERMINED  —  Information  needed  but  not  currently  available. 
Enter  code  for  information  source. 

COMMENT  ATTACHED  -  Significant  information  summarized  or  explained 
and  attached. 

DOCUMENT  ATTACHED  -  Significant  information  is  in  an  existing  docu¬ 
ment  which  is  attached.  _ 


♦BY  WHOM  (Check  and  insert  appropriate  letter) 

A  -  OFAE 
B  —  Using  Service 
C  —  Construction  Service 
O  —  Designer 

E  —  Other  (Check  Comments  Attached  and 


technical  data  checklist 
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B.  SITE  DEVELOPMENT 


Construction  restrictions  or  guidelines  pertaining  to 

site  access  and  preferred  construction  routes  _ 

Airfield  clearance,  explosive  storage,  working  hours,  safety,  etc. 

Facilities  and/or  functions  or  adjoining  areas  (structures, 
materials,  impact) 


Real  estate  actions  (acquisition,  disposal,  lease,  right-of-way) 

Oemol 1 tion/relocation  required  (data) 

Special  considerations  due  to  explosives/radioactivity/ 
chemical  contamination/asbestos  emissions/toxic  gases 


.£  C  T3 

c  0}  <u 

®  §  s-g 

m  »  0  ra 


Restrictions  on  disposal  of  demolished/relocated  material 
Including  hazardous  waste 


Pavement  types  and  requirements  (including  traffic  surveys 
and  MTMC  coordination) 

Landscape  considerations 

Protection  of  existing  vegetation 

Stockpile  topsoil 


Other  Site  Development  (List  and  number  items) 


REQUIRED  OR  NOT  REQUIRED  —  Not  relevant  or  no  information  to  com¬ 
municate.  Enter  "R"  if  item  is  relevant  and  is  required  for  this  project. 
Enter  "NR”  if  item  is  irrelevant  and  is  not  required  for  this  project. 

TO  BE  determined  —  Information  needed  but  not  currently  available. 
Enter  code  for  information  source. 

COMMENT  ATTACHED  -  Significant  information  summarized  or  explained 
and  attached. 

DOCUMENT  ATTACHED  —  Significant  information  is  in  an  existing  docu¬ 
ment  which  is  attached. 


•BY  WHOM  (Check  and  insert  appropriate  letter) 


A  -  DFAE 
B  —  Using  Service 
C  —  Construction  Service 
D  —  Designer 

E  —  Other  (Check  Comments  Attached  and 
explain) 


technical  data  checklist 
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C.  ARCHITECTURAL  &  STRUCTURAL 


Vibration-producing  equipment  requiring  isolation _ _ _ _ 

Seismic  zone  and  other  design  load  criteria  (typhoon,  hurricane,  earthquake  loads,  high  or  low 
loss  potential) 


Protective  shelter  evaluation  and  resistant  design  criteria  (conventional/nuciear  blast  and  radia¬ 
tion,  chemical/bioiogicai) 


Unusual  foundation  requirements  (pier,  pile,  caisson,  deep  foundations,  mat,  special  treatment, 
permafrost  areas,  soil  bearing) 


Designation  and  strength  of  units  to  be  accommodated  _ _ _ 

Requirements  and  data  for  special  design  projects 


Unusual  floor  and  roof  loads  (safes,  equipment) _ _ _ _ 

Security  features  (arms  rooms,  vaults,  interior  secure  areas)  _ 


Other  Architectural  &  Structural  (List  and  number  items) 


REQUIRED  OR  NOT  REQUIRED  -  Not  relevant  or  no  information  to  com¬ 
municate.  Enter  "R"  if  item  is  relevant  and  is  required  for  this  project. 
Enter  "NR"  if  item  is  irrelevant  and  is  not  required  for  this  project. 

TO  BE  DETERMINED  —  Information  needed  but  not  currently  available. 
Enter  code  for  information  source. 

COMMENT  ATTACHED  —  Significant  information  summarized  or  explained 
and  attached. 

DOCUMENT  ATTACHED  -  Significant  information  is  in  an  existing  docu¬ 
ment  which  is  attached.  _ 


♦BY  WHOM  (Check  and  insert  appropriate  letter) 

A  -  OFAE 
B  —  U sing  Service 
C  —  Construction  Service 
D  —  Designer 

E  —  Other  (Check  Comments  Attached  and 


technical  data  checklist 
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D.  MECHANICAL,  ELECTRICAL.  &  UTILITY  SYSTEMS 


Special  mechanical  requirements  or  considerations  (elevator,  crane,  hoist,  etc.) 


Special  peak  usage  periods  and  peak  leveling  techniques 

Maintenance  considerations  (accessibility  of  equipment,  compatibility  with  existing  equipment) 


Plumbing— availability,  general  system  type  and  characteristics  (proposed  and/or  existing,  incl. 
compressed  air  and  gas) 


Heating— availability,  general  system  type  and  characteristics  (proposed  and/or  existing) 


Ventilating,  air  condition/refrigeration— availability,  general  system  type  and  characteristics  (pro¬ 
posed  and/or  existing) 

Electrical-availability,  general  system  type  and  characteristics  inci.  airfield  lighting,  communica¬ 
tion.  etc,  (proposed  and/or  existing) 


Water  supply/waste  treatment— availability,  general  system  type  and  characteristics  (proposed 
and/or  existing) 

Energy  requirements/fuel  conversion  (sources,  availability,  loads,  types  of  fuel,  etc.) 


Solar  energy  evaluation 


Other  Mechanical  &  Utility  Systems  (List  and  number  items) 


.REQUIRED  OR  NOT  REQUIRED  —  Not  relevant  or  no  information  to  com¬ 
municate.  Enter  "R"  if  item  is  relevant  and  is  required  for  this  project. 
Enter  “NR"  if  item  is  irrelevant  and  is  not  required  for  this  project. 

TO  8E  determined  —  Information  needed  but  not  currently  available. 
Enter  code  for  information  source. 

COMMENT  ATTACHED  —  Significant  information  summarized  or  explained 
and  attached. 

DOCUMENT  ATTACHED  —  Significant  information  is  in  an  existing  docu¬ 
ment  which  is  attached. 


■*BY  WHOM  (Check  and  insert  appropriate  letter) 


A  -  DFAE 
B  —  Using  Service 
C  —  Construction  Service 
D  —  Designer 

E  —  Other  (Check  Comments  Attached  and 
explain) 


technical  data  checklist 
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Document 

Attached 


E.  ENVIRONMENTAL  CONSIDERATIONS 


Waste  water  treatment,  air  quality,  and  solid  waste  disposal  criteria 
Other  Environmental  Considerations  (List  and  number  items) 


REQUIRED  OR  NOT  REQUIRED  -  Not  relevant  or  no  infornnation  to  com¬ 
municate.  Enter  ”R"  if  item  is  relevant  and  is  required  for  this  project. 
Enter  "NR"  if  item  is  irrelevant  and  is  not  required  for  this  project. 

TO  BE  DETERMINED  -  Information  needed  but  not  currently  available. 
Enter  code  for  information  source. 

COMMENT  ATTACHED  -  Significant  information  summarized  or  explained 
and  attached. 

DOCUMENT  ATTACHED  —  Significant  information  is  in  an  existing  docu¬ 
ment  which  is  attached. 


*BY  WHOM  (Check  and  insert  appropriate  letter) 


A  -  DFAE 
B  —  Using  Service 
C  —  Construction  Service 
D  —  Designer 

E  —  Other  (Check  Comments  Attached  and 


technical  data  checklist 
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Comment 

Attached 


F.  FIRE  PROTECTION 


Special  fire  protection  systems  or  features  (detection  and  suppression  equipment,  hazards,  etc. 


Other  Fire  Protection  Considerations  (List  and  number  items! 


REQUIRED  OR  NOT  REQUIRED  —  Not  relevant  or  no  information  to  com¬ 
municate.  Enter  "R"  if  item  is  relevant  and  is  required  for  this  project. 
Enter  "NR"  if  item  is  irrelevant  and  is  not  required  for  this  project. 

TO  BE  DETERMINED  —  Information  needed  but  not  currently  available. 
Enter  code  for  information  source. 

COMMENT  ATTACHED  —  Significant  information  summarized  or  explained 
and  attached. 

DOCUMENT  ATTACHED  —  Significant  information  is  in  an  existing  docu¬ 
ment  which  is  attached. 


*BY  WHOM  (Check  and  insert  appropriate  letter) 


A  -  OFAE 
B  —  Using  Service 
C  —  Construction  Service 
D  —  Designer 

E  —  Other  (Check  Comments  Attached  and 


technical  data  checklist 
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engineer  district 


other  (A-E) 


reviewed  by: 

installation  facility  engineer 


approved  by: 

macom  engineer 
name  - 


P//&^  - 

_  program  year  ^  Y  ^ 

_  category  code  - 


phone 


autovon 


phone 


autovon 


phone 
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phone 


autovon 
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autovon 


phone 


autovon 
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A.  SPECIAL  CONSIDERATIONS 


Cost  estimates  for  each  primary  and  supporting  facility _ _ _ 

Telecommunications  system  coordination  with  USACC  and  authorization  for  exceptions _ 

Coordination  with  state  and  local  governmental  requirements  (blind  vendors,  medical  facilities, 
construction  and  operating  permits,  clearinghouse  ccoordination,  etc.) 

Assignment  of  airspace  _ _ _ _ _ 

Economic  analysis  of  alternatives _ _ _ 

Approval  for  new  starts _ _ _ _ _ 

International  balance  of  payments  IIBOP)  coordination  with  U.S.  European  command  and 
NATO-overseas  cost  estimates  and  comparables  (include  rate  of  exchange  used  in  estimates) 

Impact  on  historic  places-on  site  survey  by  authorized  archeologist  and  coordination  with  state 
histone  preservation  officer  and  advisory  council  on  historic  preservation 

Exceptions  to  established  criteria  _ _ _ _ 

Coordination  with  various  staff  agencies  (Provost  Marshall-physical  security,  etc.) _ 

"identification  of  related  or  support  projects  (so  projects  can  be  coordinated) _ 


Required  completion  date 


Other  Special  Considerations  (List  and  number  items) 


REQUIRED  OR  NOT  REQUIRED  -  Not  relevant  or  no  information  to  com¬ 
municate.  Enter  "R"  if  item  is  relevant  and  is  required  for  this  proiact. 
Enter  "NR"  if  item  is  irrelevant  and  is  not  required  for  this  proiect. 

TO  BE  determined  -  Information  needed  but  not  currently  available. 
Enter  code  for  information  source. 

COMMENT  ATTACHED  -  Significant  information  summarized  or  explained 
and  attached. 

DOCUMENT  ATTACHED  -  Significant  information  is  in  an  existing  docu- 


►BY  WHOM  (Check  and  insert  approoriate  tetter) 


A  -  OPAE 
B  —  Using  Service 
C  —  Construction  Service 
O  —  Designer 

£  —  Other  (Check  Comments  Attachoo  and 


ment  which  is  attached. 


documentation  checklist 
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B.  SITE  DEVELOPMENT 


B  -  1  Consultation  with  the  District  Office  to  determine  and  evaluate  flood  plain  hazards 


Preparation,  submission,  and/or  approval  of  new 
General  Site  Plan  _  _  _ 

Annotated  General  Site  Plan 
Sketch  Site  Plan 
Facilities  Requirements  Sketch 


Preparation  of 
Site  Survey 
Subsoil  information 

Approval  by  Department  of  Defense  Explosive  Safety  Board  (DOESB)  for  Safety  Site  Plan 
Other  Site  Development  Considerations  (List  and  number  items) 
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REQUIRED  OR  NOT  REQUIRED  —  Not  relevant  or  no  information  to  com* 
municate.  Enter  "R"  if  item  is  relevant  and  is  required  for  this  oroject. 
Enter  "NR"  if  item  is  irrelevant  and  is  not  required  for  this  proiect. 

TO  BE  DETERMINED  —  Information  needed  but  not  currently  available. 
Enter  code  for  information  source. 

COMMENT  ATTACHED  —  Significant  information  summarized  or  explained 
and  attached. 

DOCUMENT  ATTACHED  —  Significant  information  is  in  an  existing  docu- 
ment  which  is  attached. 


BY  WHOM  (Check  and  insert  aopropriate  letter) 

A  -  DFAE 
8  —  Using  Service 
C  —  Construction  Service 
O  —  Designer 

E  —  Other  (Check  Comments  Attached  and 
explain) 


documentation  checklist 
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C,  ARCHITECTURAL  &  STRUCTURAL 


Reconciliation  with  troop  housing  programs  and  requirements 


Evaluation  of  existing  facilities  (including  degree  of  utilization) 


Approval  for  removal  and  relocation  of  existing  useable  facilities 


Evaluation  of  off-post  community  facilities 


Storage  and  maintenance  facilities  (including  nuclear  weapons) 


Coordination  hospitals,  medical  and  dental  facilities  with  Surgeon  General 


Coordination  of  aviation  facilities  with  FAA 


Coordination  atr  traffic  control  and  navigational  aids  with  USACC 


Tabulation  of  types  and  numbers  of  aircraft 


Evaluation  of  laboratory,  research  and  development,  and  technical  maintenance  facilities 


Coordination  chapels  with  Chief  of  Chaplains 


Review  food  service  facilities  by  USATSA 


Automated  data  processing  system  or  equipment  approvals— cost  analysis  when  ADP  and/or 
communication  centers  not  co-located  with  related  facilities 


Coordination  postal  facilities  with  U,S.  Postal  Service  Regional  Director 


Laundry  and  dry  cleaning  facilities  coordination  with  ASD(l8tL) 


Tenant  facilities  coordination  with  installation  where  sited 


Facilities  for  or  exposed  to  explosions,  toxic  chemicals,  or  ammunition-review  by  DDESB  (See 
also  I  tern  B-4) 


Analysis  of  deficiencies 


Consideration  of  alternatives 


Determination  whether  occupants  will  Include  physically  handicapped  or  disabled  persons 


As-build  drawings  for  alterations  or  additions 


Availability  of  Standard  Design  or  site  adaptable  designs 
Other  Architectural  &  Structural  (List  and  number  items) 
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up. 


top 


REQUIRED  OR  NOT  REQUIRED  —  Not  relevant  or  no  information  to  com¬ 
municate.  Enter  "R”  if  item  is  relevant  and  is  reouired  for  this  project. 
Enter  "NR"  if  item  ts  irrelevant  and  is  not  required  for  this  protect. 

TO  BE  determined  —  Information  needed  but  not  currently  available. 
Enter  code  for  information  source. 

COMMENT  ATTACHED  —  Significant  information  summarized  or  explained 
and  attached. 

DOCUMENT  ATTACHED  —  Significant  information  is  in  an  existing  docu¬ 
ment  which  is  attached. 
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documentation  checklist 


DA  FORM  5023-C-R,  Feb  82 


T.M  5-800-:5 


D.  MECHANICAL,  ELECTRICAL,  &  UTILITY  SYSTEMS 


Fuel  considerations  and  cost  comparison  analysis 


Energy  requirements  appraisal  (ERA) 


Conformance  with  000  Energy  Reduction  requirements 


Evaluation  of  existing  and/or  proposed  utility  systems 


Other  Mechanical  and  Utility  Systems  (List  and  number  items) 
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REQUIflEO  OR  NOT  REQUIRED  —  Not  relevant  or  no  information  to  com¬ 
municate.  Enter  "R"  if  item  is  relevant  and  is  required  for  this  project. 
Enter  "NR"  if  item  Is  irrelevant  and  is  not  required  for  this  project. 

TO  BE  determined  —  Information  needed  but  not  currently  available. 
Enter  code  for  information  source. 

COMMENT  ATTACHED  —  Significant  information  summarized  or  explained 
and  attached. 

DOCUMENT  ATTACHED  —  Significant  information  is  in  an  existing  docu¬ 
ment  which  is  attached. 


BY  WHOM  (Check  and  insert  appropriate  letter; 

A  -  OFAE 
3  —  Using  Service 
C  —  Construction  Service 
0  —  Designer 

£  —  O ther  (Check  Comments  Attached  and 
explain) 
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Attached 


E.  ENVIRONMENTAL  CONSIDERATIONS 


Environmental  impact  assessment 


£!  A  conclusions  require  Environmental  Impact  Statement 


Determination  of  health,  environmental  or  related  hazards.  Assistance  to  determine  existence  of  any 
health,  environmental  or  related  hazard  may  be  requested  from  Aberdeen  Proving  Ground,  MD  21010, 
the  Office  of  the  Surgeon  General,  Attn:  DASG-HCH  (Army  Environmental  Hygiene  Agency) 


Air/water  pollution  permit,  coordination  with  agencies  and  compliance  with  standards  at  Federal, 
state  and  local  level 


Corrective  measures  associated  with  Environmental  Impact  Statements  or 
assessment — list  separately  and  evaluate. 


Other  environmental  considerations  (list  and  number  items) 
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PEQUlRED  OR  NOT  REQUIRED  —  Not  relevant  or  no  informauon  to  com¬ 
municate.  Enter  "R”  if  item  is  relevant  ana  is  required  for  this  project. 
Enter  "NR"  if  item  is  irrelevant  and  is  not  required  for  this  project. 

TO  3E  DETERMINED  —  Information  needed  but  not  currently  available. 
Enter  code  for  information  source. 

COMMENT  ATTACHED  —  Significant  information  summarized  or  explained 
and  attached. 

DOCUMENT  ATTACHED  —  Significant  information  is  in  an  existing  docu¬ 
ment  which  is  attached. 


'SY  WHOM  (Check  and  insert  aopropriate  letter) 

A  -  OFAE 
S  —  Using  Service 
C  —  Construction  Service 
D  —  Designer 

E  —  Other  (Check  Comments  Attached  and 
explain) 


documentation  checklist 
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Document 

Attacl^ed 


B.  SITE  DEVELOPMENT 


Required  site  plans  (inc).  design  and  construction  factors) 
Site  access  and  preferred  construction  routes 


Site  restrictions  (airfield  clearance,  explosive  storage,  etc.) 


Existing  facilities/functions  on  adjoining  areas  (structures,  materials,  impact) 


Disposal  areas  (trash,  excavated  material,  constraints) 


Borrow  and  spoil  areas 


Grades  or  contours  existing 


Existing  trees,  turf,  ground  cover,  landscape  development,  erosion  control 


Bridges  and  fences  (applicable  design  criteria) 


Railroads  (routing,  sidings,  docks,  yards,  grounding) 


Fire  station  and  security  police  location 


Site  utilities— capacity  and  quantity  available  to  project  (sanitary  and  storm 
sewers,  drainage  ditches,  water  and  gas  service,  communication  lines,  hydrants 
and  sprinklers,  etc.) 


New  facilities  clearly  identified 


Necessary  support  facilities  required  for  complete  functional  project  (ware¬ 
house,  igloo,  fuel  storage,  waste  treatment,  etc.) 


Subsoil  conditions  (actual  or  expected— groundwater,  permafrost,  etc.) 


Real  estate  actions  (acquisition,  disposal,  lease,  right-of-way) 


Oemolition/relocation  required  to  clear  site  (date) 


Pavement  types  and  requirements 

Design  loading  and  use  frequency  by  type  of  paving 

_ ^eet  size  and  layout  (traffic  control) 

Parking  lots  (signage,  etc.) 


Sidewalks  and  curbs  (handicapped,  etc.) 


_ ^mr^culv^s  an^othe£_drainag^actors  _ 

Runways,  aprons  and  taxiways 


Tie-down  anchors  or  grounds 


Special  surface  conditions  required 

Energy  conservation  siting  and  features  (wind  solar,  etc.).  See  also  DDC  Item 
0-13  (D)  &  (E) 


It 


fSJ _ 

_ : 

■|0  ^ 

~j^ _ : 

AiR _ 

d&u _ 


REQUIRED  OR  NOT  REQUIRED  —  Not  relevant  or  no  information  to  com¬ 
municate.  Enter  "R"  if  item  is  relevant  and  is  required  for  this  project. 
Enter  "NR"  If  item  is  irrelevant  and  is  not  required  for  this  project. 

TO  BE  DETERMINED  —  Information  needed  but  not  currently  available. 
Enter  code  for  information  source. 

COMMENT  ATTACHED  —  Significant  information  summarized  or  explained 
and  attached. 

DOCUMENT  ATTACHED  —  Significant  information  is  in  an  existing  docu¬ 
ment  which  is  attached. 


*8Y  WHOM  (Check  and  insert  appropriate  letter) 
A  -  DFAE 
8  —  Using  Service 
C  —  Construction  Service 
D  —  Designer 

E  —  Other  (Check  Comments  Attached  and 
explain) 
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B.  SITE  DEVELOPMENT  (Continued) 


3-7  Landscape  treatment 

(A)  Preservation  o£ejas^^eatu_res _ 

(B)  Proposed  planting  (low  maintenance  species,  locations  away  from  power  lines, 
etc.} 


3*8  Storm  drainage(See  also  Item  E-4) 

( A )  Total^  r^-of  f  _are_a_a^^nj_pj^j  wt _ 

(B)  Design  int^s^_for__^(wds _ 

(C)  Design  of  storm  drainage  system  to  include  pick-up  system  and  outfall  lines 


Consideration  of  Coastal  Zone  Management  Act  (PL  92-583,  1972;  Amendment 
PL  94-370.  19761 


Other  Site  Development  Considerations  (List  and  number  items) 


REQUIRED  OR  NOT  REQUIRED  —  Not  relevant  or  no  Information  to  com¬ 
municate.  Enter  "R"  if  item  is  relevant  and  is  required  for  this  project. 
Enter  "NR”  if  item  is  irrelevant  and  is  not  required  for  this  proiect. 

TO  BE  DETERMINED  —  Information  needed  but  not  currently  available. 
Enter  code  for  information  source. 

COMMENT  ATTACHED  —  Significant  information  summarized  or  explained 
and  attached. 

DOCUMENT  ATTACHED  —  Significant  information  is  in  an  existing  docu¬ 
ment  which  is  attached. 


BY  WHOM  (Check  and  insert  appropriate  letter) 
A  -  DFAE 
B  —  Using  Service 
C  —  Construction  Service 
D  —  Designer 

E  —  Other  (Check  Comments  Attached  and 
explain) 


design  data  checklist 


DA  FORM  5025-B-2-R,  Fab  82 

TM  5-800-3 


141 


C.  ARCHITECTURAL  &  STRUCTURAL 


Material  availability  limitations  {include  fill  and  paving! 


Architectural  style  (existing,  planned  or  desired,  use  of  pre-engineered  buildings 
considered) 


Floors  (type,  finish,  special  loading,  subgrade  moisture  control,  low  maintenance 
types  particularly  in  spill  areas) 


Exterior  (materials,  sealing  of  joints,  general  maintenance) 


Interior  walls  and  partitions  (material,  finish,  fire  resistance,  subgrade  moisture 
control) 


Ceilings  (height,  finish,  acoustics) 


Windows  (type,  size,  special  treatment) 


Doors  (type,  size,  power  operation,  panic  hardware,  durability) 


Hardware  (finish,  location,  special  metal  restrictions,  durability) 


Special  finishes  (protective  coatings,  non-sparking,  conductive,  acid-resistant) 


Security  features  (windows,  doors,  hardware,  construction  of  walls,  floors  & 
ceilings,  arms  rooms,  vaults,  etc.) 


Sound  attenuation  requirements  (expected  and  required  levels,  location) _ 

Stairs,  elevators  and  chutes  (location,  size,  type  of  usage) 


Loading  docks  and  canopies 


Vibration-producing  equipment  requiring  isolation 


Unusual  foundation  requirements  (pier,  pile,  caisson,  deep  foundations,  mat. 
special  treatment,  creep  control) 


Span  or  unusual  clearance  requirements  (span  or  height) _ 

Special  bay  sizes  (reflect  access  dimensions) 


Overhead  support  requirements  (hoists,  cranes) 


Roof  loads  and  requirements  (live/dead  loads,  materials,  access,  low  maintenance 
features  like  exterior  drains,  etc.)  _ 

Structural  specialities  (slabs,  sumps,  trenches,  pits) 


Seismic  zone  design  criteria 


Area  wind  loads  (summer/winter  prevailing  wind,  hurricane,  typhoon) _  _ 

Protective  shelter  evaluation  and  resistant  design  criteria 


Explosive/nuclear  blast  (protective,  resistive,  suppressive,  venting  and  contain¬ 
ment  structures) 

Radiation  protection  (^pe  o^ra^atior^inwnsit^,  ^u^e) _ _ _ 

Chemical/biological  protection 
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REQUIRED  OR  NOT  REQUIRED  —  Not  relevant  or  no  Information  to  com¬ 
municate.  Enter  "R"  if  Item  is  relevant  and  is  required  for  this  project. 
Enter  "NR*'  if  item  is  Irrelevant  and  is  not  required  for  this  project. 

TO  BE  DETERMINED  —  Information  needed  but  not  currently  available. 
Enter  code  for  information  source. 

COMMENT  ATTACHED  —  Significant  information  summarized  or  explained 
and  attached. 

DOCUMENT  ATTACHED  —  Significant  information  is  In  an  existing  docu¬ 
ment  which  is  attached. 


•BY  WHOM  (Check  and  insert  appropriate  letter) 
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C.  ARCHITECTURAL  &  STRUCTURAL  (Continued) 


Designation  and  strength  of  units  to  be  accommodated  I 


Requirements  for  special  design  projects  _ 

Safety  features  (occupant  load,  maximum  travel  distance  to  exits,  hazard  to  be 
controlled  or  eliminated)  _ 


Special  design  features  for  handicapped. _  _ 

Other  Architectural  and  Structural  (list  and  number  items) 


REQUIRED  OR  NOT  REQUIRED  —  Not  relevant  or  no  information  to  com¬ 
municate.  Enter  "R"  if  item  is  relevant  and  is  required  for  this  project. 
Enter  "NR"  if  item  is  irrelevant  and  is  not  required  for  this  project. 

TO  BE  DETERMINED  —  Information  needed  but  not  currently  available. 
Enter  code  for  information  source. 

COMMENT  ATTACHED  —  Significant  information  summarized  or  explained 
and  attached. 

DOCUMENT  ATTACHED  —  Significant  information  is  in  an  existing  docu¬ 
ment  which  is  attached. 


*  BY  WHOM  (Check  and  insert  appropriate  letter) 
A  -  DFAE 
B  —  Using  Service 
C  —  Construction  Service 
D  —  Designer 

E  —  Other  (Check  Comments  Attached  and 
explain) 


design  data  checklist 
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D-l 

D*1 

Special  mechanical  requirements  or  considerations 

K, 

D 

D-2 

_p-2 

Special  peak  usage  periods  and  peak  leveling  techniques 

Al^ 

D-3 

D-3 

Maintenance  considerations  (equipment  room  size,  layout,  location,  general  ac¬ 
cessibility  of  equipment,  compatibility  with  existing  equipment.) 

D 

0<9 

D-4 

Energy  monitoring  control  system  (EMCS)  and  permanent  utilities  metering 

D-4 

Plumbing  system  (proposed  and/or  existing)  i 

(A) 

General  piping  and  storage  system 

(11 

Materials  (galvanized,  copper,  etc.) 

\ 

(2) 

Insulation 

\ 

(3) 

Natural  or  LP  gas  1 

•••( 

(4) 

Venting 

(5) 

Distilled  water  j 

. 

(6) 

Compressed  air 

(7) 

Hospital  &  surgical  gases 

(8) 

Other  (chemical,  fuel) 

(B) 

Facility  water  supply 

— 

— 

— 

— 

(C) 

Garbage  disposal 

(D) 

Sanitary  drainage  system 

1 

—  —  — 

(E) 

Grease  interception 

L 

— 

— 

— 

(F) 

Chemical  waste  drainage  &  disposal  (incl.  explosive  process  waste) 

L 

(G) 

Radioactive  waste 

‘  r 

—  — 

(H) 

Drinking  fountains 

/ 

— 

—  — 

— 

(1) 

Water  treatment 

1 

—  — 
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U) 

Emergency  fixtures  (showers,  eyewash  fountains) 

f 

^-5 

D-6 

Heating  system 

Q 

Existing  generation  plant 

—  — 

— 

— 

"(lT 

Location  and  distance  from  new  facility 

B 

'  .1^1 

Equipment  (type,  age,  fuel,  etc.) 

(3)“ 

Current  loads  (average,  peak,  reserves  for  this  and  other  projects,  load  level¬ 
ing  system) 

S 

(4) 

Type  of  plant 

(5) 

Manning  &  support  requirements 

B 

(6) 

Pollution  controls 

B 

(7) 

Type  of  product 

— 

— 

— 

i 

municate.  Enter  "R"  if  item  is  relevant  and  is  required  for  this  project. 
Enter  "NR"  if  item  Is  irrelevant  and  is  not  required  for  this  project. 

TO  8E  DETERMINED  —  Information  needed  but  not  currentiv  available. 
Enter  code  for  information  source. 

COMMENT  ATTACHED 
and  attached. 

DOCUMENT  ATTACHED  —  Significant  information  is  In  an  existing  docu- 
ment  which  is  attached. 


Significant  information  summarized  or  explained 
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D.  MECHANICAL,  ELECTRICAL,  &  UTILITY  SYSTEMS  (Continued) 


Heating  system  {continued)  _ 

Requirements  for  proposed  facility  _  _ _ 

Type  of  system 

Heat  load  requirements  (special  temperature  demands) . 

Controls,  metering  &  EMCS  requirements 

Distribution  system  (valves,  steam  pressure,  fluid  temperature) . 

Corrosion  control  . 

Insulation 

Additional  equipment  specifications _ _ 

Ventilating/air  conditioning/refrigeration  sys^m _ 

Existing  facilities  _  _ 

Location 

Type  of  plant  (refrigeration,  chilled  water,  etc.) 

Current  loads  (average,  peak,  reserves  for  this  and  other  projects,  load  level¬ 
ing  system) 

Type  of  product  (CF(VI,  temperature,  GPM,  etc.) 

Distribution  system 
Special  filtration  requirements 

Special  humidity,  ventilation,  or  temperature  requirements 
Security  restrictions  for  open  ducting 

Freezers  or  coolers  _ 

Requirements  for  propose^facilj^y _ _ _ _ _ 

Type  of  system 

Temperature,  humidity  and  vent  conditions  special  to  this  design 
Control,  cycling,  metering  and  EMCS  requirements 
Distribution  (length  of  extension,  location,  fluid  temperature) 

Corrosion  control 
Insulation 

Special  fire  and  security  considerations  for  this  project 

Occupancy  hours  and  days  per  week  _ 


Heat  and  chilled  water  distribution  systern _ _ _ _ 

Heat  system  _ _ _ _ _ _ 

Type  of  service 

Existing  system  components 

Valving  and  sectionalizing  requirements 

Allowable  shut-down  of  service  for  main  connections 

Sizing  for  future  facilities 


REQUIRED  OR  NOT  REQUIRED  -  Not  relevant  or  no  Information  to  com¬ 
municate.  Enter  "R"  if  item  is  relevant  and  is  required  for  this  project. 
Enter  "NR'*  if  item  is  irrelevant  and  is  not  required  for  this  project. 

TO  BE  DETERMINED  -  information  needed  but  not  currently  available. 
Enter  code  for  information  source. 

COMMENT  ATTACHED  -  Significant  information  summarized  or  explained 
and  attached. 

DOCUMENT  ATTACHED  —  Significant  information  is  in  an  existing  docu¬ 
ment  which  is  attached. 
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D.  MECHANICAL,  ELECTRICAL,  &  UTILITY  SYSTEMS  (Continued) 


ITEM 
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Heat  and  chilled  water  distribution  system  (continued) 


C^ll^  i^t^system 
Type  ot  service 


Existing  system  components 
Valving  and  sectionalizing  requirements 


Allowable  shut-down  of  service  for  main  connections 
Sizing  for  future  facilities  _ 


Electrical  system  _ _ 

Power  service  characteristics  &  location 


Stand-by  power  (available  &  required)  _ 

Special  interior  functional  lighting  requirements  (brightness,  night,  emergency, 
justification) 


Uninterruptible  power  required 
Commercial  tie-in  requirements  &  restrictions 


Potential  for  increased  power  service  needed 
Service  outage  duration  limitations 
Security  alarm  systems  (type  &  location) 


Street,  parking  or  security  lighting  (brightness,  hours,  switchj^g^tc.) 
Types  of  fixtures  required  (including  mounting,  NEC  classification,  etc.) 


Telephone  extension  cjm^s^r  conduj^(^n^ionaJju_pport_&  outl«|ocad(^) 
Television  circuitsor  conduit  (functional  support  &  outlet  location) 


Intercom  requirements  (locations,  type) 
Equipment  list  w/power  requirements 


Special  communications  requirements  (filtering,  maximum  fluctuation  limita¬ 
tions,  convertors,  etc.) 


Electronic  shielding  &  interference  measures  (frequency  involved) 
Special  switches  &  control  outlets,  receptacle  requirements,  etc. 


Grounding  requirements,  lightning  protection 

Hazardous  environment  requirements  (location,  activity  involved,  NEC  classifi- 
cation,  type  of  hazard) 

Corrosion  control  (cathodic  protection) 
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REQUIRED  OR  NOT  REQUIRED  —  Not  relevant  or  no  information  to  com¬ 
municate.  Enter  "R"  if  item  is  relevant  and  is  reouired  for  this  project. 
Enter  "NR"  if  item  is  irrelevant  and  is  not  required  for  this  project. 

TO  BE  DETERMINED  —  Information  needed  but  not  currently  available. 
Enter  code  for  information  source. 

COMMENT  ATTACHED  —  Significant  information  summarized  or  explained 
and  attached. 

DOCUMENT  ATTACHED  —  Significant  information  is  in  an  existing  docu¬ 
ment  which  is  attached. 


•BY  WHOM  (Check  and  insert  appropriate  letter) 
A  -  DFAE 
B  —  Using  Service 
C  —  Construction  Service 
D  —  Designer 

E  —  Other  (Check  Comments  Attached  and 
explain) 
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D.  MECHANICAL,  ELECTRICAL,  8t  UTILITY  SYSTEMS  (Continued) 
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Electrical  system  (continued)  _ 

Other  special  power  requirements  (traffic  control,  _ 

Applicability  of  task  lighting  considerations 


Power  management  and  metering  requirements  _ 


Electrical  Distribution  _ _ 

Actual  &  estimated  loads  (peak  &  average  (KW  demand)) 

Utility  compnay  distribution  system  (substations,  transmission  lines,  rate 


schedule,  etc.) 


Government  owned  distribution  system  (switching  station,  transmission  lines, 
feeders,  etc.) 

Estimated  impact  of  proposed  equipment  installation  on  power  factor,  load 
balance  and  costs  for  corrective  action  proposed 


Overhead/underground  (voltage,  conductor  size,  grounding,  etc.) 


Estimated  power  demand  factor  and  diversity  factor  _ 

Power  quality  requirements  (voltage  and  frequency  regulation) 


Power  to  intrusion,  detection  alarm  systems  around  perimeter 


Airfield  lighting  requirements  _ 

Area  &  location  to  be  served 


Source  of  power  (normal  &  emergency) 


Vault  requirements  _ _ 

Primary  feeders 


Control  cabling  _ 

Runway  lighting  (centerline,  edge,  distance  markers,  ir^i^t^c^t^i) _ 

Threshold,  approach,  &  strobe  beacon  lighting 


Visual  approach  slope  indicators  (VASI) 


Obstructions  lighting/barrier  markers 

Taxiway  edge  lighting  _ 

Helipad/heliport  lighting  (perimeter,  landing  direction,  hoverlane,  etc.) 

Water  supply  system  _ 

Source  (commercial,  well,  storage,  etc.)  _ ^ _ 

Average  rate  of  supply  (FPD  at  PSD  Current  &  Future 


Treatment  requirements 

Existing  system  components  (type,  size,  capacity,  age,  material,  location, 
valving,  pressure,  etc.) 


REQUIRED  OR  NOT  REQUIRED  —  Not  relevant  or  no  Information  to  com¬ 
municate.  Enter  “R”  if  Item  is  relevant  and  is  required  for  this  project. 
Enter  "NR"  if  item  is  irrelevant  and  is  not  required  for  this  project. 

TO  BE  DETERMINED  —  Information  needed  but  not  currently  available. 
Enter  code  for  Information  source. 

COMMENT  ATTACHED  —  Significant  information  summarized  or  explained 
and  attached. 

DOCUMENT  ATTACHED  —  Significant  information  is  in  an  existing  docu¬ 
ment  which  is  attached. 


•BY  WHOM  (Check  and  insert  appropriate  letter) 
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-  DFAE 

B 

—  Using  Service 

C 

—  Construction  Service 

D 

—  Designer 

E 

—  Other  (Check  Comments  Attached  and 

explain) 
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D.  MECHAIMICAL.  ELECTRICAL,  &  UTILITY  SYSTEMS  (Continued) 


Water  supply  system  (continued) 


Chemical  analysis  of  water 


Emergency  storage  requirements  _ 

Peak  hours  of  supply  (hours  &  estimated  quantity) 


Known  minimal  requirements  of  supported  function  or  Government  equipment 
(quantity  &  quality) 


Chemical  feeder  &  piping  systems 


Corrosion  control  (existing  &  planned) 


Metering  or  usage  restrictions 


Location  of  tie  points  (available  capacity,  interruption  schedule) 


Waste  water  treatment  system 


Existing  system  &  components  (size,  capacity,  characteristics) 


Treatment  plant 


Collector  sewers 


Sewer  mains  (materials,  depth) 

Complete  treatment  —  industrial  process 
Chemical,  fuel  or  oil  spill  collection  facilities 
Existing  flows  (min.,  avg.,  peak) 

Hydraulic  capacity 

Known/estimaied  industrial  or  functional  discharges  (quantity  &  quality) 


Contributory  population  &  per  capita  contribution 


Proposed  system  &  comoonents 


Treatment  plant 


Collection  sewers 


Lift  station 


Complete  treatment  (additions  or  modifications) 

Chemical,  fuel  or  oil  spill  collection  facilities 
Waste  water  from  portable  water  treatment  plant 
Projected  flows — average  or  peak 
By-pass  restrictions 

Location  of  tie  points  (available  capacity,  interruption  schedule) 


Compliance  requirements  (federal,  state,  local) 


National  Pollution  Discharge  Elimination  System  (NPDES)  permit 


Corrosion  control  (existing  or  planned) 


REQUIRED  OR  NOT  REQUIRED  -  Not  relevant  or  no  information  to  com¬ 
municate.  Enter  "R"  if  item  is  relevant  and  is  required  for  this  project. 
Enter  '*NR"  if  item  is  irrelevant  and  is  not  required  for  this  project. 

TO  BE  DETERMINED  —  Information  needed  but  not  currently  available. 
Enter  code  for  information  source. 

COMMENT  ATTACHED  —  Significant  information  summarized  or  explained 
and  attached. 

DOCUMENT  ATTACHED  —  Significant  information  Is  in  an  existing  docu¬ 
ment  which  is  attached. 


•BY  WHOM  (Check  and  insert  appropriate  letter) 
A  ~  DFAE 
8  —  Using  Service 

C  —  Construction  Service 
D  —  Designer 

E  —  Other  (Check  Comments  Attached  and 
explain) 
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D.  MECHANICAL,  ELECTRICAL,  &  UTILITY  SYSTEMS  (Cont.) 


Energy  Sources 


Gas  systems  (LP^atu^.^peciaO _ _ _ 

Loads  and  areas  served 
Source  of  gas  &  type  of  service 
Supply  pressure  average 

Heating  valve  &  type  of  gas  (BTU  per  cubic  foot) 

Valving  &  sectionalizing  criteria 

Pressure  regulation  —  reduction  stations 

Existing  lines,  pumping  stations,  pressurization,  base  system 

Control  &  metering 


POL  systems  _ _ 

Fuel  (primary  or  standby  source,  grade  and  analysis) 

Storage  (tank  size,  location,  type,  number  of  storage  days) 

Areas  served 

Fuel  requirements  (known,  estimated,  quantity  &  type) 

Distribution  system  characteristics  (piping,  types  of  fuel,  pumps,  capacities) 
Ventilation  system  (Vapor  Emission  Control) 

Safely  specifications 
Filter  separators 


Coal  systems 


Storage  (location  &  capacity) 

Source  of  supply  (primary  &  emergency) 

Type,  energy  value,  analysis  (i.e.  sulfur,  ash,  etc.) 


Solar  energy  systems _ _ _ 

Building  heating,  air  conditioning,  domestic  hot  water 
Heating  process  water 
Collector  type  &  location 
Liquid,  chemical  or  rock  storage 

Freeze  protection  _ 

Energy  conservation  data  (U  values,  orientation,  passive  solar  consideratiors, 
etc.) 

Other  Mechanical  &  Utility  Systems  (list  and  number  items) 
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REQUIRED  OR  NOT  REQUIRED  —  Not  relevant  or  no  information  to  com¬ 
municate.  Enter  "R"  if  Item  is  relevant  and  is  required  for  this  project. 
Enter  ”NR"  if  item  is  irrelevant  and  is  not  required  for  this  project. 

TO  BE  DETERMINED  —  Information  needed  but  not  currently  available. 
Enter  code  for  information  source. 

COMMENT  ATTACHED  —  Significant  information  summarized  or  explained 
and  attached. 

DOCUMENT  ATTACHED  —  Significant  information  is  in  an  existing  docu¬ 
ment  which  is  attached. 


•BY  WHOM  (Check  and  insert  appropriate  letter) 

A 

-  DFAE 
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—  Using  Service 
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—  Construction  Service 

D 

—  Designer 

E 

—  Other  (Check  Comments  Attached  and 

explain) 
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E.  ENVIRONMENTAL  CONSIDERATIONS 


Water  quality  _ 

Waste  water  treatment  management  program  (PL  92-500  &  PL  95-211^ 

Water  quality  criteria  &  standards  (federal,  state  and  local) 


Treatment  requirements  coordinated  with  EPA 


Facilities  to  be  installed  to  meet  regulatory  agency  criteria 


Air  quality 


Applicable  air  quality  criteria  (federal,  state  and  local;  PL  95-95  and  Clean 
Air  Act  Amendment  of  1977) 


Action  taken  to  comply  with  requirements 


Type  &  amount  of  pollutants  generated 


Results  of  proposed  abatement  measures 


Existing  control  equipment  &  monitoring  procedures 


Solid  waste  disposal 


Applicable  solid  waste  criteria  (federal,  state  and  local) 


Waste  volume  generated  (type  &  characteristics) 


Method  of  disposal  (land  fill  and  availability  of  land,  leachate,  etc.) 


Disposition  of  recyclable  materials  for  reuse  or  as  combustion  fuel 


Impact  on  installation  recycling  programs 


Effects  of  terrain  changes  (such  as  excavations,  roadways,  drainage  structures, 
etc.) 


Measures  to  control  erosion 


Treatment  of  hazardous  material 


Handling  and  disposal  of  plychlorinated  biphenyls  (PCS)  in  electrical  trans¬ 
formers 

Handling  and  disposal  of  asbestos  materials 


Handling  and  disposal  of  fiberglass  products 


Storage  of  fuels  and  solvents 

Coordination  with  installation  spill  control  plans 


Other  Environmental  Considerations  (list  and  number  items) 
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REQUIRED  OR  NOT  REQUIRED  —  Not  relevant  or  no  information  to  com¬ 
municate.  Enter  "R"  If  Item  is  relevant  and  is  required  for  this  project. 
Enter  "NR"  If  item  is  irrelevant  and  is  not  required  for  this  project. 

TO  BE  DETERMINED  —  Information  needed  but  not  currently  available. 
Enter  code  for  information  source. 

COMMENT  ATTACHED  —  Significant  Information  summarized  or  explained 
and  attached. 

DOCUMENT  ATTACHED  —  Significant  information  is  in  an  existing  docu¬ 
ment  which  is  attached. 


•BY  WHOM  (Check  and  insert  appropriate  ietter) 
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-  DFAE 

B 

—  Using  Service 

C 

—  Construction  Service 

D 

—  Designer 

E 

—  Other  (Check  Comments  Attached  and 

explain) 

design  data  checklist 
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F.  FIRE  PROTECTION 


General  design  guidance 


Occupancy  type  (see  NFPA  101,  Chap  4) 


Water  supply  characteristics  (existing  or  planned  extensions)  (capacity,  pump 
activation,  storage  tanks  and  pumps,  etc.) 


Mobile  fire  apparatus  (response  distance/time) 


Fire  detection  and  alarm  systems  (existing  or  planned,  type,  location,  etc.) 


Automatic  suppression  systems  (water  sprinkler,  CO2,  foam  etc.— existing 
or  planned 


Hazard  of  contents  (low,  ordinary,  high-see  NFPA  101 ;  type— explosives,  flam¬ 
mable/toxic  chemicals,  radioactive  materials) 


Special  fire  suppression  system  requirements 


Means  of  egress 


Fire  area  limitations 


Fire  walls,  partitions,  draft  curtains 


Detection  system  (type,  detectors,  supervision,  transmitters,  annunciators, 
backup  provisions) 


Suppression  system  (damage  by  water  to  costly  equipment,  shut  down  of 
operations) 


Other  Fire  Protection  (list  and  number  items) 


REQUIRED  OR  NOT  REQUIRED  —  Not  relevant  or  no  Information  to  com¬ 
municate.  Enter  "R"  if  item  is  relevant  and  is  required  for  this  project. 
Enter  “NR"  if  item  is  Irrelevant  and  is  not  required  for  this  project. 

TO  BE  DETERMINED  —  Information  needed  but  not  currently  available. 
Enter  code  for  information  source. 

COMMENT  ATTACHED  —  Significant  information  summarized  or  explained 
and  attached. 

DOCUMENT  ATTACHED  —  Significant  information  is  In  an  existing  docu¬ 
ment  which  is  attached. 


BY  WHOM  (Check  and  insert  appropriate  letter) 


B  —  Using  Service 
C  —  Construction  Service 
D  —  Designer 

E  —  Other  (Check  Comments  Attached  and 
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Appendix  1  -  Calculations/Formulas 


MICROSOFT  EXCEL  PREPARATION 


1 ,  Cells  of  the  spreadsheet  used  for  development  of  baseline  and  ECO  Energy  and 
Annual  Cost  Data  versus  equivalent  RDX  production  rate  contain  either  text,  constant 
values,  or  formulae.  Contents  of  each  cell  prior  to  calculation  are  presented  on  the 
following  pages. 

2.  Cells  A1  through  A156,  not  reproduced  here,  contain  input  text  and  numerical  data,  all 
of  which  is  self  explanatory. 


3.  Where  cells  shown  here  contain  text  and  discrete  numerical  values,  the  text  or 
numbers  are  input  data. 


4.  Explanations  for  formulae  shown  in  the  remaining  cells  are  as  follows: 


Steam  Turbine  #/hr: 


Steam  Average  #/hr: 


Fuel  Million  Btu/Mo: 


Annual  Fuel  Cost: 


Calculate  value  from  monthly  RDX  production  rate, 
pounds  steam  per  pound  RDX,  turbine  design  steam 
rate  per  horsepower,  and  conversion  factors. 

Conditional  tests  to  select  the  greater  of  product 
driven  steam  demand,  turbine  steam  demand,  or 
40,000  Ibs/hr,  using  appropriate  conversion  factors. 
Conditional  test  to  limit  coal  fired  boilers  to  minimum 
40,000  Ibs/hr,  otherwise  calculate  value  from  steam 
enthalpy  difference,  monthly  RDX  production,  pounds 
steam  required  per  pound  RDX,  and  boiler  efficiency. 

Calculate  value  from  unit  fuel  cost  and  calculated 
fuel  million  Btu/mo. 


Annual  Electrical  Cost:  Calculate  value  from  assumed  electric  kWh  per 

thousand  pounds  of  steam,  unit  cost  per  kWh  and 
calculated  average  steam  flow  rate,  plus  electric 
motor  energy  for  pumps  and  fans  when  applicable. 

Annual  Maintenance  Cost:  Calculated  value  from  assumed  fixed  value,  assumed 

variable  rate,  and  calculated  steam  production  rate. 


Annual  Overhead  Cost:  Calculated  value  from  assumed  fixed  value,  assumed 

variable  rate,  and  calculated  steam  production  rate. 

Total  Annual  Cost:  Summation  of  individually  calculated  annual  costs. 
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95046.PDL 


$/MILL 

BTU 


.86 

.86 


1.86 


1.86 


1.86 

1.86 


1.86 

1.86 


EDIE 


FUEL  MILL.  _ 


BTU/MO  _ 


= I  F(F5=40000,(C5-1 00)*40000*730*1 00/(G5*1,00a000).(C5-1 00)*A5*D5*1 00/G5) 


=IF(F6=40000,(C6-1 00)*40000*730*'100/(G6*1 000000),  (C6-1 00)*A6*D6*1 00/G6) 
=IF(F7=40000.(C7-1 00)*40000*730*1 00/(G7*1 000000).(C7-1 00)*A7*D7*1 00/G7) 


(C8-1 00)*A8*D8*100/G8 _ 


(C9-1 00)*A9*D9*100/G9 _ 


(C10-100)*A10*D10*100/G10  _ 

(Cl  1  -1 00)*A1 1*01 1*1 00/G11 _ 


(Cl  2-1 00)*A1 2*01 2*1 00/G1 2  _ 


mu 


FUEL  MILL.  _ 


BTU/MO  _ 


=IF(F30=40000,(C30-1 00)*40000*730*1 00/(G30*1 000000).(C30-1 00)*A30*030*1 00/G30) 


=IF(F31=40000,(C31-100)*40000*730*100/(G31*1 000000),(C31-100)*A31*031*100/G31) 
=IF(F32=40000.(C32-1 00)*40000*730*1 00/(G32*1 000000),  (C32-1 00)*A32*032*1 00/G32) 

(C33-1 00)*A33*033*1 00/G33  _ 

(C34-1 00)*A34*034*100/G34 _ 


(C35-1 00)*A35*035*1 00/G35  _ 

(C36-1 00)*A36*036*100/G36 _ 


=(C37-1 00)*A37*037*100/G37 


153 


95046.PDL 


EQE 

BIE 

iSE 


FUEL  MILL. 


BTU/MO 


(C56-100)*A56*D56* 


(C57-100)*A57*D57* 


(C58-100)*A58*D58* 


=(C59-100)*A59*D59* 

(C60-100)*A60*D60* 


(C61-100rA61*D61* 

=(C62-100)*A62*D62* 


=(C63-100)*A63*D63* 


100/G56 


100/G57 


100/G58 


100/G59 

100/G60 


100/G61 

100/G62 


100/G63 


FUEL  MILL 


BTU/MO 


=(C81  -1 00)*A81  *D81*100/G81 


(C82-1 00)*A82*D82*1 00/G82 
(C83-1 00)*A83*D83*1 00/G83 
=(C84-1 00)*A84*D84*1 00/G84 
=(C85-1 00)*A85*D85*1 00/G85 
98  |=(C86-100)*A86*D86*100/G86 
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B 


1 


$/MILL 

BTU 

3.95 

3.95 

3.95 

3.95 

3.95 

3.95 

3.95 

1.86 


nni 

QQI 


FUEL  MILL _ 

=(C1 06-1 00)*A1 06*D1 06*1 00/G1 06 
=(C1 07-1 00)*A1 07*D1 07*1 00/G1 07 
=(C1 08-1 00)*A1 08*01 08*1 00/G1 08 
=(C1 09-1 00)*A109*D1 09*1 00/G1 09 
=(C110-100)*A110*D110*100/G110 
=(C111-100)*A111*D111*100/G111 
=(C112-100)*A112*D112*100/G112 
=(C1 1 3-1 00)*A1 1 3*D1 1 3*1 00/G1 1 3 


FUEL  MIL _ 

BTU/MO 

=(C1 33-1 00)*A1 33*D  1 33*1 00/G 1 33 
=(C1 34-1 00)*A1 34*D 1 34*1 00/G 1 34 
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$/MILL. 

ItFl 

BTU 

fnn 

3.95 

3.95 

cm 

cm 

iMtj 

FUEL  MIL. 

cm 

BTU/MO 

=(C1 49-1 00)*A1 49*D1 49*1 00/G1 49 

=(C1 50-1 00)*A1 50*D1 50*1 00/G1 50 
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QQ 

STEAM 

ren 

BTU/# 

gra 

1187.2 

gnq 

1187.2 

gni 

CTO 

era 

ANNUAL 

CTO 

FUEL  COST 

=8149*8155*12 

CTO 

=8150*8156*12 
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# STEAM 


PER  #RDX 


110 

85 


65 

42 _ 

33 


20.5 
13 

11.5 


ANNUAL 


ELECT.  COST 


=2.8*0.035*F5*8760/1000 


=2.8*0.035*F6*8760/1 000 


=2.8*0.035*F7*8760/1 000 
=2.8*0.035*F8*8760/1 000 


=2.8*0.035*F9*8760/1 000 


=2.8*0.035*F1 0*8760/1 000 
=2.8*0.035*F1 1  *8760/1 000 
2.8*0.035*F1 2*8760/1 000 


IL 


ANNUAL _ 

ELECT.  COST  _ 


=2.8*0.035*F30*8760/1 000+(F30/1 00000)*350*0.035*0.748*8760+0.035*1 000*0.748*8760 
=2.8*0.035*F31*8760/1000-»-(F31/100000)*350*0.035*0.748*8760+0.035*1 000*0.748*8760 
=2.8*0.035*F32*8760/1 000+(F32/1 00000)*350*0.035*0.748*8760+0.035*1 000*0.748*8760 


=2.8*0.035*F33*8760/1 000+(F33/1 00000)*350*0.035*0.748*8760+0.035*1000*0.748*8760 


=2.8*0.035*F34*8760/1 000-»-(F34/1 00000)*700*0.035*0.748*8760+0.035*1 000*0.748*8760 
=2.8*0.035*F35*8760/1 000+(F35/1 00000)*700*0.035*0.748*8760+0.035*2000*0.748*8760 


8*0.035*F36*8760/1 000+(F36/1 00000)*1050*0.035*0.748*8760+0.035*3000*0.748*8760 


8*0.035*F37*8760/1 000+(F37/1 00000)*1400*0.035*0.748*8760+0.035*3000*0.748*8760 
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ANNUAL _ 

ELECT.  COST  _ 


=2.8*0.035*F56*8760/1 000+(F56/1 00000)*350*0.035*0.748*8760-»-0.035*1 000*0.748*8760 
=2.8*0.035*F57*8760/1 000+(F57/1 00000)*350*0.035*0.748*8760+0.035*1 000*0.748*8760 
=2.8*0.035*F58*8760/1 000+(F58/1 00000)*3S0*0.035*0.748*8760+0.035*1 000*0.748*8760 
=2.8*0.035*F59*8760/1 000+(F59/1 00000)*350*0.035*0.748*8760+0.035*1 000*0.748*8760 
=2.8*0.035*F60*8760/1 000+(F60/1 00000)*700*0.035*0.748*8760+0.035*1 000*0.748*8760 
.8*0.035*F61*8760/1000+(F61/100000)*700*0.035*0.748*8760+0.035*2000*0.748*8760 


8*0.035*F62*8760/1000+(F62/100000)*1 050*0.035*0.748*8760+0.035*3000*0.748*8760 
.8*0.035*F63*8760/1000+(F63/100000)*1400*0.035*0.748*8760+0.035*3000*0.748*8760~ 


95 


#  STEAM _ 

PER  #RDX 

=(1 290.2-1 00)/(1 204-1 00)*D5-(F5*20.6*350/1 00000)/(A81  *1 000000) 
=(1 290.2-1 00)/(1 204-1 00)*D6-(F6*20.6*350/1 00000)/(A82*1 000000) 
=(1 290.2-1 00)/(1 204-1 00)*D7-(F7*20.6*350/1 00000)/(A83*1 000000) 
=(1 290.2-1 00)/(1 204-1 00)*D8-(F8*20.6*350/1 00000)/(A84*1 000000) 
=(1 290.2-1 00)/(1 204-1 00)*D9-(F9*20.6*350/1 00000)/(A85*1 000000) 
=(1290.2-100)/(1204-100)*D10-(F10*20.6*350/100000)/(A86*1 000000) 
=(1 290.2-1 00)/(1 204-1 00)*D1 1-(F1 1  *20.6*350/1 00000)/(A87*1 000000) 
11.5  _ 


iu 

ANNUAL 

ELECT.  COST 

=0.95*0.035*F81  *8760/1 000+0.035*200*0.748*8760 

94 

=0.95*0.035*F82*8760/1 000+0.035*200*0.748*8760 

^^1 

=0.95*0.035*F83*8760/1 000+0.035*200*0.748*8760 

=0.95*0.035*F84*8760/1 000+0.035*200*0.748*8760 

■^95*Q.Q35*F85*8760/1000+0.035*200*0.748*8760 

<ijlHp).5*n  035*F86*8760/1 000+0.035*200*0.748*8760 

Page  10 


162 


95046.PDL 


0*4^^ 

Hill 

EESI 

ililil 

QjQ 
ICS 
EESE 
QjQE 
[EQE 
ggn 

QQ 
QQ 
QQ 
DQl 
DBI 
nn 

QQ 

DQl 

QQ 

iWiiB 

EQIE 

IP’S 

El 

gFfei 

gFn 

g^ 
EQI 
EBDI 
gra 

EESI 

1^ 
gFH 

iia_ 

EB3E 

lltM 

QQ 

gro 

QQ 

EEDE 

EEQE 


■95*0.035*F87*8760/1000-*-0.035*200*0.748*8760  _ 

■8*0.035*F88*8760/1000^■(F88/100000)*1400*0■035*0■748*8760+0■035*3000*0■748*8760 


STEAM _ 

PER#RDX 


=(1 290.2-1 00)/(1 204-1 00)*D30 


(1 290.2-1 00)/(1 204-1 00)*D31 


(1 290.2-1 00)/(1 204-1 00)*D32 
(1 290.2-1 00)/(1 204-1 00)*D33 


=(1 290.2-1 00)/(1 204-1 00)*D34 


=(1 290.2-1 00)/(1 204-1 00)*D35 


=(1 290.2-1 00)/(1 204-1 00)*D36 
11.5 


•(F30*20.6*350/1 00000)/(A1 06*1 000000) 


(F31  *20.6*350/1 00000)/(A1 07*1 000000) 


■(F32*20.6*350/1 00000)/(A1 08*1 000000) 
■(F33*20.6*350/1 00000)/(A1 09*1 000000) 


■(F34*20.6*350/1 00000)/(A1 1 0*1 000000) 


■(F35*20.6*350/1 00000)/(A1 1 1  *1 000000) 


■(F36*20.6*350/1 00000)/(A1 12*1 000000) 


ANNUAL _ 

ELECT.  COST  _ 


0.95*0.035*F1 06*8760/1 000+0.035*200*0.748*8760+0.035*1 350*0.748*8760 _ 

=0.95*0.035*F1 07*8760/1 000+0.035*200*0.748*8760+0.035*1 350*0.748*8760 _ 

0.95*0.035*F1 08*8760/1 000+0.035*200*0.748*8760+0.035*1 350*0.748*8760 
0.95*0.035*F1 09*8760/1 000+0.035*200*0.748*8760+0.035*1 350*0.748*8760 


0.95*0.035*F1 1 0*8760/1 000+0.035*200*0.748*8760+0.035*1 350*0.748*8760 _ 

.95*0.035*F1 1 1*8760/1 000+0.035*200*0.748*8760+0.035*1 350*0.748*8760  _ 


=0.95*0.035*F1 12*8760/1 000+0.035*200*0.748*8760+0.035*1 350*0.748*8760 _ 

=2.8*0.035*F1 1 3*8760/1 000+(F1 1 3/1 00000)*1 400*0.035*0.748*8760+0.035*3000*0.748*8760~ 


#  STEAM  _ 

PER  #RDX  _ 


=(1 290.2-1 00)/(1 1 87.2-1 00)*D56-(F56*20.6*350/1 00000)/(A1 33*1 000000) 
(1 290.2-1 00)/(1 1 87.2-1 00)*D57-(F57*20.6*350/1 00000)/(A1 34*1 000000) 


ANNUAL _ 

ELECT.  COST  _ _ 


0.95*0.035*F1 33*8760/1 000+0.035*75*0.748*8760+0.035*1 350*0.748*8760 
0.95*0.035*F1 34*8760/1 000+0.035*75*0.748*8760+0.035*1 350*0.748*8760 


95046.PDL 


D 

147 

# STEAM 

tFn 

PER  #RDX 

nrn 

=n  290.2-1  oovn  1 87.2-1 00)*D56-(F56*20.6*350/1 00000)/(A1 49*1 000000) 

=(1 290.2-1 00)/(1 1 87.2-1 00)*D57-(F57*20.6*350/1 00000)/(A1 50*1 000000) 

sr 

ANNUAL 

re?i 

ELECT.  COST 

n^ 

=0.95*0.035*F1 49*8760/1 000+0.035*75*0.748*8760+0.035*1 350*0.748*8760 

{g^ 

=0.95*0.035*F1 50*8760/1 000+0.035*75*0.748*8760+0.035*1 350*0.748*8760 
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95046.PDL 


STEAM  TURB-  _ 


INE  #/HR  _ 


=(A5*D5*1 000000/1 00000)*20.6*700/730+35.5*1 000 


=(A6*D6*1 000000/1 00000)*20.6*700/730+35.5*1 000 


=(A7*D7*1 000000/1 00000)*20.6*700/730+35.5*1 000 
=(A8*D8*1 000000/1 00000)*20.6*700/730+35.5*1 000 


=(A9*D9*1 000000/1 00000)*20.6*1400/730+3S.S*1 000 


=(A1 0*D1 0*1 000000/1 00000)*20.6*1 400/730+35.5*1 000 


=(A1 1  *D1 1*1 000000/1 00000)*20.6*21 00/730+35.5*1 000 


=(A1 2*D1 2*1 000000/1  00000)*20.6*2800/730h-35.5*1  000 


ANNUAL: 


MNTNC.  COST 


=37500*1 2+(0.5*F5*8760/1 000) 


=37500*1 2+(0.5*F6*8760/1 000) 
=37500*1 2+(0.5*F7*8760/1000) 


=37500*1 2+(0.5*F8*8760/1 000) 


=37500*1 2+(0.5*F9*8760/1 000) 


=37500*1 2+(0.5*F1 0*8760/1 000) 
=37500*1 2+(0.5*F1 1  *8760/1000) 


=37500*1 2+(0.5*F1 2*8760/1 000) 


STEAM  TURB- _ 

INE  #/HR 


=(A30*D30*1 000000/1 00000)*20 
=(A31  *D31  *1 000000/1 00000)*20 


=(A32*D32*1 000000/1 00000)*20 
=(A33*D33*1 000000/1 00000)*20 


=(A34*D34*1 000000/1 00000)*20 
=(A35*D35*1 000000/1 00000)*20 


=(A36*D36*1 000000/1 00000)*20 
=(A37*D37*1 000000/1 00000)*20 


.6*350/730 

.6*350/730 


.6*350/730 

.6*350/730 


.6*700/730 

.6*700/730 


.6*1050/730 

.6*1400/730 


ANNUAL; 


MNTNC.  COST 


=12*37500+(0.5 


=12*37500+(0.5 

=12*37500+(0.5 


=12*37500+(0.5 

=12*37500+(0.5 


=12*37500+(0.5 

12*37500+(0.5 


2*37500+(0.5 


*F30*8760/1000) 


*F31  *8760/1 000) 
*F32*8760/1000) 


*F33*8760/1000) 

*F34*8760/1000) 


*F35*8760/1000) 

*F36*8760/1000) 


*F37*8760/1000) 
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95046.PDL 


m 


52 

53 

54 


55 

56 


STEAM  TURB¬ 


INE  #/HR 


=(A56*D56*1 000000/1 00000)*20.6*350/730 


57 


=(A57*D57*1 000000/1 00000)*20.6*350/730 


58 

59 


=(A58*D58*1 000000/1 00000)*20.6*350/730 


=(A59*D59*1 000000/1 00000)*20.6*350/730 


60 


=(A60*D60*1 000000/1 00000)*20.6*700/730 


61 


=(A61  *D61  *1 000000/1 00000)*20.6*700/730 


62 


=(A62*D62*1 000000/1 00000)*20.6*1 050/730 


63 


=^6rD632000000/100000^22;62400/^ 


64 


65 


66 


ANNUAL; 


67 


MNTNC.  COST 


68 


^1 2*37500+(0.5*F56*8760/1 000) 


69 


70 


71 


72 


76 


77 


78 


79 


80 


=1 2*37500-i-(0.5*F57*8760/1 000) 


=12*37500+(0.5*F58*8760/1000) 


=12*37500+(0.5*F59*8760/1000) 


=12*37500+(0.5*F60*8760/1 000) 


=1 2*37500+(0.5*F61  *8760/1 000) 


2*37500+(0.5*F62*8760/1 000) 


1 2*37500+(0.5*F63*8760/1 000) 


STEAM  TURB¬ 


INE  #/HR 


81 


=(A81  *D81  *1 000000/1 00000)*20.6*350/730+35.5*1 000 


82 


=(A82*D82*1 000000/1 00000)*20.6*350/730+35.5*1 000 


83 


=(A83*D83*1 000000/1 00000)*20.6*350/730+35.5*1 000 


84 


85 


=(A84*D84*1 000000/1 00000)*20.6*350/730+35.5*1 000 


=(A85*D85*1 000000/1 00000)*20.6*700/730+35.5*1 000 


86 


=(A86*D86*1 000000/1 00000)*20.6*700/730+35.5*1 000 


87 


88 


=(A87*D87*1 000000/1 00000)*20.6*1 050/730+35.5*2000 


=(A88*D88*1 000000/1 00000)*20.6*1400/730 


89 


90 


91 


92 


93 


94 


95 


ANNUAL; 


MNTNC.  COST 


=1 8750*1 2+(0. 1 5*F81  *8760/1 000) 


=1 8750*1 2+(0. 1 5*F82*8760/1 000) 


=1 8750*1 2-»-(0. 1 5*F83*8760/1 000) 


96J=1 8750*1 2+(0. 1 5*F84*8760/1 000) 


8750*1 2+(0. 1 5*F85*8760/1 000) 


8750*1 2+(0. 1 5*F86*8760/1 000) 


95046.PDL 


^04|STEAM  TURB¬ 


INE  #/HR 


(A1 13*011 3*1 000000/1 00000)*20.6*1 400/730 


NNUAL; 


MNTNC.  COST 


=1 8750*1 2+(0. 1 5*F1 06*8760/1 000) 


=1 8750*1 2+(0. 1 5*F1 07*8760/1 000) 


= 1 8750*1 2-»-(0. 1 5*F1 08*8760/1 000) 
=1 8750*1 2+(0.1 5*F1 09*8760/1 000) 


8750*1 2+(0.1 5*F1 1 0*8760/1 000) 


750*1 2+(0. 1 5*F1 1 1  *8760/1 000) 
1 8750*1 2+(0.1 5*F1 1 2*8760/1 000) 


= 1 2*37500+(0.5*F1 1 3*8760/1 000) 


STEAM  TURB¬ 
INE  #/HR 


0 _ 

0 


ANNUAL; 
MNTNC.  COST 


=3750*1 2+(0.1 5*F1 33*8760/1 000) 


=3750*1 2+(0.1 5*F1 34*8760/1 000) 


95046.PDL 


n 

E 

EES 

STEAM  TURB- 

EEQ 

INE  #/HR 

fra 

0 

rern 

0 

f^ 

tra 

ANNUAL: 

EQ] 

MNTNC.  COST 

era 

=6250*1 2+(0.1 5*F1 49*8760/1 000) 

tra 

=6250*1 2+(0.1 5*F1 50*8760/1000) 
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95046.PDL 


STEAM _ 

VG.#7HR  _ 


=IF(E5<40000,IF(A5*D5*1 000000/730<40000.40000,A5*D5*1 000000/730), IF(E5>A5*D5*1 000000/730, E5,A5*D5*1 000000/ 
=IF(E6<40000,IF(A6*D6*1000000/730<40000, 40000, A6*D6*1 000000/730), IF(E6>A6*D6*1000000/730.E6,A6*D6*1000000/ 
=IF(E7<40000,IF(A7*D7*1000000/730<40000,40000,A7*D7*1000000/730),IF(E7>A7*D7*1000000/730,E7,A7*D7*1000000/ 
=IF(E8<40000,IF(A8*D8*1000000/730<40000,40000,A8*D8*1000000/730),IF(E8>A8*D8*1000000/730,E8,A8*D8*1 000000/ 
=IF(E9<40000,IF(A9*D9*1000000/730<40000,40000,A9*D9*1000000/730),IF(E9>A9*D9*1000000/730,E9,A9*D9*1 000000/ 
=IF(E10<40000,IF(A10*D10*1000000/730<40000,40000,A10*D10*1000000/730),IF(E10>A10*D10*1000000/730,E10,A10* 
=IF(E1 1  <40000,IfUi  1  *D1 1  *1 000000/730<40000,40000,A1 1  *D1 1  *1 000000/730),IF(E1 1  >A1 1  *D1 1  *1 000000/730,  E1 1  ,A1 1  * 
=IF(E12<40000,IF(A12*D12*1000000/730<40000,40000,A12*D12*1000000/730),IF(E12>A12*D12*1000000/730,E12,A12* 


ANNUAL 


OVRHD.  COST 


=70000*1 2+(0.25*F5*8760/1 000) 


=70000*1 2+(0.25*F6*8760/1 000) 
=70000*1 2+(0.25*F7*8760/1 000) 


=70000*1 2+(0.25*F8*8760/1 000) 


=70000*1 2+(0.25*F9*8760/1 000) 


=70000*1 2+(0.25*F1 0*8760/1 000) 
=70000*1 2+(0.25*F1 1  *8760/1 000) 


=70000*1 2+(0.25*F1 2*8760/1 000) 


las 


IF(E30<40000, 
IF(E31 <40000, 
IF(E32<40000, 
IF(E33<40000, 
IF(E34<40000, 
IF(E35<40000, 
IF(E36<40000, 
IF(E37<40000. 


IF(A30*D30*1000000/730<40000,40000,A30*D30*1000000/730),IF(E30>A30*D30*1 000000/730, E30,A30* 
IF(A31  *D31  *1 000000/730<40000,40000,A31  *D31  *1 000000/730),IF(E31  >A31  *D31  *1 000000/730,  E31 ,  A31  * 
IF(A32*D32*1 000000/730<40000,40000,A32*D32*1 000000/730),IF(E32>A32*D32*1 000000/730,E32,A32* 
IF(A33*D33*1000000/730<40000,40000,A33*D33*1000000/730),IF(E33>A33*D33*1000000/730,E33,A33* 
IF(A34*D34*1000000/730<40000,40000,A34*D34*1000000/730),IF(E34>A34*D34*1000000/730,E34,A34* 
IF(A35*D35*1000000/730<40000,40000,A35*D35*1000000/730),IF(E35>A35*D35*1000000/730,E35,A35* 
IF(A36*D36*1000000/730<40000,40000,A36*D36*1000000/730),IF(E36>A36*D36*1000000/730,E36,A36* 
IF(A37*D37*1 000000/730<40000,40000,A37*D37*1 000000/730).IF(E37>A37*D37*1 000000/730,E37,A37* 


ANNUAL 


OVRHD.  COST 


=70000*1 2+(0.25*F30*8760/1 000) 


=70000*1 2+(0.25*F31  *8760/1 000) 
=70000*1 2+(0.25*F32*8760/1 000) 


=70000*1 2+(0.25*F33*8760/1 000) 
=70000*1 2+(0.25*F34*8760/1 000) 


=70000*1 2+(0.25*F35*8760/1 000) 
-70000*1 2+(0.25*F36*8760/1 000) 


0000*1 2+(0.25*F37*8760/1000) 


95046PDL 


BIS 

BIE 


STEAM 


AVG.#/HR 


D56*A56*1 000000/730 


D57*A57*1 000000/730 


D58*A58*1 000000/730 


D59*A59*1 000000/730 


D60*A60*1 000000/730 


D61*A61  *1000000/730 


D62*A62*1 000000/730 


D63*A63*1 000000/730 


ANNUAL 
OVRHD.  COST 


=70000*1 2+(0.25 


=70000*1 2+(0.25 


=70000*1 2+(0.25 


=70000*1 2+(0.25 


=70000*1 2+(0.25 
=70000*1 2+(0.25 


0000*1 2+(0.25 


0000*1 2+(0.25 


*F56*8760/1000) 


*F57*8760/1000) 


*F58*8760/1000) 


*F59*8760/1000) 


*F60*8760/1000) 
*F61  *8760/1 000) 


*F62*8760/1000) 


*F63*8760/1000) 


=IF((A81  *D81*1 000000/1 00000)*20 
=IF((A82*D82*1 000000/1 00000)*20 
=IF((A83*D83*1 000000/1 00000)*20 
=IF((A84*D84*1 000000/1 00000)*20 
=IF((A85*D85*1 000000/1 00000)*20 
=IF((A86*D86*1 000000/1 00000)*20 
=IF((A87*D87*1 000000/1 00000)*20 
D88*A88*1 000000/730 


6*350/730+35 

6*350/730+35 

6*350/730+35 

6*350/730+35 

6*350/730+35 

,6*350/730+35 

6*350/730+35 


5*1 000>A81  *D81  *1 000000/730 
5*1 000>A82*D82*1 000000/730 
,5*1 000>A83*D83*1 000000/730 
5*1 000>A84*D84*1 000000/730 
,5*1 000>A85*D85*1 000000/730 
,5*1 000>A86*D86*1 000000/730 
5*1 000>A87*D87*1 000000/730 


.(A81*D81*1 000000/1 00000)*20 
,  (A82*D82*1 000000/1 00000)*20 
,(A83*D83*1 000000/1 00000)*20 
.(A84*D84*1 000000/1 00000)*20 
,(A85*D85*1 000000/1 00000)*20 
,(A86*D86*1 000000/1 00000)*20 
.(A87*D87*1 000000/1 00000)*20 


.6*350/7 

.6*350/72 

.6*350/73 

.6*350/73 

.6*350/7 

.6*350/73 

.6*350/72 


ANNUAL 


OVRHD.  COST 


=70000*1 2+(0.25*l 


=70000*1 2+(0.25*i 


=70000*1 2+(0.25*l 
=70000*1 2+(0.25*l 


0000*1 2+(0.25*l 


000*1 2+(0.25*l 


F81  *8760/1 000) 


F82*8760/1000) 


F83*8760/1000) 

F84*8760/1000) 


F85*8760/1000) 


F86*8760/1000) 
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r  i 

lEEQ 
lEESl 
Inn 
Inn 

Iees 

Inn 
Inn 
Inn 
|nn 

InTii 

Idd 
Ieeb 
eebe 
|dqi 

nSM 
lEEQ 


0000*1 2+(0.25*F87*8760/1000) 


0000*1 2-*-(0.25*F88*8760/1 000) 


STEAM _ 

AVG.#/HR 


=A1 06*D1 06*1 000000/730 


=A1 07*D1 07*1 000000/730 


=A1 08*D1 08*1 000000/730 


=A1 09*D1 09*1 000000/730 


=A1 1 0*D1 1 0*1 000000/730 


=A11 1*0111*1 000000/730 


=A1 1 2*01 1 2*1 000000/730 


01 13*A1 13*1 000000/730 


Idd 

Ieid 

Ieq] 

Ieq] 

wpi 

ELy 

|b 

Ib 

Ira 

Ira 

Ira 

Ieed 

Ira 

Ira 

Ira 

ln^j 

Irai 

Ids 

Ira 

Ira 

Ieed 


ANNUAL _ 

OVRHO.  COST 


=70000*1 2+(0.25*F1 06*8760/1 000) 


=70000*1 2+(0.25*F1 07*8760/1 000) 


=70000*1 2+(0.25*F1 08*8760/1 000) 
=70000*1 2+(0.25*F1 09*8760/1 000) 


=70000*1 2+(0.25*F1 1 0*8760/1 000) 
0000*1 2+(0.25*F1 1 1  *8760/1 000) 


70000*1 2+(0.25*F1 1 2*8760/1 000) 
=70000*1 2+(0.25*F1 1 3*8760/1 000) 


STEAM _ 

AVG.#/HR 


=A1 33*D1 33*1 000000/730 
=A1 34*D1 34*1 000000/730 


ANNUAL _ 

OVRHD.  CST 


=35000*1 2+(0.25*F1 33*8760/1 000) 
=35000*1 2+(0.25*F1 34*8760/1 000) 


95046.PDL 


n 

F 

EEQ 

STEAM 

KQ] 

AVG.#/HR 

era 

=A1 49*D1 49*1 000000/730 

=A1 50*D1 50*1 000000/730 

tF 

era 

ANNUAL 

era 

OVRHD.  CST 

=50000*1 2+(0.25*F1 49*8760/1 000) 

era 

=50000*1 2+(0.25*F1 50*8760/1 000) 
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95046.PDL 


BOILER 


EFFIC. 


TOTAL 


ANNUAL  COST 


C17+D17+E17+F17 

C18+D18+E18+F18 


C19+D19+E19+F19 


C20+D20+E20+F20 


=C21+D21+E21+F21 


=C22+D22+E22+F22 


C23+D23+E23+F23 

C24+D24+E24+F24 


BOILER 

EFFIC. 


TOTAL 

ANNUAL  COST 


=C42+D42+E42+F42 


=C43+D43+E43+F43 

C44+D44+E44+F44 


C45+D45+E45+F45 


=C46»D46+E46-HF46 

=C47+D47+E47+F47 


=C48+D48+E48+F48 


C49+D49+E49+F49 
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95046.PDL 


m\ 

C70+D70+E70+F70 

m 

= 

C71+D71+E71+F71 

m 

= 

C72+D72+E72+F72 

m 

= 

C73+D73+E73+F73 

wa 

Q 

C74+D74+E74+F74 

m 

=C75+D75+E75+F75 

=C93+D93+E93+F93 

L94J 

=C94+D94+E94+F94 

=C95+D95+E94+F95 

m 

=C96+D96+E96+F96 

wm 

=C97+D97+E97+F97 

=C98+D98+E98+F98 
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95046.PDL 


95046.PDL 


□ 

G 

gra 

BOILER 

fEF! 

EFFIC. 

gra 

103 

84.5 

EQ] 

EEQ 

gra 

TOTAL 

xm 

ANNUAL  COST 

=C155+D155+E155+F155 

=C1 56+D1 56+E1 56+F1 56 
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9Se>‘/(c-eo 


COMBUSTION  CALCULATIONS 

BASED  ON  QUANTITIES  PER  10,000  BTU  FUEL  INPUT 


Lc>/M> 

’hf^sS’  cAse 


Ce>/9i~ 

ANALYSIS  AS  FIRED 
%  BY  WT  PROXUAATE,  %  BY  WT 

y.  7  MOISTURE  f 


CONDITIONS 

BY  TEST  OR  SPECIFICATION 


ULTIMATE,  %  BY  WT 

c  79  7 

H*  S,  3 

o*  8.S 

N*  t.(o 

ASH  ^,3 

BTU  PER  LB,  AS  FIRED, 


VOLATILE  sy,7 
FIXED  CARBON 
ASH  3 


/yA?K> 


DATE 


TOTAL  AIR  % 

AIR  TEMPERATURE  TO  HEATER . F 

AIR  TEMPERATURE  FROM  HEATER  F 

FLUE  GAS  TEMPERATURE  LEAVING  UNIT . F 

H,0  PER  LB  DRY  AIR  . LB 


UNBURNED  FUEL  LOSS 
UNACCOUNTED  LOSS 
RADUTION  LOSS  (ABAlj,  HG.  20,  CHAPTa  7 


QUANTITIES  PER  10,000  BTU  FUEL  INPUT 


U  FUEL  BURNED,  10,000  ^  UNE  12.  . . I-® 

15  TOTAL  AIR  REQUIRED,  UNE  b  -i-  100  X  VALUE  FROM/flG,  A^^OR  TABLE  5  OR  6  7>,.S.7.S . ?■* 

16  HiO  IN  AIR,  UNE  15  X  LINE  *  ^.:.£.!3.7h. . — 

17  WET  GAS,  TOTAL,  LINES  (U  +  15  +  16) . . A® 

18  H,0  IN  FUEL,  (UNE  5  -5-  100)  X  LINE  14  X  8.94  +  (UNE  9  ^  100)  X  UNE  14;  OR  FROM  TABLE  5  . LB 

19  HiO  IN  FLUE  GAS,  TOTAL,  LINE  16  +  UNE  18 . A* 

20  H:0  IN  FLUE  GAS,  TOTAL,  IN  PER  CENT,  (LINE  19  LINE  17)  X  100  . % 

21  DRY  GAS,  TOTAL,  UNE  17— LINE  19  l-B 


LOSSES  PER  10,000  BTU  FUEL  INPUT 


23  UN8URNED  FUEL,  10,000  X  LINE  h  100  BJU 

24  UNACCOUNTED,  10,000  X  LINE  i  100  B™ 

25  RADIATION,  10,000  X  UNE  j  100  B™ 

26  UTENT  HEAT,  HjO  IN  FUEL,  1040  X  LINE  18 .  BTU 

27  SENSIBLE  HEAT,  FLUE  GAS,  LINE  17  X  BTU  FROM  FIG.  2  @  LINE  e  AND  LINE  20  =  . 

28  TOTAL  LOSSES,  LINES  (23  +  24  +  25  +  26  +  27) . ?TU 

29  TOTAL  LOSSES  IN  PER  CENT,  LINE  (28  -i-  10,000)  X  100  . % 

30  EFFICIENCY,  BY  DIFFERENCE,  100— LINE  29  % 


o . 

..  rL.. 

5  79.  .. 

/ 


QUANTITIES  PER  10,000  BTU  FUEL  INPUT 
COMBUSTION  TEMPERATURE,  ADIABATIC  _ 


32  HEAT  INPUT  FROM  FUEL . BTU 

33  HEAT  INPUT  FROM  AIR,  LINES  (15  +  16)  X  BTU  FROM  FIG.  3  @  LINE  d  TEMP . BTU 

34  HEAT  INPUT,  TOTAL,  UNES  (32  +  33) . BTU 

35  LESS  LATENT  HEAT  LOSS,  HjO  IN  FUEL,  LINE  26 . BTU 

36  HEAT  available,  MAXIMUM . BTU 

37  LESS  UNES  (24  +  25)  X  0.5*  . BTU 

38  HEAT  AVAIUBLE,  UNE  36— LINE  37 . B^U 

39  HEAT  AVAILABLE  PER  LB  OF  FLUE  GAS,  UNE  38  -i-  LINE  17 . ?T.V 

40  ADIABATIC  TEMPERATURE,  FROM  FIG.  2  FOR  LINES  20  V  39  F 


•  NOTEi  IT  IS  CUSTOMARY  TO  RBIUCE  THE  MAXIMUM  HEAT  AVAIIABIE.  UNE  36,  iY  FROM  VS  TO  VS  OF  THE  UNACCOUNTED  PIUS  RADIATION  lOSSES, 
ON  THE  ASSUMPTION  THAT  A  PORTION  OF  THESE  lOSSES  OCCURS  IN  THE  COMBUSTION  ZONE 
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COMBUSTION  CALCULATIONS 

BASED  ON  QUANTITIES  PER  10,000  BTU  FUEL  INPUT 


1 

FUEL—  Ce>^^ 

ANALYSIS  AS  FIRED 

CONDITIONS 

BY  TEST  OR  SPECIFICATION 

DATE 

o 

I 

ULTIMATE,  %  BY  WT  PROXIMATE,  %  BY  WT 

TOTAL  AIR 

% 

b 

N 

C  79.7  MOISTURE  9 

H,  S.  3  VOLATILE  3^7.  7 

s  0.7  Rxed  carbon  S6?,  / 

0,  S.S  ash  ^.3 

N,  /.6» 

HtO  ^ 

ASH  6,3 

AIR  TEMPERATURE  TO  HEATER 

F 

c 

5 

AIR  TEMPERATURE  FROM 

HEATER 

F 

— 

d 

FLUE  GAS  TEMPERATURE  LEAVING  UNIT 

F 

So 

e 

7 

H,0  PER  LB  DRY  AIR 

LB 

f 

8 

9 

UNBURNED  FUEL  LOSS 

% 

o 

g 

h 

10 

UNACCOUNTED  LOSS 

% 

a.S 

i 

n 

RADUTION  LOSS  (ABAlj,  RG.  20,  CHAPTR  7 

% 

j 

12 

BTU  PER  LB,  AS  FIRED, 

k 

13 

QUANTITIES  PER 

10,000  BTU  FUEL  INPUT 

13 

U 

FUEL  BURNED,  10,000  -i-  UNE  12 

LB 

14 

15 

TOTAL  AIR  REQUIRED.  UNE  b  -i-  100  X  VALUE  FROMCfIG.  4  OR  TABLE  5  OR  6 

LB 

ig,e>3 

15 

16 

HiO  IN  AIR,  UNE  13  X  LINE  f  - 

_ iZ 

16 

17 

WET  GAS,  TOTAL,  LINES  (U  +  15  +  16) 

LB 

17 

18 

19 

M.n  iKi  RIP1  mwp  ^  inni  v  iinf  1a  X  a. 94  4-  (LINE  9  -r  100)  X  LINE  14;  OR 

FROM  TABLE  5 

LB 

o  #3^9 

18 

HiO  IN  FLUE  GAS,  TOTAL,  LINE  16  +  UNE  18 

LG 

O  (dO 

19 

20 

HjO  IN  FLUE  GAS,  TOTAL,  IN  PER  CENT,  (LINE  19  ^ 
DRY  GAS,  TOTAL,  UNE  17— LINE  19 

LINE  17)  X  100 

'>  ..s » ^ 

20 

21 

LG 

21 

22 

LOSSES  PER 

10,000  BTU  fuel  INPUT 

22 

23 

UNBURNED  FUEL,  10,000  X  UNE  h  -f-  100 

BTU 

O 

23 

24 

UNACCOUNTED,  10,000  X  LINE  i  -i-  100 

BTU 

S.50 

24 

25 

RADIATION,  10,000  X  LINE  j  -f-  100 

BTU 

25 

26 

LATENT  HEAT,  HjO  IN  FUEL,  1040  X  LINE  18 

BTU 

3  7i 

26 

27 

SFNSIRIF  HEAT.  FLUE  GAS.  LINE  17  X  BTU  FROM  FIG.  2  @  UNE  e  AND  LINE  20  = 

BTU 

/,?7J 

27 

28 

TOTAL  LOSSES,  LINES  (23  +  24  +  25  +  26  +  27) 

BTU 

79  iU 

28 

29 

TOTAL  LOSSES  IN  PER  CENT,  UNE  (28  4-  10,000}  X  100 

% 

29 

30 

EFFICIENCY,  BY  DIFFERENCE,  100— LINE  29 

% 

30’ 

31 

QUANTITIES  PER  10,000  BTU  FUEL  INPUT 

COMBUSTION  TEMPERATURE,  ADIABATIC 

31 

32 

HEAT  INPUT  FROM  FUEL 

BTU 

jpceo 

32 

33 

34 

HFAT  INPUT  FROM  AIR.  LINES  (15  -4-  16)  X  BTU  FROM  FIG.  3  @  LINE  d  TEMP 

BTU 

33 

HEAT  INPUT,  TOTAL,  LINES  (32  +  33) 

BTU 

/pcco 

34 

35 

LESS  UTENT  HEAT  LOSS,  HjO  IN  FUEL,  LINE  26 

BTU 

Z7H  _ 

.  .?.f 

36 

HEAT  available,  MAXIMUM 

BTU 

36 

37 

LESS  UNES  (24  +  25)  X  0.5* 

BTU 

/7S 

37 

38 

HEAT  AVAILABLE,  UNE  36— LINE  37 

BTU 

svs/ 

HEAT  AVAIUBIE  PER  IB  OF  FLUE  GAS,  UNE  38  LINE  17 . BTUj 

ADIABATIC  TEMPERATURE,  FROM  FIG.  2  FOR  LINES  20  8.  39  f 


19^0 


•  NOTB  rr  IS  CUSTOMAKT  TO  IIHJUCE  THE  MMUMH  HEAT  AVAIIABIE.  UNE  36,  BY  FROM  V4  TO  V4  OF  THE  UNACCOUNTED  HUS  RADIATION  tOSSES, 
ON  THE  ASSUMPTION  THAT  A  PORTION  OF  THESE  LOSSES  OCCURS  IN  THE  COMBUSTION  ZONE. 


179 


9 


COMBUSTION  CALCULATIONS 

BASED  ON  QUANTITIES  PER  10,000  BTU  FUEL  INPUT 

(L/lsS/43lt 

ULTIMATE,  %  BY  WT 
C 
Hi 
S 

Oi 

Nt 

HjO 

ASH 

BTU  PER  LB,  AS  FIRED, 


ANALYSIS  AS  FIRED 

JY  WT  PROXIAAATE,  %  BY  WT 

MOISTURE 
VOLATILE 
FIXED  CARBON 
ASH 


TOTAL  AIR  % 

AIR  TEMPERATURE  TO  H^  . f 

AIR  TEMPERATURE  FROM  HEATER . F 

FLUE  GAS  TEMPERATURE  LEAVING  UNIT . F 

HiO  PER  LB  DRY  AIR  . IB 


UNBURNED  FUEL  LOSS . 

UNACCOUNTED  LOSS 
RADUTION  LOSS  (ABAli,  FIG.  20,  CHAP7K  7 


QUANTITIES  PER  10,000  BTU  FUEL  INPUT 


14  FUEL  BURNED,  10,000  ^  UNE  12  k®.' 

15  TOTAL  AIR  REQUIRED,  UNE  b  -r  100  X  VALUE  FROM  FIG.  4  OR  TABLE  5  OR  6  LB, 

16  H,0  IN  AIR,  UNE  15  X  LINE  f  - . . .k* 

17  WCT  GAS,  TOTAL,  LINES  (U  +  15  +  16) .  . A?. 

18  HiO  IN  FUEL,  (UNE  5  -5-  100)  X  LINE  14  X  8.94  +  (LINE  9  100)  X  LINE  14;  OR  FROM  TABLE  5  . LB 

19  HjO  IN  FLUE  GAS,  TOTAL,  LINE  16  +  UNE  18 . 

20  HjO  IN  FLUE  GAS,  TOTAL,  IN  PER  CENT,  (UNE  19  -5-  LINE  17)  X  100  . % 

21  DRY  GAS,  TOTAL,  LINE  17— LINE  19  '•® 


QUANTITIES  PER  10,000  6TU  FUEL  INPUT 
COMBUSTION  TEMPERATURE,  ADIABATIC  _ 


HEAT  INPUT  FROM  FUEL . ®T.V.! 

HEAT  INPUT  FROM  AIR,  LINES  (15  +  16)  X  BTU  FROM  FIG.  3  @  LINE  d  TEMP . BTU 

HEAT  INPUT,  TOTAL,  LINES  (32  +  33) . ®TU 

LESS  UTENT  HEAT  LOSS,  HjO  IN  FUEL,  LINE  26 . BTU 

HEAT  AVAILABLE,  MAXIMUM . ?.TH, 

LESS  UNES  (24  +  25)  X  0.5* . 

HEAT  AVAILABLE,  UNE  36— LINE  37 . 

HEAT  AVAIUBLE  PER  LB  OF  FLUE  GAS,  UNE  38  4-  LINE  17 . ^ . 

ADIABATIC  TEMPERATURE,  FROM  FIG.  2  FOR  LINES  20  &,  39  F 


‘  NOTB  IT  IS  CUSTOMARY  TO  RHHJCS  THE  MAXIMUM  HEAT  AVAIUSIE.  UNE  34,  BY  FROM  V4  TO  'A  OF  THE  UNACCOUNTED  FlUS  RADIATION  lOSSE^ 
ON  THE  ASSUMPTION  THAT  A  PORTION  OF  THESE  LOSSES  OCCURS  IN  THE  COMBUSTION  ZONE. 
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9so‘/G-oo 


COMBUSTION  CALCULATIONS 

BASED  ON  QUANTITIES  PER  10,000  BTU  FUEL  INPUT 


L- 


OLTUAATE,  %  BY  WT 

c 

H. 


ANALYSIS  AS  FIRED 

JY  WT  PROXIMATE,  %  BY  WT 


MOISTURE 


FIXED  CARBON 


CA^^3> 


*^Oji^ce>'^/  UK  \ 


CONDITIONS 

BY  TEST  OR  SPECIFICATION 


DATE 

9-  i-fS 


TOTAL  AIR 

AIR  TEMPERATURE  TO  HEATER . F 

AIR  TEMPERATURE  FROM  HEATER . F 

FLUE  GAS  TEMPERATURE  LEAVING  UNIT . f 

H,0  PER  LB  DRY  AIR  . Ib  I 


UNBURNED  FUEL  LOSS . % 

UNACCOUNTED  LOSS  . % 

RADIATION  LOSS  (ABAI),  FIG.  20,  CHAPTR  7  % 


BTU  PER  LB,  AS  FIRED, 


QUANTITIES  PER  10,000  BTU  FUEL  INPUT 


U  FUEL  BURNED,  10,000  -I-  UNE  12  K®. 

15  total  air  required,  UNE  b  -i-  100  X  VALUE  FROM  FIG.  A  OR  ^BLE^^^R  6  . .2*  ^33.  .1.?. 

16  H,0  IN  AIR,  UNE  15  X  UNE  » X  . 

17  WCT  GAS,  TOTAL,  LINES  (U  +  15  +  16)  1  . . 

18  HjO  IN  FUEL,  (UNE  5  ^  100)  X  LINE  U  X  8.94  +  (LINE  9  4-  100)  X  LINE  14;  OR  FROM  TABLE  5  . 

19  HjO  IN  FLUE  GAS,  TOTAL,  LINE  16  +  UNE  18 . .I:®  i,  03Q. 

20  HjO  IN  FLUE  GAS,  TOTAL,  IN  PER  CENT,  (UNE  19  4-  LINE  17)  X  100  . % 

21  DRY  GAS,  TOTAL,  LINE  17— LINE  19  '•®  %/^A 


LOSSES  PER  10,000  BTU  FUEL  INPUT 


23  UNBURNED  FUEL,  10,000  X  LINE  h  4-  100 . 

24  UNACCOUNTED,  10,000  X  LINE  i  4-  100  . 

25  RADIATION,  10,000  X  LINE  j  4-  100  . 

26  LATENT  HEAT,  H,0  IN  FUEL,  1040  X  LINE  18 .  . 

27  SENSIBLE  HEAT,  FLUE  GAS,  LINE  17  X  BTU  FROM  FIG.  2  @  LINE  e  AND  LINE  20  =  .®.™ 

28  TOTAL  LOSSES,  LINES  (23  +  24  +  25  +  26  +  27) . BJl, 

29  TOTAL  LOSSES  IN  PER  CENT,  LINE  (28  4-  10,000)  X  100  . %. 

30  EFFICIENCY,  BY  DIFFERENCE,  100— LINE  29 


QUANTITIES  PER  10,000  BTU  FUEL  INPUT 
COMBUSTION  TEMPERATURE,  ADIABATIC 


32  HEAT  INPUT  FROM  FUEL . 

33  HEAT  INPUT  FROM  AIR,  LINES  (15  +  16)  X  BTU  FROM  FIG.  3  @  LINE  d  TEMP 

34  HEAT  INPUT,  TOTAL,  LINES  (32  +  33) . 

35  LESS  LATENT  HEAT  LOSS,  H3O  IN  FUEL,  LINE  26  . 

36  HEAT  AVAIUBLE,  MAXIMUM . 

37  LESS  UNES  (24  +  25)  X  0.5* . 

38  HEAT  AVAIUBLE,  UNE  36— LINE  37 . 

39  HEAT  AVAIUBLE  PER  LB  OF  FLUE  GAS,  UNE  38  4-  LINE  17 . 

40  ADIABATIC  TEMPERATURE,  FROM  FIG.  2  FOR  LINES  20  i,  39 


BTU 


•  NOTEi  IT  IS  CUSTOMARY  TO  REDUCE  THE  MAXIMUM  HEAT  AVAILASIE.  UNE  36,  SY  FROM  V4  TO  %  OF  THE  UNACCOUNTED  PUJS  RADIATION  lOSSE^ 
ON  THE  ASSUMPTION  THAT  A  PORTION  OF  THESE  LOSSES  OCCURS  IN  THE  COMBUSTION  ZONE. 
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COMBUSTION  CALCULATIONS 

BASED  ON  QUANTITIES  PER  10,000  BTU  FUEL  INPUT 


Casses 


2G,e^oe> 

LoAT> 


FUEL— 5 

ANALYSIS  AS  FIRED 


ULTIMATE,  %  BY  Vrr 

PROXIMATE,  %  BY 

MOISTURE 

VOLATILE 

S  — 

FIXED  CARBON 

O: 

ASH 

N?  ^ 

H,0  ' 

ASH  — 

j  BTU  PER  LB,  AS  FIRED, 

CONDITIONS 

BY  TEST  OR  SPECIFICATION 


TOTAL  AIR  % 

AIR  TEMPERATURE  TO  HEATER . f 

AIR  TEMPERATURE  FROM  HEATER .  F 

FLUE  GAS  TEMPERATURE  LEAVING  UNIT . F 

H,0  PER  LB  DRY  AIR  . LB 


UNBURNED  FUEL  LOSS . 

UNACCOUNTED  LOSS 
RADIATION  LOSS  (ABAI),  HG,  20,  CHAPTB  7 


QUANTITIES  PER  10,000  BTU  FUEL  INPUT 


U  FUEL  BURNED,  10,000  UNE  12  . 

15  TOTAL  AIR  REQUIRED,  UNE  b  -I-  100  X  VALUE  FROM  FIG,  4  OR  TABLE  5  OR  6  -  .  . 

16  H,0  IN  AIR,  UNE  15  X  LINE  f  - . 

17  WET  GAS,  TOTAL,  LINES  (U  +  15  +  16) . . 

18  HjO  IN  FUEL,  (UNE  5  100)  X  LINE  14  X  8.94  +  (LINE  9  100)  X  LINE  14;  OR  FROM  TABLE  5 

19  HiO  IN  FLUE  GAS,  TOTAL,  LINE  16  +  UNE  18 . 

20  H,0  IN  FLUE  GAS,  TOTAL,  IN  PER  CENT,  (LINE  19  LINE  17)  X  100  . 

21  DRY  GAS,  TOTAL,  LINE  17— LINE  19  _ _ _ 


LOSSES  PER  10,000  BTU  FUEL  INPUT 


23  UNBURNED  FUEL,  10,000  X  LINE  h  -i-  100 . 

24  UNACCOUNTED,  10,000  X  LINE  i  -i-  100  . 

25  RADIATION,  10,000  X  LINE  j  4-  100  . 

26  LATENT  HEAT,  HiO  IN  FUEL,  1040  X  LINE  18 . 

27  SENSIBLE  HEAT,  FLUE  GAS,  UNE  17  X  BTU  FROM  FIG.  2  @  LINE  e  AND  LINE  20  = . 

28  TOTAL  LOSSES,  LINES  (23  +  24  +  25  +  26  +  27) . 

29  TOTAL  LOSSES  IN  PER  CENT,  LINE  (28  4-  10,000)  X  100 . 

30  EFFICIENCY,  BY  DIFFERENCE,  100— LINE  29  _ 


QUANTITIES  PER  10,000  BTU  FUEL  INPUT 
COMBUSTION  TEMPERATURE,  ADIABATIC 


HEAT  INPUT  FROM  FUEL  . 

BTU 

HEAT  INPUT  FROM  AIR,  LINES  (15  +  16)  X  BTU  FROM  FIG.  3  @  LINE  d  TEMP 

BTU 

HEAT  INPUT,  TOTAL,  LINES  (32  +  33)  . 

BTU 

LESS  LATENT  HEAT  LOSS,  H,0  IN  FUEL,  LINE  26  . 

BTU 

HEAT  AVAIUBLE,  MAXIMUM  . 

BTU 

LESS  UNES  (24  +  25)  X  0.5* 

BTU 

HEAT  AVAIUBLE,  UNE  36— LINE  37 

BTU 

HEAT  AVAIUBLE  PER  LB  OF  FLUE  GAS,  UNE  38  4-  LINE  17 

BTU 

ADIABATIC  TEMPERATURE,  FROM  FIG.  2  FOR  LINES  20  &.  39 

f  2t/00 

•  HOlEi  IT  1$  CUSTOMARY  TO  REDUCE  THE  (MAXIMUM  HEAT  AVAIIAEIE.  UNE  36.  «Y  FROM  'A  TO  'A  Of  THE  UNACCOUNTED  PUTS  RADIATION  10SSE5, 
ON  THE  ASSUMPTION  THAT  A  PORTION  OP  THESE  LOSSES  OCCURS  IN  THE  COMBUSTION  ZONL 
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95cik-oo 


COMBUSTION  CALCULATIONS 

BASED  ON  QUANTITIES  PER  10,000  BTU  FUEL  INPUT 


LoAt> 

K^rmefrtT  FK/sm 


FUEL- 

ANALYSIS  AS  FIRED 

ULTIMATE,  %  BY  WT  PROXIMATE,  %  BY  WT 


c  3  i 

ja.7 

S  —  I 

Oj  «— 

8,  I 

HiO  —  ■ 

ASH  ^ 

BTU  PER  LB,  AS  FIRED,  ^ 


MOISTURE 
VOLATILE 
FIXED  CARBON 
ASH 


CONDITIONS 

BY  TEST  OR  SPECIFICATION 


TOTAL  AIR 

AIR  TEMPERATURE  TO  HEATER . 

air  temperature  from  heater . 

FLUE  GAS  TEMPERATURE  LEAVING  UNIT . F 

H,0  PER  LB  DRY  AIR . LB 

UNBURNEO  FUEL  LOSS . 

UNACCOUNTED  LOSS  % 

RAOUTION  LOSS  (ABAI),  HG.  20,  CHAPTR  7  % 


^3 _ _ 


QUANTITIES  PER  10,000  BTU  FUEL  INPUT 


U  FUEL  BURNED,  10,000  -t-  UNE  12-  . 

15  TOTAL  AIR  REQUIRED,  LINE  b  -r-  100  X  VALUE  FROM  FIG.  4  OR  TABLE  5  OR  6  . 

16  HjO  IN  AIR,  UNE  15  X  LINE  f  - . 

17  WET  GAS,  TOTAL,  LINES  (U  +  15  +  16) . . 

18  HiO  IN  FUEL,  (UNE  5  -J-  100)  X  LINE  U  X  8.94  +  (LINE  9  -r  100)  X  UNE  14;  OR  FROM  TABLE  5 

19  H2O  IN  FLUE  GAS,  TOTAL,  LINE  16  +  LINE  18 . 

20  HjO  IN  FLUE  GAS,  TOTAL,  IN  PER  CENT,  (LINE  19  -r  LINE  17)  X  100  . 

21  DRY  GAS,  TOTAL,  LINE  17— LINE  19 


QUANTITIES  PER  10,000  BTU  FUEL  INPUT 
COMBUSTION  TEMPERATURE,  ADIABATIC 


2  HEAT  INPUT  FROM  FUEL 

BTU 

3  HEAT  INPUT  FROM  AIR.  LINES  (15  +  16)  X  BTU  FROM  FIG.  3  @  LINE  d  TEMP 

BTU 

i  HEAT  INPUT,  TOTAL,  LINES  (32  +  33| 

BTU 

5  LESS  UTENT  HEAT  LOSS,  HjO  IN  FUEL,  LINE 

26 

BTU 

6  HEAT  available,  MAXIMUM 

BTU 

7  LESS  LINES  (24  +  25)  X  0.5* 

BTU 

8  HEAT  AVAILABLE,  UNE  36— LINE  37 

BTU 

9  HEAT  AVAIUBLE  PER  LB  OF  FLUE  GAS,  UNE 

38  -4-  UNE  17 

. . 

0  ADIABATIC  TEMPERATURE,  FROM  FIG.  2  FOR 

LINES  20  39 

^  35f0 

•  HOTS  IT  IS  CUSTOMARY  TO  REDUCE  THE  MAXIMUM  HEAT  AVAILABLE,  UNE  36.  BY  FROM  16  TO  16  OF  THE  UNACCOUNTED  PLUS  RADIATION  BOSSES, 
ON  THE  ASSUMPTION  THAT  A  PORTION  OF  THESE  LOSSES  OCCURS  IN  THE  COMBUSTION  ZONE 
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COMBUSTION  CALCULATIONS 

BASED  ON  QUANTITIES  PER  10,000  BTU  FUEL  INPUT 


9 Sip  oo 


/So,cOo 

'Of 

as^fr 

VAAt^  eoiCC.’RS 


FUEL- ^ 

ANALYSIS 

AS  FIRED 

ULTUAATE,  %  BY  WT 

PROXIMATE,  %  BY  WT 

c  6?p3 

MOISTURE 

VOLATILE 

s  — 

FIXED  CARBON 

Ot  • 

ASH 

Nj  / 

HjO  — 

ASH  -- 

BTU  PER  LB,  AS  FIRED, 

CONDITIONS 

BY  TEST  OR  SPECIFICATION 


DATE 

‘f-S'fS 


TOTAL  AIR 

AIR  TEMPERATURE  TO  HEATER . F 

AIR  TEMPERATURE  FROM  HEATER  F  | 

FLUE  GAS  TEMPERATURE  LEAVING  UNIT . F 

H,0  PER  LB  DRY  AIR  . L6 


UNBURNED  FUEL  LOSS . 

UNACCOUNTED  LOSS 
RADIATION  LOSS  (ABAlj,  HG.  20,  CHAITHl  7 


QUANTITIES  PER  10,000  BTU  FUEL  INPUT 


U  FUEL  BURNED,  10,000  -5-  UNE  12  . K? 

15  TOTAL  AIR  REQUIRED,  UNE  b  -I-  100  X  VALUE  FROM  FIG.  i  OR  TABLE  5  OR  6  ^  / . LB 

16  H,0  IN  AIR,  UNE  15  X  LINE  f  - . . . .‘■.“I 

17  WET  GAS,  TOTAL,  LINES  (U  +  15  +  161 . ; . A® 

18  HjO  IN  FUEL,  (UNE  5  100)  X  LINE  U  X  8.9i  +  (LINE  9  -i-  100)  X  LINE  U;  OR  FROM  TABLE  5  . LB 

19  HjO  IN  FLUE  GAS,  TOTAL,  LINE  16  +  UNE  18 . .*:* 

20  H,0  IN  FLUE  GAS,  TOTAL,  IN  PER  CENT,  (LINE  19  -i-  LINE  17)  X  100  . % 

21  DRY  GAS,  TOTAL,  LINE  17— LINE  19  I-® 


QUANTITIES  PER  10,000  BTU  FUEL  INPUT 
COMBUSTION  TEMPERATURE,  ADIABATIC 


2  HEAT  INPUT  FROM  FUEL 

BTU 

3  HEAT  INPUT  FROM  AIR,  LINES  (15  +  16)  X  BTU  FROM  FIG.  3  @  LINE  d  TEMP 

BTU 

4  HEAT  INPUT,  TOTAL,  LINES  (32  +  33) 

BTU 

5  LESS  UTENT  HEAT  LOSS,  H2O  IN  FUEL,  LINE  26 

BTU 

6  HEAT  available,  MAXIMUM 

BTU 

7  LESS  LINES  (24  +  25)  X  0.5* 

BTU 

8  HEAT  AVAILABLE,  UNE  36— LINE  37 

BTU 

9  HEAT  AVAILABLE  PER  LB  OF  FLUE  GAS,  UNE  38  -4- 

LINE  17 

BTU  /y-fO 

0  ADIABATIC  TEMPERATURE,  FROM  FIG.  2  FOR  LINES 

20  &.  39 

^  '2^7D 

'  NOT6  IT  IS  CUSTOMARY  TO  REDUCE  THE  MAXIMUM  HEAT  AVAIUWE.  UNE  34,  6Y  FROM  'A  TO  'A  OF  THE  UNACCOUNTB)  FlUS  RADIATION  iOSSES, 
ON  THE  ASSUMFTION  THAT  A  PORTION  OF  THESE  LOSSES  OCCURS  IN  THE  COMBUSTION  ZONE. 
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L 

1 

N 

E 

COMBUSTION  CALCULATIONS 

BASED  ON  QUANTITIES  PER  10,000  BTU  FUEL  INPUT 

7^c>co 

L 

1 

N 

E 

1 

FUEL—  /J  PrA  5 

CONDITIONS 

DATE 

a 

2 

ANALYSIS  AS  FIRED 

BY  TEST  OR  SPECIFICATION  7  - 

sfs 

3 

ULTIMATE,  %  BY  WT  PROXIMATE,  %  BY  WT 

TOTAL  AIR 

% 

/c>7^S 

b 

4 

C  ^  ?r3  MOISTURE 

AIR  TEMPERATURE  TO  HEATER 

F 

c 

5 

Hi  7  VOUTILE 

AIR  TEMPERATURE  FROM  HEATER 

F 

— 

d 

A 

S  FIXED  CARBON 

FLUE  GAS  TEMPERATURE  LEAVING  UNIT 

F 

e 

7 

Oj  ASH 

H,0  PER  LB  DRY  AIR 

LB 

f 

8 

N,  ' 

g 

9 

HiO 

UNBURNED  FUEL  LOSS 

% 

o 

h 

10 

ASH  ^ 

UNACCOUNTED  LOSS 

% 

J^S 

i 

n 

RADIATION  LOSS  (ABAlj,  HG.  20,  CHAPTS  7  % 

j 

12 

BTU  PER  LB,  AS  FIRED,  ^  S 

k 

13 

QUANTITIES  PER 

10,000  BTU  FUEL  INPUT 

13 

14 

FUEL  BURNED,  10,000  UNE  12- 

LB 

14 

15 

TOTAL  AIR  RFOUIRED.  LINE  b  4-  100  X  VALUE  FROM  FIG,  4  OR  TABLE  5  OR  6  / 

LB 

15 

16 

HjO  IN  AIR,  UNE  15  X  LINE  f  - 

LB 

16 

17 

WET  GAS,  TOTAL,  LINES  (14  +  15  +  161 

LB 

17 

1  ft 

u.r\  ikj  ciici  fiiKif:  *:  \nn\  v  iikif  V  fi  94  4-  (LINE  9  4-  1001  X  LINE  14;  OR  FROM  TABLE 

5  LB 

18 

1  0 

19 

H.O  IN  FLUE  GAS.  TOTAL.  LINE  16  +  UNE  18 

L8 

19 

20 

H,0  IN  FLUE  GAS.  TOTAL.  IN  PER  CENT.  (LINE  19  4*  LINE  17)  X  100  _ 

% 

>0,5?.. 

20 

21 

DRY  GAS,  TOTAL,  LINE  17— LINE  19 

LB 

21 

22 

LOSSES  PER  10,000  BTU  FUEL  INPUT 

22 

23 

UNBURNED  FUEL,  10,000  X  LINE  h  -i-  100 

BTU 

o 

23 

24 

UNACCOUNTED,  10,000  X  LINE  i  -i-  100 

BTU 

'SO . 

24 

25 

RADIATION,  10,000  X  LINE  j  -r  100 

BTU 

25 

26 

UTENT  HEAT,  H,0  IN  FUEL,  1040  X  LINE  18 

BTU 

. 

26 

27 

tipw.SiRIF  HFAT.  FLUE  GAS.  UNE  17  X  BTU  FROM  FIG.  2  @  LINE  €  AND  LINE  20  = 

BTU 

•/  ^ 

27 

28 

TOTAL  LOSSES,  LINES  (23  +  24  +  25  +  26  +  27) 

BTU 

.//Af.. 

28 

29 

TOTAL  LOSSES  IN  PER  CENT,  LINE  (28  -1-  10,000)  X  100 

% 

29 

30 

EFFICIENCY,  BY  DIFFERENCE,  100— LINE  29 

% 

30 

COMBUSTION  TEMPERATURE,  ADIABATIC 


HEAT  INPUT  FROM  FUEL . 

HEAT  INPUT  FROM  AIR,  LINES  (15  -f  16)  X  BTU  FROM  FIG.  3 

HEAT  INPUT,  TOTAL,  LINES  (32  +  33) . 

LESS  LATENT  HEAT  LOSS,  H2O  IN  FUEL,  LINE  26 . 

HEAT  AVAILABLE,  MAXIMUM . 

LESS  UNES  (24  +  25)  X  0.5* . 

HEAT  AVAIUBLE,  UNE  36— LINE  37 . 

HEAT  AVAIUBLE  PER  LB  OF  FLUE  GAS,  LINE  38  LINE  17 
ADIABATIC  TEMPERATURE,  FROM  FIG.  2  FOR  LINES  20  &.  39 


LINE  d  TEMP 


BTU 

BTU 

BTU 

BTU 

BTU 

BTU 

BTU 


BTUI 


JptiQ?.... 

3 


31 


•  NOm  nr  is  customary  to  reduce  the  AAAXIMUM  heat  available,  UNE  36,  BY  FROM  !6  TO  16  OF  THE  UNACCOUKTED 
ON  THE  ASSUMPTION  THAT  A  PORTION  OF  THESE  LOSSES  OCCURS  IN  THE  COMBUSTION  ZONE. 


PLUS  RADIATION  lOSSES, 
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COMBUSTION  CALCULATIONS 

BASED  ON  QUANTITIES  PER  10,000  BTU  FUEL  INPUT 


FUEL 


-  AlATTX/eA^ 


CONDITIONS  DATE 

BY  TEST  OR  SPECIFICATION  9  ''S'  ?s 


3 

1 

ULTIMATE,  %  BY  WT  PROXIMATE,  %  BY  WT 

C  ^  3  MOISTURE 

H,  VOLATILE 

S  _  FIXED  CARBON 

Oj  ASH 

N,  ^ / 

HjO  —  ' 

ASH  ^ 

TOTAL  AIR 

% 

b 

AIR  TEMPERATURE  TO  HEATER 

F 

...  . 

c 

d 

AIR  TEMPERATURE  FROM  HEATER 

F 

FLUE  GAS  TEMPERATURE  LEAVING  UNIT 

F 

.3oo.... 

e 

H,0  PER  LB  DRY  AIR 

LB 

/3>.4>/3fpL 

f 

g 

h 

UNBURNED  FUEL  LOSS 

% 

o 

UNACCOUNTED  LOSS 

% 

/.s 

! 

j 

RADUTION  LOSS  (ABAl),  RG.  20,  CHAPTK  7 

% 

3,3 

BTU  PER  LB,  AS  FIRED,  ^  f  ^  PS 

B 

m 

QUANTITIES  PER 

10,000  BTU  FUEL  INPUT 

B 

14 

FUEL  BURNED,  10,000  -S-  UNE  12 

LB 

14 

15 

TOTAL  AIR  REQUIRED,  UNE  b  --  100  X  VALUE  FROM  FIG.  4  OR  TABLE  5  OR  6  /»/X  7#  /  . 

LB 

15 

16 

H,0  IN  AIR,  UNE  15  X  LINE  f  - 

LB 

16 

17 

WET  GAS.  TOTAL,  LINES  {U  +  15  +  16) 

LB 

17 

1 8 

u.n  tBj  ciici  /liKJi:  ^  -i-  inni  v  IINF  1i  V  8.9A  4-  (LINE  9  *?-  1001  X  LINE  14;  OR  FROM  TABLE  5  _ 

LB 

..a9(5.1 

18 

19 

HaO  in  flue  gas,  TOTAL.  LINE  16  4-  UNE  18 

LB 

il 

20 

H,n  IN  FLUE  GAS,  TOTAL,  IN  PER  CENT.  (LINE  19  -r  LINE  17)  X  100  . 

/A.  3  3 

21 

DRY  CAS,  TOTAL,  UNE  17— LINE  19 

LB 

7.33^ 

21 

22 

LOSSES  PER  10,000  BTU  FUEL  INPUT 

22 

23 

UNBURNED  FUEL,  10,000  X  LINE  h  ^  100 

BTU 

a 

23 

24 

UNACCOUNTED,  10,000  X  LINE  i  100 

BTU 

.  /Sc. . 

24 

25 

RADIATION,  10,000  X  LINE  j  -f-  100 

BTU 

.530..... 

25 

26 

UTENT  HEAT,  HjO  IN  FUEL,  1040  X  LINE  18 

BTU 

26 

27 

SENSIBLE  HEAT,  FLUE  GAS,  LINE  17  X  BTU  FROM  FIG.  2  @  LINE  e  AND  UNE  20  =  r.EV/.^...7.Sf. . 

BTU 

27 

28 

TOTAL  LOSSES,  LINES  (23  +  24  +  25  +  26  +  27) 

BTU 

28 

29 

TOTAL  LOSSES  IN  PER  CENT,  LINE  (28  4-  10,000)  X  100 

% 

OjO,9? 

29 

30 

EFFICIENCY,  BY  DIFFERENCE,  100— LINE  29 

% 

30 

31 


QUANTITIES  PER  10,000  BTU  FUEL  INPUT 
COMBUSTION  TEMPERATURE,  ADIABATIC 


31 


HEAT  INPUT  FROM  FUEL . 

HEAT  INPUT  FROM  AIR,  LINES  (15  -f  16)  X  BTU  FROM  FIG.  3  @  LINE  d  TEMP 

HEAT  INPUT,  TOTAL,  LINES  (32  -f  33) . 

LESS  UTENT  HEAT  LOSS,  H^O  IN  FUEL,  LINE  26 . 

HEAT  AVAIUBLE,  MAXIMUM . 

LESS  UNES  (24  +  25)  X  0.5’ . 

HEAT  AVAIUBLE,  UNE  36— UNE  37 . 

HEAT  AVAIUBLE  PER  LB  OF  FLUE  GAS,  UNE  38  LINE  17 . 

ADIABATIC  TEMPERATURE,  FROM  FIG.  2  FOR  LINES  20  &.  39 


BTUl 

F 


8TU 

BTU 

BTU 

BTU 

BTU 

BTU 

BTU 

IfSzL 


IcTrcc 


32 


hip 


»  NOTE,  rr  IS  CUSTOMARY  TO  RE&UCE  THE  MAXIMUM  HEAT  AVAllABLE,  UNE  36,  BY  FROM  TO  16  OF  THE  UNACCOUNTED  PLUS  RADIATION  iOSSES, 
ON  THE  ASSUMPTION  THAT  A  PORTION  OF  THESE  LOSSES  OCCURS  IN  THE  COMBUSTION  ZONE 
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MEAN  MOLAL  SPECIFIC  HEAT,  BTU/MOLE, 


Appendix 


<::?/)  LCcxcA  Tr^^'S 
Chapter  4.  Principles  of  Combustion 


Fig.  1.  Mean  molal  specific  heaf  of  gases  between  final 
temperature  (^2)  and  80  F  at  std  afmospher/c  pressure 


Table  5 


Theoretical  Air,  Fuel,  and  Resulting  Moisture 
Per  1 0,000  Btu  As  Fired 
Theoretical  Air,*  Fuel,  Moisture, 
Fuel  Ib/lOkB  Ib/lOkB  Ib/lOkB 

Fuel  oil  7.46  0.544  0.51 

Natural  gas  7.10  0.496  0.93 

Coal  (prox  anal.)  See  Fig.  4  —  — 

Coal  (ult  anal.)  See  Table  6  —  — 

®Diy  air.  To  obtain  wt  of  wet  air  required,  moisture  in  air 
at  standard  conditions  ( 0.0132  lb  per  lb  dry  air  @  60%  relative 
humidity  and  80  F  dry  bulb )  must  be  added. 


Table  6 

Formula  for  Calculating  Theoretical  Air"* 

In  lb  per  10,000  Btu  of  Fuel  as  Fired 
Ultimate  Analysis  of  Fuel  on  As-Fired  Basis, 

Per  Cent  by  Weight 
C  =  Carbon 
H2  =  Hydrogen 
O2  =  Oxygen 
S  =  Sulfur 

Btu/lb  =  Heat  value  of  fuel 

8C  +  24f  +3S 

Theoretical  Air.f  lb  =  144  X - - - 

(per  lOkB)  Stu/Ib 

*This  formula  should  be  used  only  when  the  exact  ultimate 
analysis  and  the  correct  heating  value  are  given  for  the  fuel. 

tDry  air.  To  obtain  wt  of  wet  air  required,  moisture  in  air 
at  standard  conditions  (0.0132  lb  per  lb  dry  air  @  60%  relative 
humidity  and  80  F  dry  bulb)  must  be  added. 


4-Al 
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=  ENTHALPY  OF  FLUE  GAS  ABOVE  80  F,  BTU/LB 


Appendix 


Fig.  2.  Enthalpy  of  flue  gas  above  80  F  at  30  in.  Hg,  Btu  per  lb 

4-A2 
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ENTHALPY  OF  FLUE  GAS  ABOVE  80  F,  BTU/LB  hg  =  ENTHALPY  OF  FLUE  GAS  ABOVE  80  F.  BTU/LB 


Appendix 


Appendix 


Fig.  3.  Enthalpy  (above  80  F)  of  air  <0.987  lb 
dry  air  plus  0.01 3  lb  wafer  vapor  per  lb  mixture) 
at  30  in.  Hg,  Btu  per  lb 


Fig.  4.  Theoretical  air  in  lb  per  10,000  Btu  heat 
value  of  coal  with  a  range  of  volatile 
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SELECTION  OF  HEAT  RECOVERY  BOILERS 


BOILER  HORSEPOWER  AT  VARIOUS  WORKING  PRESSURES 
FOR  VARIOUS  INLET  GAS  TEMPERATURES 


The  following  table  will  provide  the  boiler  horsepower  for  various  working 
pressures  and  various  inlet  gas  temperatures;  however,  should  you  want  more 
exact  data  or  if  your  operating  conditions  are  not  included  in  the  table,  use 
the  procedure  on  the  following  pages. 

In  the  following  table,  the  horsepower  is  given  for  one  thousand  (1000)  pounds 
of  waste  gas. 

Determine  pounds  of  waste  gas  (see  steps  2,  3,  &  ^  on  following  page);  then 
multiply  the  number  of  thousand  pounds  by  the  horsepower  for  the  working  pressure 
and  inlet  gas  temperature. 

Example:  15,000  Lbs. /Hr.  Working  Pressure  150  PSI 

Inlet  Gas  Temp.  1600°F. 


15  X  8.4  =  126  Boiler  HP 


W.P.  RANGE 
P.S.I. 

Boiler 

Horsepower  for  1000  Lbs. 
°F.  Inlet  Gas  Temperature 

Per  Hr. 

1500 

1400 

2000 

1^00 

1800 

1700 

1600 

0-  15 

12.4 

11.6 

10.9 

10.1 

9.3 

8.5 

7.8 

16-  50 

12.0 

11.3 

10.5 

9.7 

8.9 

8.2 

7.4 

51-100 

11.8 

10.9 

10.2 

9.4 

8.6 

7.9 

7.1 

101-125 

11.6 

10.8 

10.1 

9.3 

8.5 

7.8 

7.0 

126-150 

11.5 

10.7 

10.0 

9.2 

8.4 

7.6 

6.9 

151-200 

11.3 

10.6 

9.8 

9.0 

8.2 

7.5 

6.7 

201-250 

11.2 

10.4 

9.7 

8.9 

8.1 

7.3 

6.6 

Boi 1 er 

Horsepower  for  1000  Lbs.  Per  Hr. 

Inlet  Gas  Temperature 

W.P.  RANGE 

P.S.I. 

1300 

1200 

1100 

1000 

900 

800 

0-  15 

7.0 

6.2 

5.4 

4.7 

3.9 

3.1 

16-  50 

6.6 

5.8 

5.1 

4.3 

3.5 

2.7 

51-100 

6.3 

5.5 

4.8 

4.0 

3.2 

2.4 

101-125 

6.2 

5.4 

4.7 

3.9 

3.1 

2.3 

126-150 

6.1 

5.3 

4.5 

3.8 

3.0 

2.2 

151-200 

5.9 

5.1 

4.4 

3.6 

2.8 

2.0 

201-250 

5.8 

5.0 

4.2 

3.4 

2  y 

1.9 
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The  following  procedure  can  be  used  to  determine  the  amount  of  heat 
(BTU  per  Hr.)  that  can  be  recovered  with  a  heat  recovery  boiler. 

Step  1  -  Determine  the  waste  gas  temperature. 

Step  2  -  Determine  the  amount  of  waste  gas  in  Pounds  per  Hour. 

Step  3  -  If  the  amomt  of  waste  gas  is  measured  in  CIM  -  convert  CPM 
to  pounds  using  Table  below: 


Temp. 


Density  in 
Pounds /Cu.Pt. 


60°P.  (Std) 

0.0763 

9000P. 

0.0292 

lOOO^P. 

0.0272 

1200°P. 

0.0239 

Il+00°P. 

0.021U 

16000P. 

0.0193 

l800OP. 

0.0176 

2000Op. 

0.0161 

2500°P. 

0.01 3i^ 

30000P. 

0.0115 

Step  -  The  following  can  be  used  to  estimate  the  waste  gas  available 
from  various  processes: 

Nat.  gas  produces  1.0  Lb.  waste  gas  per  Cu.Pt. 

Oil  produces  135  Lbs.  waste  gas  per  Gal. 

Wood  (dry)  produces  10  Lbs.  waste  gas  per  Lb. 

Wood  (50%  moist)  produces  6  Lbs.  waste  gas  per  Lb. 

Step  5  -  following  equation  can  be  used  to  determine  the  available 
heat  from  the  waste  gas: 

BTDH  =  Lbs.  Gas  X  .26  X  I^Waste  Gas  Temp.  -  Stack  TempiJ 
(step  2)  (step  l)  (See  Below) 

Use  350°P.  for  Low  Press.  Boiler  Stack  Temp. 

500°P.  for  High  Press.  (l50#)  Boiler  Stack  Temp. 
550°P.  for  High  Press.  (Over  l50#)  Boiler  Stack  Ten^). 

Example:  15»000  Lbs.  Gas /Hr.  at  l600°P. 

l50  PSI  Steam  Required 

BTDH  =  15,000  X  .26  (l600  -  500) 

BTDH  =  U, 290, 000  (l28  HP) 
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SELECTION  OF  BOILER  SIZE 


The  following  table  will  provide  the  boiler  heating  surface  per  boiler 
horsepower  for  various  pressures  and  various  inlet  gas  temperatures. 

Using  the  horsepower  from  the  chart  on  Page  1  or  as  calculated  in  accordance 
with  the  equation  on  Page  2,  multiply  the  horsepower  by  the  square  feet  of 
heating  surface  from  the  chart  for  the  working  pressure  and  inlet  gas 
temperature. 

Select  a  heat  recovery  boiler  from  the  brochure  with  the  proper  heating  surface. 
If  the  calculated  heating  surface  falls  between  two  sizes,  use  the  larger  size. 

Example:  126  HP  from  table  Page  1 

Working  Pressure  150  PSI 
Inlet  Gas  Temp.  1600°F. 

126  HP  X  7.0  Sq.Ft./HP  =  882  Sq.Ft.  Heating  Surface 
Use  Model  HRH-1000 


HEATING  SURFACE  PER  BOILER  HORSEPOWER.  SO.  FT. 


Gas 

Temperature  °F. 

Press.  Range 

1400 

P.S.I. 

2000 

1900 

1800 

1700 

1600 

1500 

0-  15 

4.7 

5.0 

5.3 

6.0 

6.3 

6.9 

7.1 

16-  50 

4.8 

5.2 

5.6 

6.1 

6.5 

7.1 

7.3 

51-100 

4.9 

5.3 

5.7 

6.2 

6.8 

7.3 

7.5 

101-125 

5.0 

5.4 

5.8 

6.3 

6.9 

7.4 

7.6 

126-150 

5.1 

5.4 

5.9 

6.3 

7.0 

7.6 

7.9 

151-200 

5.2 

5.5 

6.0 

6.4 

7.1 

7.8 

8.1 

201-250 

5.3 

5.6 

6.0 

6.5 

7.2 

7.9 

8.3 

HEATING 

SURFACE 

PER  BOILER 

HORSEPOWER, 

SQ.  FT. 

— 

Gas 

Temperature  °F. 

Press.  Range 

800 

P.S.I. 

1300 

1200 

1100 

1000 

900 

0^  15 

7.2 

7.4 

8.3 

9.5 

10.5 

11.5 

16-  50 

7.5 

7.7 

8.7 

9.9 

10.9 

11.9 

51-100 

7.8 

8.0 

9.2 

10.2 

11.3 

12.4 

101-125 

8.0 

8.3 

9.4 

10.4 

11.8 

12.9 

126-150 

8.1 

8.4 

9.5 

10.6 

12.2 

13.5 

151-200 

8.3 

8.6 

9.8 

10.9 

12.4 

13.8 

201-250 

8.5 

8.8 

10.0 

11.2 

12.9 

14.3 
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CALCniATING  PRESSURE  DROP  THROUGH  BOILER 
Step  1.  Determine  the  standard  CFM  of  waste  gas. 

Step  2.  Correct  the  standard  CFM  by  using  the  temp,  correction  factor 
from  table  below: 


Temp. 

OF. 

Temp.  Corr. 

Factor 

Temp. 

OF. 

Temp.  Corr. 
Factor 

800°F 

.88/ 

1500°F 

.98 

900 

.89 

1600 

1.00 

1000 

.90 

1700 

1.02 

1100 

.91 

1800 

1.04 

1200 

.92 

1900 

1.06 

1300 

.94 

2000 

1.08 

lUOO 

.96 

Step  3.  Determine  the  PreasTire  Drop  Correction  Factor  by  dividing  the 
corrected  CFM  by  the  base  CM  from  below  and  sqmre  the  result. 

Press.  Drop  Corr.  Psotor  = 

Step  Determine  the  actual  pressure  by  multiplying  the  base  pressure 

drop  from  following  table  by  the  correction  factor  calcTilated 

in  Step  3* 


Ease 

Base 

Base 

Base 

Model 

CM 

Press.  Drop 

Model 

CM 

Press.  Drop 

HR-125 

220 

.10”  W.C. 

HR-1000 

1760 

2.50”  W.C 

HR- 150 

265 

.20” 

HR-1 125 

1980 

3.00” 

HR- 200 

350 

.40” 

HR-1250 

2200 

1.50” 

HR-250 

440 

.65” 

HR- 1500 

2640 

2.20” 

HR-300 

525 

.85” 

HR- 1750 

3080 

3.00” 

HR-350 

615 

1.20” 

HR- 2000 

3520 

3.00” 

HR-hOO 

700 

1.50” 

HR-2500 

4400 

3.00” 

HR-500 

880 

.85” 

HR-3000 

5280 

4.50” 

HR-625 

1100 

1.40” 

HR-3500 

6160 

4.20” 

HR-750 

1320 

2.00” 

HR-U250' 

8800 

4.00” 

HR-875 

1540 

1.75” 

Eyample; 


15,000  Lbs./Er.  at  l600°P. 
TJsiiig  HR- 1000  Boiler 


1  $ ,000  Lbs. _ 

60  X  .0193  Lbs/Cu.Pt. 


12,953  AC5M 


12,953  ACIM  X  1.00  =  12,953  Corr.  CiM 
(Above)  (step  2) 


Press.  Drop  Corr.  Factor  = 
P.D.C.P.  =  3.2 


2 


Actual  Press.  Drop 
Actual  Press.  Drop 
Actrjal  Press.  Drop 


Base  press.  Drop  X  P.D.C.P. 
2.50"  X  3.2 
8.0”  V.C. 
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HEAT  RECOVERY  BOILERS 


Standard  Equipment; 

A.S.M.E.  Three  Pass  Boiler 
3  Pc.  Rear  Cover  (3  Pass  Design) 

2  Pc.  Front  Cover 
Two  Inches  Insulation 
Metal  Jacket 

Rear  Head  Refractory  with  Davit 
Trim  Consisting  of; 

Safety  Valves 
Press.  Gauge 
Idmit  Control 

Water  Column  with  L.W,C.O.  and  Pump  Control,  Gauge  Glass 
and  Try  Cocks 
Lifting  Lugs 

Front  Furnace  Protective  Refractory 
Control  Wiring  to  Terminals  in  Junction  Box 

Optional  Equipment; 

Particulate  Drops  -  Front  and/or  Rear 

Soot  Blowers 

Inducer  Brackets 

Blowdown  Valves 

Steam  Stop  Valve 

Steam  Non-Return  Valve 

F.W.  Stop/Check  Valves 

Abrasion  resistant  Refractory  Rear  Cover 
Aux.  L.W.C.O. 

Vertical  Vent  (125  thru  750 ) 

Front  Cover  Hinges  (125  thru  750 ) 
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Appendix  2  -  Cost  Estimates 
Energy  Cost  Development 
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.  Account  Number 


Kingsport  Power  Company 

PG  ;':QX  li'  ;<I';GSPO;«;r  Ts  37h!r- 


will  ..lihal iGGaii 


HGLiTuN  AP^MY  AM,'-!  PLANT 

CONTS  OAAA j'i«7C«C-Q32:: 

KINGSPORT  TN  37bbP 


Please  noturn  This  Portion 
With  Your  Payment 


t  n  T  n  c;  "3  -J ,  r  " 
ii  .r  Jr  J;  Jv  U,...  LJ  . 

14  :;i4  -.l  ; 

:S37Sai4GnEa757 

j  Grots  Amount 

1  Lilt  Pty  Oati 
for  N*i  ifflowii 

Nat  Amount 

1  ;,4",:e3.75 

AFR  1.(3 

.i;4a,a?9.7b 

Meter  Typos 

K  •  Kitowait  floui 
0  •  KW  Doinaiul 
A  -  KVA  Oomafifl 
R . RKVAH 
V  -  KVAR  Demand 


^odes 
Ev/^slimnled 
C-' Meier  Change 
0  •  Oil  Peak 


Accoiini  Number:  (Please  Use  When  You  Call  or  Wmo) 

1-  :.i:.  “3  j  ^ 

Service  Address 

HQLSTON  AR.NY  AMM  PLANT 
CijNTP.  i'<0  N'’' L 3 
KINGSPORT  TN 


Monlh 


MARCH  m.G 


TariK 


324  IP  TRAN 


Olfico  KINGSPORT 
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Cg“2  3 
Qc*«i  3 
GH«E3 
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• 
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:j3-E4 

K 

.3  4741 

J735=i 

’;75  56 

1  4 

R 
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14572 

.i4bE7 

i.’3»"£4 

b 

5  4741 

0  E^^’E  4 

V 

5474C' 

.154 

n3-E4 

K 

?3EEE 
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3  a 
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r\ 

iJ 

E  3  E  E  r 

.CEu 

j3-E4 

R 

-33Ec3 

‘J53'j 

_3-3.!»S-li- 

-vJ 

;3  4rjJ 

Motor 
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E4;jQG. 
,  E4:'L!.:. 
U.ir4-L'\ 
c  4  G  u  ij , 


u  ^  u  I,. 

bOdP 


- L — 


Mtfterod 

Usage 


4n3bnOD 

i3SC:jO 

7^44.0 

3b=ib.n 


bCGOu 


Voltage 

Constant 


Ploniraci  C.v.ic;:v 

1 U  f  3  J  C 

Billing  KVAR 

RKVAH 

1,3.50,330 

Meiersd  Domar.:! 

Power  Fa::c' 

3,3b4.3 

Billing  Oe.T.irc 

5 ,  l.i  b  4  .  '.1 

Meterec  r. 

Consian' 

Adjusted 

Voliacs  Ac;  v.VH 

4,ESb,  j-j.i 

4 , d  Sb , noG 

Silling  KWH 

4,CSb,.'JGi_ 
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FUPL  ADJ 

PROhPT  PAYML.NT  OISCGUNT 
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ll,'=iS0.1NCR 
P,132. 43CR 
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KINGSPORT 
POWER 


“I 


KINGSPORT  POUER  COTAMT 
^n9Sport«  Tennessee 


Original  Sheet  Number  11-1 
T.P.S.C.  Tariff  NLinber  1 


TARIFF  I.  P. 
(IndLGtrtal  Power) 


AVAILABILITY  OF  SERVICE 

Available  to  industrial  and  large  coafT>ercial  customers.  Customers  shall  contract  for  a  definite  amount  of 
electrical  capacity  in  ICU  which  shall  be  sufficient  to  meet  normal  maximum  requirements  but  in  no  case  shall  the 
capacity  contracted  for  be  less  than  3,000  KU.  Contract  capacities  will  be  specified  in  multiples  of  100  KU. 


MONTHLY  RATE 


Reactive  Demand  Charge  for  each  Kilovar  of  Lagging  Reactive  Demand 
in  excess  of  50  percent  of  the  KU  of  monthly  metered  demand  -  -  - 


Tariff 

Code 

Service 

Voltage 

Demand 
Charge 
per  KW 

Energy 

Charge 
per  KWH 

Service 

Charge 

322 

Primary 

S  8.70 

2.302  cents 

$  240.00 

323 

Subtransmission 

2.269  cents 

S  730.00 

324 

Transmission 

(  $  7.60^ 

2.241  cents 

$1,930.00 

^ - 

S  0.75  per  KVAR 


MINIMUM  CHARGE 


This  tariff  is  subject  to  a  minimum  monthly  charge  equal  to  the  sun  of  the  service  charge,  the  product  of  the 
demand  charge  and  the  monthly  billing  demand  and  the  fuel  clause  adjustment. 

FUEL  CLAUSE 


When  the  unit  cost  of  fuel  in  the  charges  for  power  purchased  from  Appalachian  Power  Company  under  Federal 
gy  Regulatory  Commission  rate  schedule  No.  23  is  above  or  below  a  base  unit  price  of  15.8563  mills  per  ICUH, 
Rusted  for  losses,  the  bill  for  service  shall  be  increased  or  decreased  respectively  at  a  rate  per  KUH  equal 
to  the  amount  that  such  cost  of  fuel  is  above  or  below  the  unit  base  cost  of  15.8563  mills  per  ICWH,  adjusted  for 
tosses,  applied  to  the  KWH  measured  in  the  period  for  which  the  bill  is  rendered.  The  adjustment  shall  be  based 
on  the  most  recent  calendar  month  for  which  fuel  cost  data  is  available. 


PROMPT  PAYMENT  DISCOUNT 


A  discount  of  1.5  percent  will  be  allowed  if  account  is  paid  in  full  within  15  days  of  date  of  bill. 
DETERMINATION  OF  DEMAND 


The  billing  demand  in  KW  shall  be  taken  each  month  as  the  single  highest  30-minute  integrated  peak  in  KW  as 
registered  during  the  month  by  a  demand  meter  or  indicator,  or,  at  the  Company's  option,  as  the  highest 
registration  of  a  thermal  type  demand  meter  or  indicator,  but  the  monthly  billing  demand  so  established  shall  in 
no  event  be  less  than  60X  of  the  greater  of  (a)  the  customer's  contract  capacity  or  (b)  the  customer's  highest 
previously  established  monthly  billing  demand  during  the  past  11  months  nor  less  than  3,000  KV. 

The  reactive  demand  in  KVARS  shall  be  taken  each  month  as  the  single  highest  30-minute  integrated  peak  in 
KVARS  as  registered  during  the  month  by  a  demand  meter  or  indicator,  or,  at  the  Company's  option,  as  the  highest 
registration  of  a  thermal  type  demand  meter  or  indicator. 

METERED  VOLTAGE 


The  rates  set  forth  in  this  tariff  are  based  upon  the  delivery  and  measurement  of  energy  at  the  same  voltage, 
thus  measurement  will  be  made  at  or  compensated  to  the  delivery  voltage.  At  the  sole  discretion  of  the  Company, 
such  compensation  may  be  achieved  through  the  use  of  loss  compensating  equipment,  the  use  of  formulas  to  calculate 
losses  or  the  application  of  multipliers  to  the  metered  quantities.  In  such  cases,  the  metered  KUH  and  KW  values 
will  be  adjusted  for  billing  purposes.  If  the  Company  elects  to  adjust  KWH  and  KW  based  on  multipliers,  the 
adjustments  shall  be  in  accordance  with  the  following: 


1.  Measurements  taken  at  the  low-side  of  a 

2.  Measurements  taken  at  the  high-side  of 


# 


Issued:  October  30,  1992 

By:  Michael  J.  Holzaepfel,  President 
Kingsport,  Tennessee 


customer-owned  transformer  will  be  multiplied  by  1.01. 
a  Company-owned  transformer  will  be  multiplied  by  0.98. 


Effective:  November  3, 
Pursuant  to  an  Order  in 
Docket  Number  92-04A25 
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United  Cities 
GasCompan/ 


MAIL  ADDRESS: 


CUSTOMER  NO. 


6o-«44-l 


METER  NO. 


S9225055 


SERVICE  ADDRESS: 


^32  N  EASTMAN  RD 
^VE  2A 

UPbSPORT,  TN  37664 
615  245-4189 


HOLSTON  DEFENSE  ''.V 
C/0  HOLSTON  DEFENSE 
4509  W.  STONE  DR 
KINGSPORT,  TN  37660 


501  S  WILCOX  DR 
J.i 


DATE  BILLED 

RATE  CODE 

5/04/95 

240-7 

BILLING  PERIOD 

METER  READING 

PRESSURE 

FACTOR 

MULTIPLIER 

CCF 

USED 

BTU 

FACTOR 

THERMS 

USED 

FROM  •' 

PREVIOUS 

PRESENT 

3/31/95 

_ 4/30/95 

115916 

121258 

1.0000 

_ 53420 

1 

— i.QPOO 

53420 

MESSAGES  1 

DESCRIPTION 

AMOUNT 

DON’T  HAVE  YOUR  GAS  TURNED  OFF 
INSTALL  A  GAS  WATER  HEATER  AND 
HAVE  ALL  THE  HOT  WATER  YOU 

NEED  AT  LESS  COST.  NO  SERVICE 
CALL  IN  THE  FALL  TO  RESTORE 
SERVICE.  YOUR  GAS  HEAT  WILL  BE 
READY  WHEN  YOU  NEED  IT.  CALL 

TODAY  ABOUT  OUR  WATER  HTR  PGM. 

CURRENT  MONTH  CHARGES 

GAS  CHARGES 

12/300.04 

DEMAND  CHARGE 

9/409.24 

DEMAND  PGA 

633.63CI 

• 

PAYMENT  RECEIVED  -  THANK  YOU  4/17/95  30862.79 

/ 

/ 

- - - ^ _ Zl _ 

_ ---(  ■  ■/. 

^■STOMER  DEPOSIT  INFORMATION 

I^Wr  DEPOSIT 

DATE  OF  DEPOSIT 

[7  cn— - - 

DATE  OF  REFUND 

,  ^  - 

- - - - 

COMPARATIVE  USAGE  INFORMATION 


BILLING 

DAYS 

USAGE 

DAILY 

AVG.  USAGE 

DEGREE 
DAYS  ■ 

CURRENT 

30 

53420 

1780.67 

•  273 

LAST  YEAR 

30 

127190 

!  4239.67 

THIS  AMOUNT  DUE  NOW 


PAST  DUE 
AFTER  THIS  DATE 


5/19/95 


PAY  THIS 
AMOUNT 


|$21,075.65 


$22,129.43 


Luj;  oATr  f>ors  NOT  r.y  tkno  of  any  pmi  vioi'*-  iTALAT’.t  Dui; 

HI  f  AlN  J  MIC.  f  <'(JM  I'OuM ‘‘I  *. 

^A:^  UiP  TO  f*i  MllVL  i.I.v;,  '.XN!  {lOt^  NuT  fil  l  .{  Vf.  M  ( ;  ,I  r.)  f  -W  AMfJUM  'A,l. 

(}{  TACM  A.NO  PFTUru;  THIS  ‘‘.rT'Tlf.N  '.VlTj,  '  O'.'m  I'. I  T 

|’i.l-a*;e  t.n  not  '.ta, h.ilOC'i  muth  a'i 


HOLSTON  DEFENSE 
C/0  HOLSTON  DEFENSE 
4509  W.  STONE  DR 
KINGSPORT/  TN  37660 


CUSTOMER  NO. 


66444-1 


CYCLE  NO.  2  3 


MAKE  CHECKS  PAYABLE  TO 
UNITED  CITIES  GAS  CO. 

P  0  BOX  2970 
JOHNSON  CITY/  TN  37605 

THIS  AMOUNT  DUE  NOW 


PAST  DUE 
AFTER  THIS  DATE 


5/19/95 


STlDahbMMmDDDE21STM3QDD21D7SbSaDDElD7SbS 


PAY  THIS 
AMOUNT 


[$21,075.65 


$22,129.43 


PLEASE  INDICATE  AMOUNT  OF  YOUR  PAYMENT 
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I  1 1  at  i  on : 


*4  1 

PET“OLEUM  TESTING  FACILITY  -  E*ST 
K.  ./  CUMBERLAND,  PA  17070-50L 

Coal  Analysis  Report 


CDR  HOLSTON  DEFENSE  CORP 
4509  WEST  STONE  DRIVE 
KINGSPORT  TN  37660-9982 


Delivery  Date! 
Date  Received! 


02/28/94 

lO-FEB-04 

24-FEB-94 


Mine  Name: 

RED  RIVER 

Can  Number: 

1737 

County,  State: 

VA 

Sample  Number: 

931 14B 

Contractor : 

ONYX  INTER 

Activity  Code: 

ARll 

Contract  Number: 

DLA600- 

■93-D- 

-0674 

Lab  Number: 

4056 

Item  Number: 

Coal  Sampler’s 

Number: 

92-6 

Tons  Reprst’d: 

918.80 

Size  8<  Kind: 

1  3/4" 

X  3/8” 

Car,  Truck  or  Barge  Number: 

NW12210,  168252, 

133447, 

11601,  75904, 

168265,  145446, 

94956, 

12230,  167330, 

NS312326 

TESTS 

RESULTS 

( 

[  As 

Reed  1 

[Moisture  Free] 

Air  Dry  Loss: 

2.03 

Total  Moisture: 

2.9 

Volatile  Matter: 

34.7 

35.7 

Fixed  Carbon: 

56.  1 

57.8 

Ar’  : 

6.3 

6.5 

S^t^r  : 

0.73 

0.75 

Htg  Val-Btu/lb: 

Ash  Fusion  Temp  (Deg  F) 
Initial s 
Softening: 

Hemi  : 

Fluid: 


13900 


14320 


Free  Swelling  Index: 
Hardgrove  Grind  Ind: 
Remarks : 
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:S  ARMY  PETROLEUM  CENTER 
PETROLEUM  TESTING  FACILITY  -  EAST 
NEW  CUMBERLAND,  PA  17070-5005 


Coal  Analysis  Report 

Installation:  CDR  HOLSTON  DEFENSE  CORP 

4509  WEST  STONE  DRIVE 
KINGSPORT  TN  37660-9982 


.  .04/14/94 

Delivery  Date:  21-MAR-94 
Date  Received:  05- APR-94 


line  Name: 
'ounty.  State: 
rontractor : 
rontract  Number 
I  tern  Number : 
Fons  Reprst’d: 
Size  &  Kind: 


RED  RIVER 
VA 

ONYX  INTER 
DLA600-93-D-0674 

998.30 

1  3/4"  X  3/8" 


Can  Number: 
Sample  Number: 
Activity  Code: 
Lab  Number: 
Coal  Sampler’s 


0016 
93132B 
ARl  1 
4074 

Number:  92-3 


ZaTf  Truck  or  Barge  Number: 

IW5981.  143864,  131074,  3737,  92219,  6168,  7780,  118683,  12742,  145302,  NS336022 
S0U76864 


-ESTS  RESULTS 


[ As  Reed ] 

[Moisture  : 

\ir  Dry  Loss:  1.39 

Fotal  Moisture: 

2.3 

/olatile  Matter: 

33.7 

34.5 

■i  ^jj^Carbon: 

58.7 

5.3 

60.  1 
5.4 

Sulfur: 

0.70 

0.72 

Itg  Val-Btu/lb: 

14270 

14610 

ish  Fusion  Temp  (Deg  F) 
Initial : 
Softening: 

Hemi  : 

Fluid: 

ree  Swelling  Index: 
iardgrove  Grind  I nd : 
Remarks : 
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ba  ARMY  PETROLEUM  CENTER 
PETROLEUM  TESTING  FACILITY  -  EAST 
NEW  CUMBERLAND,  PA  17070-5005 


Coa  1 


Analysis  Report 


06/17/94 


natal  1  at  ion:  CDR  HOLSTON  DEFENSE  CORP 
4509  WEST  STONE  DRIVE 
KINGSPORT  TN  37650-9982 


Delivery  Date:  25-MAY-94 
Date  Received:  lO-JUN-94 


ine 

RED  RIVER 

Can  Number: 

0470 

ounty*  States 

VA 

Sample  Number: 

94  IBB 

on  t  rac  to r  ! 

ONYX  INTER 

Activity  Code: 

ARl  1 

ontract  Numbers 

DLA600-94-D-0670 

Lab  Number: 

4095 

tern  Numbe r  s 

Coal  Sampler’s  Number: 

92-2 

ons  Reprst’d:  922.85 

;ize  Kind:  1  3/4"  X  3/8" 

ar.  Truck  or  Barge  Number: 

IU3142.  10408.  3004.  11945.  93533.  5219.  94167,  117629,  SOU352051,  77068,  78855 


ESTS  RESULTS 

C As  Reed]  [Moisture  Free] 

\ir  Dry  Loss:  2.16 


f’otal  Moistures 

3.8 

/o 1  a t i 1 e  Ma  t ter  2 

33.9 

35.2 

■iy  *  Carbons 

57.7 

60.0 

4.6 

4.8 

lul furs 

0.78 

0.81 

itg  Val-Btu/lbs 

14040 

14600 

\sh  Fusion  Temp  (Deg  F) 
Initial: 
Softening: 

Hem  i  : 

Fluid: 


'ree  Swelling  Index: 
■lardgrove  Grind  I  nd  : 
Remarks : 


Approved  By: 


US^^FL  70 7- E 
0  1  liPr  92 
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>  ARMY  PETROLEUM  CENTER 
PETROLEUM  TESTING  FACILITY  -  EASY 
NEU  CUMBERLAND.  PA  17070-5005 


Coal  Analysis  Report 

lat^alion;  CDR  .  HOLSTON  DEFENSE  CORP 
/i50g  WEST  STONE  DRIVE 
KINGSPORT  TN  37660-9982 


10/25/94 

Delivery  Date:  03-OCT— 94 
Date  Received:  13-0CT-94 


ne  NamF?: 
luiity.  State: 

3n  t  rac  tor: 
Dntract  Numi^er: 
:em  Numbs r : 

3ns  Reprst’d: 

■  ze  h  Kind: 


RED  RIVER 
VA 

ONYX  INTER 
DLA600-94-D-0670 

98/-1 . 9 

1  3/4”  X  3/8" 


Can  Number: 
Sample  Number: 
Activity  Code: 
Lab  Number.: 
Coal  Sampler’s 


0852 

94047A 

ARll 

5004 

Number:  92—2 


ir.  Tri-ick  or  Bargs  Number: 

^68562.  119350.  60502.  146192.  94349,  166269,  10252,  144945,  75153,  NS327477. 

J6307,  S0U351223 


:STS 

1  r  Dry  Loss : 
Dial  Moisture: 
D  1  a  t i 1 e  Matter 
ix  ^^arbon: 

Dh 


2.  1  3 


j1  f  ur  : 

•-g  Val-Btu/lb; 

3h  Fusion  Temp  (Deg  F) 
Initial: 

So  f  ten i ng : 

Hem  i  : 

Fluid: 

ree'  Sue  I  1  i  ng  I  ndex  : 
ardgrove  Grind  1 nd : 

3ma  rks : 


RESULTS 

t As  Reed  1  [Moisture  Free] 


3.4 

35.2 

36.4 

55.7 

57.7 

5.7 

5.9 

0.88 

0.91 

14010 

14500 
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5  ARMY  PETROLEUM  CENTER 
PETROLEUM  TESTING  FACILITY  -  EA 
NEW  CUMBERLAND,  PA  17070-5005 


Coal  Analysis  Report 


sta 1  1  at i on : 


CDR  HOLSTON  DEFENSE  CORP 
A503  WEST  STONE  DRIVE 
KINGSPORT  TN  37660-9982 


01/24/9 

Del  ivory  Date*  0g=JAN-9 
Date  Received:  18-JAN-9 


Mine  Name:  RED  RIVER 

County,  State:  VA 

Contractor-:-''-  •-  ONYX  INTER 

Contract  Number:  DLA600-g4-D-0659 
I  tern  Numbe  r : 

Tons  Reprst’d:  935.55 

Size  L  Kind:  1  3/4"  X  3/8" 

Car,  Truck  or  Barge  Number: 

NW143778.  117599,  11517,  142405.  146022,  145718,  92688,  9647,  7019,  143234, 

S0U351343 

TESTS 

Air  Dry  Loss : 

Total  Moisture: 

Volatile  Matter: 

Fixed  Carbon: 
ah : 

1  fur ; 

Htg  Val-Btu/lb:  13990  14240 

Ash  Fusion  Temp  (Deg  F) 

Initial : 

Softening: 

Hem  i  : 

Fluid: 

Free  Swelling  Index: 

Hardgrove  Grind  1 nd : 

Remarks : 


RESULTS 


Reed] 

[ Mo  isture 

1.8 

36.8 

37.5 

54.6 

55.6 

6.8 

6.9 

0.85 

0.87 

Can  Number:  0028 

Sample  Number:  94067A 

Activity  Code:  ARll 

Lab  Number:  5024 

Coal  Sampler's  Number:  92-14 
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in  /fin 


AFFIUATED  ENGINEERS  SE,  INC. 

3300  SW  Archer  Road/P.O.  Box  1086 
JM  ■  Gainesville,  FL  32608 
Ei  ■  (904)  376-5500 

(904)  378-3081  -  Fax 


Calculations  For; 

Values  Poit.  /V 


Made  By: 

PDu 

Date: 

ll■-l-9s 

Job  No: 

9s^9^-oo 

Checked  By: 

Date: 

Sheet  No: 

of 

X>^7i?25 . t'-Si" 


. fs 


'.S'F-? 


.  . . . . . . . ;■ . . . . .  . jS  /  . 

. . 


. 


P....A$. 

X'w 


. . . . . . . .; .  M . . . . . . . . . 

. ; . ^ . i . ; . i . ^ . i . . i . i . I . ^ . : . ^ . 1 . : . . 

. . . I . . . . . . . 

. . l^t^L . : . 

. . 

. \.P.A-.8’k^PP  . .  .  . .  . 


iM  yA 


\fy)k>t^THty\/Ortf/07:^  7  „ 

^  ^  i  i  ;  :  M  :  ^  '  />-  " 


i/^O; . (loL^l  /AVI  . 


. AAAMPm':::AX^.fXS'fn^Mm . 

..  ^  ....^3i22±U . ■•  . : . ^  ■ .  . . . . .  . 

.Xi77.(£>±.P^.^M- . 


"FupPiA . 


A h^iP&LB  /H^ Tf\/aB 

ssno7v  ^■- 
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.DAT:£  li  MA 

Y  93 

15-17-35  RID  i^OO  li  T'lA «  v 

5  M7971 

CP 

P  7S 

ACT  ""  AP’R  i':-'95 

•k  1  T 

FXP 

AVG  MTH. 

APR  MTH. 

PCT  . 

ANMJAl.  . 

*:  CNTR. 

,  TYP  . 

Sr  A  . 

DESCRIPTION 

CPP  EST. 

ACT  CST. 

OF  EST. 

CPP  EST . 

- - 

:=  =  = 

Z230 

STEAN  "  AREA  A 

0 

0". 

w 

2230 

046 

000 

OISODIUM  PHOSPHATE  (573) 

7  6 

34 

912 

2230 

lie 

000 

ROCK  SALT  ( So2S  ) 

LG  3 

1  lO 

/  Q-o 

18  E' 

2230 

13/ 

000 

3 1 Tui  1 1tNOUS  COaL 

1 1_44'4  1 

O  i  _  5  4 

O  b  'o 

149^:0  7C- 

2230 

1*4-1 

000 

SOOIUr'l  S3LFITE  (56l3) 

/ 

29-^ 

2230 

143 

000 

SULFURIC  ACID  (560) 

1195 

i  4 

2230 

306 

051 

LBR -DEPARTMENTAL  CPERAT IGNo -CP ER 

66235 

4  o  /  o  1 

OO  '•o 

79 48 Id 

2230 

400 

000 

DEPT  SUPPLIES  £<  iMISC  EXPENSES 

521 

221 

^  o 

64  5 'J 

2230 

402 

000 

CLITHING 

0 

O'a 

2230 

414 

998 

PRODUCTION  FUNDED  EQUIPHENi 

21 

261 

1  4  G  'a 

25u 

2230 

714 

721 

SUB-CON  CIMOER/FLYASH  RECOVERY 

317 

1  i  10 

350”. 

3300 

2230 

764 

994 

ROUTINE  MAINT  -  SUBCONTRACT 

0 

164 

0?o 

2230 

7  64 

997 

ROUTINE  NAINT  -  HOC  LER  ^  CPP  E3T 

23322 

22074 

33986/' 

2230 

764 

99S 

ROUTINE  MAINT  -  MATERIALS 

3454 

7004 

203?«i 

414  5o 

2230 

7  66 

994 

MAJOR  MAINT  -  SUBCONTRACT 

11992 

14390 

2230 

766 

997 

MAJOR  MAINT  -  HOC  LBR  <5  CPP  EST 

6502 

431 

7“o 

78028 

2230 

766 

99to 

MAJOR  MAINT  -  materials 

562  7 

69929 

2230 

7  67 

997 

LER— S3<M  CINDER/FLYASn  RECOVER  i’ 

0 

-4  36 

0?o 

2230 

781 

997 

LBR-SGM  i'lATERIAL  HANDLING 

63 

0?o 

/-So 

2230 

791 

997 

L3R-SaM  FLYASH  HANDLITiG 

95 

0"» 

1137 

T'-^TAL 

STEAM  -  AREA  A 

249,271 

156  ,016 

6o'4 

2,991 ,254 

II 

11 

1! 

11 

M 

II 

ii 

II 

li 

il 

II 

11 

II 

II 

It 

II 

It 

II 

II 

II 

It 

il 

II 

It 

II 

ii 

II 

II 

II 

li 

M 

II 

11 

11 

1) 

ErJD  REPORT 
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CliT-oF  -  Po(«^T  <^oSr  Fo<2  Stbam  ,  _2-A 

/('c'A 

3u/viA  1 11  ‘due J  hollers  ea..\M-  ^roduiJ^-  &95^Q6Z,06a 

J^lda  Yic-t  shatt^  ^4jJ)i(J'  —  -  {yihrn^l  Ccyi!u*»j^h>^  -/lu/-^.  efd) 

//Cl  w,  '^/  £e/JrJ  <•- v) 

-  Is^s,'/  re)  lbi>^  =  ^5-/,  6^7, 

S>h  CeJ^d  3‘5',&‘i^'<  liinx.  |U,/o6  7i3  '  1 .009  6»u. 

.  iMy  . 

FiaJ  4^r  CcA^rd^^rs  +  b^06o^/<7Wv^) 


-  5,^?,  -  ^0%-r  1%  \.Sl 

L>‘\5,9o>1.oijo  ^/.S3  <  ^ 

/  ^  _  r>  .-**  ^  *  O 


'  ^.noc/cYx. 


/6v,  Ca<D  r  o3i^  —  xf2>H«  = 

s:  ,  / 


,£M±r\  ,  /  i 


Onj  OjadLi  ijjiatMU^  CtowA  teJ-^^ 

5/s,  7//'^  >  ,  6i4-Zi'f<o  -  ^t2,  S^'i 
lo^l^^ic  /^ctcK  .oif/fb  ' 


/^OaJ  -h  cfedlrtci'f^  -h  cheuufd)  *  p\rJ  -h 
Cdho-f- rtickif  ^hcciT]  6^^'  '  S^fOMX  e^/uch 

-  ^1,^,1  m<ni*^  ^-sO  ^  ^ 
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AREA  A  MONTHLY  USAGE  AND  PRODUCTION  REPORT 

PAGE  I 

Evapo-  A-8  Flyash  Flyash  A-10  Ga 


Steam  ration  A-S  Cinders  Shipped  Shipped  Oisodium  Sodium  Rock  Sulfuric  Gas  Produce 

Produced  Rate  Coal  Shipped  On-Site  Off-Site  Phosphate  Sulfite  Salt  Acid  Producers  Coal 


Honth 

(K  Lbs.) 

(0 

(Tons) 

(Cu.Yds.)  (Cu.Yds.)(Cu.Yds.)  (Lbs.) 

(Lbs.) 

(Lbs.) 

(Lbs.) 

(K  Cu.  Ft.)  (Tons) 

Jan. 

92 

89,572.0 

10.1 

4,369.3 

775.0- 

726.0 

108.0 

83.0 

1,040.0 

9,118.0 

96,890.0 

1,147 

Feb. 

92 

79,422.0 

9.9 

3,919.2 

737.0 

660.0 

33.0 

101.0 

60,0 

11,440.0 

5,913.0 

103,253.0 

1,079 

Mar. 

92 

92,748.0 

9.8 

4,544.0 

904  .0 

759.0 

165.0 

110.0 

63.0 

9,360.0 

11,682.0 

136,934.0 

1,313 

Apr. 

92 

81,590.0 

9.4 

4,229.0 

790.0 

793.0 

198.0 

114.0 

95.0 

3,120.0 

9,365.0 

110,228.0 

1,189 

Hay 

92 

84,530.0 

9.0 

4,591.1 

986.5 

726.0 

231.0 

225.0 

72.0 

3,000.0 

11,553.0 

104,003.0 

1,038 

Jun. 

92 

52,588.0 

10.1 

3,050.4 

584.5 

650.0 

66.0 

121.0 

55.0 

27,760.0 

9,227.0 

55,752.0 

759 

Jul. 

92 

83,095.0 

9.5 

4,257.0 

951.0 

693.0 

198.0 

114.0 

67.0 

2,080.0 

9,075.0 

120,189.0 

1,156 

Aug. 

92 

81,898.0 

9.5 

4,191.1 

512.0 

693.0 

132.0 

111.0 

54.0 

1,440.0 

9,953.0 

95,179.0 

1,035 

Sep. 

92 

87,044.0 

9.7 

4,431.1 

738.0 

942.0 

165.0 

140.0 

51.0 

11,950.0 

9,500.0 

83,983.0 

907 

Oct. 

92 

79,438.0 

9.5 

4,051.2 

707.0 

726.0 

264.0 

147.0 

84,0 

8,320.0 

8,153.0 

93,234.0 

1,001 

Nov. 

92 

75,005.0 

9.1 

4,131.4 

847  .0 

647.0 

330.0 

125.0 

51.0 

1,040.0 

7,716.0 

55,267.0 

595 

Dec. 

92 

90,985.0 

9.4 

4,762.6 

895.0 

725.0 

330.0 

159.0 

50.0 

11,440.0 

11,526.0 

88,910.0 

996 

TOTALS 

988,917.0 

9.8 

50,627.4 

9,529.0 

8,751.0 

2,112.0 

1,575.0 

805.0 

92,000.0 

113,991.0 

1,154,832.0 

12.331 

AVERAGE 

82,409.8 

9.5 

4,218.9 

794.1 

729.3 

192.0 

131.3 

67.2 

7,666.7 

9,499.3 

96,236.0 

1,027 

Jan. 

93 

100,550.0 

9.2 

5,376.2 

950.0 

198.0 

743.0 

169.0 

48.0 

7,280.0 

5,231.0 

103,278.0 

1,041 

Feb. 

93 

83,448.0 

9.5 

4,328.2 

810.0 

363.0 

524.0 

159.0 

41.0 

7,280.0 

4,529.0 

52,995.0 

685 

Mar. 

93 

87,570.0 

9.2 

4,720.5 

806.0 

363.0 

584.0 

117.0 

35.0 

7,280.0 

9,323.0 

75,983.0 

901 

Apr. 

93 

82,852.0 

9.3 

4,392.6 

701.0 

462.0 

495.0 

120.0 

39.0 

4,160.0 

7,022.0 

62,280.0 

659 

Hay 

93 

79,145.0 

9.4 

4,180.9 

571.0 

462.0 

452.0 

105.0 

33.0 

9,360.0 

11,592.0 

57,611.0 

557 

Jun. 

93 

58,480.0 

9.5 

3,508.5 

548.0 

594.0 

353.0 

117.0 

33.0 

18,300.0 

5,971.0 

58,734.0 

657 

Jul. 

93 

91,788.0 

10.1 

4,492.3 

1,053.0 

495.0 

561.0 

122.0 

30.0 

8,320.0 

18,223.0 

87,087.0 

878 

Aug. 

93 

78,528.0 

9.4 

4,121.9 

927.0 

726.0 

198.0 

119.0 

50.0 

2,080.0 

8,802.0 

74,643.0 

861 

Sep. 

93 

75,122.0 

9.3 

4,029.5 

987.0 

462.0 

363.0 

118.0 

27.0 

2,080.0 

10,587.0 

62,690.0 

710 

Oct. 

93 

85,538.0 

9.5 

4,430.7 

958.0 

462.0 

395.0 

114.0 

40.0 

5,240.0 

9,996.0 

58,347.0 

736 

Nov. 

93 

79,875.0 

9.5 

4,158.0 

800.5 

395.0 

330.0 

143.0 

35.0 

16,640.0 

15,347.0 

61,650.0 

766 

Dec. 

93 

85,195.0 

10.9 

3,914.5 

929.0 

330.0 

528.0 

171.0 

44.0 

7,500.0 

9,364.0 

37,161.0 

517 

TOTALS 

1,000,304.0 

9.7 

51,553.9 

10,150.5 

5,313.0 

5,747.0 

1,574.0 

455.0 

95,520.0 

118,187.0 

802,459.0 

9,083 

AVERAGE 

83,358.7 

9.6 

4,304.5 

845.9 

442.8 

478.9 

131.2 

38.0 

8,043.3 

9,848.9 

56,871.5 

756 

Jan. 

94 

87,958.0 

9.0 

4,850.2 

785.0 

231.0 

775.0 

140.0 

48.0 

2,520.0 

23,110.0 

6,525.0 

292 

Feb. 

94 

57,325.0 

9.4 

3,027.1 

598.0 

400.0 

231.0 

109.0 

29.0 

14,000.0 

10,588.0 

108 

Har . 

94 

75,534.0 

9.8 

3,836.5 

733.0 

495.0 

198.0 

102.0 

30.0 

11,440.0 

8,342.0 

Apr. 

94 

52,478.0 

9.8 

3,179.0 

518.0 

429.0 

231.0 

119.0 

32.0 

10,540.0 

3,301.0 

Hay 

94 

50,545.0 

9.8 

3,102.3 

522.0 

348.0 

242.0 

105.0 

80.0 

4,960.0 

10,960.0 

Jun. 

94 

51,524.0 

10.0 

2,578.8 

457.0 

512.0 

95.0 

38.0 

4,220.0 

11,314.0 

Jul. 

94 

49,574.0 

10.4 

2,397.1 

481.0 

482.0 

92.0 

7,220.0 

20,889.0 

Aug. 

94 

51,805.0 

9.9 

2,615.9 

427  .0 

479  .0 

91.0 

30.0 

10,400.0 

Sep. 

94 

45,974.0 

9.3 

2,534.2 

474.0 

462.0 

74.0 

38.0 

21,080.0 

21,028.0 

Oct. 

94 

49,238.0 

9.8 

2,512.2 

591.0 

561.0 

106.0 

44.0 

2,040.0 

1,159.0 

Nov. 

94 

53,494.0 

10.1 

2,649.9 

534  .0 

528.0 

85.0 

59.0 

5,200.0 

8,058.0 

Dec. 

94 

49,050.0 

10.2 

2,400.3 

410.0 

55.0 

462.0 

72.0 

50.0 

7,320.0 

24,413.0 

TOTALS 

595,702.0 

9.7 

35,593.5 

5,730.0 

1,969.0 

5,153.0 

1,191.0 

488.0 

'101  ,040^0'> 

132,584.0 

17,113.0 

401 

AVERAGE 

57,975.2 

9.8 

2,974.5 

560.8 

328.2 

430.3 

99.3 

44.4 

8", 420^0 

13,258.4 

8,555.5 

200 

226 
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Filtered 

Hater  River  Water  Aluminum  Hydrated 

Produced  Produced  Chlorine  Sulfate  Lime 
Month  (KGals.)  (K  Gals.)  (Lbs.)  (Lbs.)  (Lbs.) 


Waste 

Caustic  Water 
Soda  Pumped 

(Lbs.)  (KGals.) 


City 

Drinking  Sewage  Ele 
Oil  Propane  Water  Treated  cit 
(Gals.)  (Gals.)  (K  Gals. )  (K  Gals.)  (K 


Jan 

.  92 

47,258.0 

577,776.0 

118.0 

5,600.0 

Feb 

92 

53,507.0 

549,312.0 

95.0 

6,100.0 

Har 

92 

47,418.0 

613,338.0 

126.0 

7,050.0 

Apr 

92 

46,571.0 

595,695.0 

101.0 

6,400.0 

May 

92 

44,382.0 

551,340.0 

106.0 

6,600.0 

Jun 

92 

41,631.0 

538,380.0 

92.0 

5,700.0 

Jul 

92 

57,653.0 

550,866.0 

141.0 

6,550.0 

1,400.0 

Aug 

92 

53,129.0 

600,906.0 

111.0 

6,450.0 

400.0 

Sep 

92 

43,154.0 

581,703.0 

87.0 

5,650.0 

Oct 

92 

46,122.0 

621,540.0 

105.0 

6,550.0 

Nov 

92 

46,995.0 

565,722.0 

86.0 

6,150.0 

50.0 

Dec 

92 

50,379.0 

573,690.0 

106.0 

6,400.0 

450.0 

TOTALS 

578,199.0 

6,920,268.0 

1,274.0 

75,200.0 

2,300.0 

AVERAGE 

48,183.3 

576,689.0 

106.2 

6,266.7 

575.0 

93 

49,308.0 

594,855.0 

102.0 

6,950.0 

1,000.0 

Feb. 

93 

43,342.0 

523,392.0 

93.0 

5,900.0 

300.0 

Mar. 

93 

51,108.0 

570,264.0 

109.0 

7,600.0 

350.0 

Apr. 

93 

48,552.0 

585,066.0 

105.0 

6,600.0 

350.0 

May 

93 

47,880.0 

620,970.0 

115.0 

6,450.0 

350.0 

Jun. 

93 

45,653.0 

598,032.0 

111.0 

5,250.0 

250.0 

Jul. 

93 

47,284.0 

693,060.0 

117.0 

5,600.0 

650.0 

Aug. 

93 

47,633.0 

624,960.0 

123.0 

5,850.0 

500.0 

Sep. 

93 

43,568.0 

604,800.0 

139.0 

5,550.0 

500.0 

Oct. 

93 

48,610.0 

639,867.0 

5,250.0 

500.0 

Nov. 

93 

46,145.0 

627,030.0 

5,750.0 

450.0 

Dec. 

93 

48,924.0 

644,697.0 

7,050.0 

TOTALS 

568,007.0 

7,326,993.0 

1,014.0 

73,800.0 

5,200.0 

AVERAGE 

47,333.9 

610,582.8 

112.7 

6,150.0 

472.7 

Jan. 

94 

50,300.0 

639,306.0 

.0 

10,550.0 

Feb. 

94 

39,696.0 

564,480.0 

.0 

6,050.0 

150.0 

Mar. 

94 

43,723.0 

624,960.0 

.0 

7,400.0 

Apr. 

94 

40,687.0 

599,130.0 

.0 

7,300.0 

May 

94 

41,304.0 

613,248.0 

.0 

4,300.0 

Jun. 

94 

37,263.0 

603,624.0 

.0 

5,350.0 

Jul. 

94 

39,624.0 

624,960.0 

.0 

7,300.0 

Aug. 

94 

42,257.0 

527,520.0 

.0 

5,200.0 

450.0 

94 

34,361.0 

604,758.0 

.0 

6,300.0 

•  • 

94 

36,547.0 

625,800.0 

.0 

5,600.0 

Nov. 

94 

35,920.0 

584,640.0 

.0 

5,250.0 

Dec. 

94 

37,857.0 

624,960.0 

.0 

5,600.0 

TOTALS 

479,539.0 

7,237,386.0 

.0 

76,200.0 

600.0 

AVERAGE 

39,961.6 

603,115.5 

.0 

6,350.0 

300.0 

56,566.0 

14,450.0  t 

930.5 

930.5 

59,347.0 

15,780.0  * 

150.0 

409.1 

409.1 

51,082.0 

15,640.0  t 

100.0 

334.1 

334.1 

I 

41,462.0 

16,120.0  t 

602.9 

602.9 

57,289.0 

16,196.0  » 

134.3 

187.0 

187.0 

35,651.0 

15,920.0  t 

155.0 

230.8 

230.8 

1 

36,536.0 

16,430.0  t 

50.0 

239.7 

239.7 

1 

52,636.0 

17,614,0  t 

50.0 

177.2 

177.2 

1 

51,749.0 

18,204.0  t 

75.0 

196.9 

196.9 

53,017.0 

16,900.0  » 

95.0 

331.7 

331.7 

1 

21,487.0 

19,400.0  * 

197.0 

394.7 

394.7 

1 

39,199.0 

18,760.0  t 

182.0 

68.0 

325.9 

325.9 

556,021.0 

201,414.0  t 

379.0 

877.3 

4,360.5 

4,360.5 

11 

46,335.1 

16,784.5  t 

189.5 

97.5 

363.4 

363.4 

111,462.0 

17,337.0  r 

138.0 

65.0 

321.8 

321.8 

97,796.0 

19,145.0  t 

224.0 

30.0 

34S.4 

345.4 

60,260.0 

25,763.0 

104.0 

155.0 

375.4 

375.4 

1, 

39,796.0 

23,073.0 

26.0 

450.0 

450.0 

53,782.0 

23,234.0 

18.0 

361.2 

361.2 

1. 

83,718.0 

23,604.0 

175.2 

265.4 

265.4 

98,570.0 

24,452.0 

267.5 

265.4 

1, 

35,549.0 

22,843.0 

345.9 

345.9 

37,112.0 

19,102.0 

25.0 

345.6 

345.6 

1, 

47,598.0 

21,264.0 

370.6 

370.6 

1, 

26,742.0 

19,323.0 

10.0 

397.7 

397.7 

38,848.0 

21,849.0 

59.9 

499.7 

499.7 

731,233.0 

260,989.0 

510.0 

520.1 

4,346.2 

4,344.1 

11, 

60,936.1 

21,749.1 

102.0 

74.3 

362.2 

362.0 

73,960.0 

22,488.0 

.0 

25.0 

644.9 

644.9 

55,270.0 

19,804.0 

.0 

125.0 

823.6 

823.6 

. 

81,616.0 

21,674.0 

.0 

548.6 

548.6 

1,( 

35,080.0 

19,283.0 

.0 

581.9 

581,9 

c 

35,297.0 

20,726.0 

.0 

5.0 

567.2 

567.2 

C 

46,352.0 

17,886.0 

.0 

627.7 

627.7 

c 

33,083.0 

16,685.0 

.0 

496.4 

496.4 

c 

56,917.0 

15,087.0 

.0 

483.5 

483.5 

c 

33,083.0 

13,130.0 

.0 

533.7 

533.7 

l.c 

33,565.0 

12,525.0 

.0 

551.6 

551.6 

i 

20,661.0 

9,833.0 

674.5 

674.5 

r 

10,834.0 

10,679.0 

674.7 

674.7 

r 

'515,71^ 

199,800.0 

.0 

155.0 

7,208.3 

7,208.3 

11, ^ 

42,T76.5 

227 

16,650.0 

.0 

51.7 

600.7 

600.7 

Steii  ration  A-8  Product  <<efri9“  Air  ?uel 

Produced  Rate  Coal  Coal  eratioo  Coipressor  Oil  Propane  Electricity 


flonlh 

«  Lbs.) 

(I) 

(Tons) 

(Tons) 

(Tons) 

(K  Cu.Ft.) 

(8ats.) 

(6als.)(K  Hrs.) 

• 

- - - 

. .  -■ 

. 

-  - 

Jan.  89 

.'■'82283.1 

3899.3 

1  -1278.5 

10537.0 

18537.91 

1.9 

75.0 

928.1 

Feb.  89 

:  79588.8 

.  19.5 

3721.7 

1958.3 

9293.0 

9293.91 

9.1 

89.0 

828.9 

A 

Har.  89 

74798.1 

11.4 

3523.9 

1  1289.4 

II719.0 

19719,91 

9.9 

35.1 

955.9 

^  ' 

'  Apr.  89 

;  73488.1 

18.8 

3481.2 

!  I2I9.7 

10739.9 

19739.9 1 

9.1 

lf.9 

929,9 

Hay  8? 

^  81341.1 

9.9 

4112. 1 

911.2 

12983.0 

12983.91 

9.9 

25.9 

795.1 

\w 

_  Jun.  89 

88244.8 

18.3 

3814.3 

1347.5 

19937.1 

19937.9  i 

9.9 

59.1 

901.1 

Jul.  89 

71138.1 

8.3 

4179.5 

1201.5 

11497.1 

11497.|i 

9.9 

25.9 

1971.0 

Aug.  89 

74152.1 

10.3 

3537.2 

1938.9 

11587.9 

11587.9' 

9.1 

9.1 

1288.8 

Sep.  89 

:  78858.8 

^  18.9 

3179.8 

1003.5 

11738.0 

11738.9  i 

9.9 

59.1 

1988.0 

Oct.  89 

!  75888.8 

18.8 

3482.7 

1234.81 

11549.9 

11549.9' 

9.9 

75.1 

991.1 

-  : 

1.  Hov.  89 

'  84584.8/ 

19.2 

4187.7 

1930.7! 

11558.1 

11558.1! 

9.1 

8.2 

934.1 

Dec.  89 

•  79^1' 

4291.8 

908.7' 

11377.9 

11377.9! 

9.1 

19.0 

892.9 

TOTALS 

92948J.8! 

-  11.28' 

_45l7f.2 

13494,5 

133572.1 

133572.1' 

l.l 

47!.? 

11858.9 

‘  Jan,  91 

85478.8 

If.l 

4139.9 

"il52;2'' 

3314.9 

9992.1' 

9.9 

81.0 

917,1 

*  Feb.  91 

88788.1 

18.3 

3178.2 

057.9 

2888.9 

9292. 9‘ 

9.1 

9.0 

tfll.i 

Har.  9i 

78148.8 

18.3 

3848.7 

1297.2 

3921.8 

19329.9’ 

9.1 

85.0 

987.1 

(99® 

-  Apr.  91 

75382.9 

11.4 

3582. 1 

1088.8 

3875.8 

9047.1' 

9.9 

21.1 

1199.0 

Hay  98 

73358.1 

11. 1 

3341.9 

1102.3 

4298.9 

12912.1' 

9.9 

25.1 

894.9 

Jun.  91 

81552.1 

tf.3 

3855.9 

1199.5 

4899.5 

19859.9' 

l.l 

45.0 

891.0 

Jul.  98 

59117.8 

lf.7 

2751.3 

993.8 

4442.4 

nu’  f 

9.1 

184.0 

978.9 

Aug.  98 

83342.0 

18.7 

3828.7 

II78.9 

4953.4 

11775.9 

9.9 

9.0 

888.0 

Sep.  91 

77218.1 

9.7 

3883.9, 

1154.9 

4938.0 

11228.1 

9.1 

9.0 

810.9 

Oct.  98 

77972.8 

10.8 

3537.9 

U17.3 

3897.8 

U779.I 

10489.9 

0.9 

S52.9 

Hov.  91 

77898.8 

10.2 

3745.9 

989.8 

2597.8 

11315.9 

9.9 

S9.9 

734.0 

Dec.  98 

97598.8 

11.5 

4185.3 

1130.9 

2929.4 

! 1855.9 

0.9 

19.9 

841.0 

TOTALS 

933799.9 

18.79 

43853.8, 

13157.8 

45535.1 

132537.1 

10460.9 

439.0 

10359.0 

Jan.  ?l 

99882.1 

19.18 

4488.8 

1038.7 

2544.2 

11987,9 

9.9 

9.9 

818.0 

Feb.  91 

73848.8 

18.21 

3898.2 

942.7 

2239.1 

19923.8 

9.1 

141.9 

848.0 

•Har.  91 

79824.8 

18.48 

3797.8  ; 

1286.9 

2779.2 

1 11547^ 

13.7 

851.0 

Apr.  91 

79848.0 

19.17 

3885.5  i 

1089.3 

3129.8 

19721.1 

9.1 

9.9 

949.0 

InnI 

Hay  91 

84734.1 

18.49 

4840.1 

1998.3 

2995.3 

11892.9 

9.9 

9.9 

782.0 

Jun.  91 

78158.8 

18.23 

3429.3 

890.0 

2298.9 

11833.9 

9.1 

129.1 

I04S.0 

.  ► 

Jul.  91 

77782.8 

10.94 

3871.9 

844.3 

2281.2 

11487.9 

9.1 

0.1 

1319.9 

Aug.  91 

95282.9 

11.37 

4834.5 

•  1123.5 

3159.9 

13727.9 

9.9 

139.1 

1202.9 

Sep.  91 

79228.8 

10.11 

3842.5 

1091.2  . 

2933.6 

11575.0 

9.9 

9.9 

1039.9 

A 

Oct.  91 

82339.9* 

10.49 

3893.5 

918.4 

2898.9 

11121.0 

9.9 

IS.f 

1043.9 

Hov.  91 

Dec.  91 

TOTALS 

892852.9 

10.32 

38889.B 

_ 10230^- 

28787. 1 

118420.9 

1.9 

418.7 

9273.J 

Ja'n 

.  92  ' 

■'89:572.0'' 

10.1 

■  4”389.3 

1,147.0 

2,808.8 

40,822.0 

841.0 

Feb 

.  92 

79,422.0 

9.9 

3,919.2 

1,079.7 

2,838.3 

T&90.0 

.150.0 

894.0 

Har 

.  92 

92,748.0 

9.8 

4.844.0 

1,313.9 

3,591.0 

11,0?4.0 

lOO.O 

1,075.0 

‘  Apr 

.  92 

81,590.0 

9.4 

4.229.0 

1,189.1 

2,755.4 

11,212.0 

134.3 

889.0 

my 

92 

84,530.0 

9.0 

4,591.1 

1,038.8 

2,978.6 

11,191.0 

999.0 

.  Jun 

.  92 

82,588.0 

10. 1 

3,050.4 

759.8 

2,141.8 

9,820.0 

155.0 

1,081.0 

Jul. 

,  92 

83.098,0 

9.6 

4,257.0 

1,188.9 

3,508.5 

11,031.0 

50.0 

1,082.0 

Aug. 

,  92 

81,898.0 

9.8 

4.191.1 

1,035.5 

3,140.0 

11,450.0 

50.0 

1,017.0 

Sep. 

92 

87,044.0 

9.7 

4,431.1 

907.4 

3,004.3 

10,253.0 

75.0 

800.0 

’  Oct. 

92 

79,438.0 

9.8 

4,051.2 

1,001.5 

2,857.5 

9,828.0 

197.0 

95.0 

1,183.0 

-  Nov. 

92 

78,005.0 

9.1 

4.131.4 

895.7 

2,020.0 

10,819.0 

1,184.0 

•>  'C- 

Dec. 

92 

90,986.0  ■ 

9.4 

4,782.8 

998.5 

2,429.4 

11,843.0 

182.0 

88.0 

854.0 

TOTALS 

988.917.0 

_9  a_ 

5(L82ZjL-. 

— 12>f0^4-,7 _ 

_33J87^4_  128.851.0,. 

_  _.0__ 

JUA, 

2  ' 

Jan. 

93 

100,850.0 

9^2 

5,378.2 

1,041.3 

2,819.1 

10,331.0 

nM ' 

85.0 

948.0 

Feb. 

93 

83.448.0 

9.5 

4,328.2 

885.9 

1,895.7 

9,980.0 

224.0 

30.0 

956.0 

Har. 

93 

87,870.0 

9.2 

4.720.6 

901.8 

2,046.2 

11,517.0 

104.0 

155.0 

1,087.0 

Apr. 

93 

82,882.0 

9.3 

4.392.8 

859.5 

1,870.1 

10.458.0 

28.0 

957.0 

m 

Hay 

93 

79,148.0 

9.4 

4,160.9 

657.1 

1,918.0 

10,940.0 

18.0 

1,010.0 

Jun. 

93 

88,480.0 

9.6 

3,508.5 

667.0 

2,538.8 

11,473.0 

175,2 

984.0 

'Jul. 

93 

91,788.0 

10.1 

4.492.3 

878.5 

3,275.1 

11,903.0 

1,098.0 

Aug. 

93 

78,528.0 

9.4 

4.121.9 

881.7 

2,795.8 

11,838.0 

985.0 

^  '  '' 

Sep,' 

■93 

76,122.0' 

9.3 

4,029.5 

710.5 

2,693.9 

12,215.0 

25.0 

1,075.0 

Oct. 

93 

85,538.0 

9.5 

4,430.7 

736.1 

2,248.9. 

10,108.0 

1,002.0 

Nov. 

93 

79,878.0 

9.5 

4,150.0 

788.8 

1,750.6 

1^,583.0 

10.0 

809.0 

t 

Oec. 

93 

86.198.0 

10.9 

3.914.5 

517.3 

2,255.0 

12,895.0 

59.9 

928.0 

TOtALS  1.000,304.0 


m 


Jan.  94 
Feb.  94 
Har.  94 
Apr.  94 
Hay  94 
Jun.  94 
Jul.  94 
Aug.  94 


87,958,0 

57,328.0 

75,534.0 

82,478.0 

80.548.0 

51,824.0 

49.874.0 

51.808.0 


> _ 9.7  51,653.9  _  _  9,083,4.,.2?,907.1  139,039.0, 


4.880.2 
3,027.1 
3,838.5 
3,179.0 

3.102.3 

2.578.8 
2.397.1 

2.815.9 
<2  55^.2 


rctttir  <f.7 


15,^77.7  98.9*44 


965.0 
934  .0 
1,084.0 
950.0 
847.0 
908.0 
950.0 
980.0 

(,0*7.0 
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DEPARTMENT  OF  THE  ARMY 


MOBILE  DISTRICT,  CORPS  OF  ENGINEERS 
P.O.  BOX  2288-0001 
Mobile,  Alabama  36628-0001 

22  June  1995 


REPLY  TO 
ATTENTION  OF: 


Architect-Engineer  Contracts  Section 


Affiliated  Engineers  SH, 


inc« 


Affiliated  Engineers  SE,  Inc. 
3300  SW  Archer  Road 
Gainesville,  Florida  32608 


Routs  to 


JUN  2  6  1895 
^  6 


Dear  Mr.  Miller: 


Reference  is  made  to  Contract  Number  DACA01-94-D-0007,  Delivery  Order  Number  003,  for  a 
Limited  Energy  Study  for  the  Area  A  Package  Boiler  at  Holston  Army  Ammunition  Plant,  TN. 

We  propose  to  modify  referenced  delivery  order  to  provide  for  additional  inspection  effort  in 
accordance  with  the  enclosed  Scope  of  Work.. 

Your  are  requested  to  prepare  your  fee  proposal  for  accomplishing  the  additional  work  resulting 
from  this  change  in  sufficient  detail  to  permit  analysis  thereof  and  submit  it  by  28  June  1995. 
Your  proposal  should  be  addressed  as  follows: 

District  Engineer 

U.S.  Army  Engineer  District,  Mobile 
Attention:  CESAM-EN-M/Mr.  Dan  Mizelle 
Post  Office  Box  2288 
Mobile,  Alabama  36628-0001 

You  are  cautioned  that  no  work  or  services  for  which  an  additional  cost  or  fee  will  be 
charged  should  be  furnished  without  the  prior  written  authorization  of  the  Contracting  Officer. 

If  you  have  any  questions  concerning  the  work  requirements,  please  contact  Mr.  Bill 
McClelland  at  telephone  334/441-6444. 


O.  B.  Anderson 
Authorized  Representative 
of  the  Contracting  Officer 

Enclosure 
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CESAM-EN-DM 


20  Jun  95 


FY95  LIMITED  ENERGY  STUDY,  AREA  A  PACKAGE  BOILER 
HOLSTON  ARMY  AMMUNITION  PLANT,  TENNESSEE 

MINIMUM  REQUIREMENTS  FOR  INSPECTION  OF  EXISTING  BOILERS 

AT 

VOLUNTEER  ARMY  AMMUNITION  PLANT,  TENNESSEE 

1 .  Open  all  manway  covers  of  both  boilers  and  all  handhole  plates . 
Remove  all  internals  to  expose  tube  ends  in  steam  drum.  Open 
access  to  furnace  area  including  base  of  chimney. 

2 .  Perform  in-depth  visual  internal  and  external  inspection  of  the 
boilers  to  identify  any  condition  that  may  affect  the  integrity 
of  the  pressure  retaining  components . 

3 .  Remote  Field  Eddy  Current  (RFEC)  testing  of  25  percent  of  the 
boiler  tubes  to  determine  the  amount  of  thinning  that  may  have 
occurred  during  the  life  of  the  boiler.  Each  boiler  has 
approximately  one  thousand  2 -inch  tubes.  The  inspector  will 
determine  which  tubes  to  test . 

4.  Ultrasonic  thickness  measurements  of  shell  and  heads  to  identify 
any  loss  of  thickness  due  to  corrosion. 

5.  Ultrasonic  thickness  testing  of  the  2.75-inch  membrane -attached 
tubes  to  identify  any  thinning  that  may  have  occurred. 

6.  Perform  calculations  to  determine  allowable  operating  pressure 
based  on  the  obtained  thicknesses,  and  compare  with  original 
design  pressure  of  375  psi  at  442°F. 

7.  Provide  labor  and  materials  to  replace  gaskets  for  all  manholes, 
handholes,  and  items  removed  for  inspection  prior  to  hydrostatic 
testing.  Provide  necessary  blind  flanges  and  gaskets  on  steam 
outlet  to  perform  hydrostatic  test. 

8 .  Perform  a  hydrostatic  test  of  each  boiler  to  identify  any 
abnormal  condition  not  previously  identified  by  other  testing. 
Conduct  the  hydrostatic  test  at  a  pressure  to  be  determined, 
based  on  the  calculations  for  the  shell,  heads,  and  tubes,  but 
not  to  exceed  150  percent  of  the  original  design  pressure. 

9.  After  hydrostatic  testing  is  complete,  drain  boiler  and  dry 
internal  parts  in  preparation  for  returning  boiler  to  a  lay-up 
condition. 

10 .  Provide  labor  and  material  to  replace  desiccant  in  preparation 
for  returning  boilers  to  a  lay-up  condition.  Closing  of  boilers 
will  be  the  responsibility  of  the  inspecting  agency. 


CESAM-EN-DM 


20  Jun  95 


11.  Provide  three  spiral-bound  copies  of  a  detailed  report  on  the 
conditions  noted,  results  of  all  testing  and  inspections, 
including  a  color- coded  tube  layout  diagram  indicating  the 
current  thickness  of  all  tubes  examined  with  RFEC,  calculations 
to  verify  the  current  maximum  allowable  working  pressure  of  the 
tubes,  shells  and  heads,  recommendations  to  restore  the  boilers 
to  a  safe  and  reliable  condition,  a  projected  remaining  useful 
life,  and  photographs,  if  required.  Report  to  be  delivered  to  AE 
not  later  than  two  weeks  after  testing  is  completed. 


TASKS  TO  BE  PERFORMED  BY  VOLUNTEER  AAP  PERSONNEL 

1.  Provide  electrical  power  and  water  to  building.  Provide  piping  to 
boilers  for  hydrostatic  test  and  means  to  drain  boiler  water 
after  test. 

2.  Provide  one  copy  of  all  prints  and  manufacturer's  documents  for 
the  boilers  to  the  inspecting  group  five  working  days  prior  to 
the  scheduled  inspection/testing,  to  be  returned  with  the 
delivery  of  the  final  testing  and  inspection  report  to  the  AE. 

3 .  Inspect  boilers  after  all  testing  and  inspections  are  complete  to 
verify  internals  are  dry  prior  to  closure. 


CESAM-EN-DM 


27  January  1995 
Revised  3  March  1995 


SCOPE  OF  WORK 
FOR  A 

LIMITED  ENERGY  STUDY 
AREA  A  PACKAGE  BOILER 
HOLSTON  ARMY  AMMUNITION  PLANT,  TN 


Performed  as  part  of  the 
ENERGY  ENGINEERING  ANALYSIS  PROGRAM  (EEAP) 


HPBSOW.doc 
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SCOPE  OF  WORK 
FOR  A 

LIMITED  ENERGY  STUDY 

AREA  A  PACKAGE  BOILER 
HOLSTON  ARMY  AMMUNITION  PLANT,  TN 
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ANNEXES 

A  -  DETAILED  SCOPE  OF  WORK 
B  -  EXECUTIVE  SUMMARY  GUIDELINE 


C  -  REQUIRED  DD  FORM  1391  DATA 


1,  BRIEF  DESCRIPTION  OF  WORK:  The  Architect -Engineer  (AE)  shall: 


1.1  Review  the  previously  completed  Energy  Engineering  Analy¬ 
sis  Program  (EEAP)  study  which  applies  to  the  specific  building, 
system,  or  energy  conservation  opportunity  (ECO)  covered  by  this 
study. 

1.2  Perform  a  limited  site  survey  of  specific  buildings  or 
areas  to  collect  all  data  required  to  evaluate  the  specific  ECOs 
included  in  this  study. 

1.3  Evaluate  specific  ECOs  to  determine  their  energy  savings 
potential  and  economic  feasibility. 

1.4  Provide  project  documentation  for  recommended  ECOs  as 
detailed  herein. 

1.5  Prepare  a  comprehensive  report  to  document  all  work  per¬ 
formed,  the  results  and  all  recommendations. 

2 .  GENERAL 

2 . 1  This  study  is  limited  to  the  evaluation  of  the  specific 
buildings,  systems,  or  ECOs  listed  in  Annex  A,  DETAILED  SCOPE  OP 
WORK. 

2.2  The  information  and  analysis  outlined  herein  are  consid¬ 
ered  to  be  minimum  requirements  for  adequate  performance  of  this 
study. 

2.3  For  the  buildings,  systems  or  ECOs  listed  in  Annex  A,  all 
methods  of  energy  conservation  which  are  reasonable  and  practical 
shall  be  considered,  including  improvements  of  operational  methods 
and  procedures  as  well  as  the  physical  facilities.  All  energy  con¬ 
servation  opportunities  which  produce  energy  or  dollar  savings 
shall  be  documented  in  this  report.  Any  energy  conservation  oppor 
tunity  considered  infeasible  shall  also  be  documented  in  the  re¬ 
port  with  reasons  for  elimination. 

2.4  The  study  shall  consider  the  use  of  all  energy  sources 
applicable  to  each  building,  system,  or  ECO. 

2.5  The  "Energy  Conservation  Investment  Program  (ECIP)  Guid¬ 
ance",  described  in  letter  from  DAIM-FDF-U,  dated  10  Jan  1994  es¬ 
tablishes  criteria  for  ECIP  projects  and  shall  be  used  for  perform 
ing  the  economic  analyses  of  all  ECOs  and  projects.  The  program. 
Life  Cycle  Cost  In  Design  (LCCID) ,  has  been  developed  for  perform¬ 
ing  life  cycle  cost  calculations  in  accordance  with  ECIP  guide¬ 
lines  and  is  referenced  in  the  ECIP  Guidance.  If  any  program  other 
than  LCCID  is  proposed  for  life  cycle  cost  analysis,  it  must  use 
the  mode  of  calculation  specified  in  the  ECIP  Guidance.  The  output 
must  be  in  the  format  of  the  ECIP  LCCA  summary  sheet,  and  it  must 
be  submitted  for  approval  to  the  Contracting  Officer. 
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3.2  Installation  Assistance . 


a.  The  Installation  Commander  will  designate  an  individual  to 
coordinate  between  the  AE  and  the  Holston  Defense  Corporation. 

This  individual  will  be  the  Installation  Representative,  and  all 
correspondence  with  Holston  Army  Ammunition  Plant  will  be  ad¬ 
dressed  to  his  attention. 

b.  The  Plant  Manager  will  designate  an  individual  to  assist 
the  AE  in  obtaining  information  and  establishing  contacts  neces¬ 
sary  to  accomplish  the  work  required  under  this  contract.  This 
individual  will  be  the  Operating  Contractor's  Representative. 

3.3  Public  Disclosures .  The  AE  shall  make  no  public  announce¬ 
ments  or  disclosures  relative  to  information  contained  or  devel¬ 
oped  in  this  contract,  except  as  authorized  by  the  Contracting 
Officer. 

3.4  Meetings.  Meetings  Will  be  scheduled  whenever  requested 
by  the  AE  or  the  Contracting  Officer  for  the  resolution  of  ques¬ 
tions  or  problems  encountered  in  the  performance  of  the  work.  The 
AE's  project  manager  and  the  Government's  representative  shall  be 
required  to  attend  and  participate  in  all  meetings  pertinent  to 
the  work  required  under  this  contract  as  directed  by  the  Contract-  . 
ing  Officer.  These  meetings,  if  necessary,  are  in  addition  to  theJ 
presentation  and  review  conferences . 

3 . 5  Site  Visits.  Inspections .  and  Investigations .  The  AE 
shall  visit  and  inspect /investigate  the  site  of  the  project  as 
necessary  and  required  during  the  preparation  and  accomplishment 
of  the  work . 

3 . 6  Records 

3.6.1  The  AE  shall  provide  a  record  of  all  significant  confer¬ 
ences,  meetings,  discussions,  verbal  directions,  telephone  conver¬ 
sations,  etc.,  with  Government  representative (s)  relative  to  this 
contract  in  which  the  AE  and/or  designated  representative (s)  there¬ 
of  participated.  These  records  shall  be  dated  and  shall  identify 
the  contract  number,  delivery  order  number,  participating 
personnel,  subject  discussed  and  conclusions  reached.  The  AE 
shall  forward  to  the  Contracting  Officer  within  ten  calendar  days, 

a  reproducible  copy  of  the  records. 

3.6.2  The  AE  shall  provide  a  record  of  requests  for  and/or 
receipt  of  Government -furnished  material,  data,  documents,  informa¬ 
tion,  etc.,  which  if  not  furnished  in  a  timely  manner,  would  sig¬ 
nificantly  impair  the  normal  progression  of  the  work  under  this 
contract .  The  records  shall  be  dated  and  shall  identify  the  con¬ 
tract  number  and  modification  number,  if  applicable.  The  AE  shall 
forward  to  the  Contracting  Officer  within  ten  calendar  days,  a 
reproducible  copy  of  the  record  of  request  or  receipt  of  material. 
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3.7  Interviews .  The  AE  and  the  Government's  representative 
shall  conduct  entry  and  exit  interviews  with  the  Plant  Manager 
before  starting  work  at  the  installation  and  after  completion  of 
the  field  work.  The  Government's  representative  shall  schedule 
the  interviews  at  least  one  week  in  advance. 

3.7.1  Entry.  The  entry  interview  shall  describe  the  intended 
procedures  for  the  survey  and  shall  be  conducted  prior  to  commenc¬ 
ing  work  at  the  facility.  As  a  minimum,  the  interview  shall  cover 
the  following  points: 


a.  Schedules. 


b.  Names  of  energy  analysts  who  will  be  conducting  the  site 
survey . 

c.  Proposed  working  hours. 

d.  Support  requirements  from  Holston  Defense  Corporation 
(HDC) . 

3.7.2  Exit .  The  exit  interview  shall  briefly  describe  the 
items  surveyed  and  probable  areas  of  energy  conservation.  The 
interview  shall  also  solicit  input  and  advice  from  the  Plant 
Manager . 


4.  SERVICES  AND  MATERIALS .  All  services,  materials  (except  those 
specifically  enumerated  to  be  furnished  by  the  Government) ,  labor, 
supervision  and  travel  necessary  to  perform  the  work  and  render 
the  data  required  under  this  contract  are  included  in  the  luitp  sum 
price  of  the  contract. 


5.  PROJECT  DOCUMENTATION .  All  energy  conservation  opportunities 
which  the  AE  has  considered  shall  be  included  in  one  of  the  follow¬ 
ing  categories  and  presented  in  the  report  as  such; 


5.1  ECIP  Pro-iects .  To  qualify  as  an  ECIP  project,  an  ECO,  or 
several  ECOs  which  have  been  combined,  must  have  a  construction 
cost  estimate  greater  than  $300,000,  a  Savings  to  Investment  Ratio 
(SIR)  greater  than  1.25  and  a  simple  payback  period  of  less  than 
ten  years.  The  overall  project  and  each  discrete  part  of  the 
project  shall  have  an  SIR  greater  than  1.25.  All  projects  meeting 
the  above  criteria  shall  be  arranged  as  specified  in  paragraph 
2.7.1  and  shall  be  provided  with  programming  documentation.  Pro¬ 
gramming  documentation  shall  consist  of  a  DD  Form  1391  and  life 
cycle  cost  analysis  (LCCA)  summary  sheet  (s)  (with  necessairy  backup 
data  to  verify  the  numbers  presented) .  A  life  cycle  cost  analysis 
summary  sheet  shall  be  developed  for  each  ECO  and  for  the  overall 
project  when  more  than  one  ECO  are  combined.  The  energy  savings 
for  projects  consisting  of  multiple  ECOs  must  take  into  account 
the  synergistic  effects  of  the  individual  ECOs. 
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5.2  Non-ECIP  Projects .  Projects  which  do  not  meet  ECIP  crite 
ria  with  regard  to  cost  estimate  or  payback  period,  but  which  have 
an  SIR  greater  than  1.25  shall  be  documented.  Projects  or  ECOs  in 
this  category  shall  be  arranged  as  specified  in  paragraph  2.7.2 
and  shall  be  provided  with  the  following  documentation:  the  life 
cycle  cost  analysis  (LCCA)  summary  sheet  completely  filled  out,  a 
description  of  the  work  to  be  accomplished,  backup  data  for  the 
LCCA,  ie,  energy  savings  calculations  and  cost  estimate (s) ,  and 
the  simple  payback  period.  The  energy  savings  for  projects  consist 
ing  of  multiple  ECOs  must  take  into  account  the  synergistic  ef¬ 
fects  of  the  individual  ECOs.  In  addition  these  projects  shall 
have  the  necessary  documentation  prepared,  as  required  by  the  Gov¬ 
ernment's  representative,  for  one  of  the  following  categories: 

a.  Federal  Energy  Management  Program  (FEMP)  Projects.  A  FEMP  (or 
OSiM  Energy)  project  is  one  that  results  in  needed  maintenance  or 
repair  to  an  existing  facility,  or  replaces  a  failed  or  failing 
existing  facility,  and  also  results  in  energy  savings.  The  crite¬ 
ria  are  similar  to  the  criteria  for  ECIP  projects,  ie,  SIR  >  1.25, 
and  simple  payback  period  of  less  than  ten  years.  Projects  with  a 
construction  cost  estimate  up  to  $1,000,000  shall  be  documented  as 
outlined  in  par  5.2  above;  projects  over  $1,000,000  shall  be  docu¬ 
mented  on  1391s.  In  the  FEMP  program,  a  system  may  be  defined  as 
"failed  or  failing"  if  it  is  inefficient  or  technically  obsolete. 
However,  if  this  strategy  is  used  to  justify  a  proposed  project, 
the  equipment  to  be  replaced  must  have  been  in  use  for  at  least 
three  years . 

b.  Low  Cost /No  Cost  Projects.  These  are  projects  which  the  Plant 
Manager  can  perform  using  his  resources.  Documentation  shall  be  as 
required  by  the  Plant  Manager. 

5.3  Nonf easible  ECOs .  All  ECOs  which  the  AE  has  considered 
but  which  are  not  feasible,  shall  be  documented  in  the  report  with 
reasons  and  justifications  showing  why  they  were  rejected. 

6.  DETAILED  SCOPE  OF  WORK.  See  Annex  A. 

7.  WORK  TO  BE  ACCOMPLISHED. 

7.1  Review  Previous  Studies .  Review  the  previous  EEAP  study 
which  applies  to  the  specific  building,  system,  or  ECO  covered  by 
this  study.  This  review  should  acquaint  the  AE  with  the  work  that 
has  been  performed  previously.  Much  of  the  information  the  AE  may 
need  to  develop  the  ECOs  in  this  study  may  be  contained  in  the 
previous  study. 

7.2  Perform  a  Limited  Site  Survey .  The  AE  shall  obtain  all 
necessary  data  to  evaluate  the  ECOs  or  projects  by  conducting  a 
site  survey.  However,  the  AE  is  encouraged  to  use  any  data  that 
may  have  been  documented  in  a  previous  study.  The  AE  shall  docu¬ 
ment  his  site  survey  on  forms  developed  for  the  survey,  or  stan¬ 
dard  forms,  and  submit  these  completed  forms  as  part  of  the  re¬ 
port  .  All  test  and/or  measurement  equipment  shall  be  properly 
calibrated  prior  to  its  use. 
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7.3  Evaluate  Selected  ECOs .  The  AE  shall  analyze  the  ECOs 
listed  in  Annex  A.  These  ECOs  shall  be  analyzed  in  detail  to  de¬ 
termine  their  feasibility.  Savings  to  Investment  Ratios  (SIRs) 
shall  be  determined  using  current  ECIP  guidance.  The  AE  shall  pro¬ 
vide  all  data  and  calculations  needed  to  support  the  recommended 
ECO.  All  assun5)tions  and  engineering  equations  shall  be  clearly 
stated.  Calculations  shall  be  prepared  showing  how  all  numbers  in 
the  ECO  were  figured.  Calculations  shall  be  an  orderly 
step-by-step  progression  from  the  first  assumption  to  the  final 
number.  Descriptions  of  the  products,  manufacturers  catalog  cuts, 
pertinent  drawings  and  sketches  shall  also  be  included.  A  life 
cycle  cost  analysis  summary  sheet  shall  be  prepared  for  each  ECO 
and  included  as  part  of  the  supporting  data. 

7.4  Combine  ECOs  Into  Recommended  Projects .  During  the  Inter¬ 
im  Review  Conference,  as  outlined  in  paragraph  7.5.1,  the  AE  will 
be  advised  of  the  Plant  Manager' s  preferred  packaging  of 
recommended  ECOs  into  projects  for  implementation.  Some  projects 
may  be  a  combination  of  several  ECOs,  and  others  may  contain  only 
one.  These  projects  will  be  evaluated  and  arranged  as  outlined  in 
paragraphs  5.1,  5.2,  and  5.3.  Energy  savings  calculations  shall 
take  into  account  the  synergistic  effects  of  multiple  ECOs  within 

a  project  and  the  effects  of  one  project  upon  another.  The  results 
of  this  effort  will  be  reported  in  the  Final  Submittal  per.  par 
7.5.2.  ’ 

7 . 5  Submittals .  Presentations  and  Reviews .  The  work  accom¬ 
plished  shall  be  fully  documented  by  a  comprehensive  report.  The 
report  shall  have  a  table  of  contents  and  shall  be  indexed.  Tabs 
and  dividers  shall  clearly  and  distinctly  divide  sections,  subsec¬ 
tions,  and  appendices.  All  pages  shall  be  numbered.  Names  of  the 
persons  primarily  responsible  for  the  project  shall  be  included. 

The  AE  shall  give  a  formal  presentation  of  the  interim  sxibmittal 
to  installation,  command,  and  other  Government  personnel.  Slides 
or  view  graphs  showing  the  results  of  the  study  to  date  shall  be 
used  during  the  presentation.  During  the  presentation,  the  person¬ 
nel  in  attendance  shall  be  given  ample  opportunity  to  ask  ques¬ 
tions  and  discuss  any  changes  deemed  necessary  to  the  study.  A 
review  conference  will  be  conducted  the  same  day,  following  the 
presentation.  Each  comment  presented  at  the  review  conference 
will  be  discussed  and  resolved  or  action  items  assigned.  It  is 
anticipated  that  the  presentation  and  review  conference  will  re¬ 
quire  approximately  one  working  day.  The  presentation  and  review 
conference  will  be  at  the  installation  on  the  date  agreeable  to 
the  Plant  Manager,  the  AE  and  the  Government's  representative. 

The  Contracting  Officer  may  require  a  resubmittal  of  any 
document (s),  if  such  document (s)  are  not  approved  because  they  are 
determined  by  the  Contracting  Officer  to  be  inadequate  for  the 
intended  purpose. 

7.5.1  Interim  Submittal.  An  interim  report  shall  be  submit¬ 
ted  for  review  after  the  field  survey  has  been  completed  and  an 
analysis  has  been  performed  on  all  of  the  ECOs.  The  report  shall 
indicate  the  work  which  has  been  accomplished  to  date,  illustrate 
the  methods  and  justifications  of  the  approaches  taken  and  contain 
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a  plan  of  the  work  remaining  to  complete  the  study.  Calculations 
showing  energy  and  dollar  savings,  SIR,  and  simple  payback  period 
of  all  the  ECOs  shall  be  included.  The  results  of  the  ECO  analyses 
shall  be  summarized  by  lists  as  follows; 

a.  All  ECOs  eliminated  from  consideration  shall  be  grouped 
into  one  listing  with  reasons  for  their  elimination  as  discussed 
in  par  5.3. 

b.  All  ECOs  which  were  analyzed  shall  be  grouped  into  two  list¬ 
ings,  recommended  and  non- recommended,  each  arranged  in  order  of 
descending  SIR.  These  lists  may  be  subdivided  by  building  or  area 
as  appropriate  for  the  study.  The  AE  shall  submit  the  Scope  of 
Work  and  any  modifications  to  the  Scope  of  Work  as  an  appendix  to 
the  report.  A  narrative  summary  describing  the  work  and  results 

to  date  shall  be  a  part  of  this  submittal.  At  the  Interim  Submit¬ 
tal  and  Review  Conference,  the  Government's  and  AE's  representa¬ 
tives  shall  coordinate  with  the  Plant  Manager  to  provide  the  AE 
with  direction  for  packaging  or  combining  ECOs  for  programming 
purposes  and  also  indicate  the  fiscal  year  for  which  the 
programming  or  implementation  documentation  shall  be  prepared.  The 
survey  forms  completed  during  this  audit  shall  be  sxibmitted  with 
this  report .  The  survey  forms  only  may  be  submitted  in  final  form 
with  this  submittal.  They  should  be  clearly  marked  at  the. time  of 
submission  that  they  are  to  be  retained.  They  shall  be  bound  in  a 
standard  three-ring  binder  which  will  allow  repeated  disassembly 
and  reassembly  of  the  material  contained  within. 

7.5.2  Final  Submittal.  The  AE  shall  prepare  and  sxibmit  the 
final  report  when  all  sections  of  the  report  are  100%  complete  and 
all  comments  from  the  interim  submittal  have  been  resolved.  The 
AE  shall  submit  the  Scope  of  Work  for  the  study  and  any  modifica¬ 
tions  to  the  Scope  of  Work  as  an  appendix  to  the  submittal .  The 
report  shall  contain  a  narrative  summary  of  conclusions  and  recom¬ 
mendations,  together  with  all  raw  and  supporting  data,  methods 
used,  and  sources  of  information.  The  report  shall  integrate  all 
aspects  of  the  study.  The  recommended  projects,  as  determined  in 
accordance  with  paragraph  5,  shall  be  presented  in  order  of  priori¬ 
ty  by  SIR.  The  lists  of  ECOs  specified  in  paragraph  7.5.1  shall 
also  be  included  for  continuity.  The  final  report  and  all  appendi¬ 
ces  shall  be  bound  in  standard  three- ring  binders  which  will  allow 
repeated  disassembly  and  reassembly.  The  final  report  shall  be 
arranged  to  include: 

a.  An  Executive  Summary  to  give  a  brief  overview  of  what  was 
accomplished  and  the  results  of  this  study  using  graphs,  tables 
and  charts  as  much  as  possible  (See  Annex  B  for  minimum  require¬ 
ments)  . 

b.  The  narrative  report  describing  the  problem  to  be  studied, 
the  approach  to  be  used,  and  the  results  of  this  study. 
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c.  Documentation  for  the  recommended  projects  (includes  LCCA 
Summary  Sheets) . 

d.  Appendices  to  include  as  a  minimum: 

1)  Energy  cost  development  and  backup  data 

2)  Detailed  calculations 

3)  Cost  estimates 

4)  Computer  printouts  (where  applicable) 

5)  Scope  of  Work 
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ANNEX  A 


DETAILED  SCOPE  OF  WORK 

1.  The  facility  to  be  studied  in  this  contract  is  the  central 
steam  plant  for  Area  A  at  Holston  Army  Ammunition  Plant  (HSAAP) 
in  Kingsport,  Tennessee.  Holston  Army  Ammunition  Plant  is  a 
government -owned,  contractor- operated  (GOCO)  facility.  The  oper¬ 
ating  contractor  is  the  Holston  Defense  Corporation  (HDC) .  For 
reasons  of  safety  and  security,  access  to  the  plant  is  con¬ 
trolled.  Temporary  passes  will  be  required  for  both  personnel 
and  vehicle  access.  Some  field  work  will  also  be  required  at 
Volunteer  Army  Ammunition  Plant  near  Chattanooga,  Tennessee. 

a.  A  one-week  notice  should  be  given  by  the  AE  prior  to  any 
visit.  This  time  will  be  needed  to  make  the  necessary  arrange¬ 
ments  for  the  visit. 

b.  The  AE  should  submit  a  list  of  the  equipment  and  instru¬ 
ments  they  plan  to  use  prior  to  their  arrival.  Because  of  the 
nature  of  HSAAP  operations,  safety  regulations  prohibit  and 
restrict  the  use  of  some  equipment  on  the  installation.  Hav¬ 
ing  a  list  of  the  equipment  to  be  used  beforehand,  HSAAP  will 
be  better  prepared  at  the  entrance  interview  to  address  the  .. 
regulations  pertaining  to  the  equipment  to  be  used.  This  will| 
also  facilitate  coordination  of  the  inspection  and  permitting  i 
of  the  equipment . 

2 .  The  following  persons  have  been  designated  as  points  of 
contact  and  liaison  for  all  work  required  under  this  contract. 
Mr.  Scott  Shelton  shall  be  the  Installation  Representative,  and 
Mr.  J.  L.  Bouchillon  shall  be  the  Operating  Contractor's  Repre¬ 
sentative  . 

3.  Completion  and  Payment  Schedule:  The  following  schedule 
shall  be  used  as  a  guide  in  approving  payments  on  this  con¬ 
tract.  The  final  report  for  this  study  shall  be  due  not  later 
than  180  days  after  Notice  to  Proceed. 

PERCENT  OF  CONTRACT  AMOUNT 

MILESTONE _  AUTHORIZED  FOR  PAYMENT 


Completion  of  Field  Work  25 
Receipt  of  Interim  Submittal  75 
Completion  of  Interim  Presentation  &  Review  85 
Receipt  of  Final  Report  100 


4.  Purpose  and  Background;  The  purpose  of  this  study  is  to 
identify  and  evaluate  the  technical  and  economic  feasibility  of 
alternate  methods  of  meeting  the  steam  requirements  of  the  Area 
A  industrial  complex.  The  Area  A  steam  plant  was  constructed 
during  World  War  II  to  serve  an  industrial  complex  that  produc¬ 
es  raw  materials  used  in  the  manufacture  of  explosives.  There 
are  seven  coal -fired  boilers  which  generate  steam  at  400  psig 
and  575^F.  Each  boiler  has  a  full-load  capacity  of  at  least 
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i.  Evaluate  the  possibility  of  using  existing  steam  turbine 
drives  to  operate  river  water  pumps  which  are  presently 
electrically  driven. 

5 .  The  boilers  which  are  laid  away  at  Volunteer  Army 
Ammunition  Plant  must  be  inspected  by  a  member  of  the  National 
Board  of  Boiler  and  Pressure  Vessel  Inspectors  to  determine  if 
they  are  suitable  for  the  intended  purpose  and  if  any  repairs 
or  modifications  will  be  needed. 

6 .  Point  of  contact  for  entry  to  Volunteer  Army  Ammunition 
Plant  is  Mr.  Jim  Fry.  Phone  number  (615)  855-7109, 

7.  An  EEAP  Limited  Energy  Study  for  Area  A  and  Area  B  steam 
plants  at  HSAAP  was  completed  by  EMC  Engineers,  Inc.  in  August 
of  1992.  The  final  report  of  this  study  includes  a  very  good 
physical  and  operational  description  and  a  mathematical  model 
of  each  plant.  The  AE  is  encouraged  to  read  and  use  the  informa 
tion  provided  in  this  report. 

8.  Government -furnished  information.  The  following  documents 
will  be  furnished  to  the  AE: 

a.  Final  Report;  LIMITED  ENERGY  STUDIES,  HOLSTON  ARMY.  AMMUNI¬ 
TION  PLANT,  KINGSPORT,  TENNESSEE;  August  1992;  EMC  Engineers, 
Inc , 

b.  MEMORANDUM,  dated  5  October  1994,  Subject:  Trip  Report  T. 
A.  7881  -  Volunteer  Army  Ammo  Plant. 

c.  Energy  Conservation  Investment  Program  (ECIP)  Guidance, 
dated  10  Jan  1994  and  the  latest  revision  with  current  energy 
prices  and  discount  factors  for  life  cycle  cost  analysis. 

d.  AR  420-49,  Heating,  Energy  Selection  and  Fuel  Storage, 
Distribution,  and  Dispensing  Systems. 

e.  AR  415-15,  1  Jan  84,  Military  Construction,  Army  (MCA) 
Program  Development 

f.  TM5 -800-2,  Cost  Estimates,  Military  Construction. 

g.  Tri- Service  Military  Construction  Program  (MCP)  Index, 
dated  13  February  1995. 

h.  Boiler  plant  logs  for  the  Area  A  steam  plant  will  be  made 
available  to  the  AE  as  needed. 

9 .  A  computer  program  titled  Life  Cycle  Costing  in  Design 
(LCCID)  is  available  from  the  BLAST  Support  Office  in  Urbana, 
Illinois  for  a  nominal  fee.  This  computer  program  can  be  used 
for  performing  the  economic  calculations  for  ECIP  and  non-ECIP 
ECOs .  The  AE  is  encouraged  to  obtain  and  use  this  computer 
program.  The  BLAST  Support  Office  can  be  contacted  at  144  Me¬ 
chanical  Engineering  Building,  1206  West  Green  Street,  Urbana, 
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Illinois  61801.  The  telephone  number  is  (217)  333-3977  or 
(800)  842-5278. 

10.  Direct  Distribution  of  Submittals.  The  AE  shall  make  di¬ 
rect  distribution  of  correspondence,  minutes,  report  submit¬ 
tals,  and  responses  to  comments  as  indicated  by  the  following 
schedule : 


AGENCY 


EXECUTIVE  SUMMARIES 
REPORTS 

FIELD  NOTES 

CORRESPONDENCE 


Commander 

Holston  Army  Ammunition  Plant 
ATTN;  SMCHO-EN  (Mr  Shelton) 
Kingsport,  TN  37660-9982 

Commander 

U  S  AMC  Installation  and 

Service  Activity 

ATTN:  AMXEN-C  (Mr  Nache) 

Rock  Island,  IL,  61299-7190 


Commander 

U.  S.  Army  Corps  of  Engineers 
ATTN:  CEMP-ET  (Mr  Gentil) 

20  Massachusetts  Avenue  NW 
Washington,  DC,  20314-1000 


3  3  1**  1 


1  1 


1* 


Commander 

USAED,  South  Atlantic 

ATTN:  CESAD-EN-TE  (Mr  Baggette) 

77  Forsyth  Street,  SW 

Atlanta,  GA  30335-6801  1  1  -  - 

Commander 
USAED,  Mobile 

ATTN:  CESAM-EN-DM  (Battaglia) 

PO  Box  2288 

Mobile,  AL  36628-0001  2  2  1**  1 


Commander 

U.  S.  Army  Logistics 
Evaluation  Agency 
ATTN:  LOEA-PL  (Mr  Keath) 

New  Cumberland  Army  Depot 

New  Cumberland,  PA,  17070  -  5007  1* 


* 

*  * 


Receives  Executive  Summary  of  final  report  only. 

Field  Notes  submitted  in  final  form  at  interim  submittal. 
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ANNEX  B 


EXECUTIVE  SUMMARY  GUIDELINE 


1.  Introduction. 

2.  Building  Data  (types,  number  of  similar  buildings,  sizes, 
etc . ) 

3.  Present  Energy  Consumption  of  Buildings  or  Systems  Studied, 
o  Total  Annual  Energy  Used. 

o  Source  Energy  Consumption. 

Electricity  -  KWH,  Dollars,  MBTU 
Coal  -  TONS,  Dollars,  MBTU,  MWH 

Natural  Gas  -  THERMS,  Dollars,  MBTU,  MWH 
Other  -  QTY,  Dollars,  MBTU,  MWH 

4 .  Energy  Conservation  Analysis . 
o  ECOs  Investigated. 

o  ECOs  Recommended. 

o  ECOs  Rejected.  (Provide  economics  or  reasons) 

o  ECIP  Projects  Developed.  (Provide  list)* 

o  Non-ECIP  Projects  Developed.  (Provide  list)* 

o  Operational  or  Policy  Change  Recommendations. 

*  Include  the  following  data  from  the  life  cycle  cost  analy¬ 
sis  summary  sheet:  the  cost  (construction  plus  SIOH) ,  the  annual 
energy  savings  (type  and  amount) ,  the  annual  dollar  savings,  the 
SIR,  the  simple  payback  period  and  the  analysis  date. 

6 .  Energy  and  Cost  Savings . 

o  Total  Potential  Energy  Savings  in  MegaBTU  per  year  (and 
MegaWattHr  per  year)  and  first  year  dollar  savings. 

o  Percentage  of  Energy  Conserved. 

o  Energy  Use  and  Cost  Before  and  After  the  Energy  Conservation 
Opportunities  are  Implemented. 
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ANNEX  C 


REQUIRED  DD  FORM  1391  DATA 

To  facilitate  ECIP  project  approval,  the  following  supplemental 
data  shall  be  provided: 

a.  In  title  block  clearly  identify  projects  as  "ECIP." 

b.  Complete  description  of  each  item  of  work  to  be  accom¬ 
plished  including  quantity,  square  footage,  etc. 

c.  A  comprehensive  list  of  buildings,  zones,  or  areas  includ¬ 
ing  building  numbers,  square  foot  floor  area,  designated  temporary 
or  permanent,  and  usage  (administration,  patient  treatment,  etc.). 

d.  List  references,  and  assumptions,  and  provide  calculations 
to  support  dollar  and  energy  savings,  and  indicate  any  added 
costs . 


(1)  If  a  specific  building,  zone,  or  area  is  used  for 
sample  calculations,  identify  building,  zone  or  area,  category, 
orientation,  square  footage,  floor  area,  window  and  wall  area  for 
each  exposure. 

(2)  Identify  weather  data  source. 

(3)  Identify  infiltration  assumptions  before  and  after 
improvements . 

(4)  Include  source  of  expertise  and  demonstrate  savings 
claimed.  Identify  any  special  or  critical  environmental  conditions 
such  as  pressure  relationships,  exhaust  or  outside  air  quantities, 
temperatures,  humidity,  etc. 

e.  Claims  for  boiler  efficiency  improvements  must  identify 
data  to  support  present  properly  adjusted  boiler  operation  and 
future  expected  efficiency.  If  full  replacement  of  boilers  is 
indicated,  explain  rejection  of  alternatives  such  as  replace  burn¬ 
ers,  nonfunctioning  controls,  etc.  Assessment  of  the  complete 
existing  installation  is  required  to  make  accurate  determinations 
of  required  retrofit  actions. 

f.  Lighting  retrofit  projects  must  identify  number  and  type 
of  fixtures,  and  wattage  of  each  fixture  being  deleted  and  in¬ 
stalled.  New  lighting  shall  be  only  of  the  level  to  meet  current 
criteria.  Lamp  changes  in  existing  fixtures  is  not  considered  an 
ECIP  type  project. 
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g.  An  ECIP  life  cycle  cost  analysis  summary  sheet  as  shown  in 
the  ECIP  Guidance  shall  be  provided  for  the  complete  project  and^ 
for  each  discrete  part  included  in  the  project.  The  SIR  is  appli¬ 
cable  to  all  segments  of  the  project.  Supporting  documentation 
consisting  of  basic  engineering  and  economic  calculations  showing 
how  savings  were  determined  shall  be  included. 

h.  The  DD  Form  1391  face  sheet  shall  include,  for  the  com¬ 
plete  project,  the  annual  dollar  and  MBTU  (MWH)  savings,  SIR, 
simple  amortization  period  and  a  statement  attesting  that  all 
buildings  and  retrofit  actions  will  be  in  active  use  throughout 
the  amortization  period. 

i.  The  calendar  year  in  which  the  cost  was  calculated  shall 
be  clearly  shown  on  the  DD  Form  1391. 

j .  For  each  temporary  building  included  in  a  project,  sepa¬ 
rate  documentation  is  required  showing  (1)  a  minimum  10-year  con¬ 
tinuing  need,  based  on  the  installation's  annual  real  property 
utilization  survey,  for  active  building  retention  after  retrofit, 
(2)  the  specific  retrofit  action  applicable  and  (3)  an  economic 
analysis  supporting  the  specific  retrofit. 

k.  Nonappropriated  funded  facilities  will  not  be  included  in 
an  ECIP  project  without  an  accompanying  statement  certifying  that 
utility  costs  are  not  reimbursable. 

l.  Any  requirements  required  by  ECIP  guidance  dated  10  Jan 
1994  and  any  revisions  thereto.  Note  that  unescalated 
costs/savings  are  to  be  used  in  the  economic  analyses. 

m.  The  five  digit  category  number  for  all  ECIP  projects  ex¬ 
cept  for  Family  Housing  is  80000.  The  category  code  number  for 
Family  Housing  projects  is  71100. 


jT  HPS(100)  HPSflOO)  iT  HPSOOO) 

'  1-1/4"  Hp6  [*3/4’  HPC  P  1-1/4"  HPC 


T  HPS(100) , 
1"  HPC 


r  HPS<ioo) 
r  HPC 


3/4"  HPS(100) 
3/4"  HPC 


t-1/4"  HPS(IOO) 
1"  HPC 


M-1/2-  HPS(100) 
»  1-1/4"  HPC 


HPS(100)- 

••  MrL  ^ 


1-1/r  Lps-j 

BLDG.  2  r 


1 4"  HPS(IOO) 
V  HPC 


|BUX:.2 
I  TANK  SUB  #1 


I  BLDG.2 
I  TANK  SUB  §7 


1 24"  HPS(IOO) 
IfiT  HPC 


HPS(IOO) 
r  HPC 
14"  HPS(400) 


►Hpsdoo)- 

- HPC—fc* 


-HPS(IOO) 

I — HPC  — 
-HPS(400) 


112"  HPC 
^24“  HPS(IOO) 
1 14"  HPS(400) 


^ _ NO.  WWg _  tOOPSIG  HPS  400PStG  HPS  100  PSK?  K 

700  1  NPMiMSmATION _  0  0  700 

25  "17"  OmUD  HOUSE _  0  0  25^ 

2400  2  Mao  CONCOffWATION  BLDC. _ 325,000 _ 0 _ 240C 

245  4  aCCriBCN.  iWTWUMeWT  SHOP  0  0  245 

345  5  BPWOOWION  PLANT  »  •  (87000)  87000  345 

1325  8  ACETIC  AWWTPWPC  RETINING _ 300 _ 0  1325 

4200  7  Accnc  mwnu  manuf.  bldg.  12000 _ 0 _ 4200 

NECuc.  a  srrtAfci  puwt _ (77300)  75500 _ necu( 

800  9  mat  PUNT _ 0 _ 0 _ 800_ 

VLVS.  cl  10  CAS  WWOUCERS  »  «  * _  0  24000  0 

Tis  11  PU>P  HOUSE _  (220000)  220.000  31? 

875  CWWCE  HOUSE _  0  0  '  875 

1885  15  STOIgHOUSe _ 0 _ 0 _ 1685 

50  17  nWtMOUSE _ 0 _ 0 _ 50 

810  18  BED  CWOSS  8U>C. _  0  0  810 

2500  20  ACETIC  AHMypWOE  FURNACES  0  0  ~  Soo 

0  21  CMAMOE  HOUSE _  0  0  0~ 

25  27A  OmCC  0 _ 0 _ 25 

25  27B  OmCC _ 0 _ 0  25 

475  31  QWICE  MOUSE/SHOPS _ 0  0  475 

0  -  BtDG.  2  TANK  SUB  |1 _  [|  0  0 

0  -  aJCL  2  TANK  SLAB  |2 _  "  _ ^  0 _ 0 

0  -  BLDO>  8  r/m  SLAB _  ”  39.1X  0  0~ 

0  TANK  FAWi _  "  ^ZZZI  0  0~ 

0  -  HEAT  TUNONC _  H  0 _ 0 

18900  -  TOTAL  HUSnNQ _  I  16900 

_  NET  TOTAL  P800UCTT0N _  (7900)  409500  ^ 

NET  TOTAL  STM  RQO.  ^  418500  ^ 

•  HTB.  ONLY  BLOCS.  CSTIMATEO  AT  125BTU/n2;  PROCESS  BLDGS  ESTIMATED  AT  35BTU/FT2. 

«•  ORIGINAL  DESIGN  MCLUOED  BACK  PRESSURE  STEAM  TURBINE  DRIVEN  REFRIGERATION 

COMPRESSORS  WHICH  HAVE  BEEN  (OR  WIU  BE)  REPUCED  BY  ELECTRIC  DRIVEN  EQUIPMENT. 
GAS  PRODUCERS  LAST  USED  IN  FER  1894. 


MOBILIZATION 

PROCESS 

STM.  LOAD 
tXPSIG  HPS 

MOBtUZATION 

PROCESS 

STM.  LOAD 
4XPSIG  HPS 

ESnUATEO  FUTURE 
KTG.  STEAM  LOADS 
too  PSIG  HPS 

ESTIMATED  FUTURE 
PROCESS  STEAM 
LOADS  100PSIG 

HPS 

ESTIMATED  FUTURE 
PROCESS  STEAM 
LOADS  400PSiC 
HPS 

0 

0 

700 

0 

0 

0 

0 

25 

0 

0 

325,000 

0 

2400 

325000 

0 

0 

0 

245 

0 

0 

(87000) 

87000 

345 

0 

0 

300 

0 

1325 

300 

0 

12000 

0 

4200 

12000 

0 

(773X) 

78500 

NECUC. 

(77300) 

78500 

0 

0 

800 

0 

0 

0 

24000 

0 

0 

0 

(220000) 

220.000 

315 

(220.000) 

220000 

0 

0 

975 

0 

'  0 

0 

0 

1685 

0 

!  0 

0 

0 

50 

0 

0 

0 

0 

810 

0 

0 

0 

0 

2500 

0 

0 

0 

0 

0 

0 

0 

0 

0 

25 

0 

0 

0 

0 

25 

0 

0 

0 

0 

475 

0 

0 

- HPC — 

-HPS(400)  — 
-HPS(IX)-^ 


-r  HPS<1X) 


NOTE: 

THIS  DWG.  IS  L 
STEAM  TRAPS. 


LEGEND 

DRAWING  NOTESi 

— HPS(400)‘- 

HIGH  PRESSURE  STEAM  -  400  PSIC.  875*F 

❖ 

100  PSIC  STEAM  SUPPLY  PIPE  REDUCED  FROM 
1-1/r  TO  3/4"  TO  FEED  BUHDINC  HEATING. 

— HPSdSO)  — 

HIGH  PRESSURE  STEAM  -  150  PSIG.  540T 

HIGH  PRESSURE  CONDENSATE  PIPE  REDUCED  FROM 
r  TO  2". 

—  HPS(100)“ 

- HPC - 

- IPS - 

HIGH  PRESSURE  STEAM  -  100  PSIC.  400^ 

HIGH  PRESSURE  CONDENSATE 

LOW  PRESSURE  STEAM  -  20  PSIG 

DIRECTION  OF  aOW 

CONDENSATE  RECEIVER  AND  PUMP 

ABE*  »*»  «TlAy  4  C0WPEH8AIE 

MMAinC 


PI8TH1BUTI0W  WPIWQ  PIAQBAH 


T^DWC.  IS  OMWIfcWTIC  IN  N*TUR€  AND  DOES  NOT  SHOW  EXPANSION  LOOPS. 
STEAM  TRAPS.  BOWTJON  VALVES.  ACTUAL  BUILDING  SIZES.  OR  ACTUAL  PIPE  ROUTING. 
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I 

I 


l/w  catmsam  r 


lj 


/  ■  \ 

f 


■  S'*  o'  ,r  UP*  lOMNtCT  I 

TO  txisTU'»G  TnA^l^lTlo^:  : 
AT  BASE  OP  STACK.  Typ,  j 
PnCC»PlTATOR  <  “L. 
sec  OWO.  M- A  .  • 


-CKPAMSIOM  jOtMT,  typ. 

str  owo.  M  cO  TOP  DETAIL 


TO  5  C  ■ 
^»^<S  I  TiON 


'To 


iNDENSATE  ft  FEEt 


LEGEND 


moMMicK  pmo 

MATER  mNC 

CONOOttATt  OR  FEEOMATER  RPIW 
NORUAUY  OPEN  VM.VE 
NORMALLY  QjOSEO  VALVE 
a«CnON  OF  FLOW 


(F:, 


VJ.' 


aOlER  FEES  PUMP 


mou  KM.ER  iLOMOrr 

ooMCcnows 


T 


OWTMXXJS  ■.OWOOMN 
TO  atOnOFY  TANK 

T 


© 


DCAEIIATOR  PUMP 

OeSUPtfMATTR  PUMP 

M«£-UP  MATER  PUMP 

DCAFRATOR  HEATER  M  TANK 


E  &  FEEDWATEH  RISER  DIAGRAM 
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95046-00 
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AMnuyrr  goiHWlPg!: 


cSCctSher- 
apron  rnocR- 
0UCIcn  OXVATOR- 

acd  p«#»s- 

BffNC 

CHtiaCAL  f£ED  P«»^- 
CMtkBCAL  FEED 


LEQEND 

_HPS(«0)-  rtCH  P«SSUR£  STEAM  -  <«)  PSC.  575f 

— HPS(150)—  HWH  PRESSURE  STEAM  -  1BO  PS«.  64CrF 

— »«(120)—  UGH  PRESSURE  STEAM  -  100  PSW.  40aF 

_ -  rtCH  PRESSURE  CONT)E>l»TE 

_ -  lOW  PRESSURE  STEAM  -  »-«  P5>C 


,  OTRECTON  Of  FEOW 

— -  PUUP  OR  FAW 

-  - -  NORUALLT  OPtM  VALVE 

,  ,  MORMALLY  aOSED  VALVE 


tR 

atmosphere 


ft.  a  STEAM  RISER  DIAGRAM 


FYOS  LIMITED  ENERGY  STUDY 

toJIton  army  ammunition 

96046-00 


(B' 

PLANT 
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Affiliated  Engineers  SE,  Inc. 

3300  SW  Archer  Road 

Gainesville,  FL  32608 

Telephone  Conversation 

^=^=^Yrr 

/hric^ 

Conversa!k>n  With 

/hBC^ 

IIzTm  ous  — ,eYers 

Routing  _ 

Representing  ^  _ 

Project  Number 

Project  Name 

Date 

Location 

Time 

LOill. 

(JAM  >4  ^  -Ci 

Affiliated  Engineers  SE,  Inc. 
3300  SW  Archer  Road 
Gainesville,  FL  32608 


Telephone  Conversation 


Convefsallon  With  — ^  ^ 

— p?»  (l<^7Crr/^L 

Routing 

Representing 

Project  Number  ^ 

Project  Name 

Date 

Location 

Time 

C/i^  y3:^i^r'r ^ 

F^(.  PfU 

F- ( R-S^  Tca~^F  Fl 

^  /e_  ^(Syy)/  > 

A/0<^i<ir~ _ 

l/^:S{h6^ 


Fax  Randy  Green  your  Classifie 


Equipment  For  Rent 


(810)362-0317  or  call  (8 1  01^37 -7370/ext. 3  for  more  info. 


TEMPERATURE  RENTAL 

SPECIALISTS 

•  Air  Conditioners  up  to  60  tons 

•  Woter  Chillers  uo  to  1000  tons 

down  to  -35"  F. 

•  Electric  Heaters  up  to  1 50kW 

Notionwide  Avoilobiiity  24  Hours  A  Doyl 

713-485-4471 

OROENO.  123 


RENTAL  CHILLERS 


ALL  CATEGOACS  Of  NCW  COOLING  EQUIPMENT  AVAILABLE 
FOB  TOUn  PROCESS  ANO  COMFORT  REQUIREMENTS 


•  CMlirs  •  CitlMi  Tiwvn  •  Compimr  Amm  Umu 

•  Air  CMiiliMvi  •  Air  HwEttn  •  SiteaeiA  6*Mntori 

-  SUtttnm2t»IOOO* 

~  Otftfx:  CtMtfm.  Unsum.  Smpt.  Msrfluit.  Htw  Ytfk 


CM  SCRVtOVNf  M 

1-800-241*8996 

f AI  40a-35i  r3M 


QROENO.  136 


CHILLER  &  COOLING  TOWBI  RENTAL  I 


- , ;  IMv  orfldd  MoonM  •  Zta  ^JSOO  Ton  Units 

Nr  GondRfoning  •  Mr  Handtors  •  Coimnernai  &  Proc^ 
Tmnc  800-488-8377;  F«jc  713-830-1834 
ChWm:  800-331-8500;  Fuc  410-242-3899 

RENTAL  TOOLS  &  EQUIPMENT  CO.,  INC. 

THE  HOME  OF  RENTAUZED«  EQUIPMENT  •  15  DEPOTS 


QROE  NO.  135 


EMERGENCY^TEMPORARY 


SHORT  &  LONG 
TERM  RENTALS. 
24  HOUR  SERVICE 


•  30l-10QITMCta»TNf)ii 

•  Micnff«c«tsar  CmM 

•  7S-2MTMAi/CMlH 

•  MMPfUl  Otftfa 


1-800-446-3325 
inluECK  708-541-9984  FAX 

1111 S.  WILLIS  AVE,  WHEELING.  IL  60090 


QROENO.  130 


Equipment  For  Sale 


Equipment  For  Rent 


CHILLERS/BOILERS/GENERATORS 

Long  Term  *  Emergency  Rentals 
Portable  chfll  water  plants  including  Town  Pumps  & 
chaer^tp  450  cooled  cbillefs  20  to  110 


tons.  Con  air  wife  1 0  to  75  tons.Bpoftable  boiler  rooms 
or  skid  moulted  boBers  100  HP  to  35.000  LtVHr. 

Centra!  TX  Commercial  A/C 
1  >800-338-5429  •  5 1 2-288-0822  ^ 

QROENO.  126 


SoUiw?  '^iime 


Source  Capture 
Equipment 


Call  for  a  free  brochure. 


6100  Hix  Road,  Westland,  Ml  48185 
Ph:  (313)  729-3344  Fx:  (313)  729-3358 

QROE  NO.  131 


Control  Valves 


Equipment  For  Sale/Rent 


CHILLERS 
For  Rent  and  Sale 


WHBN  KEEPING  COOL  IS  CRITICAL 

♦  40-1,500  Tons 

♦  HVAC,  Industrial  Process 

♦  Engineered  Solutions 

♦  Glycols/Brines  to  -70’F 

♦  R-134A,  R-22,  R717,  R123 

♦  Rental/Purchase  Options 


OROENO.  132 


o 

oc 

I- 

z: 

o 

o 


For  water,  steam  and  ther¬ 
mal  oil.  1/2"-6"  in  bronze, 
cast  iron  and  ductile  iron. 
Electric  &  pneum.  actuators. 

PAXTON  CORPORATION 
Phone  (203)  929-1800 
Fax  (203)  925-8722 


C/3 

UJ 

> 

-J 

< 

> 


QRCIENO.  133 


Equipment  For  Sale 


BELOW  WHOLESALE  PLOTTERS!!!  Hewlett- 
Packard  7550A.  7440A.  Houston  insinjments  DMP- 
52,  calcomp  5902.  Omniicch  Gencorp  (305)  599- 
9898. 


Equipment  For  Sale 


Refrigerant  Analysis 


REFRIGERANT  ANALYSIS:  Full  service 
refrigeration  chemistry  laboratory  offers  ARI  7(X)  and 
IRG-2  refrigerant  analysis  with  guaranteed  next  day 
results.  Preventive  maintenance  LUBRICANT 
ANALYSIS  fordetcrminaiionofsysiems  contaminants 
such  as  acidity,  moisture,  viscosity,  and  compressor 
wcarmetals.  Weproviderefrigerantsampiecyiinders, 
oil  test  kits,  sample  cylinder  cleaning,  detailed  sampling 
instructions  and  complete  shipping  information.  For 
technical  services  or  free  consultation  call  INTEGRAL 
SCIENCES  (800)745-8091. 


Indoor  Air  Quality 


H£ATPfr>ES 


Decision  Makers 

lAQsmmsAvms 

Defxmdificaoon  *  Heat  Recowy  *  Ventiabon 

AMmCAN  HEAT  P(P£S  INC. 

SISReckerHwvy.  •/Vjtxjmd^  a  33823 
_ (800)727-6511 _ 

QROE  NO.  125 


Equipment  For  Sale 


NEW  YORK  .  /  BOSTON  ••  BALT/WASH.  D.C.  ■  V-  “  MIAMI 


(n/B)  OMKMBAIW-BMSM  I 

p  Copeland 

pfinc  (g)\»jstiiwln)use 

’mertics  Carparatian 


EXEC.  OFFICE:  19-35  Hazen  St.,  East  Elmhurst.  N.Y.  11370 


86  Engineered  Siisfems  April  1995 


1  718  721-3600 


(fax)1  718  204-7979 


OROf  NO.  129 
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4CU 


Kflnnady  &  Mfg  Co  he 
Natonwida  Boders  he 


^.«>v3rf iici  a 


■  -  iC* *  ■  '  .'  ' 

B  Boiler  &  Tank  Co  /  i'. . .. 

Babcock  &  Wilcox 
TheBlgekywCo  ‘-'V^ 

Ganeial  Bectric  Coenpany,  :♦  •  ’  v 

Bushess  hfo  Center  -  v  - 
Go^tens  ■  ^  •  — r-. 

hdeck Power Equiprnert Co... 

Kennedy  Tank  &  Co  he 
Nationwide  floflers  he  ■  *  -  *  : 

BteyStokerCocp  .  .  ' 

Tunbufl  &  Sons  Ltd 

BOILER  SERVICE,  OTHER 

A800  Industries  he 
Coopertieet  Inc,  Heat  TrachQ  Dept 
Generrt  Bectric  Conpany, 

Bushess  hfo  Center  . 

HeWckCocp 

NaoonwKie  bouers  me  . „ 

PBbricoCompany  - 

;  r/tJBete  hdustriaL  Water  Mgt  Oiv  Of  Betz  Labe  r- 
Buman  TechnicaJ  Sere  he.  >  jv. -.7*/, 

-;  Water  Management  Div  -  * .  .V .  ,  t 

Calgon  Cbrp;  Commercial  Div  *  r-*  .VT  ’/ 
Cambridge  Scientific  hd *  i 
'  Cap^  Controls  Co  he  :  v'  '.  m.. 

’  Certified  Laboratories,  Eastern  Oiv  • . 

ChanBarCorp,  Bgena  Div  ^  .i-f  ^  ; 

Chemed  Corporation,  Diiwis  Chemicals 
ChemkalTestingCorp  ‘ 

Ctetfk-Cooper  Corp  vr:*  ^ 

Clayfbnhdusfries  - - 

Deartjom  Oiv,  W.  R  Grace  4  Co.  - 
O^,  Mogul  Div 

^^^w/ASHLANO,  Draw  industrial  Div 
^tffbm(MogP^J-2S^28} 

The  Ouinon  Co  he,  RHration  Systems  Div 
•  THEFOXBOROCOMnLNY 
(SmMP9gmK-a,M) 

Garratt-Callahan  Co 
"GELBER  PUMPS  INC 

'  (SmAdPag9 150) 

-HermanBogotACo  ‘ 

HythoftoCorp 
BSnois  Water  Treatment  Co 
‘  *  hdeck  Power  Equipment  Co 
Jamestown  Chemical  Co  he 
.  Lancy  htemationai  he 
MHcohc 

_  Monarch  Water  Systems,  A  Div  SystechCorp 
Naloo  Chemical  Co 
Nationwide  Boilers  he 
Neptune  ChemicaJ  Pump  Co 
Olin  Corp,  OTn  Water  Sves 
PSE  htemationai  lf)c  ' 

Resources  Conservation  Co 
Signet  ScientifK:  Co  Oiv 
TVe  Inc,  TVe  Systemms 
Watcon  Inc 

BOILER  WATER  TREATMEMT, 
CHEMICALS 

Alken-Murray  Corp 
■  Aqua-Tech  Inc 
Atomergic  Chemetals  Corp 
Betz  hdust^.  Water  Mgt  Div  Of  Betz  Labs 
Bowman  Distribution,  Barnes  Group  Inc 
Bunman  Technical  Sere  Inc, 

Water  Management  Div 
Calgon  Corp,  Commerciaj  Div  ' 

Certified  Laboratories.  Eastern  Oiv 
ChargarCorp,  Bgene  Div 
.  Chemed  Corporation.  Dubois  Chemicals 
ChemkalTestingCorp 
Clayton  Industries.:-  r  ’ 
figartxim  Oiv,  W.  R  Grace  &  Co. 

rv>;7  ^  v:  ; 

^UPl/AaiLAND,  Drew  Irnhistrial  Ohr 

Dustbene  ftoducts  Company 
^  ^Garratt-CeJtehan  Co  r  : 

.  -  •  XJanastow  Cherrical  Co  he 

■' -v- 

. ' : "  ^2  .^PjOTHnglrieeilng  Directory 


JCWhrttamMfgCo 

Mitoohe 

Naloo  Chemka)  Co 
NationwidaBoaershc 
Oaklta  Products  he 
Ofin  Corp,  Ofin  Water  Sves 
Western  Chemical  Co 
Wright  Chemical  Corp  ;  ^ 

BOiLER  WATER  TREATimn; 
NOMMSIIICAL  SYSTEM 

Aqua  Dynamics  Corp. 

Aqua-Techhc  /,V 

uarrixiOQe  ocwnuTic  iTn 
cihc  ^ 

Clayton  Industries  .  ... 

Cteever^Brooks 

Cuffiganlntl 

CX/Oxytech . .  .  - 

The  Ourton  Co  he.  Filtration  Systerns  Div  ' 

EnwonrnentalSernentsCofp- 

Graver  Co,  Graver  Water  Oiv  ■ 

Great  Lakes  F3ter 
Hydro  MaxCorp.  . 

Member  Raytec  i^ter  Group 
Kemtune  he,  Superior  Water  Conditioners 
^Atooinc 

Monarch  Water  Systerns,  A  Oiv  Systech  Corp 
Nationwide  Boilers  he 
Osmo  Membrane  Sys  Div,  Osmonics  he 
PaB  Access  F3tration  Corp,  Div  Pafl  Corp 
Permutit  Co  he  ■  ^ 

Progessive  Equipment  Corp  .  •  ‘ ; 
Reaotfoes  Conservation  Co  '  - 
Saltech  Corp-  ' 

Scale  Control  Sys  ^  ....... 

Water  Hefinhg Co  he.  Industrial  Div  ' 

BOILBR,  BY  APPLICATION,'  '  ?  i‘  ‘- 

coQMimum(m 

ABCOhdusirieshc'r^'^*^  — 
BaboockAWBcox  ,  ^ 

Tt»  Bigelow  Co  .'iT 

Cain  Mustiiea  ' 

C€  Power  Sy^terr^  ■  ■  ^  1;;.' '  . 

Combustion  Engineering  Inc' 

Clayton  Industries.  '-.* 

Systerrn,  Div  Midwesco  Inc 
Federal  Boaer  Company :  ^ 

Henry  Vogt  Machine  Co  -  V.  .  C 

^ Herman Bogoti Co **  _ 

hdeck  Power  Equprriwrt  Co 
The  hdBoaer  Works  Co 
John  Zhk  Co,  Allegheny  htemationai 
MiteubisN  Heavy  hdus  Americ 
Montgomery  Brothers  Inc 
OTn  Corp,  OQn  Water  Sves 
Raey  Stoker  Corp 

Sotef  Turbhes  he,  Subs  Caterpillar  Tractor  Co 
Struthers  Weils  Corp 
Systech  Corporation  ‘ 

TVe  Inc,  TVe  Systemms 

United  Slates  FBter,  Fluid  Systems  Corp 

Vapor  <^,  Div  of  Bruwwick 

BOILER,  BY  APPUCATiON,  HOT 
WATER 

ABCO  Industries  he 
TheBigeiowCo 
Brasch  Mfg  Co  he 
Bryan  Steem  Corp 
BunhamCorp,  HydronicsOiv 
CAM  industries  Irv; 

Canier  Air  Conditioning,  Carrier  Corp 
OE  Power  Systems, 

Combustion  Engineering  Inc 
CHROMALOX-E  L  WIEGAND  DIV, 

Emerson  Electric  Co 
(S0»Cst^C/CHR) 

Qayton  Industries 
Cleaver-Brooks 
Cohimbia  Boiler  Co  Pottstown 
Edwards  Engineering  Corp 
Federal  Boiler  Company 
Fluktyne  Bigr  Corp 
Fulton  Boiler  Works  Inc 
Herman  Bogot  4  Co  ^ 

Hydrotherm 

Indeck  Power  Equipment  Co 
Industrial  Boiler  Co  Inc 
The  Inti  Boiler  Works  Co 
Mitsubishi  Heavy  Indus  Americ 
Montgornery  Brothers  he 
Nationwide  Boilers  Inc 
Olin  Corp,  Olin  Water  Sves 
Ray  Burner  Company 
Raypak  he  •  - 

Reimers  Electra  Steam  Inc  » 

Scale  Control  Sys 
Slant  Fh  Corporation 
Systech  Corperation 
Vapor  Corp,  Div  of  Brunswick 
Wei44cLain,AMarteyCo  ' 


BOUR,  BY  APPLICATION,  STEAM  ^ 

ABCO  Industries  he  .  .  * . 

Babcock 4 Wilcox  ..  V. ' 

ThaBigekJwCo  *  .V- 
Brasch  Mfg  Co  he 
BtywSUmi Corp 

Bunham  Corp,  Hydronka  Div  *  *  ’  T  ‘ 
CAMhdustriaahc  . 

Carrier  Air  ConcStionho,  Carrier  Corp  '  ’^  '"***\ 
OE  Powar  Syaterr^  .  jy  ; 

■  Combustion Engheerhg he* ...•-w'* 
CHROMALOX-E  L  WCGANO  DIV,  .  * 
Emanon  Electric  Co 
^Sa#CatefegC/CHR;.V'  * 

Oayton  industries  ■  ^  - 

deever-Brooks  -  ^  :  ir- ;  ."*  ‘‘  ‘  ^ 

Cohrrbta  Boiler  Co  Pottshwm  -r 

Bectric  Steam  Generator  Corp.,'‘  ^l‘ 
Electro-Steam QeneralorCofp-  '* 

Energy  Systems,  Div  Midwesco  he  ’  ■ 

Federal  Bofler  Company  - 

FWdyneEngrCofp 

Fulton  Boiler  Works  Inc 

Henry  Vogt  Machine  Co  ..  .  ..  . 

Herman  Bogot  4  Co 
Hydrotherm 

Indeck  Power  Equipmerit  Co  ' 

Industrial  Boiler  Co  he 
The  htl  Boiler  Works  Co 
Keeler/ Dorr-OTiver  , 

Mitsubishi  Heavy  hdus  Americ  *  ' '  ' 
Moettgomery  Brothers  he 
Nationwide  Boilers  he  '  '* ' '  • ;. 

Ofin  Corp,  Ofin  Vteter  Sves  ? 

Ray  Burner  Company ::  * 

Reimers Bectra Steam Inc"  f  :>T".  ‘  * 

ROey  Stoker  Corp  ’  ^ 

ScakiControlSys 

Slant  fin  Cotpotation  >;i«  *«,  J! ''  ^ 

Syataeh  Caponilion 

V^Cop.  Dwot  Bnnswtek'';':..'.;/:!.:**'’ 
WeMfclain,  A.MarieyCo'  -i 

BOUR,  BY  APPUCATibN,  OTHER  X.lt 

ABCO  Industries  Inc  ,  ..  ..  vV..  , . 

Cah Industries  ‘ 

Federal  Boiler  Company  "  V.  ’ 

Fuiton  Boiler  Works  inc  .  J  "-  ’.  .  7-  -‘i 

Hydrotherm  '  ' 

The  Inti  Boiler  Wbrks  Co  . , 

Systech  Corporation  -./V.’,-  *  !*'  /; 

BOILER,  BY  TYPE,  ELECTWC  Or'^'  '  ’ ' 
ELECTRODE  . 

Automatic  Steam  Prods  Corp  '>:-r  p 

Brasch  Mfg  Co  he  ..T'" 

Bryan  Steam  Corp 
CAM  Industries  he  * 

CHROMALOX-E  L  WIEGAND  OIV, 

Emerson  Bectric  Co 
($49  CMWog  C/CHR)  •  . 

Edwards  Engineering  Corp 
Electric  Steam  Gerwrator  Corp 
Fulton  Boiler  Works  he 
Herman  Bogot  4  Co  .  - 

Hynes  Electric  Heating  Co 
hdeck  Power  Equipml^  Co 
INDEECO 

(S99MP9g904S) 

The  Inti  Boiler  Works  Co 
Montgomery  Brothers  Inc 
OTn  Corp,  Oih  Water  Sves 
PattersofhKeiley  Co,  Div  Harsco  Corp 
Reimers  Electra  Steam  Inc 
Scale  Control  Sys 
Slant  Rn  Corporation 

BOILER,  BY  TYPE,  FIRETUBE 

ABCO  Industries  Inc 

Babcock  4  Wilcox 

Basic  Environmental  Eng  Inc  ^ 

TheBigeiowCo 

Burnham  Corp,  Hydronics  Div 

Cleaver-Bfooks 

Columbia  Boiler  Co  Pottstown 

Energy  Controls  Inc 

Federal  Boiler  Company  ' 

Herman  Bogot  4  Co 
Indeck  Power  Equipment  Co 
Industrial  Boiler  Co  Inc  -  • 

Industrial  Combustion,  Div  of  Aqua-Chem 
John  Zink  Co,  Allegheny  International 
Nationwide  Boilers  Inc  - 
ODn  Corp,  Olin  Water  Sves 
Ray  Burner  Company 
Scale  Control  Sys 

Stnjthers  Wells  Corp  ..  ' 

Systech  Corporation  •  -  ^  ' 

Thermal  Transfer  Corp  -  •-  '  ■  ^ 

Wabash  Power  Equipment  Co  «  j : 

s  -  '.i  I  ‘-j*  ‘  1'  r  r 

BOILER,  BY  TYPE,  FLUIDIZED  BED 

ABCO  industries  he  ..  - 


Babcock  4  Wilcxa  .  .  *  '  'V-  ; 

The  Bigelow  Co  •; .  ..  * :  *  *  J  7  "  v.'''7 

C-E  Power  Systems,  '  ^ 

.  V  Combustion  Engheerirtg  he  ^  I 
FUdyneEntrCoro  ' 

Keeler/DomOfiver.:  7'  v£fj'v^'*.v: 

Rtey  Stoker  Corp  • 

BcijlBR,  BY  TYPE,  WABTE  HiAT .  ? ! 

ABCO  Industries  he 

Babcock 4 Wilcox  '  " 

Basic  Environmental  Eng  he  -  ^ 

The  Bigelow  Co -v.-'v; 

Cah  Industries 

CE  Power  Systems,  -  . 

Combustion Engheering he 
Oeaver-Brooks  .  vo.v  -  •*.  * 

Electro-Steam  Generator  Corp  .  . 

Epcon  Industrial  Systems  Inc  ;  . 

Federal  BoBerCorripany  -  '  •  •  •• 

Henry  Vogt  Machine  Co 

Hennan  Bogot  4  Co 

hdeck  Power  Equipment  Co 

Industrial  Botier  Co  Inc 

The  Inti  Boiler  Works  Co  • 

John  Zink  Co,  Allegheny  International 
MitsubisN  Heavy  Indus  Americ 
Ofin  Corp,  Olh  Water  Sves 
Parker  Bofler  Co  *- 

RILEY-BEAIRD  INC 
(S99AelP494  J‘ll)  •  *  •  - 

F^.StokerCorp  v.*:;-; 

Simonds  Manufacturing  Corp  ^  ^  r  . 

Solar  Ttfbhes  Inc,  Subs  Caterpillar  Tractor  Co 
.  Strothers  WeRs  Corp 

Thermal  Transfer  Corp  '  Vr'r  iVS  r//i  a  j  3VT 
Vapor.Corp,  Div  of  Brunswick  r 

BOILER,  BY  TYPE,  WATERTUBB 

ABCO hdustrios Inc 

Babcock  4  Wilcox  -  :V  . .  :•  /.  ■ 

Basic  Environmental  Eng  Inc  ^  •  '  ■, 

TheBigeiowCo 

Bryan  Steem  Corp 

C-E  Power  Systems, 

?.  Combustion  Engheering  he  •'  .  . 

Oayton  Industries 

Oeaver-Brooks 

Columbia  Bofler  Co  Pottstown  \  - 

Hervy  Vogt  Machine  Co  - 

Herman  Bogot  4  Co  . 

hdeck  Power  Equipment  Co  - 

The  htl  Bofler  Worics  Co 

John  Zhk  Co,  Allegheny  International 

Keeter/Dorr-Oiver 

Mitsubishi  Heavy  Indus  Americ  ' 

Nationwide  Boilers  Inc 

Ofin  Corp,  Ofin  Water  Sves  .  • 

Raypak  he 
Ril^  Stoker  Corp 
Thermal  Transfer  Corp 
Vapor  Corp,  Div  of  Brunswick 
Wabash  Power  Equipment  Co 

BOILER,  BY  TYPE,  OTHER  ; 

ABCO  Industries  Inc 
Oeaver-Brooks 

Fulton  Boiler  Works  Inc  — 

The  Inti  Boiler  Works  Co 
Slant  Ftn  Corporation 
Systech  Corporation 
Wefl-McLain,  A  Mariey  Co 

BOLT  ( SEE  ^FASTENER”  ) 

BOOK  (SEE  ‘‘PUBLICATION, 

TECHNICAL  REFERENCE  } 

BOOTH,  PAINT  SPRAYING 

Alemite  Div,  Stewart-Wamer  Corp 
Binks  Manufacturing  Co 
Cambridge  Engineering  Inc 
Chemco  Mfg  Co  Inc 
Columbus  industries  Inc 
Cutler 

G4C  Automation  Projects  Inc 
GEORGE  KOCH  SONS  INC 

(S99AdP9g9  140} 

Nycoil  Company 

Paasche  Alrbni^  Co 

Protectaire  Systems  Co 

Tri-Oim  Filter  Corp.  •  >  ^  ;  .... 

Westfield  Sheet  Metal  Works  x,  ..  . .  .. 

BOOTH,  SECURITY  -  " "  ^  -  -  A 

A Liss4 Co Inc'.--,  v>l -f  ^ 

C4H  Distributofs  Inc 

Easi-Set  Industries  '  O  -  T 

Global  EquipiTwnt  Co • 


V 

i 

s 
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Affiliated  Engineers  SE,  Inc. 
3300  SW  Archer  Road 
Gainesville,  FL  32608 
(904)376-5500  [FAX  375-3479] 


Holston  AAP  Boiler  Study 

95046-00 

Project 

Project  # 

Martin  Drinkard 

September  18,  1995 

Conversation  With 

Date 

Norfolk  Southern  Railroad 

1  of? 

Representing 

Page 

Typist 

August  23,  1995 

PDL 

Date  &  Time  of  Conversation 

Copies 

File 

RE;  Movement  of  Boiler  from  Volumteer  AAP  to  Holston  AAP 

Per  Mr.  Drinkard,  Norfolk  Southern  is  capable  of  moving  the  boilers  from  the  Volunteer  AAP  outside  of 
Chattanooga.  TN,  to  Holston  AAP  outside  of  Kingsport.  TN.  However,  there  are  a  couple  of  areas  of  difficulty 
which  will  have  to  be  worked  out  if  it  is  decided  to  move  the  boilers,  as  follows: 


3. 

4. 


Norfolk  Southern  will  only  transport  the  boilers  and  provide  recommendations  for  proper  rigging  at  time 
of  loading.  All  handling  of  the  boilers  at  each  end  will  have  to  be  by  others. 

There  is  some  concern  about  the  use  of  the  sidings  at  each  end  of  the  trip.  While  Norfolk  Southern  has 
the  rights  to  the  tracks  in  Chattanooga,  CSX  has  the  rights  to  the  local  sidings  in  the  Kingsport  area. 
NOTE:  it  might  be  possible  to  set  up  a  shipment  through  intermodal  (multiple  carriers).  This  might  affect 
the  rate  slightly. 

The  base  rate  for  transportation  is  $3.72  per  hundredweight.  This  results  in  a  transportation  cost  of 
$5208  per  boiler  or  $10,416  for  both.  There  is  no  discount  for  multiple  units. 

If  it  is  decided  to  ship  the  boilers,  enough  notice  will  have  to  be  provided  to  arrange  for  detailed  routing 
and  scheduling.  NOTE;  “Enough  notice”  was  not  defined  during  our  conversation. 


_ 

Raymond  F.  Parham,  P.E. 

Plumbing/Fire  Protection  Project  Engineer 
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Affiliated  Engineers  SE,  Inc. 
3300  SW  Archer  Road 
Gainesville,  FL  32608 


'  -  1  ■ 

Conversation  With 

\;QLOi>.^TF>n^- A-AP.  CHA^rn>.»JOO^  .tP 

Representing 

rsoiuEe  _ 

Project  Name 

i-bLSro>^  ,  T~P _ 

Location 


cr^.PbL 

Routing 


Roject  Number 

^iikr 


Date 


Time 


^  TZir&njS-yilkr^  h-itz^  pg-vS  FA<  A0U^g?;gr2  Se>  005" 


1%C 

ifc35iPt3c77aO  L\^'T~  /^\:>  IS£Z?U£?^i 

C:>oajjM(=>a'rATio^  -7D  Mh»-(.-  Pp-K,tJi>^ 

'X^  IXJpbCZy^e^  /M/^ 

Fev 

OX  «DOl2  iKJTENtsd^  >0SF£Xnd>^^  SuCUSM 

f^lScv^  JOL-'f  ZW  T\tr(Z:oU(j^ 

jai->(  2e?j9vr  G»v 

,  \xJ>P^jC=R>TZ^  Ar-JT> 

1^9 

1 

juuv 

JT  M-SxD  )v3R5(S,M5^ 

R2>/  THM"  TVr^  CjoIUS^.  iH»i.p^gOTi/2_  uXXJt^h 

TZi  Pfe^R3lS«M 

A-  Soc^t^  JouH  1*^,  /9^S^ 

loouc-)>  iZ^SsO  (C<5'  ^ 

CArMtr<2A 

pgfZ-  t>i(2gCr7cys^S  TT>  TVi^  (>rTAahna^. 

TTtC"  S  Locate  nhs  oF  . 

A=r  -Ty^S'  X'TS  ef:a,  (^T— 

/>o’t>  T^*r<r'  'L-'~lS/ I3e»^*-^nr  OAl<l.*a  h/g.,  t?>ccr  , _ 

Coi->T*^<j~  ^rz-.  pruc.  I^LUS  (^Ss^-liii^  or^  ax:>rAa~ 

jp  iMf^  prz>(  cJpAV^lLASuT"^ 

By:  f^SEsZ-T  A.  _ 

I+VAL-  f^6risJBB-i?L 


£j>-> 


ID  r£l?TC_ 


^6j^jtJiL»-  piZS)^  ^“^LAmTV^  H"!-?  ^i>//oG>-  T25zoA^‘>3 


l^»^^>XVlULi? 


^»4ArLL^72ol=bl^D  tSts.  (i^^{  r~  MAO-  l/-> 

(^^UM  2\3(?> 


^  1-1'-  -1 

V/6|l^^  IT^  J  ^  C=f<^'r'  ^PP"  BjoPPIIT”  0>Ji:O^WC 

'TD_  -i/-UJ>H  ^IDf  rA^CJirt^  -^-U^ 

c'  I  -  t 

SmS?  7D  pg>vT  3>Hot;Ub  P)(S  IS^Tr2^a: 

J2>  PlAvjT- 


6rO  bpiiCCWClK 
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Telephone  Conversation 


Affiliated  Engineers  SE,  Inc. 
3300  SW  Archer  Road 
Gainesville,  FL  32608 


Telephone  Conversation 


Affiliated  Engineers  SE,  Inc. 
3300  SW  Archer  Road 
Gainesville,  FL  32608 


Telephone  Conversation 


7-7" 

Conversation  With 

/¥r:^^'rE>hd 

Representing  ^ 

Hr0L^^7vK:>  S>tu,dY 

Project  Number  ^ 

^-7 '93 

Project  Name 

Date 

Location 

Time 

/?i  /^/z_  7~/¥^  T~  -L 

Telephone  Conversation 


37?/ 


Affiliated  Engineers  SE,  Inc. 
3300  SW  Archer  Road 
Gainesville.  FL  32608 


Telephone  Conversation 


Telephone  Conversation 


Affiliated  Engineers  SE,  Inc. 
3300  SW  Archer  Road 
Gainesville,  FL  32608 


K 


^04  _ _ 


Conversallon  Wnh 


Representing 

\\oL  g^n  _ 


Project  Name 

.  *no,  _ 


Pbu 


£2,^ -00 


<f:-2c>  A*M 


4- 


-•.■zrz-f  "12>  CLve^lfM  1+lS  )riA->05^Aj3*1 


Tb  PA:'<-  JuLV 


l/J620i/2.fe*i> 


SO-’Cfi' 


5^o»/z:i£b> 


JutV  2^ 


AZ,Z,f  7Z£5^rtfPb 


T«6r 


■Tfe.71>-0-  Aw)f>  uJfcuLb  1S6 


7>w/2St>W 


r>5<Sr,OA-‘2.'2.»  TM-An 


tX)l2j/LX^- TAIP  TMtcoiM  Tfa^aSt^M-f  Tl/W 


/A0R5(ZWf?^  /t& 


uoji-h  L)k::E~  T2>  t43»o!i>i^c:r~  A 


M  00  JOLb  M^r>  y 


to^  <lajUi=>  Cj£>^  TMjr~  7r^ 


ph^eL  V^LVy-rnfZrTz. 


!2r^iHo6f  A  <^p^.isQh  '7h^,  dr  lOfgae^Hgb  ^ 


U5/X)L.i>  C<i/LjFt/2>-<,  f^fgr  pje«sr  '  UJ,irv  v^M  LAqEf?  TS!]>W, 


vrtujl^  A 


A  ,  PC- 


h^OAC-  (s>^dnpek^ 


Conversation  With  . 

oJfci  ST?=*r~»  >»-»SPkC.T<olJ 


Representing 

A-N43  '^lLJ0g  _ 


nouiing 

<^SPM(o-00 


Project  Number 

TihvM^ 


Date 


'R5Vr>0(9-  -iuuN 


e  w>c\^L-^  U>  VCl£7 


r  lo\U_ 


-^u 

wm. 

=0/2.  ^D\\^ 

A-t  \j 

FOR. 

□ATE 


IMPORTANT  MESSAGE 

RjS 

-7-/0  ‘^/‘J ' 


M _ £3 

OF_Z^ 

PHONE  _ 

□  FAX 

□  MOBILE 


_ TIME. 

}  I  poain/i-^\ _ 

'dfihrd  ^ 

^9-S  0~?8'^ 


AREA  CODE 


TELEPHONED  ^ 

^50 

CAME  TO  SEE  YOU 

WANTS  TO  SEE  YOU 

RETURNED  YOUR  CALL 

MESSAGE 


NUMBER  EXTENSION 

NUMBER  TIME  TO  CALL 


PLEASE  CALL 
WILL  CALL  AGAIN 


RUSH 


'nl  C^Ca^ 

2/^  or  3/ 


On  vox  c 


Affiliated  Engineers  SE,  Inc. 
3300  SW  Archer  Road 
Gainesville,  FL  32608 


Telephone  Conversation 


C_ACZX_  6S 


Conversation  with 


Representing 


Project  Name 

HioUS^roO 


Routing 


Project  Number 

iliNs- 


dJlIST-  IT 


OJZ^  I  ri  f^PfsCTToO 


■ViAj 


So  ur  GO%£iOLg 


O^T~  Ij^FC  'n&er>M. 


>>  Ai- 


Affiliated  Engineers  SE,  Inc. 
3300  SW  Archer  Road 
Gainesville,  FL  32608 


Telephone  Conversation 


Conversation  With 


Representing 


Profect  Name 

ifoLi.r2)^:>  .T>J 


Homing 

‘=?S2)HU  -OQ 


Project  Numb^ 


Date 


£7  L-C=t^v  A-  PMa^:5G'  ^aJ 


M^-CjU-/0 


-  C>ArCki_  . 


irb  .  P.tr. 


t~K>6rf^(srfz. 


Affiliated  Engineers  SE,  Inc. 
3300  SW  Archer  Road 
Gainesville,  FL  32608 


Telephone  Conversation 


OF  TZnoP 


CsHZM  A^fc>r?j^ir  /  ^*7  —  go's 2,) 

Conversation  With  ^ 

OU'ti  (2£7=’U6L)C_  ^L(5>- 

Routing 

Representing 

vAdLSFzO  >MfP  .STuJiw 

Project  Number 

Profect  Name 

,T>:i 

Date 

Z:Z&  , 

Location 

Time 

IViJAC- 
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Telephone  Conversation 


fetsrwArr-  LoH-iTTLe-  L  i 

Conversalion  With 

/><?-/'./ /K-  U«Ji<rO  09' 

Routing 

Representing 

efesL-STcO  ji,-vuP  /boiL-e^  STvi>v 

Rrofect  Number 

Project  Maine 

.  r-p 

Date 

-W'  70 

Location 

Time 

M/2.  tOl^-iTTU^  iJcJ"  TIL-L.  M£ryT“ 

6'FPiCr  tSL^iiTD 

Affiliated  Engineers  SE,  Inc. 
3300  SW  Archer  Road 
Gainesville.  FL  32608 


Telephone  Conversation 


Convefsation  wnn 


Representing 

Arf-p  snJt> 


6l7  - 


<=tSOHU-Dt^ 


Project  Number 


Ov4T>Jr<;nN->^ 

LA6>  _ _ 


ffp  .  HST-A\-L0/^(^C^  LJ^ 


Affiliated  Engineers  SE,  Inc. 
3300  SW  Archer  Road 
Gainesville,  FL  32608 


Telephone  Conversation 


A»U 


Conversation  With 

lAp^^sTFifiz^  S'rr*^ 

G^\L£rt2 

Routing 

Representing 

CU)rs  14?  AAf 

Pvi\L&^ 

Prefect  Number 

s-lzuhr 

F^olect  Name  Date  ' 

iw>6^i=brsr  T7-) 


K/2_,  Da  TI^TIajC^  Ao 


0i~  TVr^  13diVjsi2.^  AT"  \^/LUxJ’m.yfz  AAf  HAi? 


bssv.)  bcL/^eti  Vc:  Tb  c^rzps  ^z^sJ\l£\^  dP  THS" 


!=■ 


fT  (5(C_  7^  P2«9 


r^UT  1*^  TS^TiaJCt: 


"Tb  Ca>H^ 


By:  *pP<2i  ,  pg 


|a:iac  n2^Jt?cr  <£W6ioei?rj_ 


I 


Affiliated  Engineers  SE,  Inc. 
3300  SW  Archer  Road 
Gainesville.  FL  32608 


Telephone  Conversation 


Conversation  With 

fACjrprz^  tMc/Tu)Ar I  , 

Representing 

kTV.b>V _ 


Roject  Name 


Location 


Routing 

-OQ 


Reject  Number 


Date 


\  nu 


pM 


Time 


(2^b' 


By: 


{Au^c  PSoii-=C7'  eH6i^JCif2_ 
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Affiliated  Engineers  SE,  Inc. 
3300  SW  Archer  Road 
Gainesville,  FL  32608 


Conversation  With 
Representing 

(lo(U5>?  STvb^ 

Project  Name 

l-ULSTiD^  -TP 


THtTH  t^dsP-r 


By:  1^3  V>h<z>^t^ _ 

HVac  f?EcPi?cr  i^CnysBZ 


Telephone  Conversation 


Routing 

*=? 

Project  Number 

Date 

x^:qd  PiM 

Time 


Hyi^orzS 


Affiliated  Engineers  SE,  Inc. 
3300  SW  Archer  Road 
Gainesville,  FL  32608 


Telephone  Conversation 


(*>6^ 

Conversation  With 

Routing 

Representing 

Reject  Num^ 

S'/i^AjT 

Project  Name 

Dale 

Location 

Time 

ClArCU 

OW2,Lo-nT  /oc 

Affiliated  Engineers  SE,  Inc. 
3300  SW  Archer  Road 
Gainesville.  FL  32608 


Conversation  With 

f3>A-f^c:  C).::  ^  I,U\..C<S-k  CJb  .  .ATL^T^  ,^ 

Representing 

A^  Urf7 r-^  "A" 

Prolect  Name 

i-bLSra^J  ,  l~P _ 

location 


Telephone  Conversation 


Co 

Routing 

1  'TOils-CO 

n«|«ci  Number 
Dale 

Time 


'T'  Ma>  f2oSg<2^  IF  CA^Gtiore-  TVl  Tgs-n/>>6- 

Qg  BACkT  d.  Ujt^<  lOOO\^  gWABLiT  Tb _ 

P/2^i?:ag~  A-  T^ro^=j\<-  PtfrZ-  -rvLiv  ?2«»6cer^ 

Mg^  TiH-A^  0^O7?r  P>^c>  gtsiraw  Cj^f2QJcy^  ^i»T 

THeV  igt4jiogTfc>  ^A-s  A/r  r^/g.  xo<gout:::>  ott-  rsg' 

ArV>MLAgL.fe  Bl  T>ttg'  71^  rfCA^ir  l?jr'S>U  tg=5r£^  1^  COlS.  (^IS^OIS^ 

\f0r2,  ?!2£>Po}M^.  ,  M/L,  1Zi>lB.6grS>  A^V/t^feD>  -nA-A:?-- 

SoG>C^y>,jrTfZxCn*^  00^  TUrS'  f?Pg~<L  TTs^mJCt-  L.^ou3ii\  hJOIT _ 

MArKifT  H-fM  ^:UjvHptmnv^g~  i>j  Pr2.jpgAAt^  So  f4«r 

iHA-IdjT  Ak  r^R5i>A-^. _ 


fbS\t6LV  ViE’  dBiJn^crn^tr- 

/o  THt^  1:5^^  IF-  IT  ^‘-AO  Ao«^  h^=^T-  TM^ 

TuJ<5 

1^\U£f2-S  AvjuU-Ap.H  (JZDc->(/»MF>-rr 

AT-  Vi)LAPTeVJ2_  AA-P 

,  Taj  . 

‘ 

By:  £ogcgr~  A.  Pc-r. 

H  vJAO 
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Affiliated  Engineers  SE,  Inc. 
3300  SW  Archer  Road 
Gainesville,  FL  32608 


Telephone  Conversation 


C:Q_ 


Conversation  With 

H4iW2J<-Fg>r23:>  STTr<V-iM  r*xa(LlrT2-*>. 

Routing 

ijbAi.PeSe^TTClP  'Sf^oW/s.A^^  c».,  <RS‘6H(e~00 

Representlr^g 

Roject  Number 

/-VoLi.T&P  Ar-A-f  BolLC^  “5  rt»l5^ 

-v/ii  /‘f.s- 

Project  Name 

Date 

»A->6r  ,  1  O 

Location 

Time 

LPfiJ>L  C>=Cn.occr<zS 
UUrrZA>6g*^>f.  iUiCoJ(gSb>  _ 


viS^AU  .^sPrrmoP _ 

/iA6r  -f  CL^  T?<^n^  (=i 


C-4^/grr.ir^  'TTcSTTis.//-  gp  "Tud/r^ 


C£rSr<>  Qap»  /AApfcc:Dao, 
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MEETING  NOTES 


HOLSTON  AAP 

CONTRACT  NO.;  DACA01-94-D-0007 

95046-00 

Project 

Holston,  TN 

Project  # 

August  22,  1995 

City,  State 

Exit  Interview 

Date 

1  of  1 

DA 

Type  of  Meeting 

08/18/95 

Page 

Typist 

Meeting  Date 

Copies 

Present 


Orville  Depew  HDC 

Sonee  Hall  HDC 

Carl  Osberg  AESE 

Paul  Little  AESE 


The  purpose  of  this  meeting  was  to  review  the  items  surveyed  and  discuss  probable  areas  of  energy  conservation. 
The  following  items  were  discussed. 

Observations  were  made  at  the  Acetic  Anhydride  manufacturing  equipment  in  building  7.  Natural  gas  and  combustion 
air  quantities  at  one  cracking  furnace,  which  was  in  operation,  were  obtained:  50  CFM  main  burner  N.G.,  5  CFM  Pilot 
^.G.,  and  235  CFM  Air.  It  was  noted  that  flue  gas  temperature  exiting  the  furnace  is  329‘’C.  The  waste  heat  boilers 
■anufactured  by  Union  Iron  Works,  were  originally  selected  for  conditions  existing  with  producer  gas  used  as  fuel. 

The  units  are  single  pass  firetube  type.  It  was  noted  that  discussions  have  previously  taken  place  to  address 
feasibility  of  incorporating  auxiliary  burners  on  these  units,  but  detailed  investigation  was  never  completed.  A  boiler 
cross  sectional  drawing  was  obtained  indicating  the  quantity  and  size  of  boiler  tubes.  Nominal  tube  length  was 
measured  as  15  feet. 

At  steam  plant  building  8,  Mr.  Hall  stated  that  all  tar  handling  equipment  and  concrete  dike/basin  will  be  removed  prior 
to  work  related  to  installation  of  boilers  from  VAAP,  if  in  fact,  those  boilers  are  to  be  used.  Mr.  Davenport  pointed  out 
the  burner  port  for  burning  tar,  which  might  make  installation  of  a  natural  gas  burner  possible.  It  was  also  pointed  out 
that  only  three  sides  of  the  boiler  fire  box  section  contain  water  wall  tubes;  The  wall  opposite  the  tar  burner  does  not 
contain  riser  tubes. 


Mr.  Davenport  stated  that  the  river  water  piping  "loop"  has  now  been  completed,  so  that  the  electric  driven  pump 
previously  called  the  "backside"  pump  is  available  for  any  high  head  system  pumping  requirements.  Mr.  Hall  indicated 
that  current  operations  are  being  met  without  utilizing  turbine  driven  river  water  pumps,  and  this  configuration  is 
maintained  under  conditions  requiring  less  than  about  100,000  #/hr  boiler  plant  load. 

Mr.  Davenport  was  asked  how  often  the  coal  bunkers  are  filled.  He  stated  each  bunker  capacity  is  200  ton,  and  at 
present  they  burn  about  70  tons  each  day. 

The  above  constitutes  the  writer’s  understanding  of  the  discussions  of  this  meeting  and  conclusions  reached. 
Corrections/errors  should  be  noted  to  the  writer  within  5  working  days. 


HVAC  Project  Engineer 
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HOLSTON  AAP 

CONTRACT  NO.:  DACA01-94-D-0007 

95046-00 

Project 

Holston,  TN 

Project  # 

June  2,  1995 

City,  SUte 

Exit  Interview 

Date 

1  of  2 

MAH 

Type  of  Meeting 

05/25/95 

Page 

CO,  MR 

Typist 

Meeting  Date 

Copies 

Present 

Representing 

Jerry  Bouchillon 

HDC 

J.L  "Butch"  Jones 

HDC 

Sonee  Hall 

HDC 

George  Davenport 

HDC 

Max  G.  Noe 

HDC 

D.L.  Cretsinger 

HDC 

Richard  Gillenwater 

HDC 

Van  Jones 

HDC 

Mike  Richarme 

AESE 

Bob  Barnes 

AESE 

he  purpose  of  this  meeting  was  to  review  the  items  surveyed  and  discuss  probable  areas  of  energy 
conservation.  The  following  items  were  discussed. 


1 .  Bob  Barnes  briefly  reviewed  the  scope  of  work  for  this  project  and  described  some  of  the  options 
available  for  saving  energy  for  this  project.  Among  the  options  were  the  relocation  and  reuse  of  one  or 
two  existing  gas  fired  boilers  at  Volunteer  Army  Ammunition  Plant  (VAAP)  in  Chattanooga,  TN.  Other 
options  included  new  boilers  either  at  the  existing  boiler  plant  or  located  near  the  points  of  use.  Re¬ 
use  of  existing  feedwater  equipment  appeared  feasible  but  would  be  analyzed  in  detail  in  the  study  of 
this  project.  Ancillary  equipment  at  VAAP  may  also  be  reused  but  inspection  of  the  equipment  would 
determine  the  economic  feasibility. 

2.  The  question  was  raised  about  how  the  new  boilers  would  affect  the  current  air  permit  and 
environmental  concerns.  A  brief  discussion  of  possible  scenarios  of  equipment,  fuels,  and  siting 
followed.  More  definite  information  would  be  developed  by  AESE  during  the  course  of  the  study  which 
would  be  fonwarded  to  HDC  to  be  evaluated  for  impact  on  this  project. 


3. 


4. 


An  additional  question  was  raised  regarding  the  interruptability  of  natural  gas  supplies  and  back-up 
fuels  or  storage  to  protect  process  equipment  and  product.  Jerry  Bouchillon  will  check  on  the 
interruptability  of  natural  gas,  as  the  current  contract  with  United  Cities  Gas  Company  is  for 
uninterruptable  natural  gas  supply.  Fuel  oil  is  not  desired  by  HDC  due  to  storage  and  environmental 
concerns.  Other  possible  alternatives  might  be  electrical  back-up  for  critical  needs  (such  as  pumps, 
heating  tracing,  bayonet  heaters,  etc.)  but  duration  of  interruption  needs  to  be  determined  as  well  as 
identifying  systems  and  components  requiring  backup. 

As  part  of  the  study,  Jerry  Bouchillon  recommended  overhead  costs  be  included  in  operation  and 
maintenance  costs.  Jerry  had  previously  furnished  data  on  "out-of-pocket  costs"  for  steam  to  be  used 
as  part  of  the  economic  analysis  for  this  project. 
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5.  Mike  Richarme  suggested  there  could  possibly  be  some  cost  savings  on  electricity  costs  due  to  power 
factor  billing  by  the  utility  company.  However,  this  proved  not  to  be  the  case  as  HDC  owns  and 
maintains  the  electrical  distribution  equipment  downstream  of  the  primary  metering  location  and  has 
done  a  good  job  correcting  power  factor  conditions  and  line  losses. 

The  above  constitutes  the  writer’s  understanding  of  the  discussions  of  this  meeting  and  conclusions 

reached.  Corrections/errors  should  be  noted  to  the  writer  within  5  working  days. 

By; 

AFFILIATED  ENGINEERS  SE,  INC. 


Robert  A.  Barnes,  P.E. 
HVAC  Project  Engineer 


3300  SW  Archer  Road _ _ 

Gainesville,  Florida  32608_  _ 

|gK)4)  376^^  V  375^79 
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HOLSTON  AAP 

CONTRACT  NO.:  DACA01-94-D-0007 

95046-00 

Project 

Project  # 

Holston,  TN 

June  2,  1995 

City,  State 

Date 

Entry  Interview 

1  of  2 

MAH 

Type  of  Meeting 

Page 

Typist 

05/22/95 

RB,  MR 

Meeting  Date  Copies 


Present  Representing 


Scott  Shelton 
Sonee  Hall 
George  Davenport 
Max  G.  Noe 
Carl  Osberg 
Mike  Richarme 
Bob  Barnes 


SMCHO-EN 

HDC 

HDC 

HDC 

AESE 

AESE 

AESE 


he  purpose  of  this  meeting  was  to  have  an  entry 


interview  and  the  following  items  were  discussed. 


1.  Production  levels  of  explosives  was  14  million  pounds  (lbs)  in  1994,  7  million  lbs  projected  in  1995, 
and  about  2  million  lbs  projected  for  1996.  Production  levels  beyond  1996  are  not  available  at  this 
time. 


2.  Current  plans  are  to  replace  steam  turbine  drives  at  refrigeration  machines  in  Building  5  to  electrical 
motors. 


3.  Holston  Defense  Corporation  (HDC)  is  presently  investigating  the  possibility  of  buying  or  selling 
steam  from  Tennessee  Eastman. 


4.  There  are  no  steam  lines  between  Area  "A"  and  Area  "B". 


5.  Electric  power  is  supplied  to  HDC  from  Kingsport  Power  at  a  single  substation  with  a  back-up  from 
Appalachian  Power  (TVA). 

6.  Shelby  Jones  is  presently  investigating  alternative  electric  power  sources. 

7.  In  Building  8,  Boiler  7  is  currently  laid  away,  and  plans  are  to  lay  away  Boilers  3,  5,  and  6.  Boilers  1 
and  2  are  used  alternately  with  Boiler  4  inactive  but  capable  of  being  fired.  HDC  has  an  estimate  of 
the  cost  of  boiler  lay-up  which  will  be  furnished  later. 


Process  steam  requirement  is  90  psig  and  most  is  used  in  Building  2. 
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9.  Cogeneration  is  under  investigation  by  HDC  as  a  possible  solution  to  supplying  steam  for  Area  "A" 
but  this  has  been  excluded  from  the  AESE  Limited  Energy  Study. 

10.  PCB  containing  transformers  are  routinely  removed  from  Holston  AAP  which  has  a  holding  area  for 
temporary  storage  of  transformers  prior  to  their  disposal. 

The  above  constitutes  the  writer’s  understanding  of  the  discussions  of  this  meeting  and  conclusions 
reached.  Corrections/errors  should  be  noted  to  the  writer  within  5  working  days. 

By: 

AFFILIATED  ENGINEERS  SE,  INC. 
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MOBILE  DISTRICT  PROJECT  REVIEW  COMMENTS 

DATE:  28  Sept.  1995  Page  291  of  5 

TO:  U.S.  Army  Corps  of  Engineers  Mobile  District 

Mobile,  AL 

FROM:  Robert  S.  Woodruff,  CESAM-EN-DM 
PHONE:  (334)  694-6074  FAX:  (334)690-2424 

|pROJECT/FY:  FY95  Limited  Energy  Study  for  Area  "A"  Package  Boilers 

fLOCATION:  Holston  Army  Ammunition  Plant,  Kingsport,  TN 


TYPE  REVIEW:  Interim  Submittal  Review 


NO. 

PAGE/PAR 

COMMENT 

RESPONSES  TO  COMMENT 

1. 

Exec.  Sum. 
P.2 

What  is  Synergism  Analysis? 

Interaction  of  discrete  elements 
of  system  changes,  the 
combination  of  which  may 
produce  more  or  less  desirable 
effects  than  the  sum  of  the 
individual  changes  alone.  A/E 
will  so  state  in  the  report. 

2. 

Part  II  P.  6 

The  fact  that  the  chillers  are  being  converted  to  electric 
drive  as  well  as  the  fact  that  the  existing  distribution 
system  is  to  be  reused  are  "givens"  and  do  not  require 
evaluation. 

None. 

3. 

Part  II  P.  6 

The  items  outlined  on  this  page  are  not  the  same  as  those 
stated  in  the  detailed  scope  of  work.  These  should  be 
identical. 

A/E  will  clarify  which  of  these 
items  were  addressed  at 

Entry/Exit  Interviews. 

4. 

1 

Part  II  P.  8 

Item  4)  gives  the  electrical  consumption  of  the  steam  plant 
equipment.  Does  this  value  come  from  the  actual 
operating  logs? 

Assumption  based  on  1994  Tony 
Battaglia  steam  cost  calcs. 

Part  II  P.  25 

The  first  paragraph  on  this  page  states  that  no 
differentiation  was  made  between  energy  and  demand 
charge  for  electric  service.  Because  demand  charges  are 
really  paid  for  the  entire  12  months  wouldn’t  this  have  an 
effect  on  the  economics? 

Effect  is  insignificant.  Report  will 
be  modified  explain. 

6. 

General 

Would  it  be  prudent  to  consider  a  30,000  #/HR  gas  fired 
boiler  not  using  the  existing  stacks?  That  way  enough 
steam  would  be  produced  to  meet  the  small  demands 
without  having  to  vent  any  steam. 

Yes. 
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MOBILE  DISTRICT  PROJECT  REVIEW  COMMENTS 

DATE:  28  Sept.  1995  Page  2  of  5 

TO:  Affiliated  Engineers  SE,  Inc. 

Gainesville,  FL 

FROM:  Anthony  W.  Battaglia,  CESAM-EN-DM 
PHONE:  (334)694-2618  FAX:  (334)690-2424 

1 PROJECT/FY:  FY95  Limited  Energy  Study  for  Area  "A"  Package  Boilers 

LOCATION:  Holston  Army  Ammunition  Plant,  Tennessee 


TYPE  REVIEW:  Interim  Submittal  Review 


NO. 

PAGE/PAR 

COMMENT 

RESPONSES  TO  COMMENT 

1. 

General 

The  conclusions  reached  by  this  report  appear  to  be  reasonable,  and 
some  aspects  of  the  report  are  quite  good;  however,  In  some  respects  It 
is  incomplete,  and  there  are  several  areas  which  need  clarification. 

None, 

2. 

General 

Not  all  of  the  topics  listed  in  the  Detailed  Scope  of  Work  have  been 
adequately  addressed.  The  following  comments  are  keyed  to  the  topics 
listed  in  the  Detailed  Scope  of  Work,  paragraph  4.,  pages  A-2  &  A-3: 

Sub-par  4.a.,  Evaluation  of  Gas-fired  Package  Boilers:  For  the  case  of 
the  boilers  relocated  from  Volunteer  AAP,  this  has  been  adequately 
addressed;  but  it  has  not  addressed  boilers  sized  to  meet  the  current 
requirements.  This  should  be  added  to  the  evaluation. 

A/E  will  Incorporate. 

Sub-par  4.b.,  Use  of  Existing  Distribution  System:  Adequately 
addressed. 

None. 

Sub-par  4.  c.,  Existing  steam-driven  chillers  replaced  with  electric:  The 
steam  requirement  for  the  chillers  must  be  subtracted  from  the  overall 
steam  requirement;  cannot  determine  how  this  was  accommodated  in 
the  calculations.  Please  clarify. 

A/E  will  clarify. 

Sub-par  4.d.,  Inspection  of  existing  boilers  at  Volunteer  AAP: 

Adequately  addressed. 

None. 

Sub-par  4.e.,  Evaluation  of  existing  ancillary  equipment  at  Volunteer 

AAP;  No  clear  statement  was  made  regarding  this  equipment,  nor  how 
it  would  affect  the  cost/savings.  Please  include. 

fiJE  will  clarify. 

Sub-par  4.f.,  Maintenance  and  Operation  Costs:  Either  this  was  not 
adequately  addressed  or  there  is  some  discussion  missing.  Please 
include  or  elaborate. 

A/E  will  elaborate. 

Sub-par  4.g.,  Fuel  oil  storage  capacity:  No  analysis  has  been  provided, 
please  include. 

A/£  will  include. 

Sub-par  4.h.,  Air  pollution  permits:  No  discussion  was  included 
regarding  impacts  of  the  proposed  changes.  Please  indicate. 

A/E  will  add  statement  that  no 
impact  is  involved. 

Sub-par  4.i.,  River  water  Pumps:  There  appears  to  have  been  a 
misunderstanding  regarding  this  topic.  The  scope  of  work  says  that  the 
pumps  are  currently  (at  the  time  of  the  pre-negotiation  conference) 
electrically  driven,  although  each  has  a  steam  turbine  connected  to  the 
same  shaft.  The  study  is  supposed  to  evaluate  the  economics  of  using 
the  turbines  instead  of  the  motors.  If  there  was  a  change  in  the  method 
of  operation  prior  to  starting  the  field  work,  this  should  have  been  stated 
in  the  report.  Piease  revise  as  needed. 

A/B  will  clarify. 

3. 

General 

The  AE  is  commended  for  proposing  additional  ECOs  as  possible 
solutions  to  the  problem. 

None. 

■ 

Detailed 

Narrative 

General 

In  the  detailed  narrative  there  is  some  discussion  of  each  case  (1  thru  5) 
investigated:  however,  it  is  not  detaiied  enough  to  really  give  the  reader 
an  understanding  of  the  costs/savings  involved.  Please  expand. 

A/E  will  comply. 
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Energy 

Calcs, 

General 


LCCAs, 

General 


Pg2&3 


Pg.  18-22 


Pg  23  &  24 


Pg  97,  98,  & 
99 


General 


Pg  133 


Pg.  134 


Pg.  136 


General 


In  the  detailed  narrative,  there  is  a  discussion  of  the  spreadsheet 
calculations  used  for  determining  energy  consumption;  hovrever,  there 
are  no  sample  calculations  to  show  how  the  spreadsheet  numbers  were 
generated.  Please  include. 


The  LCCA  summary  Sheets  should  not  be  under  "Miscellaneous  Data". 
Each  sheet  should  be  included  with  the  discussion  of  the  pertinent  ECO. 


Case  1  &  Case  2:  These  cases  appear  to  be  reversed  with  respect  to 
the  river  water  pumps.  See  Comment  2,  sub-par  4.1.,  above. 


The  penultimate  sentence  states  that  the  savings  are  negative,  but 
makes  no  attempt  to  explain  the  situation.  Please  clarify. 


3rd  bullet:  Notes  replacement  of  steam  driven  chillers  with  electric.  Be 
sure  this  is  included  in  the  base  case;  see  Comment  2,  sub-par  4.c., 
above. 


Par  5):  Reference  records  (in  Appendix,  I  presume)  that  were  used  in 
determining  these  costs. 


Par  9):  Have  you  checked  with  turbine  manufacturers  to  see  if  turbines 
can  be  operated  with  saturated  steam? 


States,  "Production  levels  below  167,000  Ib/month  have  not  been 
evaluated."  The  graphs  provided  do  not  even  go  as  low  as  167,000 
Ib/month.  Perhaps  they  should.  Please  check  and  correct  as 
necessary. 


Case  1:  See  Comment  2,  sub-par  4.i. 


Figures  8-12:  The  axis  for  "ANNUAL  COST'  does  not  identify  "cost  of 
what".  The  axis  for  "Lbs/Month"  appears  should  be  "Millions  of 
Lb/Month".  Please  correct. 


Table  1  &  Table  2  would  be  easier  to  follow  if  they  were  combined  into  a 
foldout  or  if  each  case  were  on  a  separate  table  printed  horizontally. 
Please  consider. 


First  paragraph:  States  that  no  attempt  was  made  to  differentiate 
between  energy  cost  and  demand  cost,  but  gives  no  justification  for  this 
approach.  Usually  it  is  worth  while  to  consider  the  effects  of  both. 
Please  discuss. 


LCCA  for  Case  2:  This  may  change  based  on  Comment  2,  but  why 
would  there  be  no  coal  cost  or  savings  if  a  change  was  made  from 
electricity  to  steam  (or  vice-versa)  for  driving  the  pumps?  Please  correct 
as  necessary. 


LCCA  for  Case  3,  Case  4,  &  Case  5:  I  don’t  understand  the  asterisks 
under  "Savings"  for  natural  gas.  I  would  expect  there  to  be  a  negative 
number  in  this  location.  Please  explain. 


The  combustion  calculations  look  very  good. 


Cost  Estimate:  Please  provide  some  backup  for  the  lump  sum  costs  for 
Bailey  Motor  Co.  Control  Rehab  and  for  Misc  piping,  tubing,  valves  & 
fittings. 


Please  provide  some  backup  for  Transporting  and  for  Boiler  Startup. 


This  is  hard  to  follow.  Please  include  more  explanation  of  details,  and 
improve  format. 


In  the  appendices  there  are  several  invoices  and  other  documents  which 
have  been  highlighted.  The  highlighted  figures  become  opaque  when 
reproduced;  so  the  copies  become  essentially  useless.  Please  find  a 
better  way  to  present  this  information. 


A/E  will  comply. 


A/E  will  comply. 


A/E  will  comply. 


A/E  will  amplify. 


A/E  will  comply. 


A/E  will  comply. 


Mollier  Charts. 


Expanded  graphs  available. 


A/E  will  correct. 


Reformatted  tables  available. 


A/E  will  include  additional 
evaluation. 


Minimum  boiler  open  point  - 
steam  blown  to  atmosphere. 


LCCID  fonvat  not  adjustable 
calculated  value  is  out  of  range 
for  this  summary  sheet. 


Backup  will  be  provided. 


Unintentional  omission. 


A/B  will  comply. 


A/E  will  annotate  documents. 
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24. 

Pg  139 

Demand  charge  for  natural  gas.  Will  this  change  with  increased  use? 
Please  discuss. 

Discussion  wili  be  provided. 

25. 

Pg  168 

Table:  Please  indicate  units  In  the  column  headings  (Ib/hr)? 

A/E  will  compiy. 

26. 

Pg  170 

Label  fan  &  motor. 

A/E  will  comply. 

M 

Pg  172 

Indicate  proposed  size  of  steam  lines  leaving  new  boilers. 

A/E  win  comply. 

Noted  The  following  are  nit-picky  editorial  comments: 


Pg  1  Holston  AAP  is  in  Kingsport,  TN. 


Pg  2  No.  1 1 :  "Benefit/Cost"  ratios. 


Pg  2  Correct  speiling  of  "alternative". 


Pgll  3413Btu/kWh 


Pg  11  "...calculations  are  presented..." 


Pg  25  Correct  speliing  of  "differentiate". 


A/E  will  correct. 


A/E  will  comply. 


A/E  will  comply. 


A/E  will  comply. 


/\/E  will  comply. 


A/E  will  comply. 
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Jerry  Bouchillon  (HDC  Engineering) 
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.OCATION:  Holston  Army  Ammunition  Plant,  Kingsport,  TN 


TYPE  REVIEW:  Interim  Submittal  Review 


PAGE/PAR  COMMENT 


General  This  study  appears  to  be  a  respectable  analysis  of  the  subject 

manner. 


The  FINDINGS,  ANALYSIS  AND  RESULTS  are  not  very 
definitive.  What  is  the  meaning  of  a  negative  SIR?  Why  can’t 
the  short,  candid  CONCLUSION  of  page  25  be  put  on  page  4? 


General  I  would  like  to  see  a  step-wise  sample  calculation  showing  how 

each  of  the  12  parts  for  a  given  condition  (example:  Case  3, 
0.075  mill  #/mo)  on  Tables  1  and  2  are  obtained. 


General  Please  be  consistent  with  units  on  all  tables,  text  and  figures. 

For  example,  say,  "750,000  #/MO  Eq  RDX"  instead  of  "0.75  MILL 
#/MO",  etc. 


General  Any  analysis  involving  LCCID  of  Cases  4  and  5  (using  VAAP 

Boilers)  shall  include  consideration  for  the  cost  to  layaway 
Building  8A  since  this  will  be  a  natural  consequence  of  making 
this  change. 


General  All  "units  costs"  in  units  of  $/MBtu  for  the  LCCID’s  (pages  96-99) 

shall  be  changed  to  reflect  the  unit  costs  of  STEAM  generated 
with  these  fuels  similar  to  the  analysis  on  page  145  for  coal 
instead  of  the  unit  cost  of  the  heating  value  of  the  fuels.  For 
example,  coal  =  3.00  $/MBtu  instead  of  1.86  $/MBtu. 


In  the  LCCID’s  changes  the  SlOH  and  Design  Costs  to  reflect 
more  realistic  values.  These  can  be  obtained  from  Tony 
Battaglia  unless  you  have  already  done  so. 


RESPONSES  TO  COMMENT 


A/E  will  consider  revisions  as 
requested. 


AJE  will  provide. 


A/E  will  edit  as  required. 


Feedwater  system,  boiler  water 
treatment  and  deaerator  continue  in 
service  coal  boilers  can  be  laid 
away. 


LCCID  instructions  call  for  fuel  costs 
and  non-energy  savings  account  for 
remainder. 


/VE  will  revise  if  directed  to  do  so; 
values  shown  are  program  default 
values. 
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INOECK  POWER  EQUIPMENT  COMPANY  •  1111  south  vwujsavenus  •  whebung,  lunois  eaQB&S84i 

7D8^1>e300  •TBXX  2B^54i  -  nX70a/Si1-M8A 

INOBOC 

October  25. 1995 


Affiliated  Engineers  S,  E..  Inc. 

Attn:  Mr.  Paul  Little 
FAX  #:  1 -904-375-3479 

1 

REFERENCE:  YOUR  TELEPHONE  INQUIRY  OF  OCTOBER  24.  1995 

INDECK  PROPOSAL  #6421 

SUBJECT:  800  HP  BOILER  AND  DEAERATOR  RENTAL  PROPOSAL 


Dear  Mr.  Little: 


Per  the  above  referenced  telephone  conversation  in  which  we  discussed  the  possible  rental 
of  an  800  HP  firetube  boiler  and  a  duplex  packaged  deaerating  system  for  a  U.S. 
Government  operation  in  Tennessee,  I  am  pleased  to  provide  the  following  information  for 
your  review,  evaluation  and  tiirther  rental  consideration. 


One  (1)  New  800  HP  Doniee  Technologies  (York-Shipiey)  3-pass  packaged  automatic 
firetube  boiler.  Model  #596-SPH-800-N/2.  This  unit  will  be  designed,  built  and  stamped  In 
accordance  with  the  latest  edition  of  the  ASME  Power  Boiler  Code.  Section  I  for  a  design 
pressure  of  150  psig  and  an  operating  pressure  range  of  50-125  psig.  The  unit  will  be 
equipped  with  a  York-Shipley  designed  and  built  natural  gas  and  #2  oil  fired  forced  draft, 
fully  modulating  burner.  The  unit  will  be  complete  with  the  manufacturer’s  ^andard  boiler 
trim,  burner  and  controls  as  per  the  following  specification  sheete  as  well  as  the  following 
recommended  optional  equipment 


a.  Stack  thermometer -installed 

b.  2”  blowdown  valves  -  two  quick  and  one  slow  opening  (shipped  loose) 

c.  Warrick  probe  type  auxiliary  low  water  cut  off.  Model  #3E1  B 

d.  2”  Jordan  electric  modulating  feedwater  valve  with  3-valve  bypaM 

e.  460  V,  3-phase,  60  Hz  main  power  with  a  120  V,  single  phase  control  voltage 
transformer 

f.  Single  electric  location  connection  vrith  circuit  breakers 

g.  Three  (3)  indicating  lights  (customer  to  specify  function) 

h.  Manual  reset  steam  limit  control 

i.  Manual  potentiometer  for  manual  firing  rate  adjustment 
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Page  2. 

One  (1)  packaged  duplex  feedwater  deaerating  system  consisting  of  a'  30,000  PPH 
horizontal  storage  tank  designed,  built  and  stamped  to  the  ASME  Code  for  60  psig  design 
pressure  and  will  have  10  minute  storage  to  overflow.  The  vessel  will  be  complete  with 
make-up  water  regulating  valve  with  float  cage  and  operating  linkage,  overflow  trap,  steam 
pressure  reducing  valve,  high  and  low  water  level  switches,  sentinel  type  refef  valve,  vent 
valve,  water  level  gauge  glass  set,  steam  pressure  gauges  and  two  (2)  thermometers.  The 
vessel  will  be  mounted  on  a  4<-po5t  structural  steel  support  stand  with  pad$  to  match  the 
deaerator  tank  saddles,  foundation  pads  with  holes,  base  plate  for  pump  sets  with  structural 
steel  horizontal  and  diagonal  support  braces.  Mounted  beneath  the  vessel  will  be  two  (2) 
centrifugal  boiler  feedwater  pumps,  each  with  a  minimum  flow  rate  of  60  gpm  at  150  psig 
pump  discharge  pressure  coupled  to  drip-proof  drive  motors  requiring  460  V.  3-phase,  60 
Hz  power.  A  control  panel  in  a  NEMA  1  enclosure  will  be  furnished  and  include  two  (2) 
pump  motor  starters,  pump  circuit  breakers,  pump  running  lights,  high  and  lew  water  lights 
with  alarm  bell  and  silencing  switch,  pump  selector  switch  and  terminal  switch.  Duplex 
suction  piping  assembly  which  includes  gate  valves,  flexible  connectors,  compound  gauges 
and  pipe  supports.  Discharge  piping  will  be  supplied  with  a  separate  gate  and  check  valve 
and  pressure  gauge.  The  unit  will  be  shop  assembled  with  the  horizontal  storage  tank  and 
some  trim  remov^  to  facilitate  shipping  clearances. 

on  a  minimum  guaranteed  rental  term  of  36  months,  a  budgetary  monthly  rental  rate 
for  the  boiler  and  deaerator  as  descn'bed  above  is  $3,800.00. 

Delivery  of  this  equipment  is  approximately  12-14  weeks  after  receipt  of  approved  contract. 

The  following  two  pages  are  the  boiler  and  burner  specifications  and  should  you  require 
additional  information  on  either  the  boiler  or  deaerator  please  feel  free  to  contact  me  at  your 
convenience. 

Thank  you  for  your  Inquiry  and  I  look  forward  to  working  with  you  further  when  you  have 
final  specifications  available  for  firm  pricing. 


Very  truly  yours, 

INDECK  POWER  EQUIPMENT  COMPANY 

Wayne  J.  Cemy 
Vice  President 
Sales  and  Rentals 
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SAMPLE  SPECIFICATIONS 


HIGH  PRESSURE  STEAM  BOILERS 


'  A.  GENERAL 

FURNISH  Mil . .  PACKAGED  SCOTCH  TYPE  STFFI  RnTlFBf^  nP^TCHcn 

«?T?™?ASI“rnS?  IN  ACCORdS!™ 

^  UHii  shall  be  mounted  on  a  steel  frame,  complete  WITH 

TccTrn  necessary  controls,  and  shall  be  factory  assembled  and  fire 

HbIS*  attachment  of  steam  supply  and  feedwater  lines,  blow-off 

i-iNES,  electrical  connections,  and  vent/breeching  connection  the 

entire  unit  shall  bear  the  UNDERWRITER'S  LABORATORY  B  LABEL. 

37  goff  boiler'  horsepower, 

SROSOTIT,  AND  SHALL  BE  A 

B.  BOILER  DESIGN 

THE  BOILER  SHALL  BE  OF  THE  FIRE  TUBE  TYPE,  THREE  PASS  DRY-BACK  nF^TKN  tuf 

TOTAPnF?^*i  SQUARE  FEET  PER  BOILER  HORSEPOWER 'oR  A 

TOTAL  OE)  SQUARE  FEET  OF  EFFECTIVE  FIRESIDE  HEATING  SURFACE  IT  SHALL 

BE  PROVIOtO  wilH  HANDHOLES  AND  A  MANHOLE  AS  REQUIRED  BY  ASME  CODE,  i 

i;!^^R5iEc?ETi?  rzrgSof  ^hee“?  rniivf 

^  SlINfoP  to'b«1!^“52Ilu''"  ^  LONEITUDINAL 

THE  FURNACE  TUBE  SHALL  BE  CENTRALLY  LOCATED  IN  THE  BOILER  SHELL  ANh  ^hai  i  rf 

TT^RFrTMc'rn^cB  TARGET  RING  FOR  RESHAPING  THE  FLAME  AT  A  POINT  WHERE 

SPREAD.  ALL  REFRACTORY  BRICKWORK  SHALL  BE  HIGH  TEMPERATURE 
AND/OR  PRE-CAST  REFRACTORY  SHAPES  LAID  IN  HIGH  TEMPERATURE  REFRACTORY 

REFRACT0RrAMD^BACKED^UI-H‘'^FA?^5Fi^n‘‘«?fr^^  TEMPERATURE  PRE-CAST 

CIRCUITING  WIiH  SEAL  WELDED  STEEL  LINING  TO  PREVENT  FLUE  GAS  SHORT- 

THE  REAR  DOOR  SHALL  BE  DESIGNED  IN  THREE  SECTIONS  FOR  EASE  OF  REMOVAL  AND  TO 

nnno^  SECTION  ^  THE  FIRESIDE  SURFACE  WITHOUT  REMOVING  THE  ENTIRE 

DOOR.  THE  LOWER  REAR  SECTION  SHALL  BE  INSULATTD  OR  REFRACTORY  LINFO  A^ 

LINED  SECTION  SHALL  BE  SUPPORTED  BY  A  HINGED  DAVIT 
ARWNGEMENT.  THE  FRONT  DOOR  SHALL  BE  ONE  PIECE  OR  TWO  PIECE  AS  REOUIRFD  BY 
WEIGHT  AND  SIZE,  AND  INSULATED  WHERE  NECESSARY.  THE  FRONT  DOOR  SHALL^INCI UDF 
an  access  opening  for  CLEANOUT  WITHOUT  REQUIRING  OPENING  OF  tSe  DOOR^ 

C-  TRIM  AND  CONTROLS 

Tl!«  boiler  SHALL  BE  EQUIPPED  WITH  A  COMBINATION  WATER  COLUMN  PUMP  CONTROLI  FR 
AND  LOW  WATER  CUT-OFF  WITH  ALARM  SWITCH;  AND  WITH  WATER  Ke  SET  AND  Sass  ’ 
WATER  COLUMN  BLOWDOWN  VALVE.  IN  ADDITION  THE  BOILER'  SHALL  BE 
EQUIPPED  WITH  A  SAFETY  LIMIT  CONTROL  AND  A  SEPARATE  OPTING  LIMIT  cSl 
AND  A  STEAM  PRESSURE  GAUGE  SHALL  BE  FURNISHED  Ai  I  Thf  ABnvr  * 
ReSSeNT^*"^  PACTORY  piped  and  wired  IN  ACCORDANCE  WITH  ASHE  COD^AND  U/L 
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SAMPLE  SPECIFICATIONS 
FA  BURNERS  -  400  THRU  1000  HP 


GAS/#2  OIL!  BURNERS 
FOR  STEAM-PAK  BOILERS 


THE  BURNER  SHALL  BE  A  YORK-SHIPLEY  MODEL  FA  AND  SHALL  BE  DESIGNED  FOR  FIRING 
NATURAL  GAS  OR  #2  FUEL  OIL,  WITH  GAS  CHARACTERISTICS  OF  /ooo  8TU/CU.  FT.. 

SPECIFIC  GRAVITY  OF  - - ,  AN  AVAILABLE  GAS  SUPPLY  PRESSURE  OF 

3l.  i‘&.)  (PSIG'}7"AND  a  FIRING  RATE  OF 33.^^  CU.  FT./HR.  GAS  AND 

-a.3S  GPH  OIL.  THE  OVERALL  EFFICIENCY  OF  THE  UNIT.  BASED  ON  FUEL  INPUT  AND 


‘OUTPUT,  SHALL  BE  NOT  LESS  THAN  BOX. 

THE  BURNER  SHALL  BE  EXTERNAL  MIX  GAS  AND  LOW  PRESSURE  AIR  ATOMIZED  OIL  TYPE. 
USING  A  GAS  PORT  AND  OIL  NOZZLE  ARRANGEMENT  WITH  AN  AIR  SWIRL  FOR  MAXIMUM 
COMBUSTION  EFFICIENCY.  IGNITION  SHALL  BE  ACCOMPLISHED  BY  A  SPARK  IGNITED 
NATURAL  GAS  PILOT  USING  A  10,000  VOLT  IGNITION  TRANSFORMER. 

THE  PILOT  SHALL  INCLUDE,  IN  ADDITION  TO  THE  NOZZLE  AND  ELECTRODE  ASSEMBLY.  A"- 
SOLENOID  GAS  VAVLE,  .GAS  PRESSURE  REGULATOR  WITH  5  PSL-MAXIMUM  INLET  PRESSURE 
RATING,  AND  A  SHUT*OFT  COCK..  .  • 

THE  BURNER  SHALL  BE  ARRANGED  FOR  FULlY  MODULATED  FIRING,  USING  A  SINGLE 
MODULATING  MOTOR  WITH  BUILT  IN  END  SWITCH  FOR  GUARANTEED  LOW  FIRE  START,  A 
LINKAGE  ARRANGEMENT  TO  GOVERN  BOTH  AIR  SUPPLY  AND  FUEL  SUPPLY. 

^  enclosed  control;  panel  with 

UTCH,  MOUNTED  SEPARATELY  ON  THE  BOILER,  WITH  TERMINAL  STRIPS  FOR  MAIN 
ELECTRICAL  POWER  CONNECTION  AND  FOR  ALL  WIRING  RUNNING  OUT  OF  THE  PANEL.  A 
CONTROL  CIRCUIT  FUSE.  AN  ON-OFF  TOGGLE  SWITCH.  FUEL  CHANGEOVER  SWITCH.  A 

MICROCOMPUTER  TYPE  FLAME  CONTROL  WITH  LEAD  SULFIDE  SCANNER,  ALL  MOTOR 
STARTERS  (WHERE  SPACE  PERMITS),  RELAYS,  TRANSFORMERS,  ETC. 

SHALL  BE  FORCED  DRAFT  TYPE  WITH  A  BLOWER  WHICH  FURNISHES  ALL 
NECESSARY  AIR  FOR  COMBUSTION,  AND  INCLUDES  AN  AIR  INLET  SILENCER.  THE  BLOWER 
AIR  SUPPLY  SHALL  BE  GOVERNED  BY  THE  MODULATING  MOTOR  LINKAGE  CONNECTED  TO  A 
DAMPER  ON  THE  BLOWER  DISCHARGE.  THE  BURNER  SHALL  INCLUDE  AN  AIR  SAFETY 
INTERLOCK  FOR  LOW  BLOWER  AIR.  THE  BLOWER  SHALL  BE  AN  AIR  FOIL  TYPE  AND  SHALL 
BE  DIRECTLY  DRIVEN  BY  A  -40  HP  3500  RPM  MOTOR. 

THE  BURNER  WINOBOX  SHALL  BE  FURNISHED  WITH  A  BOLTED-ON  ACCESS  PLATE  FOR  EASY 
RE^AL  OF  THE  NOZZLE  AND  ELECTRODE  ASSEMBLY.  IN  ADDITlSrTHE  ENTI^  BACK 

BURnIr°C0MP0NE|5tS^°*  REMOVABLE  FOR  EASY  ACCESS  TO  THE  OTHER  INTERNAL 

THE  BURNER  SHALL  INCLUDE  A  SINGLE  OIL  NOZZLE  WHICH  PROVIDES  FOR  MIXING  OF  FUEL 
WITH  COMPRESSOR  AIR  INSIDE  THE  NOZZLE.  OIL  FLOW  SHALL  BE  CONTROLLED  BY  A 

*^°^LE  SUPPLY  LINE,  PLUS  AN  ADJUSTABLE  TEARDROP 
METERING  VALVE,  ACTUATED  BY  THE  MODULATING  MOTOR 
SUPPLY  LINE  TO  THE  BURNER  SHALL  INCLUDE  A  FILTER  UPSTREAM  OF 
THE  CONTROL  VALVES  AND  SOLENOID  VALVE. 


JteEL 

Wno 


*^*-°*^  SHALL  BE  PROVIDED  BY  A  FUEL  OIL  PUMP  ARRANGEMENT,  MOUNTED 
ON  THE  RIGHT  REAR  BOILER  SKID,  AND  INCLUDING  A  GEAR  TYPE  SINGLE  STAGE  OIL  PUMP. 

^  ^  MOTOR,  ALONG  WITH  AN  OIL  PRESSURE  GAUGE 

SEPARATE  RELItl-  VALVE;  ALL  PIPED,  MOUNTED,  AND  WIRED  TO  THE  UNIT.  A 

STRAINER  SHALL  BE  INCLUDED,  BUT  SHIPPED  LOOSE  FOR  FIELD 

INSTALLATION. 
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^PLE  SPECIFICATIONS  CONT'D 
^RuRNERS  -  400  THRU  1000  HP  CONT’O 


GAS/#2  OIL  BURNERS 

; —  . 

FOR  5TEAM-PAK  BOILERS  ■  . 


COMPRESSEO  AIR  FOR  THE  AIR  ATOMIZATION  SHALL  BE  PROVIDED  BY  A  ROTARY  VANE.  TYPE  AIR 
COMPRESSOR,  COMPLETE  WITH  AIR  FILTER,  RELIEF  VALVE.  PRESSURE  GAUGE,  AUTOMATIC 
GRAVITY  FEED  LUBRICATOR,  OIL  ACCUMULATOR,  AND  BELT  DRIVEN  WITH  AN  ADJUSTABLE 
SHEAVE  ARRANGEMENT  AND  A  /  HP..1750  RPM  MOTOR. 


GAS  CONTROLS  INCLUDE  A  BUTTERFLY  TYPE  GAS  VOLUME  VALVE  CONNECTED  BY  LINKAGE  TO  THE 
MODULATING  MOTOR,  A  DOWNSTREAM  BLOCK/TEST  LUBRICATED  PLUG  COCK,  A  MOTORIZED  TYPE  . 
SAFETY  GAS  VALVE  WITH  INTEGRAL  PROOF-OF-CLOSURE  SWITCH,  A  PRIMARY  MOTORIZED  GAS, 
VALVE,  AN  UPSTREAM  SHUT-OFF  LUBRICATED  PLUG  COCK,  HIGH  AND  LOW  GAS  PRESSURE 
INTERLOCKS,  AND  TEST  CONNECTIONS  DOWNSTREAM  OF  EACH  MOTORIZED  VALVE.  A  NORMALLY 
OPEN  FULL  PORTED  SOLENOID  VENT  VALVE  SHALL  BE  INCLUDED  BETWEEN  THE  MOTORIZED  GAS 
VALVES.  A  MAIN  GAS  PRESSURE  REGULATOR  SHALL  BE  (INCLUDEP-AND  GHirPED  LOOS&) 
(INSTALLED  BOWH  STREAM  €F  THE  MAIN  SHUT  OFT  COCK>  (FURNISHED  BY  OTHERS). 


ALL  MOTORS  SHALL  BE  ARRANGED  FOR  CONNECTION  TO  Mfe- VOLTS.  3  PHASE,  60  HERTZ 
ELECTRICAL  POWER  AND  THE  CONTROL  SYSTEM  SHALL  BE  ARRANGED  FOR  115  VOLTS,  1  PHASE,- 
60  HERTZ  POWER  (USING  A  CONTROL  VOLTAGE  TRANSFORMER). 


\ 
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Central  TX  Commercial  A/C  &  Heating,  Inc. 


7909  Roseon  Dr. 

Austin,  Texas  78736-8010 
License  #;  TACLA  002692C 

October  30,  1995 

Affiliated  Engineers 
Attn:  Mr,  Paul  Little 
3300  Southwest  Archer  Road 
Gannsville,  FL  32608 
Fax  (904)  375-3479 

Central  Texas  Commei  cial  Air  Conditioning  and  Heating,  Inc.  is  pleased  to  propose: 

1)  Lease  for  800  horse  power  boil^  at  100  PSI,  including  dearator  and  feed  water 
pumps.  Quote  includes  the  following: 

*  One  800  Hp  or  two  (2)  400  Hp  boilers  set  up  to  bum  natural  gas  or  #2  fuel 
oil. 

*  Motor  for  230/460  volts. 

*  110  volt  control  transformer. 

*  Freight  to  and  from  job  site. 

*  Dearator  with  dual  pumps  and  controls. 

*  Start  up  after  complete  installation. 

2)  Installation  is  not  included. 

3)  Licensing  and  insurance  are  not  included. 

4)  Taxes  are  not  included. 

5)  Terms  and  Conditions  attached. 

First  12  month  lease  $7,800. 00/month 

2nd  year  lease  cost  $5,800.00/month 

3rd  year  lease  cost  $4,900.00/month 

If  you  have  any  questions  please  don't  hesitate  to  call. 


Best  Regards, 


Roland  R.  Hampton,  Jr. 
President 


RRH:jm 


512/288-0822 
1-800-338-5429 
Fax  #288-0941 
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